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HOW TO FIND PRODUCTS - CORD SET SECTION

The products in this catalog are presented in two categories (Cord Sets and Components) in
three specific groups based upon plug configurations and are identified as International Type,
IEC 60320 Type and IEC 60309 Type.

International Type plugs are generally country specific, whereas IEC 60320 and IEC 60309
are intended for universal applications and recognized by most countries around the world.

Cord Set products can be selected by using the Worldwide Product Selection Guide on
pages 6-10 or by using the Configuration Charts on pages 11-13. See page 51 for compo-

nent selection guide.
EXAMPLE
Worldwide Product Selection Guide (Cord Sets)

COUNTRY PLUG INTERNATIONAL TYPE IEC 60320 TYPE IEC 60309 TYPE
CONFIGURATION SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)
Afghanistan .........cccoooviiiii UK2-15P .....ceeeeeea. 17 i, 34-41 ..o 42,43

The catalog page(s) indicated above under “International Type” will list cord sets and power
supply cords with the country specific plug normally used in Afghanistan.
The pages shown under IEC 60320 and IEC 60309 will list accessory and high power cord

e EXAMPLE

Configuration Chart

The configuration charts shown on pages 11-13 indicate both the plug and receptacle (outlet)
configuration used in specific countries.

The configuration charts include catalog page(s) where the cord sets and power supply cords
appear using that plug configuration. See page 51 for component (receptacles, plugs and

connectors) selection guide.
CONFIGURATION
RECEPTACLE PLUG RATING

15 Ampere 250 Volt
United Kingdom
Receptacle and plug.
Polarized.

(BS 546A)

NOTE: Interchangeable with South
Africa receptacle and plug. Rated 16
Ampere 250 Volt.

UK2-15R UK2-15P PAGE 17

Note: The plug configuration(s) recommended represents the preponderance of usage in that
country and other plug configurations may be required for older installations.

The information and recommendations presented here were compiled from a large
number of sources. There is consequently some possibility of error or omissions for
which International Configurations, Inc. cannot assume responsibility. The information
presented here should not be taken as final in the case of industrial or highly special-
ized commercial installations.
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WORLDWIDE PRODUCT SELECTION GUIDE - CORD SETS

COUNTRY PLUG INTERNATIONAL IEC 60320 IEC 60309
CONFIGURATION TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)
Afghanistan ........ccccocceveeeinn UK2-15 .., 17 e, 34-41 oo 42,43
Albania .....ccceeeeeeieeiiieiieeeeeeeee BU-2% s 34-47 oo, 42,43
AlgEeria ..ccueeeeiiiieieeeee e EUT-16 ..., 14,15 ., 34-47 oo, 42,43
American Samoa..................... Nema 5-15 ......cccevvvvvvnnee. P2 G EC 1C S 34-41 oo 42,43
P gle (o] r- N BU-2% e e 3441 oo 42, 43
ANGOIa ... BU-2% e 34-41 42, 43
Anguilla ......oooviiiieii UKT-13 e 16 oo, 34-471 .o 42,43
Antigua and Barbuda .............. Nema 5-15 ....cccooocvvveernnns 26-33 ...t 34-41 i 42, 43
Argentina ........ccceeeeiiiieneees ART-10 . 24 34-41 42, 43
ArMENIia ...ccceeeeeeeieeeiiiiiiieiieeeeees BU-2% e 34-41 e, 42,43
Aruba.....cceeeeeeeeieieiiie BU-2% s 34-41 v, 42,43
Australia .....cccceeeeeeeieiiiieienenenn AU1-10, AU2-15.................. 18 oo, 34-41 oo 42,43
AUSEHA eeeeiiieeeieeeeeeeeeeeeeeeeeeeees EUT-16 ..., 14,15 ..o, 34-47 oo, 42,43
Azerbaijan .......cccccciiiiieiiinn EUT-16 ..o, 14,15 e 34-41 L 42, 43
Bahamas ..........ccccevvveeeeeevennnn, Nema 5-15 ......cooovvvveennnn. 26-33...coeiieiiiinns 34-41 oo 42,43
Bahrain........cccoevvvevevviiiinnn UKT-13 ., 16 o, 34-471 ... 42,43
Bangladesh ........cccccceviiiinnes UK2-15 .., 17 e, 34-41 oo, 42,43
Barbados........ccccevvviiiiiiinnn Nema 5-15 ......ccccvvvvvenne. 26-33.....ciiiiii, 34-41 o 42,43
Belarus .........ooovvvvevvvevivirinnnn EUT-16 ..o, 14,15 ., 34-47 oo, 42,43
Belgium ....occeeeeiiieeee EUT-16 ..., 14,15 .., 34-47 oo, 42,43
Belize ..o Nema 5-15 ........coevvvvvvnnneee 26-33..ceiiiiiiiiiiiinnn 34-47 oo, 42,43
Benin .......ooooeeeeieeeee e UK2-15 ..o L A 34-41 v, 42,43
Bermuda........ccoooovvevieeeeeeeennnn Nema 5-15 ..o 26-33...ceiiieiin, 34-41 oL 42,43
Bhutan.........ccoooevveieeeeieiins BU-2% s 34-471 ..o, 42,43
Bolivia........oooveveeeeii BU-2% s 34-47 oo, 42,43
Bosnia and Herzegovina ......... EUT-16 ..o, 14,15 e, 34-41 i 42, 43
Botswana ........ccccceevevevevvnnnnnnns UK1-13, UK2-15............... 16, 17 oo, 34-47 oo, 42,43
Brazil .......cooovvveeeeeee Nema 5-15 ......cccevvvvvvvnneeee 26-33..ciiiiiiiiiinenn 34-47 oo, 42,43
British Virgin Islands................ Nema 5-15 ...cccooeiivieeennns 26-33...cciieeeeiiieen 34-41 i, 42, 43
Brunei.......oooooeiiiiiiieeeeeeeeee EUT-16 ..o, 14,15 .., 34-41 oo, 42,43
Bulgaria ........ccceeevevveeeeeiiiieeen EUT-16 ..o, 14,15 . 34-471 ..o 42,43
Burma........ccooiiiiieii UK1-13, UK2-15............... 16, 17 oo, 34-47 oo, 42,43
Burundi.......ccoooiiiiiiiis EUT-16 ..., 14,15 ., 34-47 oo, 42,43
Cambodia.........ccoeecuvvrieeenen.n. BU-2% s 34-41 oo, 42,43
Cameroon ........ceeeeeeeeeeneeeeenns EUT-16 ..., 14,15 i, 34-41 . 42, 43
Canada........cceevvvevvvvnviniiieeenns Nema 5-15 .......ccoovveeees 26-33....cceieeeeeiiirnnnnn, 34-41 o 42, 43
Cape Verde .......cccccvvvveeeeeeenennn EUT-16 ..., 14,15 .., 34-47 oo, 42,43
Cayman Islands ...........ccccueee. Nema 5-15 ....ccooevivieeenns 26-33 ...t 34-41 L 42, 43
Central African Rep. ................ EUT-16 ..o, 14,15 e 34-41 L 42,43
Chad.....ooeveeeiiieiieeeeee EUT-16 ..o, 14,15 ., 34-47 oo, 42,43
Chile .o IT1-10 .0, 19 i, 34-47 oo, 42,43
China.....coeeveeiieiiiiiieeeee CH1-10, CH2-16 ................. ISR 34-41 o 42,43
Columbia .......oeveveveiiiieeeeeeeenns Nema 5-15 ......ccccvvvvvvvnnee. 26-33..ceiiiiiriiineanns 34-41 oo, 42,43
COMOIOS....ceevvevererereinees EUT-16 ..., 14,15 .., 34-47 oo, 42,43
Congo, Democratic Republic .. EU1-16 ...........cccveerernnnnen. 14,15 i, 34-41 .o 42, 43
Congo, Republic of the............ BU-2% e 34-41 e 42, 43

*NOTE: EU-2 indicates various plug/receptacle configurations used in these countries. Contact sales
office for assistance.
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WORLDWIDE PRODUCT SELECTION GUIDE - CORD SETS

COUNTRY PLUG INTERNATIONAL IEC 60320 IEC 60309
CONFIGURATION TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)
Costa Rica........ccevvveeeeeieennnnn. o 34-41 oo 42,43
Cote d'IVoire ......cceeeeeeeeeeeennnnn. = 2 34-41 oo 42,43
Croatia....cccoeeeeeeieeeiieeeeeeeeinnn, EUT-16 ..o 14,15 oo, 34-41 oo 42,43
(0101 o - NEMA 5-15....cccovvveeeeee, 26-33 ..o 34-41 oo 42, 43
(@3] o] (1 1 UKT-13 e, L R 34-41 oo 42, 43
Czech Republic .......c.ceeeenneen. EUT-16 ..o, 14,15 e 34-41 L 42,43
Denmark......cccoeeveeeiiiiiieeeennnn. DE1-13 e, 2 34-47 oo, 42,43
Djibouti ....oeoeiiiie EUT-16 ... 14,15 oo, 34-41 oo 42,43
Dominica ......ccccevvvvveeeeeieinnnn. UKT-13 e, 16 e, 34-41 oo 42,43
Dominican Rep. ......cccceeeeeeennn. BU-2% 34-41 i, 42, 43
Ecuador.......ccooeevviiiiiieeiieinnnn. Nema 5-15 ......ccccoeeeeeeee, 26-33...ccevieeeeeiiiiinnnnn 34-41 oo, 42, 43
(=10 )Y/ o) R EUT-16 ..o 14,15 oo, 34-41 oo, 42, 43
El Salvador.........ccceeeeeeevevnnnnn. Nema 5-15 .....eevveeeeeenn. 26-33...coeiiiiiiiins 34-41 e 42,43
Equatorial Guinea ................. EU- 2% e 34-41 i 42,43
Eritrea......cccoeeeieeiiiiieeeeeen, BEUT-16 ..o 14,15 oo, 34-41 oo, 42,43
Estonia .....ccooovveiiiiiiiiieeeeenn BU 2% e 34-41 .o 42, 43
Ethiopia ........coooiiiiiiiie IT1-10 e, 19 34-41 e 42,43
Falkland Islands (Malvinas).... UK1-13 .......c..cociiriiiiiiieennne 16 i 34-41 i, 42, 43
Faroe Islands ..........c.ccceeennn. EU 2% s 34-41 .o, 42, 43
Fiji e AU1-10, AU2-15.........ue.....e 18 e, 34-41 e 42,43
Finland ......oovveiiiiiiieeeeeeee, EUT-16 ..o 14,15 oo, 34-41 oo 42, 43
France ....ccoooeeeviiievieieeeeeeinnnn. EUT-16 ... 14,15 oo, 34-41 oo 42,43
French Guiana ....................... BUT-16 ..o 14,15 oo 34-41 oo 42,43
French Polynesia ................... EU 2% e 34-41 oo 42,43
(=1 oo ] o I EUT-16 ... 14,15 oo, 34-41 oo 42,43
Gambia.....cccooovviiiiiieieeeeeee, UKT-13 e, 16 e 34-41 oo 42,43
Gaza Strip .....coccevieeeeeeee e, o 34-41 oo 42,43
(CT=To] (o |- NS EUT-16 ..o 8 T 34-41 oo 42, 43
Germany ......cccoceceiviiiieeneeeeenn EUT-16 ..o 14,15 oo, 34-41 oo, 42, 43
(€] gF=1 o F- UK1-13, UK2-15................ 16, 17 oot 34-41 oo 42,43
Gibraltar ...........eeeveveviiieieeennn. UKT-13 e, 16 e 34-41 oo 42, 43
GIrEECE ...coeevvveeveee e EUT-16 ... 14,15 i, 34-47 oo 42, 43
Greenland ..........ccceeeeeeiiiinnnnn. EUT-16 ..o 14,15 oo, 34-41 oo 42, 43
Grenada ..........coveveeeiieiiiinnnnen. = O 34-41 oo 42,43
Guadeloupe.......ccoovveeeeeeeeennnn. EUT-16 ..o 14,15 oo, 34-41 oo 42,43
(CTUF=1 0 o Nema 5-15 .....veeeeeeeeen. 26-33...cceeiiieiiiines 34-41 oo 42,43
Guatemala.........cccceeeeeeeveennnnnn. Nema 5-15 .....cccceeeeeeeen. 26-33...ccoeiieiiiinns 34-41 oo 42,43
GUINEA ....cvveeee e EUT-16 ..o L R 34-41 oo, 42, 43
Guinea-Bissau...........ccccouuu..... BEUT-16 ..o, 14,15 .............. [—_— 34-41 oo 42,43
GUYANA...coiiiiiieee e Nema 5-15 .....cccceeeeeenn. 26-33...cceneeeeeiiinnnn. 34-41 oo 42,43
Haiti .o Nema 5-15 ......ccccceeeeeee. 26-33...ccevieeeeiiiiinnnn. 34-41 oo, 42, 43
Honduras........ccoeevveeeeeeeennnnnn. Nema 5-15 ......cccoeeeeeeee, 26-33...cceveeeeeiiiinnnnnn. 34-41 oo, 42, 43
Hong Kong ......ccceeeeeveiiiiinnns UK1-13, UK2-15................ 16, 17 e, 34-41 o 42,43
Hungary ..o, EUT-16 ..o 14,15 oo, 34-41 o 42,43
Iceland.......ccceeevieiiieiieeeeeeee, EUT-16 ..o 14,15 oot 34-41 oo, 42, 43
(Lo [F= T UK2-15 .o A . 34-41 oo 42,43

*NOTE: EU-2 indicates various plug/receptacle configurations used in these countries. Contact sales
office for assistance.
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WORLDWIDE PRODUCT SELECTION GUIDE - CORD SETS

COUNTRY PLUG INTERNATIONAL IEC 60320 IEC 60309
CONFIGURATION TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)
Indonesia.....ccccoeeeeveevveeeeennnnn. EU1-16 ... 14,15 34-41 L 42, 43
1= o [ BU-2% . e 34-41 oo, 42,43
1= Vo IR UK1-13, UK2-15................ 16,17 oo, 34-47 oo, 42,43
Ireland ..., UKT-13 e, 16 o, 34-41 v, 42,43
Israel cccoooeeeeeeeeeeiiiiiiiee, IST-16..ccciieeeeeeeeeee, 21 et 34-41 oo, 42,43
1 2= IT1-10, IT2-16 ....coen...... 19 i, 34-41 oo, 42,43
Jamaica.......ccccveeeeiieeieiieeeees Nema 5-15 .....cccvveeeeeeene. 26-33...ceeiiiieeiis 34-41 oo 42,43
Japan ..., JAT-15 P2 T 34-471 .o 42,43
Lo o F= o IR EUT-16 ..o, 14,15 ., 34-47 ..o 42,43
Kazakhstan ........cccccooeeeeeennnnnn. EU1-16 ... 14,15 ., 34-41 o, 42,43
NG 0177 UK1-13, UK2-15................ 16,17 oo, 34-47 oo, 42,43
Kiribati .......coovvvveeeeieiiiiie, EU-2% s 34-47 oo, 42,43
Korea, North..........cccoeeiernnnnnnn. EU-2% e 34-41 i, 42, 43
Korea, South .......ccveeeeveieennnnn. EU1-16,Nema5-15 ....... 26-33,14,15.........cc...... 34-41 e 42,43
Kuwait .......ooovveieieeeeeee, UKT-13 e, 16 oo, 34-471 ..o 42,43
Kyrgyzstan .......cccocceveniineennn, EUT-16 .o, 14,15 e 34-41 L 42, 43
La0oS ..coooeeeeeeeeeeeeee, BU-2% . e 34-47 oo, 42,43
Latvia......cccovveeeeeeeeee, BU-2% . e 34-47 oo, 42,43
Lebanon ......ccooooveiiiiiieeiieinnnnnn. EU 2% o s 34-41 o, 42,43
Lesotho .....coevvvvveveeeveiiiii, BU-2% s 34-41 v, 42,43
Liberia .......ooovvvveveeeeiiiiinn UKT-13 e, 16 oo, 34-41 oo, 42,43
o) V7= IT1-10, IT2-16 ....oovvvvernnnnnnn. 19 i, 34-41 oo, 42,43
Liechtenstein .......ccccceeevevennnnn. EU1-16 ... 14,15 (oo, 34-41 oo 42, 43
Lithuania.........ccooevvveeeeeieennnnnn. = R S 34-41 oL 42,43
Luxembourg ........cccceeeviineenen. EUT-16 .o, 14,15 s 34-41 o 42,43
Macau .....cccooeeeeeieiiiieeeieeinn. UK2-15 ., 17 e, 34-41 o, 42, 43
Macedonia........cccccevvvvvvvvnvnnnn. EUT-16 ..o, 14,15 .., 34-47 oo, 42,43
Madagascar ........ccccceeerevveeenn. EUT-16 ..o 14,15 e, 34-41 i 42, 43
Malawi .........coovvvvvevvvriiiiiiinnnnn, UKT-13 e, 16 i, 34-41 oo, 42,43
Malaysia ........ccccevveveeeeeeeenennnnn. UKT-13 e, 16 o, 34-41 v, 42,43
Maldives ......ccoooeveveveeeeeeeeennn. UK2-15 .o, 17 e, 34-41 oo, 42,43
Mali......ccoooeiiieeeeeee EUT-16 ..o, 14,15 .o, 34-47 oo, 42,43
Malta .........ooovveeiieieen UKT-13 e, 16 oo, 34-47 ..o, 42,43
Mariana Islands...................... Nema 5-15 ......ccccoeeeeeenn. 26-33...ciiiieii, 34-41 e 42, 43
Marshall Islands ..................... Nema 5-15 ......ccccoeeeeeeeenn. 26-33...ciiiiiiii, 34-41 o 42,43
Martinique ........cccccvveeeeeeeeeennn. EUT-16 ..o, 14,15 ., 34-41 v, 42,43
Mauritania .........ccccevvvvvvvvnnnnnn. EU-2% e 34-41 v, 42,43
Mauritius........cooevvvevveveriviininnn, UKT-13 e, 16 o, 34-41 oo, 42,43
MEXICO ...cevveeeeeeeeeee e Nema 5-15 .....ccveeeeeeeeene. 26-33...ceeieieei, 34-41 oL 42,43
Micronesia........ccccceeeeeeeeeennnnnn. Nema 5-15 ..., 26-33...ccoeiieiiiins 34-41 oL 42,43
Midway Islands...........c.cceeeen. Nema 5-15 .....cccoooiviieennnns 26-33 ...t 34-41 i 42, 43
Moldova.......ccoeeeveevvieeeiieinnnnn. EU 2% e 34-41 oo, 42, 43
Monaco .....ccoeeeeeiviiiieieeiee. EUT-16 ..., 14,15 ., 34-41 o, 42,43
Mongolia.......cccceevvveereiniiiennnn BU-2% e 34-41 v, 42,43
Montserrat ........ccccceeeeeeieeennnnnn. EUT-16 ..o, 14,15 i, 34-41 .o, 42, 43
MOIOCCO ..covvveieeeeeiieeeeeeee, EUT-16 ..o 14,15 oo, 34-41 oo, 42, 43

*NOTE: EU-2 indicates various plug/receptacle configurations used in these countries. Contact sales
office for assistance.
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WORLDWIDE PRODUCT SELECTION GUIDE - CORD SETS

COUNTRY PLUG INTERNATIONAL IEC 60320 IEC 60309
CONFIGURATION TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)
Mozambique........ccccceeveeeeeenn. EUT-16 ..., 14,15 .o 34-41 oo, 42,43
Namibia .......cccovvvvvvviiiiiiiiinnn. UK2-15 .o, 17 e, 34-41 o, 42,43
Nauru ......cccoevveeeeeeeeeee, EU-2% . s 34-41 o, 42,43
Nepal ......ccocvvvreeeeiiiiieeeceiieeen, UK2-15 ..o, 17 e, 34-471 .o, 42,43
Netherlands..........ccccceeeeeeennn.. EUT-16 ... 14, 15 .............. [—— 34-41 e 42, 43
Netherlands Antilles ............... EUT-16 ... 14, 15 .............. [—— 34-41 42, 43
New Caledonia............cceevueee. EUT-16 ..., 14,15 i, 34-41 ..o, 42,43
New Zealand .........ccccccvvvveneee AU1-10, AU2-15................... 18 o, 34-41 o, 42,43
Nicaragua .........ccceeveeernineneenn. Nema 5-15 .....cccoocvvieennns 26-33...cciieiiieeee 34-41 i, 42, 43
N [To 1= R BU-2% e 34-41 o, 42,43
NIigeria .....ocoveveeeeeieeeeee e UK1-13, UK2-15................ 16,17 oo, 34-41 oo, 42,43
Northern Ireland ..................... UKT-13 e, 16 e, 34-41 .o 42,43
NOIWAY ...covveeeeeeciieee e EUT-16 ..o, 14,15 oo, 34-471 ..o, 42,43
(3971 o T UKT-13 e, 16 oo, 34-471 o, 42,43
Pakistan ........ccccccovvvevvieiiiiiinns UK2-15 ..o, 17 i, 34-41 .o, 42,43
Palau .....cccoceeeeiiiiiiceeeee. Nema 5-15 ......ccccoeeeeeeeenn. 26-33...ciiiiiiii, 34-41 .., 42,43
Panama..........cccccieeeeeeeennnnnn. Nema 5-15 ......ccccoeeeeeeeee, 26-33...ccevieeeeeiiiiinnnnn 34-41 ..o, 42, 43
Papua New Guinea................. AU1-10, AU2-15................... 18 oo, 34-41 o, 42,43
Paraguay .......ccccoecveeiiiiiinnenn. EU-2% e 34-41 i, 42, 43
Peru....ccooooveiii, BU-2% s 34-471 .o, 42,43
Philippines ......ccooovieiiiiiiieeen. EU- 2% e 34-41 i, 42, 43
Poland .........cooovvvvviieiiiii, EUT-16 ..o, 14,15 i, 34-41 oo, 42,43
Portugal ..o EUT-16 ..o, 14,15 34-41 i, 42, 43
Puerto RiCO ......coevvvueieeeieennn. Nema 5-15 ......ccccoeeeeeeenn. 26-33....ciiiiiiiis 34-41 ..o, 42,43
Qatar .....veveviiiiiieeeeeeeee e UKT-13 e, 16 e, 34-41 o, 42,43
Reunion........cccceevvvvvvvvvvvvinnnnn, EUT-16 ..., 14,15 .o, 34-41 oo, 42,43
Romania........cccccoevvvvvvveeiiinnnns EUT-16 ..., 14,15 ., 34-41 o, 42,43
Russia .......ccoovvvvveeeviiii, EUT-16 ..., 14,15 .., 34-471 oo, 42,43
Rwanda ......ccooooevevviieieeiieinnnnn. BEU 2% o e 34-41 e 42,43
StHelena ......ccoceeeeeeeeeeeeeeeen.n. BEU 2% e 34-41 ..o, 42,43
St. Kits-NevVis......ccceeeeeeeeeeeennnn. UKT-13 e, 16 e, 34-41 oo, 42,43
St. LUCIA ccoeeveveeeeveveee e, UKT-13 e, 16 oo, 34-41 oo, 42,43
St.Vincent.....ciiciiiieeeeennn. UKT-13 e, 16 o, 34-41 o, 42,43
7= 14 1[0 Y- B Nema 5-15 .......cccoeeeeeeee. 26-33...cceviieeeeiiiinnnnn, 34-41 ..o, 42, 43
San Marino ......cceceeeeeeeeeeeeeennnn. EUT-16 ..., 14,15 ., 34-41 o, 42,43
Sao Tome and Principe.......... EU- 2% e 34-41 i, 42, 43
Saudi Arabia.......cccceeeeeeeeeenn.n. UK1-13, NEMA 5-15 ......... 16,26 ..coooeeeeeeeeieeeenn 34-471 oo, 42,43
Senegal ......ccoveeveiiiiieeeeee, EUT-16 ..o, 14,15 .o 34-41 ..o, 42,43
Serbia and Montenegro.......... EUT-16 .o, 14,15 e 34-41 i, 42,43
Seychelles ......ccccovcieeeeinnneen. UKT-13 e, 16 oo, 34-41 ..o, 42, 43
Sierra Leone......ccoceeeeeeeeeeeennn.. UKT-13 e, 16 oo 34-41 ..o, 42, 43
SiNgapore .........coceevveeeiieeenne UKT-13 e 16 oo 34-41 i, 42, 43
SlovakKia........vvvveiiiiiieiiieeeeennn. BU-2% e 34-41 o, 42,43
Slovenia ........evvvveviiiiiiieeeennn, EU1-16 ..., 14,15 .. 34-41 oo, 42,43
Solomon Islands..................... BU-2% e 34-41 .o 42,43
Somalia .....eeveveeeiiiiieeeeeeeee EU 2% o e 34-41 ..o 42,43

*NOTE: EU-2 indicates various plug/receptacle configurations used in these countries. Contact sales
office for assistance.

1
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WORLDWIDE PRODUCT SELECTION GUIDE - CORD SETS

COUNTRY PLUG INTERNATIONAL IEC 60320 IEC 60309
CONFIGURATION TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)
S0. AffiCa...cveiieciiceeeeeeeee UK2-15 .o, L A 34-41 oo, 42,43
SPaIN e EUT-16 ..o, 14,15 .., 34-41 oo, 42,43
SriLanka ......ccceceeeeiiieieieeeeennn. UK2-15 ..o, 17 e, 34-41 oo, 42,43
Sudan.....cceeeeeieiiiiiee e, UKT-13 e, 16 oo, 34-41 oo, 42,43
SUMNAME ... EUT-16 ..., 14,15 (o, 34-41 oL 42,43
Swaziland .......ccceeeeeeeeeeieienen.n. UK2-15 .o, 17 e, 34-471 i 42,43
SWEAEN ..oevvveieeeeeee e EUT-16 ..., 14,15 i, 34-41 i 42, 43
Switzerland.......cccoeeeeeeeneinnn.n. SW1-10, SW2-16 ................. P2 R 34-41 oo 42, 43
SYHa o EUT-16 ..o, 14,15 ., 34-47 oo, 42,43
Taiwan......cccoeeeeeeieeeincee e, Nema 5-15 ......cvvvvvvvvnnnnnnn. P2 G EC 1C S 34-41 oo, 42, 43
Tajikistan .......occeeeeiiiiiieeenns BU- 2% e 34-41 i 42, 43
Tanzania ....ccceeeeeeeeeeeveeeeeeeenn. UKT-13 e, 16 oo, 34-41 v, 42,43
Thailand ...........cooevvviviiiiis BU-2% e 34-47 ..o, 42,43
o1 [0 TR EUT-16 ..o, 14,15 ., 34-47 oo, 42,43
TONQA .o EU- 2% e 34-41 i 42, 43
Trinidad &Tobago................... Nema 5-15 ......cccoocviieennnns 26-33 ... 34-41 i, 42, 43
Tunisia.....cccceeeeeeeeeiiiiieeeeeeeiea, EUT-16 ..o, 14,15 .o, 34-41 oo, 42,43
TUIKEY oo EUT-16 ..o, 14,15 ..o, 34-47 oo, 42,43
Turkmenistan ...........cccccoeeee. EU-2% e 34-41 oo, 42,43
Turks and Caicos Islands....... Nema 5-15 ......ccccveeeeeenne. 26-33...ceeeieen 34-41 oo 42,43
Tuvalu ..coooveeeeeeeeeeeeeeeeeeee = S 34-41 oo 42,43
Uganda.......ccccceveiveeeeeiiinennn, UKT-13 e, 16 oo, 34-471 oo 42,43
Ukraine ......cccoeeeevveviciieeeeeennnne. EUT-16 ..., 14,15 ., 34-41 o, 42,43
United Arab Emirates ............. UKT-13 e, 16 e, 34-41 o 42, 43
United Kingdom............ccece.... UKT-13 e, 16 oo, 34-41 oo, 42,43
United States......cccccvvvvvvvvnneee. Nema 5-15 ......cccvvvvvvvnvnnnn. P2 G EC 1C S 34-41 oo, 42, 43
Uruguay .....c.ceeeeevieeeeeenniieeennn BU-2% . e 34-47 oo, 42,43
Uzbekistan .......ccccoeeeeevveennnnnnn. BU 2% o e 34-41 oo 42,43
VanuatU.......cccceeeeeeeeeieeiiceeeees BEU-2% o e 34-41 e 42, 43
Venezuela ......cccoeeeveeveevvnenen.n. Nema 5-15 .....evveeeeeeenn. 26-33...cciiieii, 34-41 oL 42,43
Vietnam .....ccceeeeeeeeeeieieeeeeeeee, EUT-16 ..o, 14,15 ., 34-47 ..o, 42,43
Virgin Islands...........ccccceeeeeee. Nema 5-15 ......cccoocvieennnns 26-33 ...t 34-41 i, 42, 43
Wake Island ...........ccoovvveeeens Nema 5-15 ......ccccoeeeeeee. 26-33...ccevieeeeeiiinnnnnn, 34-41 o 42, 43
=T 101 o UK1-13, UK2-15................ 16,17 oo, 34-47 oo, 42,43
Zambia ..., UKT-13 e, 16 o, 34-47 oo, 42,43
Zimbabwe.......cccoooeieeiiiinieeen UKT-13 e, 16 oo, 34-41 i, 42,43

* EU-2 indicates that various plug/receptacle configurations are used in these countries.
Contact sales office for assistance.

NOTE: The primary configuration for each country is listed FIRST in the above tables.

Example ..o Primary, Secondary

N =] 101 o I UK1-13, UK2-15
The primary configuration represents the preponderance of usage in that country. In some countries
the CLASS 2 (UK2-15 TYPE) is the primary configuration. When this occurs, the configuration is listed
first in the above tables.
The information and recommendations presented here were compiled from a large number of
sources. There is consequently some possibility of error or omissions for which International
Configurations, Inc. cannot assume responsibility. The information presented here should not
be taken as final in the case of industrial or highly specialized commercial installations.
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CONFIGURATION CHART - CORD SETS

International Plugs and Receptacles

CONFIGURATION CONFIGURATION
RECEPTACLE PLUG RATING RECEPTACLE PLUG RATING
2.5 Ampere 250 Volt
l(:gl:r:{i)siraenzso Volt Plug with 4.0 mm diameter
Receptacle and plug. pins.
Polarized. (CEE 7/16)
(IRAM 2073) Mates with European 4.0
and 4.8 mm receptacles.
AR1-10R AR1-10P PAGE 24 EUROPLUG PAGES 14, 15, 19, 20, 21, 22
10 Ampere 250 Volt 16 Ampere 250 Volt
Australian ‘ French

D
>

Receptacle and plug.
Polarized.

Receptacle grounding pin
polarizes CEE 7-7 plug.

(AS / NZS 3112 2000) 4.8 mm Pins.
AU1-10R AU1-10P PAGE 18 FR1-16R EU1-16P PAGES 14, 15
15 Ampere 250 Volt
Austrarl,ian 16 Ampere 250 Volt
Receptacle and plug. Israeli
Polarized. Receptacle and plug.
(AS / NZS 3112 2000) Polarized.
NOTE: Receptacle also accepts (SI 32)
AU1-10P (10 Ampere 250 Volt) plug.
AU2-15R AU2-15P PAGE 18 IS1-16R 1S1-16P PAGE 21
10 _Ampere 250 Volt 10 Ampere 250 Volt
Chinese Italian

&
>

CH1-10R

CH2-16R

CH1-10P

=

CH2-16P

Receptacle and plug.
Polarized.

(GB 2009.1-1996,
GB 1002-1996,

GB 11918-89)
PAGE 25

16 Ampere 250 Volt
Chinese

Receptacle and plug.
Polarized.

(GB 2009.1-1996,
GB 1002-1996,

GB 11918-89)
PAGE 25

SIS

IT1-10R

818

IT2-16R

IT1-10P

IT2-16P

Receptacle and plug.
Non-Polarized.

4.0 mm Pins.

(CEI 23-16 / VII 1971)

PAGE 19

16 Ampere 250 Volt

Italian

Receptacle and plug.

Non-Polarized.

5.0 mm Pins.

(CEI 23-16 / VII 1971)

PAGE 19

‘o

13 Ampere 250 Volt

Danish (Formerly 10 Amp)
Receptacle and plug.
Polarized.

(DC

15 Ampere 125 Volt
Japanese
Receptacle and plug.
Polarized.

(AFSNIT 107-2-D1) (JIS 8303)
DE1-13R DE1-13P PAGE 22 JA1-15R JA1-15P PAGE 23
a - 16 Ampere 250 Volt 10 Ampere 250 Volt
L] European “SCHUKO” Swiss
N/ \\ Receptacle and plug. Receptacle and plug.
7\ I Non-Polarized. 4.8 mm Polarized.
@ Pins. Receptacle CEE 7. 4.0 mm Pins.
0 ] Plug CEE 7-7. (SEV 1011. 1959)
EU1-16R EU1-16P PAGES 14, 15 SW1-10R SW1-10P PAGE 20
@ 'e 1 © 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted.  www.InternationalConfig.com
@ @ International Configurations, Inc. ¢ P.O. Box 3374 ¢ Enfield, Connecticut 06083 * TEL (860) 749-6380 * FAX (860) 749-2985 11




CONFIGURATION CHART

International Plugs and Receptacles

CONFIGURATION CONFIGURATION
RECEPTACLE PLUG RATING RECEPTACLE PLUG RATING

15 Ampere 250 Volt

13 Ampere 250 Volt United Kingdom
United Kingdom Receptacle and plug.
Receptacle and fused plug. Polarized.
Polarized. (BS 546A)

NOTE: Interch le with h
(BS 1363A) Airic rocoptacie and plug. Rated 16

Ampere 250 Volt.

&
L

UK1-13R UK1-13P PAGE 16 UK2-15R UK2-15P PAGE 17

CONFIGURATION CHART
NEMA Plugs and Receptacles

CONFIGURATION CONFIGURATION
RECEPTACLE PLUG RATING RECEPTACLE PLUG RATING
15 Ampere 125 Volt 15 Ampere 250 Volt
USA & Canada USA & Canada
Receptacle and plug. Locking receptacle and plug.
Polarized. Polarized.
(UL 498) (UL 498)
NEMA 5-15R NEMA 5-15P  PAGES 26, 27 NEMA L6-15R NEMA L6-15P PAGE 31
15 Ampere 250 Volt 20 Ampere 125 Volt
USA & Canada USA & Canada
Receptacle and plug. Locking receptacle and plug.
Polarized. Polarized.
(UL 498) (UL 498)
NEMA 6-15R NEMA 6-15p  PAGES 26, 29 NEMA L5-20R NEMA L5-20p PAGES 32, 33
20 Ampere 125 Volt 20 Ampere 250 Volt
USA Receptacle and plug. USA & Canada
Canada - Plug only. Locking receptacle and plug
Polarized. Polarized.
(UL 498) (UL 498)
NEMA 5-20R NEMA 5-20p PAGES 28, 30 NEMA L6-20R NEMA L6-20p PAGES 32, 33
20 Ampere 250 Volt 30 Ampere 125 Volt
USA Receptacle and plug. USA & Canada
Canada - Plug only. Locking receptacle and plug
Polarized. Polarized.
(UL 498) (UL 498)
NEMA 6-20R NEMA 6-20p PAGES 28, 30 NEMA L5-30R NEMA L5-30p PAGE 33
15 Ampere 125 Volt
USA & Canada 30 Ampere 250 Volt
Locking receptacle and USA_& Canada
plug. Locking receptacle and plug.
Polarized. Polarized.
(UL 498) (UL 498)
NEMA L5-15R NEMA L5-15Pp PAGE 31 NEMA L6-30R NEMA L6-30P PAGE 33
© 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted. ~ www.InternationalConfig.com @ Ic |
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CONFIGURATION CHART
IEC 60320 Plugs and Receptacles

CONFIGURATION CONFIGURATION
RECEPTACLE PLUG RATING RECEPTACLE PLUG RATING
15 Ampere 250 Volt 2.5 Ampere 250 Volt
0 | UL/CSA UL/CSA
U U | B| 10 Ampere 250 VoIt 2.5 Ampere 250 Volt
International International
IEC 60320, C-13 IEC 60320, C-14 PAGES 34, 35, 36, 37 IEC 60320, C-5 IEC 60320, C-6 PAGES 14-26
20 Ampere 250 Volt 2.5 Ampere 250 Volt
= - UL/CSA N\ UL/CSA
R | - = 16 Ampere 250 Volt ) 2.5 Ampere 250 Volt
International International
IEC 60320, C-19 IEC 60320, Cc-20 PAGES 38, 39, 40 IEC 60320, C-7 IEC 60320, C-8 PAGES 14-26
15 Ampere 250 Volt 15 Ampere 250 Volt
UL/CSA UL/CSA
10 Ampere 250 Volt 10 Ampere 250 Volt
International International
IEC 60320, C-15  IEC 60320, C-14 PAGES 35*, 36* IEC 60320, C-13  IEC 60320, C-18 PAGE 37
IEC 60320, C-15  IEC 60320, C-16 IEC 60320, C-17 IEC 60320, C-18

* See footnotes on product page

CONFIGURATION CHART
IEC 60309 Plugs and Receptacles

CONFIGURATION CONFIGURATION
RECEPTACLE PLUG RATING RECEPTACLE PLUG RATING
20 Ampere 125 Volt 30 Ampere 125 Volt
UL/CSA UL /CSA
IEC 60309 IEC 60309 IEC 60309 IEC 60309
4H-R 4H-P PAGE 42 4H-R 4H-P PAGE 43
20 Ampere 250 Volt 30 Ampere 250 Volt
UL/CSA UL /CSA
16 Ampere 230 Volt 32 Ampere 230 Volt
European “CE” Mark, European “CE” Mark,
VDE VDE
IEC 60309 IEC 60309 IEC 60309 IEC 60309
6H-R 6H-P PAGE 42 6H-R 6H-P PAGE 43

© 2004 International Configurations, Inc.
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EUROPEAN “SCHUKO"” CORD SETS & POWER CORDS
16 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............... EU1-16P @ 16 A/250V

2.5 Ampere 250 Volt, 2 Pole 2 Wire..........ccocceeccrneeseeenn. EUroplug €= &> 2.5 A /250 V

General Specification Data
Conductor Color Code:  Brown, Blus, GreendYallow (3 wire), Brown, Blue {2 wira)
Plug Standards: CEE 7-7. CEE 7/16 (Non-Folanized) |EC 60320 C-13
Conductor Size / Rating: 0.75 mm® @6 Ampere, 1.0 mr® & 10 Armpere, 1.5 mr? & 16 Ampere Stralght
Jacket 0.0, (Approx.): GAdmm=3x075mm, T2mm=3x 1.0 mm* &3mm =3x% 1.5 mm?
Material; PV, Jackat Colar Black, Tamperature 70°0 IEC &0320 C-13
Connectar Standards: IEC @020 (3200 ©-13, C=19, C-h, =T, C-15 Right Angle
Cordage Standards: HOEVV-FAG, HOGVV-F3, HIGVW-H2, HOSVW-H2, HOSVW-F2,

CEMELEG HD-21 [HAR) |EC 60320 C-13
Cord Set Length: 2.5 meters8'-2", 1.8 metars’ Left Angle

Power Cord - Detachable Cord Sets

Catalog # Rafing Description Lengih Approvals —
81131 10AZ50V Straight C-13connector  25m 22 and (A) EU-1ER cEMARRIRC bodz0 L3

81131-LA 10 A 250V Left angle C-13 conmectar 26m 22 and (A)

B113M-RA 10 A 250 W Right amgle C-13 conmector 25m 22 and (&)
Corndags - HOSVY-F3GE 1.0 mm?

20101 16 A 250V Straight ©-19 connecior 25m 22 and (&)

80101-LA 16 A 250V Left angle C-19 conmactar  26m 22 and (A)

BMM-RA 16 A 250 W Right amgle C-19 conmector 25m 22 and (&)
Caordags - HOBVW-F33 1.5 mm?

81950 2.5 & 250N Straight C-5 connector 1.8m 22 and (&)
Cardage - HOIWV-F3 0.75 mm?

81900 2.5 & 250N Straight C-7 connector 1.8m 22 and (&)

Caordags - HOMWV-HZ 0.75 mm?*

(FTHE——m1e ®

(A} 2, 12 13, 14,17

EU1-1&P CE” MARK IEC 60320 C-18

G THp—a1®E

(hp2 4, 7,9 12,13, 14, 17, 21

EL-16P “CE- MARK IEC 60320 C-&
E}::ﬂ

(A}2, 12 13, 14,17

Eurcplug “CE” MARK IEC gd320 C-7F

P =

(A2, 4, 7,9 12,13 14,17, 18,

Power Supply Cords

Catalog # Rating Description

B1040 &A 250V Staightplug  ©.75 mm?®
810401 10 A 280V Straightplug 1.0 mm?
81070 18 A350N Straightplug 1.5 mm?

Cardage - HOBVW-F3G

S0400 25 A 250V G4 mm damater cond

Conductors Length Approvals

25m 22 and (&)
25m 22 and (&)
25m 22 and (&)

18m 22 and (A

Condags - HOSVY-F2 0.75 mm?

0200 25 A250W 34 x58 oval cond

1.8m 22 and (&)

Cordage - HOMWV-HZF2 0.75 mm?

(1) Calalog #30100 non-grounding, 2 wire lype available
= Various terminals, cusiomn siripping, hanked cords availabla
= |EC BD320 C-15 12070 type conmactor available on some modals

» Black standard color, White and gray available,
= Cusiom langths and shielkded cords availabla

EUr-1&P CET MARK

e -
(A} 2, 12,13, 14,17
Euraplug
B S Sa—

(Aj2 4, T, 12 13, 14,17, 18, 21

Approvals: 1.45TA 2.CEBEC 3054 ADEMKD 5PSE 6 DFT TH 865 S0 10JET 19015 12 KEMA 13 NEMKD
14.0WE 16588 16,5005 17.50MED 18SEY 19,200 20 UL, G-UL 21 UTE 32 VOE 23150 24000 35 HAM 26833
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EUROPEAN “SCHUKO” CORD SETS & POWER CORDS
16 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............... EU1-16P @ 16 A /250 V

2.5 Ampere 250 Volt, 2 Pole 2 Wire ......ccc..ccceeesmerccsmnen EUroplug - <& 2.5A/250V

General Specification Data ,:dl[ﬂ]:@
Conductor Color Coda:  Brown, Blue, Green™ ellow (3 wira); Brown, Blus (2 wira)
Plug Standards: CEE 7-7, CEE 7118 (Non-Polarized) IEC 60320 C-13
Conductor Size | Rating: 0.75 mm® @6 Ampere, 1.0 mm* & 10 Ampere, 1.5 mm?® & 16 Ampere | SUalaht
Jacket 0.0, (Approo.): G4 mm=3x 078 mmd, T.2mm =3 x 1.0 mm? 8.3 mm = 3 x 1.5 mm?
Matarial: PWC, Jacket Color Black, Temperature 7090 IEC §0370 0-13
Connector Standards: IEC 80320 (320) C-13, C-19, &5, C-T, G158 Right Angle
Cordage Standards: HOSVV-FAG, HOGWY-F3, HIGWY-H2, HOEWV-HZ2, HOEVV-FZ,
CENELEC HD-21 (HAR) IEC 60370 C-13
Cord Set Length: 2.5 meters8'-2°, 1.8 meters/d' Laft Angle
Power Cord - Detachable Cord Sets
Catalog# Rating Description Length Approwvals —
816417 10 A 250V Straight C-13connector 25 m 22 and (A) EU1-18F CE"MARK  IEC 60320 G-13
B181-LAMI0 A 250 Y Lefl angle C-13 conrmactor 25 m 22 and (&) = HIiS i
B1841-RAT0 A 250V Righl angle C-13 connaclor 25 m 22 and (A)
Cordags - HOSYY-F3E 1.0 mm? (A} 2,17, 13, 14,17
80151 16 & 250V Straight C-18 connector 26m 22 and (&) EU1-16F CET MARK IEC 60320 C-189
B151-LA 16 A 250 Y Lefl angle C-1% conmactor 25m 22 and (&) ==I:j:| @
B0151-RA 16 A 280 Y Righl angle C-1% connactor 25 m 22 and (&)
GQW-HUE'H"'J'-FEE15FHH1= Ap2 4 T @ 92 1; 14.'”'.21
EU1-16F “CE™ MARK IEC 60370 C-5
B1953 2.5 0 20 W Straight C-5 connecior 1.8m 22 and (4) =|ﬁ
Cordage - HOIVY-F3 0.75 mm?
(Aap2 12 1% 14 17
Euraplug CE MARK |EC 603530 C-F
81300 2.5 0250 Y Straight &-7 connecior TEHm 22 and (&) ' -
Cordage - HOIVY-HZ 0.75 mm? e iﬁ = &
iAaj2 4 7 8 12 13,14 17, 18 21
Power Supply Cords
Catalog # Rating  Description Conductors  Length Approvals EUT.16P "CE- MARK
B1520M & A 250N Angle plug  0.75 mm® 28m 22 and [A) .
B1850 10 A 250V Angle plug 1.0 mm? 265m  22and (A) =<
BI18B0™ 16 A 250 Y Angleplug 1.5 mm? 25m 22 and (A)
Cordags - HOEVW-F3G A2 12 1% 14 17, 21
90400 25 A250W 6.4 mm dameter cord 18m  22and [A) Eurcplug
Cordage - HOSWY-F2 0.75 mm? G iﬂ:. i
0200 25 AZ260Y 3.4 x6.8oval cond 1.8m 22 and (A)
Cordage - HO3WW-H2F2 0.75 mm? (A2 47,1712, 14,17, 18, 7

{1} Add suffix “-RUS" for Russia. Plug has 4.0 mm size pins,

+ Black standard color, White and gray available,
= Cusiom langths and shielded cords availabla

s Vanous lamminals, custom stnpping, hankad cords available,
= |EC 80320 G-15 120°C type conmactor availlabe on some modals

Approvals: 1.A5TA 2.CEBEC 3.C8A 4. DEMKO & PSE G0OFT F.F B.GE SIMQ 10ET 11015 12 KEMA 12MNEMED
14 0VE 1554 16 SARS 17 SEMKO 18SEY 19500 20 UL, G-UL 21 UTE 22 VDE 2380 24 GGG 75 IRAM 26 S

£
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UNITED KINGDOM (BS 1363A) CORD SETS & POWER CORDS
13 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............... UK1-13P ® 13A/250V

2.5 Ampere 250 Volt, 2 Pole 2 Wire ... s @ 25A1250V

General Specification Data
Conductor Calor Coda:  Brown, Blus, Green®™ allow (3 wire); Brown, Blus (2 wire) %
Plug Standards:; BE 13534, Fused 13 Ampere, 10 Ampeare, 5 Ampere, 3 Ampere IEC 60370 13
Conducior Size ! Rating: 075 mm?® @6 Ampere, 1.0 mm? & 10 Ampere, 1.5 mm? & 16 Ampere Straight
Jacket 0.0, (Approx.): G4 mm=3x0.7amrd, T2mm =3 % 1.0 mm® 8.3 mm =3 x 1.5 mm?*
Material: PWIC, Jacket Color Black, Temperature 7095 IEC 80330 13
Conmector Standards: IEC 80320 (3203 C-13, C-19, C-5, C-T, G186 Right Angle
Cordage Standards: HOEVV-FAGE, HOAVV-F3, HOWVW-HZ, HISWW-H2, HIEWW-F2,

CEMELEG HD-21 [HA&H] IEC 60330 C-13
Cord Set Langth: 2.5 meters/8'-2°, 1.5 metars/s' Ledt Angle

Power Cord - Detachable Cord Sets

Catalog # Raling Description Lengith Approvals LUK1-13P “CE” MARK |EC G0AZ0 C-13

vy | 10 & 280 Y Strasghd 13 connecior 2hm 26 and (&)

B3221-LA 10 A ZED W Lel amgle C-13 commactar 26m 26 and (A)

BIXH-RA 10 A 250V Right amgle C-13 conmector 25m 26 and (&)
Cordags - HOEVV-F3G 1.0 mm®. Plug containz BS 1362
13 ampere fuse, Availabla with 3, 5, 10 ampare fuss,

B304 13 4 250 Y Straight C-19 connecior 25m 26 and (&)

BO20M-LA 13 A 250 Left amgle C-19 conmector 25m 26 and (&)

BO20M-RA 13 A 250V Right amgle C-15 conmector 25m 26 and (A)
Cordage - HOSVW-F3G 1.5 mm®. Plug contaima BS 13862
13 ampeara fuse, Available with 3, 5, 10 ampeare fusas,

834950 2.5 A 250N Straight C-5 connecior 1.8m 26 amd (&)
Cordage - HOIVW-F3 0.75 mm?.
Plug contairs BS 1362 3 ampara fuse

H800 2.5 & 250N Straight C-7 connector 1.8m 26 and (&)

Cordage - HOIWVV-H2 0.7 mm?
Plug conkairs BE 1362 3 ampars fusa

Power Supply Cords

Catalog # Rating Descripfion Conductors Length Approvals

B3040 ™ & & 250V Angle plug 0.75 mm? 25m 28
BIOTO® 10 A 250 Angle plug 1.0 mm? 26m 26
B0 13 A280Y  Angle plug 1.5 mm? 26m 26

Cordage - HOEWY-F3G
Flug condains BS 1382 fuse: (1) & ampsare [2) 10 ampere (31 13 ampere

= Black standard cclor. White and gray availsble.
= Custorn lengthe and shiskded cords available.

(Apd 4 T 12 13 14, 17, 18, 21, 22

UKA-13F CET MARK IELC 80320 13

(A3 12 17, 2F

IEC 6050 C-5

e a

() 2 12, 17, 23

HK1=13P

b

[y & 4, 7,8 1% 13, 14, 17, 18, 21, 22

“CE™ MARK IEC 6050 C=T

=] ]

UK1-13P

ﬁ?ﬂi‘jﬂ==—i

= Yanous termningle, custom stripping, hanked cords available,
= |[EC 80320 C-15 12078 type conmector available on some modals,

14 0OWE 15544 16 SABS 1T SEMKD 18 5EW 1951 0Ll G

Approvals: 1.ASTA 2.CEBEC 3.C5A 4. DEMEO & PSE EDFI' .Fl I:'IGE- IO 10LJET 1.5 12 KEMA 11NEMI"'.'CI

k=18 I A
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UNITED KINGDOM (BS 546A) CORD SETS & POWER CORDS
15 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............... UK2-15P G 15A/250V

2.5 Ampere 250 VOlt, 2 POIE 2 Wre ..ooooooeeeeeoeeeeeoeeeeeeeeeeemeeeeseeeeeeeneoe 0 25A/250V

General Specification Data

Conductor Coelor Cod
Flug Standards:;

Conducior Size | Rating:

Jacket 0.0, (Approo.)
Material:

Connector Standards
Cordage Standards:;

Cord Set Length:

Catalog®  Rating

TR lid] 10 A 250 W
BT10M-LA 104 250 Y
BTH-RA 10 A 250 Y

BO281 15 A ZED Y
B0251-LA 15 A 250 Y
BO251-RA 15 A 250 W

87950

2.5 8 250 W

B0 2.5 A 250 Y

Catalog # Rating

BTM0 & A ZE0 Y
8040 10 A 250 W
#7070 15 A250 VW

» Black standard color, Whita and gray available,
= Custorn lengthe and shislded cords svailable.

&:  Brown, Blue, Green®™ allow (3 wire); Brown, Blus (2 wirs)

BS E4488

CENELEC HD-21 (HAH]
2.5 meters8'-2, 1.8 meilers/g'

0.7% mm® &6 Ampere, 1.0mme & 10 dmpere, 1.5 mme & 16 Ampere

: gAmm=3x0.7amm?, 7.2mm =3 x 1.0 mm? 8.3mm =3 x 1.5 mm?*
PWC, Jacket Color Black, Temperature 7090

: IEC 60320 I:ElEEI:I G-13, C-18, G-5, C-7, 518

HOEWW-FAGE, HOAVWV-F3, HOGVV-HZ, HOEVV-H2, HOEVW-F2,

—={JlIE

IEC B0EI0 C=13
Stralght

IEG 60330 C-13
Right Angle

IEC 8050 C-13
Laft Angla

Power Cord - Detachable Cord Sets

Description Length Approwvals
Straight C-13 connector 26m 16 and (&)
Laft argle C-13 corrmater 2.5 m (&)
Highi angle C-1.3 connacbor 2.5 m ()
Cordage - HOEVY-F3&E 1.0 mm?

Shraighi C-19 connecior 25m 16 and (A)
Left angle C-1% conmaclor 2.5 m (]
Right amgle C-1% connector 2.5 m (]
Cordage - HOEVY-F35 1.5 mm?®

Straigit C-5 connector 1.8m (]
Cordage - HOIVY-F3 0.75 mm?

Shraighi ©-7 connaator 18m [0

Cordage - HOIVY-HZ 0.75 mm?

UEE-15F IEC BO320 C-13

ﬁ%szr:ﬂlflm

LAl 2, 12,13, 14,17, 22

UK Z-A5F IEC B0320 C-19

()2 12 17, 22

UK2-15P |EC 60330 -5

ﬁ?ﬂlzlﬂi‘fﬂﬁ

1A E 1E 13,14, 37

UK2-15P

i

{ANE 4 7,913,123, 14,17, 18, 1, 23

IEC 60330 =T

L —

Power Supply Cords

Descriplion Conductors  Length Approvals

Angle plug 078 mm?® 25mM s
Angle pleg 1.0 mm?® 26m 16
Angle plug 1.5 mm® 25m 16

Cordage - HOSVV-F3G

UKE-15F

¥

s Vanous larrminals, custom stnpping, hankad cords available,
= |[EC 80320 C-15 12070 type conmector avallabls on somse modsls,

Approvals: 1.A5TA 2.CEBEC 3.C8A 4. DEMKO & PSE G0OFT F.F B.GE SIMQ 10ET 11015 12 KEMA 12MNEMED
14 0VE 1554 16 SARS 17 SEMKO 18SEY 19500 20 UL, G-UL 21 UTE 22 VDE 2380 24 GGG 75 IRAM 26 S

£
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AUSTRALIAN CORD SETS & POWER CORDS
10 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............... AU1-10P ® 10 A/250V

15 Ampere 250 Volt, 2 Pole 3 Wire Grounding .......c.ce.... AUZ2-15P @ 15A/250V

2.5 Ampere 250 Volt, 2 Pole 2 Wire........ccccvnnmemnsnssmnmmnssesemmssnans @ 25A1250V

General Specification Data

Conductor Color Code:
Plug Standards:
Conducior Size ! Rating:
Jacket 0.0, (Approx.):
Material:

Connector Standards:

Browen, Blue, Greenallow (3 wire); Brown, Blus (2 wirs)

AEMES 3112 (Insulated linemautral Blades)

0,75 mm® &6 dmpere, 1.0 mme & 10 Ampere, 1.5 mme & 16 Ampere
gAmm=3x07ammd, F.2mm=3x 1.0 mm® 8.3 mm =3 % 1.5 mm?
PWIC, Jacket Color Black, Temperature 7095

IEC 60320 I:EEEI:I G-13, C-1%8, G-5, C-7, G185

—={lIE

IEC 60330 G113
Stralght

IEC 60330 C-13
Right Angle
IEC 60330 C-13
Laft Angha

Cordage Standards; HOEVW-FAG, HIWV-F3, HOIWWV-HZ, HOEW-H2, HOEVV-FZ,
CEMELEC HD-21 [HAH]
Cord Set Langth: 2.5 meters8'-2°, 1.8 metars/d'
Power Cord - Detachable Cord Sets
Catalog # Rating Description Length Approvals

BB 10 A 250 W Straight G-13 connector 26m &and (4]

B4161-LA ™0 A 250V Left angle C-13 connestor 25m 6 and (A} @ ajﬁ:

EHE1-RA™ID A 2ED W Hight angle C-13 pormmgtor 25 m S and (4)
Cordags - HOSVY-F3GE 1.0 mm?

B0301 15 A 260 W Shraight &-19 connecior 25m L+

Cordage - GTSA 1.5 mm? éu#::m ®

BO30-C13 15 A 250 Y Straighd ALIZ-15P plug 2hm
Straight IEC 60320 C-13 connector
Cordage - GTEA 1.5 mm*

84950 2.5 & 250\ Straight 5-5 connector 1.8m &and [A) @ SI)nZ' =E &
Corcage - HOIWY-F3 0,75 mm?

B4300 25 AZ50V Staight C-7oonnestor  1.8m 6 and (A) @ =[b~;

Cordags - HOIVY-HZ 0.75 mm?®

AU-10F

(a1 Department ol Falr Trading |

IEC 80320 C-13

ah

I-15F

IEC 80320 C-13

AUi-A0P

[A&) Department of Fair Tradin

IEC 6050 C-5

IEC 0320 C-T

Power Supply Cords

|ﬂ DuEarhnunl:nF Fair Trmiinu

Lm0

Catalog # Rating Description Conductors Length Approvals ALA-10P

84010" 6A250V Staightplug 0.75mm®  25m  Gand (A)
84040 10 A 250V Straight plug 1.0 mm? 25m  Band (A) @ inﬂ—
Condage - HOSYY-F3G

Cardags - HOBVY-F3G

82070 15 A250W Straightplug 1.5 mm?® 26m  Pending @ I}

—r

1A) Dapartmant of Fair Trading

ALZ-15P

(1) Denotes cord is available with clear hospital type plug. Add suffix “-CL" to Catalog Number.

= Black standard color. White and gray available.
= Zustom lengths and shislded cords available.

= Yarcus terminals, custom stripping, hanked cords svailable.
= |[EC 60320 C-15 120°C type connecior available on some models.

Approvals: 1.ASTA 2.CEEBEC 3050 4DEMEO B PSE GDOFT T.F B.GE 20O 10JET 1.5 12 KEMA 13 MNEMED
140WE 155488 16 SARS 17 SEMEG 18 GEY 19500 20 UL, G-I IT 3 (GG 75 IRas 26 BS)
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ITALIAN CORD SETS & POWER CORDS
10 Ampere 250 Volt, 2 Pole 3 Wire Grounding .........

16 Ampere 250 Volt, 2 Pole 3 Wire Grounding ..........c... IT2-16P

weeees IT1-10P

@ 10A250V
@ 16 AJ250V

2.5 Ampere 250 VOIt, 2 POl 2 WIre........coooversmmemmeenees EUFOplug & 2.5 A 1250V

General Specification Data zq’m]]ﬁ
Conductor Color Coda:  Brown, Blue, Green™ ellow (3 wira); Brown, Blus (2 wira)
Plug Standards: CEl 2318V, CEE 716 (Non-Polarized) I e 13
Conductor Size / Rating: 0.7% mm® @& Ampere, 1.0mm* & 10 Ampere, 1.5 mmd & 16 Ampere ight
Jacket 0.0, (Approo.): G4 mm=3x 078 mmd, T.2mm =3 x 1.0 mm? 8.3 mm = 3 x 1.5 mm?
Matarial: PWC, Jacket Color Black, Temperature 7090 IEC BOEI0 CA3
Connector Standards: IEC 80320 (320) C-13, C-19, &5, C-T, G158 Right Angle
Cordage Standards; HEVV-FAG, HIEWW-F3, HEEWY-H2, HDEW-H2, HOEVW-F2,

CEMELEC HD-21 [HAH] IEC 60330 13
Cord Set Length: 2.5 meters8'-2°, 1.8 meters/d' Left Angle

Power Cord - Detachable Cord Sets

Catalog# Rating Description Length Approvals m-1ae TET MARK IEC 60300 13
880T1 10 & 250 Y Sraight C-13 conmaabor 285m  %and [A) .
BB0T1-LA 10 A 2E0Y Lelt angle C13 connector 25 m g8 22 &= %ﬂ W 1E &

BE0T1-RA 10 A 250 Y Right angle C-13 connecior 25 m 9, 22
Cordage - HOSWW-FaG 1.0 mm?

80351 16 A 250 ¥ Straight C-19 conmector 2E6m g, 22
Cordage - HOSWW-F3G 1.5 mm?®

BE950 2.5 0 FR0Y Braight =5 conmaator 1.8m % and {A)
Cordage - HEEW-FI 0,76 mm*

81900 2.5 0 FR0N Braight =T conmaator 1.8m % and {A)

Catalog # Rating

BEMMD
BE040

BEOTD

4040

S0 25 A0

» Black standard color, Whita and gray available,
= Gustorn lengthe and shielded cords available.

Cordage - HEEW-H2 075 mm*

Power Supply Cords

Description Conductors Length Approvals

&0 FEDY  Straighl plug 0,75 mm? 25m g
10 A 250N Staight plug 1.0 mm? 25m g
Cordage - HOSWY-F35
16 A 2DV Straghd plug 1.5 mm? 2hm Panding
Cordage - HOEWY-F335
25 A250Y &4 mm dameter cond 1.8m 22 and (A

Cordage - HOSWY-F2 0,75 mm?®
34 x 5.8 oval cord 1.8m
Cordage - HOWY-H2F2 0.75 mm?*

22 and [A)

(A} 2, 4, 7.12,13, 14, 17, 18, 31, 22

Im2-16P IEC 60500 CAQ
ITi-10F IEC 60330 -5

I e—mr T @

A 14T, 22

IEC 60330 =T
L

‘CE MARK

(Ap2 4 7 12,13 14,17, 18. 1, #3

Im-10p
Imz-16p
i —
& Jom <

(A7 4 7.12.11. 14 17.18. 21,237

= Various terminals, cusiom siripping, hanked cords availabla
= |EC 60320 C-15 12070 type connachor gvallable on some modals.

Approvals: 1.45TA 2.CEBEG 3054 4 DEMED 5 PSE 6.0FT TH 805 80O 10UJET 11015 12 KEMA 13 MEMKD
14.0VE 15588 16.5A85 17.8EMED 18.5EY 19.801 200UL, C-UL 21 UTE 22 NOE 25150 24.CCC 55.0HAM 26 0S|

£
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SWISS CORD

SETS & POWER CORDS

10 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............... SW1-10P @ 10 AJ250V

16 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............. SW2-16P (.0 16A/250V

2.5 Ampere 250 Volt, 2 Pole 2 WIre............cc.coooveveenee. EUroplug = ¢ 25A/ 250V

General Specification Data =ﬂ]ﬂ]]ﬁ
Conductor Calor Coda:  Brown, Blus, Green®™ allow (3 wire); Brown, Blus (2 wire)
Plug Standards: SEV 1011, CEE 7M1 (Mon-Polarized) IEC 60330 C-13
Conductor Size / Rating: 0.75 mm?* @6 Ampere, 1.0 mm® & 10 Ampere, 1.5 mm® @ 16 Ampere Stralght
Jacket 0.0, (Approx.): G4 mm=3x0.7amrd, T2mm =3 % 1.0 mm® 8.3 mm =3 x 1.5 mm?*
Material: PWIC, Jacket Color Black, Temperature 7095 |EC 60370 513
Conmector Standards: IEC 80320 (3203 C-13, C-19, C-5, C-T, G186 Right Angle
Cordage Standards; HOSVV-FAG, HOSVW-F3, HOSWVW-H2, HOEWW-H2, HOEVW-F2,
GEMELEG HD-21 [HAR]) IEC 60320 C-13
Cord Sel Length: 2.5 meters8-27, 1.8 melars/d' Left Angle
Power Cord - Detachable Cord Sets
Catalog # Rating  Description Length Approvals W10 ET MARK IEC 80320 13
2511 10 A 250V Straight ©-13 conneciar 25m 18
BE1D1-LA 10 AZ50V Laltangle C-13convwator 26m 18 @@a—-_uﬂﬁﬁ
B5101-RA 10 A 250 Y Hight argle C-1.3 conmactor 2.5 m 18
Caordags - HOBVW-F3G 1.0 mm?
SWI16P IEC 80320 C-19
BE150 16 A 280V Straight ©-19 conneciar 25m 18
Cordage - HOSVV-F3G 1.5 mm? € %ZEI:D =)
SWi.10P IEC 60330 C.5
85350 2.5 A 250V Straight ©-5 conneciar i8m 18
Cordage - HOIYV-F3 0,75 mm? Gy %z-:m:ﬁa 4]
Europlug “CET MARK IEC 60530 C.T
B190:0 2.5 A 250N Straight ©-7 conneciar 1.8m 18 and (4)

Catalog # Rating

BEI0 & AZE0W
gs040 10 A250W
BEOBD 18 A2E0W
#0400 2.5 A 250

020y 25 A 250V

« Hlack standzrd color.

« Cugtam lengths and shislded cords available.

Condags - HOIVY-HZ 0.75 mm?®

o To—.

(AP 2 4 79 1213, 14,17, 21, 33

Power Supply Cords

Descripfion Conducfors Length Approvals

Straighd plug 0,75 mm? 25m 18
Straight plug 1.0 mm? 25m 18
Cardage - HOBVW-F3G

Straighd pleg 1.5 mm# 2hm 1%
Cardage - HOBVV-F3G

.4 mm diameter cond 1.8m 18 and {A)
Corndags - HOSVY-F2 0.75 mm?

34 x 5.6 oval cond 18m 18 and (A)

Cardage - HOMWV-H2F2 0.75 mm?

White and gray availabla.

SW1-10P

@ - —
SW2-16P

@ Foo= —
Euraplug

> - =

A2 4717 13141731, 32

« Warioue termninale, custom stripping, hanked cords available.
« |[EC 80320 C-15 120°C type connector available on some modals.

Approvals: 1 ASTA 2 CEREC 3054 4 DEMED 5PSE & DFT 7.F 80G5 96D 10UET 11015 12 KEMA 13 NEMED
140WE 158404 16.5A5E5 17.5EMED 18,55 1650 2000 C-UL 21 UTE 22 WOE 20150 24.C0C 26 IHAM 26 65

untamalinnal Configuranons, Inc, + PO, Box 3374 = Enfiald, Connachcut 06083 « TEL (860) T49-6330 « FAX (B50) 748-79E5
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ISRAELI CORD SETS & POWER CORDS
16 Ampere 250 Volt, 2 Pole 3 Wire Grounding ................. IS1-16P @ 16 A/250V

2.5 Ampere 250 Volt, 2 Pole 2 Wire......oneemeee: EUroplug & % 25A/250V

General Specification Data ﬂ[ﬂl@
Conductor Color Coda:  Brown, Blue, Green™ ellow (3 wira); Brown, Blus (2 wira)
Plug Standards: S1 32, CEE 7116 (Non-Polanized) IEC 60320 C-13
Conductor Size | Rating: 0.75 mm? @6 Ampere, 1,0 mm @ 10 Ampere, 1.5 mm® @ 16 Amperg | oo ant
Jacket 0.0, (Approo.): G4 mm=3x 078 mmd, T.2mm =3 x 1.0 mm? 8.3 mm = 3 x 1.5 mm?
Matarial: PWC, Jacket Color Black, Temperature 7090 IEC 60370 13
Connector Standards:  |EC 80320 (320 5-13, G198, &-5, C-7, 5-15 Right Angle
Cordage Standards; HOSWVW-FAGE, HESWW-F3, HOEWY-H2, HOEWW-H2, HOSWW-F2,

GENELEG HD-21 {HAR) IEC 0320 C-13
Cord Set Length: 2.5 meters8'-2°, 1.8 meters/d' Laft Angla

Catalog#  Rating

BB 10 A 28D Y
BRI11-LA 10 A 2EQ Y
BB111-RA 10 4 250 Y

20401 16 A 280 Y
BRI 2.5 A 280 Y
B190) 2.5 A 250 Y
Catalog # Rating
B8040 EAZS0W
BE040 10 A 250 W
BBOTO 16 A 250N
0400 2.5 A 250

H0200 25 A0

» Black standard color, Whita and gray available,

= Gustorn lengthe &

Power Cord - Detachable Cord Sets

Description Length Approvals
Straighd 413 connecior 25m 19
Lefl angle C=13 comnmactor 25m s
Highl angle (=13 conmactor 2.5 m
Cordage - HOSWW-F3G 1.0 mm?

Straighd 19 connecior 25m
Cordage - HOSWY-F3E 1.5 mm?®

Straighi -5 connecior 1.8m
Cordage - HO3WY-F3 0,75 mm?®

Straighi -7 connecior 1.8m
Cordage - HOZVW-H2 0.75 mm?

()

151-16F IEC B0320 C-13

%D]_ﬁr_lzt—ﬂtﬂfl@

151-16F IEC 0320 C-19

Sr=——a0

151-16F |EC 603530 C-5
®E:- =t o @
Europlug CET MARK |EC 60530 C.7
> ﬁn = @

(A3 4 591313 94 17 18, 31, 32

Power Supply Cords

Descriplion Conductors  Length Approvals

Angle pleg  0.75 mm?® 28m 19
Angle plug 1.0 mm? 2E6m 19
Angle plug  1.5mm* 25m 19
Corcdags - HOSWY-F3G

&.4 mm dameter cond 1.8m [A]
Cordage - HOSVY-F2 0.75 mm?

3.4 x 5.6 oval cord 1.8m [A)

Condage - HOAVY-HZFE 0.75 mm?

nd shiekded cords svailable.

151-46F

§o—

Euraplug

iA) 2, 4, 7. 12,13, 14, 17, 18, 31, 72

=

= Various terminals, cusiom siripping, hanked cords availabla
= |EC 60320 C-15 12070 type connachor gvallable on some modals.

Approvads: 1 ASTA 2 CEBEG 3054 4. DEMED SPSE 6 DFT 7.F 80G5 9IM 10UJET 11015 12 KEMA 13 NEMED
14.0WVE 15844 16.8AES 17.5EMEC 168.2EY 1651 20.UL C-UL 21 UTE 22 VDE 23150 24 COC 26 IHAM 26 651

£
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DANISH CORD SETS & POWER CORDS
13 Ampere 250 Volt, 2 Pole 3 Wire Grounding ................ DE1-13P @ 13A250V

2.5 Ampere 250 Volt, 2 Pole 2 Wire...........cocmmmmmmmenss: EUFOplUg

(¢ & 25A/250V

General Specification Data =ﬂ]ﬂ]]ﬁ
Conductor Calor Coda:  Brown, Blus, Green®™ allow (3 wire); Brown, Blus (2 wire)
Plug Standards; AFSNIT 107-2-01, CEE 716 [Mon-Polarizad] IEC 60330 C-13
Conductor Size / Rating: 0.75 mm?® @6 Ampere, 1.0 mm® @ 10 Ampere, 1.5 mrm? @ 16 Ampere Utralghtt
Jacket 0.0, (Approx.): G4 mm=3x0.7amrd, T2mm =3 % 1.0 mm® 8.3 mm =3 x 1.5 mm?*
Material: PWIC, Jacket Color Black, Temperature 7095 |EC 60370 513
Conmector Standards: IEC 80320 (3203 C-13, C-19, C-5, C-T, G186 Right Angle
Cordage Standards; HOSVV-FAG, HOSVW-F3, HOSWVW-H2, HOEWW-H2, HOEVW-F2,
CEMELEC HD-21 [HAH] IEC 60330 C-13
Cord Sel Length: 2.5 meters8-27, 1.8 melars/d' Left Angle
Power Cord - Detachable Cord Sets
Catalog # Rating Description Length Approvals DE1-13P “CE” MARK IEC B0320 C-15
83071 10 4 250 Y Straight ©-13 connecior 25m 4
BOOTI-LA 10 AZE0Y Left angle C-13 conmactor 25 m 4 @-ﬂj}:- m [
B50T1-RA 10 A 2BV Hight angle C-13 conmactor 25 m 4
Cardags - HOBVV-F33 1.0 mm?
ODE1-13P |EC 60530 C108
89078 13 A250V Straight C-10 connector 25 m 4 @ .ﬂ:@]:,:m =
Cordags - HOSVY-F3GE 1.5 mm?
DE1-13F IEC B0EH0 C.5
894950 2.5 A 250V Straight ©-5 connacior 18m  4and (4]
Cordage - HOIVV-F3 0,75 mm? @ ﬂj}]:- =
(A) 2, 12, 13, 22
Euraplug CET MARK |EC 60E30 C.T
81900 2.5 A 250 Y Straight ©-7 connacior 18m  4and (4]
Cordage - HOZVV-HZ 0.75 mm? @ o iﬂ 2 W] &
[AiF 4 T 8 1F 13, 94 1F 18, 31, 37

Power Supply Cords

Catalog # Rating Description Conductors Length Approvals

a0di0 6 AZ50N  Straightplug  0.75 mm? 28m 4

80040 10A250V Straightplug 1.0 mm? 25m 4

80050 13A250V Straightplug 1.5 mm? 25m 4
Corcdage - HOSYY-F3GE

fid400 25 A250% 6.4 mm dameter cond 1.8m  4and (&)

0200 25 A 250V

= Black standard color, White and gray availabla
= Custom lengths and shielded cords available,

Cordage - HISVW-F2 0.75 mm?
3.4 x 5.6 oval cond 1.8m
Cordags - HOMWV-HZF2 0,75 mm?

4 and (A)

DE1-12P
SFD_= —
Europlug

& o =<

(Al 4 T 12 13 14 17, 18, 21, 32

= Vanous larminals, custom stripping, hanked cords available,
« |[EC 80320 C-15 120°C type connector available on some modals,

Approvals: 1.45TA 2.CEBEC 3054 4DEMED 5 PSE aDFT TH 805 90O 10LJET 11015 12 KEMA 13 NEMKD
140WE 158404 16.5AES 1L.5EMED 18.5EY 1650 20.UL C-UL 21 UTE 22 WOE 23150 24.C0C 26 IHAM 26.651

=2

Intarnaticnal Configuraions, inc, = PO, Box 3374 « Enfiald, Connacticut 0803 + TEL (860) T49-6330 « FAX (B50) 748-79E5
Intemational Conlig.com * Sales @ InternalionalCondig. com
Entira contanis of this cataleg copyrightad

© 2009 Intematicnal Configurations, Ine,

%]




JAPANESE CORD SETS & POWER CORDS

15 Ampere 125 Volt, 2 Pole 3 Wire Grounding ........

7 Ampere 125 Volt, 2 Pole 2 Wire (Non-Grounding)....ccccmemes

weerees JAT=15P

General Specification Data

Conductor Color Coeda:
Flug Standards:;
Conducior Size | Rating:
Jacket 0.0, (Approo.):
Material:

Connector Standards:

Black, White, Greanallow [3 wirg]

JIS B3

0.7% mm® &7 Ampere, 1,25 mre & 12 Ampere, 2.0 mm® & 15 Ampere
8.0 mm=3x0.73mm 8.7 mm =3 x 1.28 mm®, .3 mm =3 = 2.0 mm®
PWC, Jacket Color Black, Temperature 70°C, 10575

IEC 80320 (320) C-13, C-19, G-6, C-7

Cordage Standards:;
Cord Sef Length:

Cataleg # Rating

1200 12A125W
81202 16 A126W
BOES0 16 A 126V
81295 TA12EY
82900 TAIZRV

Catalog # Rating

Bl240  TA125Y
B1250 12A125W
B1260 15A125W

WETE, HVCTFE, VFF
2.5 maters®'-2%, 1.8 malerss’

Power Cord - Detachable Cord Sets

Description Length Approvals
Edralght C-13 connector 25m 5
Eraight C=13 conracior 25m 5

Cordage - HVCOTF 1,26 mm*
TS, 12 Ampere

Cordage - HYCTFE 2.00 mm*
105°C, 15 Ampera

Eraight C=19 conrashor 25m 5
Cordage - VCTF 2,00 mm?

15 Ampers

Sdralght C-5 connector 1.8 m 5
Cordage - VETF 0.75 mm?

Sraight C=7 conrachor 1.8 m 5

Cordage - VFF 0,76 mm?*

IEC &0320 C-13
Siradght

IEC BO320 C-13

Right Angle
IEC 60320 C-13

Lalt Angle
JATAEP IEC 60330 C-13
0 = Figs =R
JATA R IEC 60330 C-1%
Q == ‘mul
Jihl=1 5P IEC G030 C-5
0 T = )
IEC 60320 €7
(1) e ooy w2

Power Supply Cords

Descriplion Conductors Length Approvals

Strabght plug 075 mm? 28m L
Strabght plug 125 mm? 28m L
Stralght plug 2,00 mm? 28m 5

Cordage - WCTF, HVCTF

JANA5F

Q =D

Approvals: 148514 QCEBEC 3C5A 4 DEMKD SPFSE GDFD P H BGS SO 10JET 1705 12 KEME 13 MNEMBED
14.0WE 158804 1E.5ABS 1T.SEMRC 18.8EY 1851 20.UL C-UL 29.UTE Z3NDE 23S0 24.C0C 26 IRAKM 26.65]

£
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ARGENTINE CORD SETS & POWER CORDS

10 Ampere 250 Volt, 2 Pole 3 Wire Grounding ...........

weee AR1-10P @ 10 AJ250V

16 Ampere 230 Volt, 2 Pole 3 Wire Grounding ....|[EC 60309, 6H-P 0 16 A/230V

2.5 AMpere 250 VOIt, 2 POIE 2 WIFE.........o.ooeeevsssssesoesoessessssssssssssnes ° 25A/1250V

General Specification Data

Conductor Calor Coda:  Brown, Blue, Green®™ allow (3 wire): Brown, Blus (2 wire) qumﬁ

Plug Standards; IRAM 2073 1996, IEC 80303 (309)

|EG 60330 13

Conducior Size ! Rating: 0.75 mm® @6 Ampere, 1.0 mm® @ 10 Ampere, 1.5 mm? @ 16 Ampere Straight

Jacket 0.0, (Approx.): G4 mm=3x075mrd, T.2mm =3 % 1.0 mm?, 8.3 mm =3 % 1.5 mm*

Material: PWC, Jacket Color Black, Temperature 7O°C.
Conmector Standards: IEC 0320 (3200 C-13, C-19, C-5, C-T, C15

Cordage Standards; HOSWW-FIGE, HOOW-FE, HOWWHZ, HDSWHZ, HOSWW-FE,

CEMELEC HD-21 {HAR}
Cord Set Langth: 2.5 meters/8'-2°, 1.8 metars/g'

IEC 60330 C13
Right Angle

IEC 60370 C-13
Left Anghe

Power Cord - Detachable Cord Sets

Catalog # Rating Description Length Approvals
84261 104 250V Stralght ©-13 connecior 28m 25
Ba261-LA 10 A 250 W Left angle C-13 connector 2.5 m
B4261-RA 10 A 250 W Right angle C-13 connector 2.5 m

Cordage - HOSWY-FI5E 1.0 mm?

J16 16 A4 230V Stralght C-19 connecior 28m i

35016-LA 168 A 230V Lefl angle C-19 conmacler 26 m Zz

30E-RA 18 A 230V Righl angle C-1% conmaclor 2.5 m Zzh
Cordags - HOSVY-F33E 1.5 mm?

BIATS 2.5 A 250\ Stralght C-5 connecior 1.8m
Cordage - HOZWY-F3 0,75 mm?

B000 2.5 A 250\ Stralght C-F connecior 1.8m
Cordage - HO3WW-HZ 0.75 mm?*

ARY-10F IEC 80320 C-43

) P @

IEC 0308, 84-P IEC 0320 C-19

—m= [

AR1-10F |EG 60330 -5
@ D= @
IEC 60320 C-T

@ s o

Power Supply Cords

Catalog # Rating Description Conductors Length Approvals ARA-A0P

B2 & A 250N Straight plug 0.75 mm? 25m 25

84240 10A 250V Straight plug 1.0 mm’ 25m 25 @ gl:g e —
Cordage - HOEVW-FIG

3T 16 A 230%  Shraight plug 1.5 mm? 25m 3 20 2™
Cordage - HOSWY-FIG IEC 80309, BH-

MOTE: The Argentine 10 ampere plug (AR1-10F) —

is similar to the Australian and Chinese except

the neutral and line connections are reversed.

{1} indicates componan] approvals, Plug is assembled on

= Black standard color. White and gray evallable. = Yarious terminals, custom stripping, henkad cords available.

* Custom lengths and shielded cords available. = |[EC 60320 C-15 120°C type connecior avallable on some models.

Approvals: 1ASTA FZOCEHEC 3058 4 DEMED LFSE 0FT FF 865 SIMG ADJET 1105 12 KEMA 135 KNEMEL
14.0VE 155A8 163085 17.58EMED 18.5EY 19.80 20 UL C-UL 21.UTE 22 VDE 25050 24000 FAIHAM 26851

Intarnational Configurations, inc. « F.0. Bow 3374 « Bnfiald, Connsaclicit OBE0ES + TEL (360) F49-6330 + FAX (BS0) F48-20985 Ig I
Infemistional Config.com * Salkesi@ inkemationalSondig. com =
54 2 20049 Intematiensd Configurations, Ine. Entire conbands of this catalog coparightad B ¥}




CHINESE CORD SETS & POWER CORDS @
10 Ampere 250 Volt, 2 Pole 3 Wire Grounding ................ CH1-10P 10 A/250V

16 Ampere 250 Volt, 2 Pole 3 Wire Grounding ................ CH2-16P @ 16 A/250V

2.5 Ampere 250 Volt, 2 Pole 2Wire.........ccooimmsm s @ 25A1250V

General Specification Data

Conductor Color Coeda:
Flug Standards:;
Conducior Size | Rating:
Jacket 0.0, (Approo.):
Material:

Connector Standards:
Cordage Standards:;
Cord Sef Length:

Catalog#® Rating Description Length Approwvals
84661 10 A 250V Straight C-12 connector 25m 24 EH1-10F IEC BO320 C-13
Cordage - BV 1.0 mm? |
GB-15934-1526 Carlifiad
CHEA6P IEC 0320 C-19

B46T1 16 A 250 Siraight C-19 connachor 25m 24 @ g ﬁ I '::I:l E

Cordage - RV 1.5 mm?

84295 2.5 0 250V Sraight C-5 conmachon 1.8m 24 and 221" ® I:[:

Cordage - RV 1.0 mm?

BA195-A 2.5 0 250V Siraight C-7 conmachor 18m 24

Brown, Blue, Grean allow (3 wira); Brown, Blus (2 wire)

GB 20%3,1-1996, GB 1002-1593

0.7% mm® 86 Ampere, 1.0 mmd @ 10 dmpere, 1.5 mm? @ 16 Ampere
GAmm=3x075mmd, 7.2mm =3 1.0 mm*, 3.3 mm =3 % 1.5 mm*
PWC, Jacket Color Black, Temperature 704

5B 17465.1-1998, IEC 80330 (320) &-13, C-1%, &-5, C-7, 515

GB 5023.5-1997, RV, RVB, CEMELEC HD-21 (HAR)

2.5 matersfE'-2°, 1.8 maters &’

Power Cord - Detachable Cord Sets

—={JJICH

IEC 60370 G-13
Straight

IEC 60320 C13
Right &ngle
IEC 60330 C-13
Ledt Angle

GH1-10F

|EG 60330 -5

IEC 60320 C-T

Cordage - AW 0,75 mm? [0 1] o et

L N

Power Supply Cords

Catalog # Rating Descriplion Conductors Length Approvals CH1-10P

BaG40 10 A 250%  Stralght plug 1.0 mm? 285m 24

Cordage - RVY @ 5:[3::;

Cordage - RV

B4650 16 A 250%  Stralght plug 1.5 mm? 28m 24 @ 5:[:[':.

(1) WOE approval on connector

* Black standard color.

CH2-16P

= Yarcus terminals, custom stripging, hanked cords evallable.

= |[EC 60320 C-15 1200 type connector avallable on some models,

Approvals: 148514 QCEBEC 3C5A 4 DEMKD SPFSE GDFD P H BGS SO 10JET 1705 12 KEME 13 MNEMBED
14.0WE 158804 1E.5ABS 1T.SEMRC 18.8EY 1851 20.UL C-UL 29.UTE Z3NDE 23S0 24.C0C 26 IRAKM 26.65]

£
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NORTH AMERICAN CORD SETS & POWER CORDS
15 Ampere 125 Volt, 2 Pole 3 Wire Grounding .............. NEMA 5-15P @ 15A 125V

2.5 Ampere 125 Volt, 2 Pole 2 Wire (Non-Polarized) .....ccveeinineninnnnn @ 25A7125V

General Specifica

Conductor Calor Code:  Morth American (NA) Black (Ling), White (Meutraly, Grean (Ground)
International (Int'l.) Brown (Line), Blua (Mautral], Grean™ allow (Grouwnd)

Plug Standards;

Conductor Size | Rating:

Jacket 0.0, (Approx.):
Material:
Connector Standards:

Cordage Standards;
Cord Set Langth:

Catabog # Rating

E1400 10 A 126 W
B1400-LA  10AZ6Y
Fldbi-RA  10A125%

21413 134126 W
B1d413-LA 13 A6
F413-RA 13 A125W

2418 16 A 126 W
B1418LA 16 ATZEN
Fi4i5-RA 15 A125W

BO4BO AN 6 A 126 W
BO450-LAT 16 A 126 W
FO450-RAS 15 A 125 %

82850 10A125 W

BOA0H) 104126 W

Catalog # Rating

81440 10 & 125 W
81450 1381558
81480 15 4125 Y

= Black standard cokor. White and gray evallable.
= Custom lengths and shiglded cords avaellable.

tion Data

LIL 498, CSA, NEMA, ANSI

18 AWGE @ 10 Ampears, 16 AWS @ 13 Ampara, 14 AWGE @ 15 Ampers

18 AWGE = 3087, 16 AWE = 3357, 14 AWE = 3707
PWC, Jacket Color Black, Temperature 60°C & 105°C
IEC G320 (3201 C=13, C=1%, G0, C=T, G160

SITO, ST, VT, PT
2.5 meters/8-2", 1.8 meters/s'

Power Cord - Detachable Cord Sets
LengthApprovals

Description
Sraight =13 conmector 25m
Laft angle C-13 conneclor  25m
Right angle ©-13 connector 2.5 m
EITO Cordage - 1853 AWS 105°C

Sraight =13 conmector 25m
Laft angle C-13 conneclor  25m
Right angle ©-13 connector 2.5 m
EITO Cordage - 1653 AWS 105°C

Sraight =13 conmector 25m
Laft angle C-13 conneclor  25m
Right angle ©-13 connector 2.5 m
EITO Cordage - 1453 AWS 105°C

Sraight C=1% conmector 25m
Laft angle C-19 conneclor  25m
Right angle ©-19 connector 2.5 m

{1} SJTO Cordage - 1403 AWE 10572

12} 8JT Cordage - 1403 AWS 60°C
13 5T GCordage - 1203 AWGE G600
crdar cataleg numbar BD452

Efralght C-5 connector 1.8m
ENT Cordage - 1803 AWE 60°C
Straight C=T conmactor 1.8m

ESPT Cordage - 186 AWE 60°C

5, 20
5, 20
3, 20

£ 4 40
HEH

£ 4 40
HEH

L 4 4
HEE

3, 20

5, 20

—={[JI2

IEC 60320 G-13
Straight

IEC 60330 C13
Right Angle

IEC 60370 C-13
Left Anghe

MEMA 5=-15P IEC 60320 C-13
0 el w5
HEMA 5-15P IEC &0320 C-13
B el @I D
MEMA 5=-15P IEC 60320 C-13

=S @

9 ===

Power Supply Cords

Description Conductors Length Approvals

Sfralght plug 18 AWG 25m
Siralght plug 16 AWG 25m
Straight plug 14 AWG 2.5 m
SJTD Cordage - 10570

3,20
3,20
3,20

NEMA 5-95F IEC B03E0 C-18
¥ e 1=
MEMA 5-15F |EC 60330 -5
0 e Sass
Mon-Polarized NEMA 1-15P IEC 0320 C-7
(7] e pmne=si )
HEMMA 5150
o e —f

= Yarous terminals, custom stipging, hanked cords avallable.
= |[EC 60320 C-15120°C type connector avallable on some models.

Approvals: 1.ASTA 2.CEBEC 3.C5A 4. DEMKDG SPSE 6DFT TR B.GE BUMEO 10JET 11015 12.KEMA 13MNEMELD
14.0WE 15.844 16.SABS {T.SEMES 1826 1851 20.UL CUL 29 UTE Z3NDE 23080 24 C0C 26 1RAM 26.651

Intarnational Configurabions, Inc, = PO, Bow 3504 « Enfald, Connacticil OBOES + TEL (860) F45-6380 & FAX (Bl F4i- 208 Ig I
2 2004 Intematiznegd Configurations, Ine.
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“HOSPITAL GRADE” UL, CSA LISTED. GREEN DOT MARKED
NORTH AMERICAN CORD SETS & POWER CORDS

15 Ampere 125 Volt, 2 Pole 3 Wire Grounding .............. NEMA 5-15P @ 15A/125V

General Specification Data

Conductor Coler Code:  Morth American (N.AL) Black (Line), White (Meutral), Green (Ground)
International (Int'l) Brcwn (Line), Blua (Meutral], Grean™allow (Grownd)
LIL 498, CSA, NEMA, ANSI

Conductor Size | Rating: 18 AWE @ 10 Ampara, 16 AWSE @ 13 Ampers, 14 AWSG @ 15 Ampera
18 AWE = 3057 16 AWG = 3357 14 AWG = 3707

Plug Standards;

Jacket 0.D. (Approx.):

=

IEC 60330 13 Straight

—={[lI[&

Matarial: PWC Jacked, Temperature 105°C
Connector Standards:  [EC 80320 (320) C13, G119 IEC B0320 C-19 Siraight
Cordage Standards; SJTC
Cord Set Length: 3.1 metersf10'
Power Cord - Detachable Cord Sets
Catalog # Rating Description Cord Length Approvals
82400 10 A 125 ﬁ'-l'.l'!l' plugfmnrraﬁl:ﬂ' Gra:r 10 Ft 3, 20 MEMS 5-15P IEC B0320 £-13
B2408 10 A26Y  Clear plugconmecter Gray 10 FL 4,20
82410 10A 125V Black plugiconnector Black  10Ft 3,20 @ gl‘:p:.zgjja D)
C-13 connecior, SJTO Cordage
1873 AWG 105°C
B2415 13 A126 W ﬁ'-l'.l'!l' plugfmnrraﬁl:ﬂ' Gra:r 10 Ft 3, 20 MEMA 5-15P 1EC 0320 C-15%
B2420 13 A126Y  Clear plugconmacter Gray 10 FL 4,20
82425 13A125W Black pluglconnector  Black 10 Ft 3,20 5 I : |3=“=|=:EE
C-13 connecior, SJTO Cordage @ )
1673 AWG 105°C
82430 15 A126 W ﬁ'-l'.l'!l' plugfmnrraﬁl:ﬂ' Gra:r 10 Ft 3, 20 MEMA 5-15P 1EC 0320 C-15%
82438 16 A26Y Clear plugconmecter Gray 10 FL 4,20
82440 15 A125%W Black pluglconnector  Black 10 Ft 3,20 ————TH
C-13 connecior, SJTO Cordage @ 5:I:::l:t:I a
1475 AWG 105°C
B2448 16 A26Y Gray plugconmecter Gray  10FL 3 20 WEMA 5158 |EC 60320 C-18
B2450 16 A26Y Clear plugconmecter Gray 10 FL 4,20
B260 15 A125W Black pluglconnector  Black 10 Ft 3,20 ':ﬂ]:]:l
C-19 connecior, SJTO Cordage @ QI:}: @
1475 AWG 105°C
Power Supply Cords
Catalog# Rating Descriplion Cond's. Length Appl's.| NEMA 5159
82465 104125V Gray plugizord 1H3AWE 10Ft 330
B24TO 104125V Clear plug'Gray cord 183 AWS 10Ft 3,30 5 l t‘,:. —
82478 104125V Black plugfoond 18EAWG 10FE 3,20 @
SJTO Cordage - 106°C
82480 134128V Gray plugizord 185 AWGE 10FE 3,20
81485 134125V Clear plug'Gray cord 18/3 AWS 10Ft 3, 30
824940 134135V Black plugfoond 183 AWE 10Ft 3,30
SJTO Cordage - 106°C
82495 154128V Gray plugizord 145 AWGE 10FE 3,30
B2500 184125V Claar plugfGray cord 145 AWG  10FE 3,20
82505 154125V Black plugfoond 143 AWE 10FE 3,30

= Custom lengths and

SJTO Cordage - 105°C

shiglded versions evallable.  + Varkows plugiconnector colkars evallable. Minimurm crder may apgly.

« Left or right angle IEC 60320 C-13, C-19 avallable on some modals,

Approvals; 1.8514 2CEBEC 3054 4 DEMKD 2PSE GOFT AH BGE IO 10U0ET 1105 12.KEMA 13 NEMED
14.0VE 15588 16.54085 17.2EMEKO 18.5EY 19.801 200UL, C-UL 21 UTE 22 VDE 25130 24 .CCC F5IRAM 26 0S|

£
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“HOSPITAL GRADE” UL, CSA LISTED. GREEN DOT MARKED
NORTH AMERICAN CORD SETS & POWER CORDS
15 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............NEMA 6-15P  (-,5) 15A/250V

20 Ampere 125 Volt, 2 Pole 3 Wire Grounding .............. NEMA 5-20P @ 20A 7125V

20 Ampere 250 Volt, 2 Pole 3 Wire Grounding .............. NEMA &-20P 20A/250V
General Specification Data
Conductor Calor Code:  Morth American (NA) Black (Ling), White (Meutraly, Grean (Ground) :dﬂm
International (Int'l.) Brown (Line), Blua (Mautral], Grean™ allow (Grouwnd) )
Plug Standards: UL 498, CBA, NEMA, ANSI IEC 60320 C-13 Straight
Conductor Size / Rating: 14 AWE @ 15 Ampara, 12 AWS @ 20 Ampara
Jacket 0.0, (Approce): 14 AWS = 3707, 12 AWS = 4407 :é]]]]]: ﬂ
Material: PWC, Jacket color gray, black. Temperature 10590
Connector Standards:  [EC 80320 (320) C-13, C-19 IEC 60320 C-19 Straight
Cordage Standards; SJTO
Cord Set Langth: 3.1 meters10'
15 Ampere - Detachable Cord Sets

Catalog # Rating  Description Cord Length Apprevals | MEpA 6-15P IEC BO370 C-13
82510 15 A 250V Clear pluglconnecior  Gray 10 FL 3, 20

C-13 connestor, SJTO Cordage @ .;[[:]]ZFZI:IEI =)

1di3 AWG 105°C
82515 15 A 250V Clear plugiconnector Gray  10Ft 3,20 NEMA 157 IEC B0320 C-19

G-19 connector, SJTO Cordage @ ;[[::p:.rzﬂl m =
1413 AWG 105°C
15 Ampere - Power Supply Cord
82520 15 A Z50V Clear plugistipped end Gray 10Ft 3, 20 HEMA B-158

SJTO Cordage - 1413 AWG 106°C @ E'I::le" —

20 Ampere - Detachable Cord Set
Catalog # Rating Description Cord Length Approvals | NCWA 5-20F IEC B0320 C19
SRR D S T WL AT @
20 Ampere - Power Supply Cord
82530 20 A 125V Black plugistripped end Black 10Ft 3,20 | NEMASZOF

SJTO Cordage - 123 AWG 106°C @ é]:]:. —

20 Ampere - Detachable Cord Set
Catalog # Rating Dascription Cord Length Approvals | NEMA 6208 IEC 80320 C-19
82535 20 A 250V Black plug/connector  Black 10 Ft 3,20
C-18 connector, SJTO Cordage - 12/3 AWG 105°C @ QD]::@ =
20 Ampere - Power Supply Cord
82540 20 A 250V Black plugistripped end Black 10Ft 3,20 | MEMAG-20P

SJTO Cordage - 12/3 AWG 105°C @ ;[[:J;. —

= Yarcus pluglconnechor colors aveilable. Minimum order mey spply.
= Lafl ar right angla [EC 80320 C-13, C-1% available on some madels, = IEC G020 C-15 available on some madels

Approvals: 1.ASTA 2.CEBEC 3CS5A 4 DEMKO SPSE GDFT T.F BGE BIMO 10JET 1105 12 KEMS 13 NERMIKD
14 OWE 135048 16 5885 17 SEMKG 18 58% 1051 0L C-LIL 21 LTE 2 WENE 23 IS0 i) LU0 20 IRaM ¥ B

Intarnational Configurations, inc. « F.0. Bow 3374 « Bnfiald, Connsaclicit OBE0ES + TEL (360) F49-6330 + FAX (BS0) F48-20985 Ig I
Infemistional Config.com * Salkesi@ inkemationalSondig. com =
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NORTH AMERICAN CORD SETS & POWER CORDS
15 Ampere 250 Volt, 2 Pole 3 Wire Grounding .............. NEMA 6-15P @ 15A 250V

General Specification Data zqmm@
Conductor Color Coda:  Morth American (N.A) Black {Line), White (Mautral), Grean {Ground)

International (it} Brown (Lina), Blua {(Nautral), Green/allow [ Ground)| 'EG 80320 £-13
Plug Standards: UL 438, CSA, NEMA, ANS| Straight
Conductor Size | Rating: 14 AWE @ 15 Ampere
Jacket 0.0, (Approw): 14 AWGE = 3707 IEC 60320 C-13
Matarial: PAWC, Jacket Color Black, Temperature 60°C & 105°C Right Angle
Connector Standards:  |[EC 60320 (320 C-13, &19
Cordage Standards: SJTO, 2JT IEC 50320 C-13
Cord Set Length: 2.5 meters/8-2" Left Angle

Power Cord - Detachable Cord Sets

Catalog # Rating  Description Length Approvals| peEme g15p |EC 60370 013
81300 15 A 250 W  Stralght ©-13 connecior 2.5m 3, 20
B1300-LA 15 A 250 Leffangle C-13 conmecter 25 m 3,20 L-jl EB_-'_" m v

B13-RA 15 A 250% Righi angle C-13 conmecler 2.5 m 3,20
SJTO Cordage - 14603 AWSE 105°C

BOS00 15 A 250% Stralght S-19 connecior 25m 3,20 WEMA 6.l 57 [EC 80330 CA8
BOSOO-LAT 16 A 2E0W Lefl angle C-13 conmectr 2.5 m 3, 20
BOSOO-RAT 156 A 260% Righl angle C-12 conmector 2.5 m 3, 20 @ ;gj:n i 1=

(13 ST Cordage = 1473 AWE 1060

{2} 54T Cordage - 1403 AWS 6070

Power Supply Cords

Catalog # Rating Description Conductors Length Approvals | NEMA 6159

81340 10A Z50W Straight plug 183 AWSE 25m 3,20

81350 13 A 250 Straight plug 163 AWSE 25m 3,20 ;E =T —

21360 158250 Slraight plug 142 8WE 25 m 3, 20 @
SJTO Cordage - 105°C

+ Black standard colar, White and gray availabla, = 3JT, 103°C "Hospital Grade™ 10 foot long versions available
= Custam lengths and shislded cords available, = Various terminals, cuslom stripging, hanked cards availabla
= [EC BO3E0 S-15 12072 fype connector avallable on some models.

Approvals: 1.4A5TA 2.CEBEC 5.C5A 4 DEMIKD SPSE GOFT 7R 868 BUMO 10UET 1.5 12 KEMA 13 NEMKD
4 0nE 15 5A6 16 SAB5 17 SEMRD 18 SEY TS50 AU UL 21 UTE 22 VIIE G208 150 2 L S THAM 26 B

g | Inlemational Configurations, Ino. « PO Bax 3374 = Enfiedd, Connectliout 06083 « TEL (B60) 748.6380 = FAX (860) T40.2805
Intemetiznal Config.com + Salesdd inbarnal onak>ondig.com
'E @ a2 2004 Infamatonal Conligurstisns, Inc.  Enfire coments of this catslog copymig hited, a1




NORTH AMERICAN CORD SETS & POWER CORDS
20 Ampere 125 Volt, 2 Pole 3 Wire Grounding .............. NEMA 5-20P 9 20 A 1125V

20 Ampere 250 Volt, 2 Pole 3 Wire Grounding .............. NEMA 6-20P o 20 A 250V

General Specification Data

Conductor Calor Code:  Morth American (NA) Black (Ling), White (Meutraly, Grean (Ground)

International (Int’l) Brown (Lina), Blua (Mautral), Green™ allcw {Ground)
LIL 498, T34, NEMA, ANSI

Plug Standards;

Conductor Size / Rating: 12 AWS @ 20 Ampara

—={[[[[

IEC 60320 C-19 Siraight

Jacket 0D (Approw): 12 AWE = 445" IEC B0320 C-98 ||
Material: PWC, Jacket Color Black, Temperabure 105°C Right Anglea —
Connector Blandards:  [EC 60320 (320) C-19
Cordage Standards: SJTO 'Eiﬂi‘ﬂ f,-“
Cord Set Langth: 2.5 meters/g'-2" |
Power Cord - Detachable Cord Sets
Catalog#  Rating  Description Length Approvals | mEma s5-70P IEC 60320 C-18
#0551 2041258 Stralght S-19 connector 25m 3, 2
BOEE1-LA  20A126% Lefi -ill'ldﬁ‘ C=19 conmaclor 2.5 m 3-. 20 g | |==EI:]:]
B05E1-RA 20A 126 Righl angle C-19 conmactor 2.5 m 3, 20 @ @
Power Supply Cord
Catabog # Rating Descripticn Length Approvals [T NEMA 5209
80560 204125 Stralght plug 25m 3, 20
[ S 11— =
Power Cord - Detachable Cord Sets
Catalog#  Rating  Description Length Approvals | WEmA 6-20P IEC 50320 C-19
Bos04 20 A 250 % Stralghd C-19 connector 25m 3, 30
BOBOT-LA 204 260Y Left angle C-18 conmecter 26m 3,20 :=]::|:| ()
BOG0M-RA 20 A 250N Right angle C-19 connector 2.5 m 3,20 @ 'il:[r: -
. WEMA G209 |EC 60530 C13
BOE1E 18 8 2580 Shraighd C-13 connecior ZEm 3, 20
QA FP—mwIo@
Power Supply Cord
Catalog # Rating  Description Length Approvals | wema s-200
BOGED 20 A4 260 Y Slraight plug 2.5 m 3, 20
RSBl —

= Black standard calar,
= Custom lenglhs and shialdad cords available,
= Yarous terminals, custom stipging, hanked cords avallable.

Approvals: 18514 2.CEBEC 3054 4 DEMKD SPSE GDFD P H BGS B 10JET 1.5 12 KEMA 13 NEMED
14.C0WE 15.840 16.5ABS {T.S5EMES 18.2EW 1851 20.UL CUL 29 UTE Z2NDE 23080 24 C0C 26 1RAM 56.651

uﬂtﬂfﬁallnﬂal Configurabions, Inc., ® PO, Bow 33574 = Enfiald, Connacticul OEOES + TEL (S60) F45-6380 = FAX (BGl F4i- 200 Ig I
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NORTH AMERICAN CORD SETS & POWER CORDS

15 Ampere 125 Volt, 2 Pole 3 Wire Grounding ...........

.NEMA L5-15P © 15A/125V

15 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............ NEMA LB-15P © 15 A /250 V

General Specification Data

Conductor Coler Code:  Morth American (N.AL) Black (Line), White (Meutral), Green (Ground)
International (Int'l) Brcwn (Line), Blua (Meutral], Grean™allow (Grownd)

Plug Standards: LIL 498, CEA, MEMA, ANSI
Conductor Size | Rating: 14 AWS @& 15 Ampara

Jacket 0.0, (Approw): 14 AWE = 3700

Matarial: PWC, Jacket Color Black, Temperature 105°C
Connector Standards:  [EC 80320 (320) 15, C-1%

Cordage Standards; SITO

Cord Set Length: 2.5 meters/g'-2"

==l

IEC 60330 13 Straight

—={|[[ [ &

IELC B0320 C-19 Stralght

Power Cord - Detachable Cord Sets

Catalog # Rating Plug | Connecior Cond's. Length Approvals | yema L5158 IEC B0320 C-13
0815 15A 125V L5-15P/C-13  143AWSE 25m 3,20
FERS—————" mi=]a
MEMA L5=15P IEC 0320 C-19
0800 15A 125V L5-15P/C-19 143 AWSE 25m 3,20
81915 1SAZ80Y LE-15P/C-13 143 AWGE 25m 3,20 NEMA L&-15F IEL- BO320 £-13
O Te———w®
80850 15A 250V LE-1SP/C-19 143 AWSE 25m 3,20 MEMA L8-15P IEC 60320 C-18
Power Supply Cords
Catalog # Rating Plug Conductors  Length Approvals | yema L5158
00825 15A125Y L5-15P 14/3 AWG 285m 320
©H = —
81925  15A250Y L6-15P 14/3 AWG 25m 3,20 NEMALE158
Q& T =

« Black standard colar,
= Yarcus terminals, custom stripging, hanked cords evallable.
= Custom lenglhs available,

Approvals; 1.6514 2CEBEC 3058 4 UEMKD SPSE BOFT A H BGE IO 100ET 1105 12.KEMA 13 MNEMED
14.0VE 155AM 163085 17.SEMED 18.5EY 19.80 20.UL C-UL 21.UTE 22VDE 25150 24 .C0C F5.IHAM 26851

£

2 A0E Inbamational Configuretons, Inc:

Inlemational Configurations, Ino. « PO Bax 3374 = Enfiedd, Connectliout 06083 « TEL (B60) 748.6380 = FAX (860) T40.2805
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NORTH AMERICAN CORD SETS
20 Ampere 125 Volt, 2 Pole 3 Wire Grounding ............ NEMA L5-20P @ 20A 125V

20 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............ NEMA L6-20P @ 20A/250V

General Specification Data

Conductor Calor Code:  Morth American (NA) Black (Ling), White (Meutraly, Grean (Ground)
International (Int'l.) Brown (Line), Blua (Mautral], Grean™ allow {(Grouwnd)

Plug Standards:
Conductor Size | Rating:
Jacket O.D. (Approx.):
Matarial:

Connector Standards:
Cordage Standards:;
Cord Set Langth:
Catalog # Rating
#2800 159 A 125 W
H0E00 MA125 Y
G390 16 A 260 W
S50 20 A 250 W
S980xEM 20 A 250V

S50 EMRA 20 A 260 W

« Hlack standard color.

LIL 498, C5A, NEMA, ANSI
14 AWGE @ 15 Ampers, 12 AWG @ 20 Ampara
Td AWE = 3707, 12 AWE = 4457

PWC, Jacket Color Black, Temperabure 105°C
IEC 80320 (320) C-13, C-19

STO

2.5 meters/g'-2"

Power Cord - Detachable Cord Sets
Plug ! Connect. Cond's.

LS-20F f C-13

L5-20F f C-19

LE-20P [ G133

LE-20P <18

LE-20P f C-18

LE-20P f Right
Angle C-19

143 AWG

1203 AWG

1403 AWE

1203 AWG
1203 AWG
1203 AWG

Length Appls
25m 3,20
25m 3,20
28m 320
28m 320
E0m 320
E0m 320

= Various terminals, cuslom stripping, hanked cords availabla
=10, 12, 18 fook langths availabla, Minimum ordar may apgly.

—=={[[[c2

|EC 803F0 13 Seralght

i

IEC &0320 C-19 Straight

HEMA L520P IEC B0320 C-13
= T M @
HNEMA L5-Z0F IEC 80320 C-19
|3 =5 T a1 ®
MEMA LE-I0F |EG 60330 G-13
@ -EI:]—‘ T
NEMA LG-ZDF IEC: E0320 C-13
Y T o=

Approvals: 1ASTA 2.CEBEC 3.CS5A 4 DEMKD SPEE 6DFT TR BGE SO 10JET 11015 12.KEMA 13 MNEMKD
14.00WE 1588004 165ABS 1T.SEMEC 18.8EY 1850 2000 G-UL 39 UTE 22 NVOE 23050 24 GO0 25 IRAM 26651

\-Elrltﬂfﬁallnﬂal Configurabions, Inc., ® PO, Bow 33574 = Enfiald, Connacticul OEOES + TEL (S60) F45-6380 = FAX (BGl F4i- 200 Ig I

Infemistional Config.com * Salkesi@ inkemationalSondig. com
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NORTH AMERICAN POWER CORDS
2 Pole 3 Wire Grounding
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General Specification Data

Conductor Coler Code:  Morth American (N.AL) Black (Line), White (Meutral), Green (Ground)
International (Int'l) Brcwn (Line), Blua (Meutral], Grean™allow (Grownd)

Plug Standards; LIL 498, CEA, MEMA, ANSI

Conductor Size | Rating: 12 AWS @@ 20 Ampara, 10 AWE @ 30 Ampera

Jacket 0.0, (Approw): 12 AWE = 4457, 10 AWE = 8707,

Matarial: PWC, Jacket Color Black, Temperature 105°C
Cordage Standards: SJTO
Cord Sef Length: 2.5 mafersf@'-2°, 4.6 matarsf15°

Power Supply Cords

Catalog®  Rating Plug Type Conductors Length Approvals
B4820  Z0A 125V LS-0P 1243 AWG 25m 3,20 NEMA LS-20P

O3 3=

Bdfdge 30 2B0Y  LE-20P 1213 AWGE 25m 3,20 HEMA LE-20P

QO T=e

fdns0 30 A 125V LS-20P 1063 AWGE 4.6 m 3,20 HEMA L5-30F
Q& 3=

fdfe0t 30 A 250V LE-20P 1063 AWGE 4.6 m 3,20 NEMA LE-20F

)= 1=

LD

{1y NEMA L5200, LE-20C, L5300 and LG-30C locking conneciors can be pravided for extension cond applications
=8, 10,12, 15 foct langths evallable. Minimurn crder may apply.

* Black siandard cokor.

= Various terminals, cuslom siripging, hanked cords availabla

Approvals: 1.ASTA 2.CEBEC 5.C05A 4 DEMKD SPSE GOFT 7.F 8.GE GIMG 10JET 1.3 12 KEMA 13 MEMKD
4 00E 195 5A6 16 S5AHS 17 SEMRD 18 SEY T8 500 ATUL C-UL #UTE 22 WIIE G058 150 2 U Fo THAM 26 B

g : Intemational Configurations, Ino. « PO Bax 3374 = Enfiedd, Connescliowt 06083 = TEL (B80) 748-.G380 « FAX [AG60) 748 EEL[IZJJ

Intemetiznal Config.com + Salesdd inbarnal onak>ondig.com
'E @ a2 2004 Infamatonal Conligurstisns, Inc.  Enfire coments of this catslog copymig hited,




IEC 60320 C-13 & C-14 ACCESSORY POWER CORDS

10 Ampere 250 Volt, 2 Pole 3 Wire Grounding (l] 0 I]] [I 1 I]
UL, C-UL, CSA, VDE Approved. (Universal) “CE™ Mark

IEG 60E70 C-13 IEC 80320 C-14

General Specification Data
Conductor Color Code:  International (Int'l.) Brown (Line), Blus (Mautral), Green®ellow {Sround )

Plug Standard; IEC 80320 (320) 514

Conductor Size / Rating: 18 AWG - 1.0 mm’ @ 10 Ampara 250 Vot ,:d]]l'mg
Jackat O.0. (Approx.): T8 AWG - 2 % 1.0 mm® = 8.0 ram

Material: PYWC, Jacket Color Black

Connector Standard: IEC 80320 (3205 C-13 (EE Bharn b s et
Cordage Standards: SJTO, HOSWVWF-3G 108°C

Cord Set Length: 3.1 matersA0, 2.5 metarsf'-27, 2.0 maters/@'-7°, 1.0 mebars’3-3°

Power Cord - Detachable Cord Sets

Catalog #  Description Length  Approvals  [ecanagoc14  CE MARK  IEG 60320 G-13
#8226 C-14 Plug § S-13 connecior 28m 3,20, 22 and (&)
98220 C-14 Plug { G-13 connector ~ 20m 3, 20, 22 and (&) |@%3 m}::":ﬂmﬁ Ar]
S816 C=14 Plug f ©-13 connacior 1.0m 3, 20, 22 and (&)
98230 =14 Plug f C-13 conneclor ~ 31m 3, 20, 22 and (A) AL 1915 12,18. 10,18, 31, 38
S8230uEM C-14 Plug £ C-13 connacior s0m 3, 20, 22 and (&)
SE226-Y C=14 Plug f C-13 conneclors Z256m 3, 20, 22 and (&)
" Splitter cord
Power Supply Cords

Catalog # Description Length Approvals IEC 60370 C-13 CE” MARK
B83TE C-13 connector 25m 3, 20, 22 and [A)
96380 C-13 connector 20m 3,20, 22and (4) | €D ﬂ]mb:' —
98385 C-13 connector 1.0m 3, 20, 22 and (A)
98390 C-13 connector 3.4 m 3, 20, 22 and (A) B 71 PN 17 9309 17 08, 71, JF
982T6 C-14 plug 25m 3, 20, 22 and [A) IEC B0 Cald “CE~ MARK
88280 £-14 plug 2.0m 3, 20, 22 and (A)
98285 C-14 plug 1.0m 320 22and () |65 [N —

=1 i i
98290 C-14 plug 3.1 m 3, 20, 22 and (A) Al L4 79,12 13,14 17,9

“¥" Type Splitter Cord Set
|EC 60370 -4 |EC 603FI0 13
[ & FEET L 2 FEET i
@ i L
:!ﬁ (1F]
I
TYPICAL ZFEET

98226-Y / 98625-Y (Page 33)

= Bllack standard colar,
= Minimum ocrder may apgly on some madels
= Laft ar Aght angle IEC 60320 C-13 connecter, C-14 plug evallable. Minimurm crder applies.

14 O0WE 1550 165 ! 1 L | : 11501 3

Approvals: 1ASTA FCEBEC 3.CEA 4 DEMKO EPSE E0DFT T.Fl 0G5 96O 10JET 11.008 12KEMA 15.NEMKD

Intarnational Configurations, inc. « F.0. Bow 3374 « Bnfiald, Connsaclicit OBE0ES + TEL (360) F49-6330 + FAX (BS0) F48-20985
Infemistional Config.com * Salkesi@ inkemationalSondig. com
a4 2 20049 Intematiensd Configurations, Ine. Entire conbands of this catalog coparightad




IEC 60320 C-13 & C-14 ACCESSORY POWER CORDS
13 Ampere / 15 Ampere 250 Volt, 2 Pole 3 Wire Grounding

UL, CSA Listed

0%) ('

IEG 60370 13 IEC B0320 C-14

General Specification Data
Conductor Color Code: North American (N.A) Black (Lins), Whitz (Mautral), Green {Ground)

Plug Standard;

Conductor Size | Rating:

Jacket 0.0, (Approo.):
Material:

International (Inf’l.} Brown (Line), Blua {Neulral}, Grean™ allow [(Ground)

IEC 80330 (320) &4

16 AWE @ 13 Ampers, 14 AWE @ 15 Ampara
63 AWGE = 3457, 1413 AWG = 3807

PWC, Jacket Color Black

=

|EG 60330 13 Sralght

IEC 80530 CA3

Right Angle
Available

Connector Standard: IEG 60320 (320) C-13 IEC 60320 G-13
Cordage Standard; SJT 105°C Left Angle
Cord Set Length: 2.5 meters/8'-27, 2.0 meters/&'-7", 1.0 mebera/3-3" Availabie
Power Cord - Detachable Cord Sets

ﬁﬂhh’ﬂ # Ritlm Dﬂni;!linn Lﬂl'm.h I‘lei |EC BIEI0 .14 1EC 0320 C-13%
98825  13A 250V C-14 Plug/C-13 conneclor 25m 3,20
98520  13A250V C-14Plug/C-13connector 20m 5,20 |oy mh:,:qﬂ]ﬁ )
248515 124350 C-14 Plug F C-13 connector 1.0m 3,20

Cordage - SJT 1613 AWG
98625  15A 250V C-14 Plug/C-13 conneclor 265m 3,20
98620  15A2Z50Y C-14 Plug/C-13 conneclor 2.0m 3,20 ['ECE0320C-44 IEC 80320 C-13
98615 158 250N C-14 Plug / C-13 connector 1.0 m 3,20 T mhzzﬂ]]][@'ﬂ
BH6I55M 15 4 250 C-14 Plug / C-13 connector 5.0 m 3,20
BHE25-Y M 15 4 280 C-14 Plug / C-13 connectors 2.5 m 3,20

Cordage - SJT 1413 AWG

Power Supply Cords

Catalog# Rating  Description Length Approvals [(Ex soazn o153
98575  13AZ50V Staight C-13connector  26m 3,20
98580  12A 250V StalghtC-13connector  20m 3,20 | vy ﬂ]ﬂh: =
28585 12 4 350V Stralght ©-13 connector 1.0m 3,20

Cordage - SJT 1613 AWG
98675  15A 250V Shaight C-13conneclor  25m 5,20 |0 ooan GA3
98680  15A 250V Staight C-13connector  20m 3,20 | g%y ﬂ]]lh:r —
28685 15 A 250 Stralght ©-13 connecior 1.0m 3,20

Cordage - SJT 1403 AWG
8848 134250V Straight C-14 plug 26m & 20 | IEC 60320 C14
88550  13A 250V Straight C-14 plug 20m 3,20
88555 13 A 250V  Straight C-14 plug tom azo0 |6 mh e —

Cordage - SJT 1613 AWG
98645  15AZ50V  Straight C-14 plug 26m 320 [iEc amszo cag
88650  15A 250V Straight C-14 plug 20m 3,20
96655  15A 250V Straight C-14 plug rom 320 |0 GCOEkE—— —

Cordags - SJT 1473 AWG

{1) See page 12 for details

= Biack standard color. White and gray avallable.
= Custam lenglhs and shialdad cords available,

= Minimurm ordar may apgly on some madels

= Yarlcus terminals, custorn stipping, hanked cords svallable.
= [EC BDE20 CA5 1207 C type connecior available on same modals,

Approvals: 1AETA ZCEBEC 3.C8A 4 DEMKO 5PSE &0FT T.FI -[IG-‘S ‘EIIh'II:I 10 JET 1. JIS 1‘2‘ HEH.’L 13 MEMHD
14 O0WE S 1B SABS 17 SERMBEC 18 SEW 1851 do L - i g

1501

£

Intemetiznal Config.com + Salesdd inbarnal onak>ondig.com
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IEC 60320 C-13 & C-14 ACCESSORY POWER CORDS

10 Ampere 250 Volt, 2 Pole 3 Wire Grounding [l] I I]] [I | .]
European [ International Approvals
|EC 60330 C-13 IEC 60320 C-14

General Specification Data qu&

Conductor Color Code: Internaticnal (nt’l) Brown (Ling), Blue {Neutral}, Greenellow (Ground)

Plug Standard; IEC 60320 (320) C-14 IEE B0320 13 Shanaht
Conductor Size ! Rating: 1.0 mm? @ 10 Ampara 250 Volf

Material: P, Jacket Color Black Right Angle
Connector Standard: IEC 80320 (3205 C-13

Cordage Standard; HISWVW-FIG IEC G520 .13

Cord Sef Length: 31 metersM0, 2.5 metarsf@'-2°, 2.0 matars/@'-7°, 1.0 maters’3-3" Latt Angla

Power Cord - Detachable Cord Sets
Catalog # Rating  Description Length Approvals [|gC 60320 c14  “CE MARK  IEC 60320 C-13
0025 10 & 250 Sdraight C-13 conmestor 28m 22 and (&)
90020  10A250V Straight C-13 connector  20m 22 and (a) |60 [N :ﬂnﬁ &
15 10 A 250 %W Stralght C-13 connector 1.0m 22 and (&)
80030 10 A250% Straight C-13 connector 31 m 22 and [A) (A ZTS L1293,14,17,18,.26

9025-RA 10 A 250V Right angle C-13 conneclar 2.5m gp |IECEQIIMCA4  EECMARKIEC B0320 C13
90020-RA 10 A250% Right angle C-13 conneclor 2.0 m 22 iy m"':":% &
f015-RA 10 A 250% Right angle S-13 connector 1.0m 22

f0M0-RA 10 A 250%  Right angle S-13 connector 3.1 m 22

90025-LA 10A2Z50W Left angle C-13 conneclor 2.5 m 22 IEC 60320 14 “CETMARK  IEC BOZE0 €13
SEp20-LA 10 A 260% Laft angle C-13 conneclor  Z2.0m 22

O18-LA 10A260% Laft angle C-13 connecior 1.0m 22 " % 3
f030-LA 10 A 250%  Left angle ©-13 connector 31m 22

Power Supply Cords

c&lﬂhﬂ W Hﬂ“‘lu Dﬂ"ﬂ-ﬂ'hmﬂ Lﬂmlh Appl'mralu |EC 60370 13 W E” MARK
TS 10 A R250Y  Stralght C-13 connector 25m 22 and (A)
$MB0™  10A S0V Straight C-13 conneclor  20m 22 and (A) | B9 mﬂhj =

SO 10 A ZEDW  Sraight C=13 connechor 1.0m 22 and ()

901907 1D A 260V Straight C-13 connector  31m 22 and (A) s d P At I d TR

IEC 60320 C-14 CET MARK

80075" 10 A250% Straight C-14 plug 25m 22
900807 10 A2Z50W  Straight C-14 plug z0m 2 | . —
900857 10 A 250V  Straight C-14 plug 1.0m 22 Bl

900907 10 A 250V  Straight C-14 plug 31m 22

11} Add suffiz *-RA" bo catalog mumber for Right Angle version and suffiz *-LA" for Left Angle wvarsion.
= Black standard color. White and gray evallable.

= Yarious terminals, cuslom stipging, hanked cards availabla

= Custom lengths and shialdad cords available,

= [EC G0F20 C-15 120°0 type connachor availabla on soma modals

= blinimurn crder may apply on scme models.

Approvals: 1ASTA FCEBEC 3.CEA 4 DEMKO EPSE E0DFT T.Fl 0G5 96O 10JET 11.008 12KEMA 15.NEMKD
14 OWE 153588 16 5ABS 175 18,58 x LI LI G ; NS0 2 DG 26 =]

Infemistional Config.com * Salkesi@ inkemationalSondig. com 'E' =
]
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INTERNATIONAL IEC 60320 C-13 ADAPTERS

2 Pole 3 Wire Grounding @

IEC 60320 C-14

For Computers and Electronic Equipment - Converts European Plugs,
NEMA Plugs, IEC 60320 C-5, C-7, C-19 Plugs to IEC 60320 C-13 Outlets

Connector Style “A” (Straight) Connector Style “B"” {Angled)

IEC 60320 C-14 IEC B0320 C-14

® EEse—fH EIEEEII=

TYPICAL TYFICAL i

General Specification Data (Int'l.)

Rating: 10 Armpeare 250 Yaolt Material: PYE, Jackat Color Black

International Cord Spec.: HOSWVW-FIGE 1.0mm’ Conducter Coler Cede:  Brown, Blue, Green'eliow

Cord Set Length: 12¢
PLUG PLUG PLUG  CONNECTOR  CONN. CONNECTOR  CONN.  CATALOG

COMNFIG, 0. STANDARD  COMNFIG. D. STANDARD  STYLE NUMBER

@ C-14 IEC 60320 E3 EU1-18R CEE 7 AT 3000
@ =14 IEC 60320 .@. FR1-16R AT 30605
@] =14 IEC 60320 @ UK1-13R BS 13634 "B 30610
@ C-14 IEC 60320 D UKZ-15R BS 5464 "B 30620
@ C-14 IEC 60320 @ AUZ-15R AS [NZS 3112 A 30630
@ =14 IEC 60320 @. SW1-10R SEV 1011 'y 30640
@ C-14 IEC 60320 £ IM2-16R CE|Z3-16 oy 30650
@ C-14 IEC 60320 @ DE1-13R AST 107 oy 30BE0
@ =14 IEC 60320 @ I51-16R 5132 "B 30670
@ C-14 IEC 60320 @ AR1-10R ASINES 3112 A 30635
@ C-14 IEC 60320 @ CH1-10R ASINES 3112 A 30630
@] C-14 IEC 60320 =) IEC 80320 C-1% 'y 30700 ™
@ C-14 IEC 60320 IEC 60320 C-5 oy 0040
@ C-18 IEC 60320 IEC 60320 C-7 oy 80060
(%) C-14 IEC 60320 M) NEMA 5-15R  LIL 498 "n 30680 40
@ C-14 IEC 60320 @ NEMA 6-15R LIL 498 oy 30640
(s C-14 IEC 60320 ) NEMA L5-15R UL 498 "n 306850
@ C-14 IEC 60320 @ MWEMA LE-18R  LIL 498 oy 3065

{1}
2}

3
4
L
i
{7}

Mon-polarized configuration

Arganting connecior has the same configuration as the Australlan/Chinese type of sockeat, except the ling and neulral
conduciors are reversead.

Mon-grounding 2 pole 2 wirg

Usa only with aquipment desigred for switching from 250 volbs fo 125 volis

31 16 AWG conduciors, SJT, 13 Ampara

3 w14 AWG conduciors, SJT, 15 Ampaera

Svailable in 16, 1.6M, 281, 2581, 3M lengihs

£

Inlemational Configurations, Ino. « PO Bax 3374 = Enfiedd, Connectliout 06083 « TEL (B60) 748.6380 = FAX (860) T40.2805
Intemetiznal Config.com + Salesdd inbarnal onak>ondig.com
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IEC 60320 C-19 & C-20 ACCESSORY POWER CORDS

15/16 Ampere 250 Volt, 2 Pole 3 Wire Grounding [ = ] [ - J

UL, C-UL, CSA Listed; VDE Approved. {Universal) “CE” Mark == ==
|EG 60370 C-1% IEC 80320 C-30

General Specification Data
Conductor Color Code:  International (nt’l.} Brown (Line), Blue (Neutral), Gresnallow (Ground) :ﬁw P:
Plueg Standard; IEC 60320 (320) C-20

Conducior Size ! Rating: 1473 AWG @ 15 Ampere, 1.5 mm® @ 16 Ampere IEC B0320 C-19 Straight
Jackat O.0. (Approx.): 1.5 mem® = 3607

Material: PYWC, Jacket Color Black

Connector Standard: IEC 80320 (3205 C-14 :d:ﬂ :E
Cordage Standard; SITO, HOSW-FIG, 106°C

Cord Sel Length; 39 medersA0, 2.5 melers/-27, 2.0 melers 57, 1.0 maters/3-3" IEC 60370 C-20 Straight

Power Cord - Detachable Cord Sets

Catalog #  Rating Description Length Approvals [|gc eo320 c.20 ‘CE” MARK  IEC B0320 C-19
0530 15184 2500 C-20 plughC-19 conneclor 25m 3, 30, 33

540 15164 250Y  C-20 plughC-19 connector 1.0m 3, 20, 33 E |I E]
G545 1864 2800 C=20 plug'C-19 conneclor 31m 3, 20, ZF
SO EM 15164 2600 G20 plug’C-19 conneclor S0m 3, 20, 2

Power Supply Cords

Catalog & Rating Descriplion Length Approvals - mp——

630 18164 250 Stralght C-19 connector 25m 3, 20, 22 EC B30 £19 CE MARK

80635  15(6A 250V Straight C-19 connector  20m 3,20, 22 | =7y [{]]]]]:P: —
G0 18M6A 250 Stralght C-19 connector 1.0m 3, 20, 22

SOE45 1601848 260Y  Shraight C-19 connecitor 31m 3,20, 22

90730  15M8A 250V Straight C-20 plug 25m 3,20 2 |IECH030C20  TCETHARK

PITIS 18184 250%  Straight C-20 plug E0m 3 R0, 2

20740 18184 250%  Stralght ©-20 plug 1.0m 3, 30, 22 @ E:E:g:‘ m—
H0T4E T1EM8A 260N Straighl C-20 plug F1m 320,22

MOTE: 90630 / 90730 types available in lengths up to 5.0 m

Adapter Cord Sets, C-14 Plug / C-19 Connector

Catalog # Rating  Description Length Approwvals -
700 154 250%  C-14 PlugfC-19 connector 12 In. 3, 20, 22 I 60370 E14 Fe R £l
30700x1M  15A 250V C-14 Plug/C-18 connector 1.0m  3,20,22 |gry ] 1III=:‘*:%]]]I[:@
0T S 154 2500 C-14 Plug'C-19 conneclor 1.6m 3, 20, 22 -

I0TO02M 154 260V C-14 PlugiC-19 conneclor 20m 3, 20, 22 TYPICAL

0T SM 154 250V C-14 Plughs-19 connector 25m 3, 20, 32

JOTO010FT 154 250V C-14 PlugiC-19 connector 10 FT 3, 20, 22

 Minimurn crder may apgly on some models.

Approvals: 1ASTA 2.CEBEC 3.CS5A 4 DEMKD SPEE 6DFT TR BGE SO 10JET 11015 12.KEMA 13 MNEMKD
14.00WE 1588004 165ABS 1T.SEMEC 18.8EY 1850 2000 G-UL 39 UTE 22 NVOE 23050 24 GO0 25 IRAM 26651

Infemistional Config.com * Salkesi@ inkemationalSondig. com 'E' =
]
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IEC 60320 C-19 & C-20 ACCESSORY POWER CORDS

15/20 Ampere 250 Volt, 2 Pole 3 Wire Grounding [ = ] [ - J

UL Listed, CSA Approved == -
IEC 60320 C-18 IEC B0320 C-30

General Specification Data
Conductor Color Code: North American (N.A_) Black (Line}, White (Meutral), Green {Ground) :ﬁm ﬂ
Plug Standard: IEC 60320 (320) G-20

Conducior Size | Rating: 1473 AWG @ 15 Ampere, 1203 AWG @ 20 Ampara IEC B0320 C-13 Straight
Jacket 0.0. (Approx.): Tdi3 AWE = 375", 1203 AWG = 4457

Matarial: PWC, Jacket Color Black

Connector Standard:  1EC 60320 (320) C-19 :dﬂ T
Cordage Standard; SJTO 105°C -
Cord Sel Length; 4.9 melersE, 2.5 melers/8-27, 2.0 melers 67", 1.0 melers/3-3" IEC 60370 C-20 Straight

Power Cord - Detachable Cord Sets

Catalog # Rating Description Length Approvals [\gc 320 c-20 IEC 60320 C-19
0B 16 A 260 D20 plug f C=1% conmechor 2.5 m 3,20

SJT Cordags - 1473 AWG El E:IE}::‘:*]I][EB =

90521 20A 250V C-20 plug ! C-1% connecter 265m 3,20  [IEC 60320 c-20 IEC 60320 C-19
9OSTE™ 30 A 250V  C-20 plug ! C-19 connecter 50m 3,20

SITO 105°C Cordage - 1213 AWG = [ =——[[l &

Power Supply Cords

Catalog # Rating Description Length Approvals | e goa20 Ca19
#OTIiM 15 A250%  Straight C-1% connector 25m 3,20

SJTC 105°C Cordage - 14/3 AWG = [ﬂ]]]]b:.. —

90T21™ 20AZS0V  Straight C-19 connector  25m 3,20 [ IEC 50320 19
90750 20 A 250V  Straight C-19 connector  20m 3,20
90755" 204250V StraightC-19comnectr  10m 3,20 |2 [ I[[l=r —
90760 20A 250V  Siraight C-18 connector  50m 3,20

SJTO 105°C Cordage - 1213 AWG

IEC 60330 C-20
806111 15A 250V Straight C-20 plug 25m 3,20
ST Cerdage - 1473 AWG =B IEJEP:" m—
80621 20A250V  Stralght G-20 plug 265m a0 |- oeREREIl
90865 20A 260V Straight C-20 plug 20m 3,20 = @:Eb: —
90870 20A 260V Straight C-20 plug 1.0m 320
80675 20AZ50Y  Straight C-20 plug 50m 3,20

ST 105°C Cordage - 1203 AWGE

11} Left or right angle ©-19 connectors or S-20 plugs are avallable. Minimum arder mey spply.
= Black standard colkar, = Yarious termninals, custom stripping, henked cords aveilable.
= Custom lengths are avallabla. = Minirmum order mey apply on soms models,

Approvals: 1.A5TA 2.CEBEC 3C5A 4 DEMKD SPEE GOFT 7.F 8.GE GUMO 10UET 1.5 12 KEMA 13 MEMKD
14.0VE 155AM 165085 17.8EMED 18.5EY 19.80 20.UL C-UL 21.UTE 22 VDE 25150 24 .C0C F5IRAM 26 BS]

Intemetiznal Config.com + Salesdd inbarnal onak>ondig.com
'E @ a2 2004 Infamatonal Conligurstisns, Inc.  Enfire coments of this catslog copymig hited,
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INTERNATIONAL IEC 60320 C-19 ADAPTERS
2 Pole 3 Wire Grounding (=)

IEC 60320 C-20

For Computers and Electronic Equipment - Converts European and
MEMA Plugs to IEC 60320 C-19 Qutlets

Connector Style “A™ (Straight) Connector Style “B” (Angled)
IEC 60330 C-20 IECG B0320 C-20
@II——ctA| | D=
) ]
TYPICAL TYPICAL :
General Specification Data
Rating: 1% Ampara 126 Voll, 16 Ampara 280 Vaolt, 10 Ampere 250 Voll, 20 Ampara 125 Volf, 20 Ampere 250 Vall
Cord Specifications:  SJT, 14/3 AWG, 12/3 AWG
Cord Set Langth: 12
Matarial: P, Jackat Color Black
Conductor Color Code: Black, Whits, Graen
PLUG PLUG PLUG _ CONNECTOR  CONN. CONNECTOR  CONM.  CATALOG
COMNFIG. Io. STANDARD  COMNFIG. ID. STANDARD  STYLE  NUMBER
[==) C-20 IEC 60320 G. EU1-16R CEE 7 A 31600
=) C-20 IEC 60320 @ FR1-16R CEE 7 Variation A" 36059
@ C-20 IEC 60320 W) UK1-13R BS 13634 Ny 3610
(=) C-20 IEC 60320 ) UK2-15R BS 5464 Ny 3620
(=) C-20 IEC 60320 &) AUZ-15R AS FNZS 3112 A7 36304
= C-20 IEC 60320 @ SW1-10R SEV 1011 AT 3640
[a) C-20 IEC 60320 E} m2-16R CEl 2316 S 31650
(=] C-20 IEC 60320 @ DE1-13R AST 107 S 36604
(=] C-20 IEC 60320 D) I51-16R S1 32 " 670
[a) C-20 IEC 60320 @ AR1-10R ASINZS 3112 A7 635
(=] C-20 IEC 60320 @ CH1-10R ASINZS 3112 A" 36300
[a) C-20 IEC 60320 @ MEMA 5-15R UL 498 "a 31680
(] C-20 IEC 60320 @ MEMA 6-15R UL 498 S 3690
(] C-20 IEC 60320 @- MEMA L5-15R  LIL 495 S 31685
=) C-20 IEC 60320 ) MEMA LE-15R  LIL 498 A 36954
@ C-20 IEC 60320 @ MEMA 5-20R UL 498 A 317000
(=) C-20 IEC 60320 @ MEMA 6-20R UL 498 A 37059
(=) C-20 IEC 60320 @ MEMA L5-20R  LIL 498 A I 7100
[oe) C-20 IEC 60320 & MEMA LE-20R  LIL 498 A MTISE

{1y Non-polarized configuration

&y Argantine conneclor has the same configuralicn as the Ausiralian'Chinase typa of sockel, excepl tha line and newulral
conduciors are reversed.

{3 Use only with equipenent designed for switching from 250 volts 1o 125 volts

4y 1473 AWG ST

(8} 133 AWG ST

Lﬂlﬂtﬂﬂ'ﬂllnﬂal Configurabions, Inc., ® PO, Bow 33574 = Enfiald, Connacticul OEOES + TEL (S60) F45-6380 = FAX (BGl F4i- 200 Ig I
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IEC 60309 CORD SETS & POWER CORDS
20 Ampere 125 Volt, 2 Pole 3 Wire Grounding ..........

IEC 60309 4H-P

20 Ampere 250 Volt, 2 Pole 3 Wire Grounding .......... |EC 60309 6H-P

20A/250V

@ 20A 7125V

General Specification Data

Conducior Color Code;  North American (N.&,) Black (Line), White (Neutraly, Greaen (Ground)

International (Int’l) Brown (Lina), Blua (Mautral), Green™ allcw {Ground)

Flug Standards: UL 48938, C5A, IEC 60304
Conductor Size | Rating: 14 AWS @ 15 Ampara, 12 AWSE @ 20 Ampara
1.0 mm? & 10 Ampara, 1.5 mm® & 18 Ampara

Jacket 0.0, (Approa): 14 AWG = BT00, 12 AWGE = 4457 1.0mm* = 7.2 mm, 1.5 mm® = 8.3 mm

Material: PYVE, Jackel Color Black, Temperabure 105°C, HOSWY-F3G 60°0

Connector Standards:  1EC 603230 (3205 C-13, C-19
Cordage Standards: SJT, HIEWIF3G
Cord Sef Length: 2.5 mafars/&'-2"

Power Cord - Detachable Cord Sets

==l

IEC B0320 C-13 Sdralght

—={[[ [

IEC G050 C-1% Stralght

Cormponent
Catalog # Rating Plug/ Conn, Cond's. Length Approvals
39020 15 A 125 Y AH-PJC13 143 AaWE 25mB-2" 3 20

39080 F0A1ZEY AH-PFCAA0 1203 AWG 2EmBLET 320

IEC 60509 dH-F IEC G0E30 G113
@ _ = [ 3
IEL: E03E 4H-P |EC 6030 1%
QLN @

9030 15 AZR0Y EH-PIC13 14 AWSE Z25miR-E" 320
3903y 104 230V 8H-PFC13  1.0mm* 25mBs2" 22
“GE” Mark on #39035, Recommended for European applications.

IEC E0309 GH-P

L ]]]]]]]]jnazcmiﬁm

IEC 60330 C13

I0T0N F0A R0V EH-PIC19 121 AWSE Z25miR-E 320
39018 188 230V 6H-PJC19 1.5mm* 25mfi-2" 22 3, 20
“GE"” Mark on #39016, Recommended for European applications.

NOTE: #38016 supplied with “universal” approved 5JT 105°C

IEC B0308 6H-F

L

IEC 80320 C-13

=113

(1.5 mm} cordage

Power Supply Cords

Plug Component
Catalog #  Rating Type Cond’s. Langth  Approvals
kv Bl 15 4135 dH-P 1453 AWS 2.5 mig-2” 3, 20
041 F0AIZEY 4HP 1RGAWG 2.5 miE-z 3, 20

|EC 60309 4H-F

CE MARK

@3 [[[[l]][[]IE_u—-E

390314 15A 250 BH-P 143 AWG  25mi3-2" 3,20, 22
0TI IDA DY BH-P 1HIAWGE 2E5miE-2T 3,20, 22
o 168 230 GH-P 1.mm*  Z5mf.2" 22,3 20

“GE" Mark an #32017. Recommended for Europsan applications.

IEC 80308 §H-F

L

HOTE; #3801 7 supplied with “universal” approved SJT 108°C
(1.5 mim} cordage
11} Cord has assembled on plug and § or conmechor
= Warlous terminalz and custorn siipping ere avallable.
= Custom lengths are evallable.
= [EC B0320 S5 120°C type conneclor available on some modals,

A4 cvE 15546 16 SAES 15 SEMRDT 18 SEY 15 50 20 UL 1

TE s e

Approvals: 1.ASTA 2.CEBEC 3054 4 DEMKD SPSE 6 DFT TR BGE BIMG 10JET 1143 12 I{EH.I". 13 NEMI{{:I

4

ntarnational Configurations, Inc. # PO, Bow 3304 = Enfald, Connachicad QE0ES + TEL (SE0) F49-6380 & FAX (B} F48-00 Ig I
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IEC 60309 POWER CORDS
30 Ampere 125 Volt, 2 Pole 3 Wire Grounding .......... IEC 60309 4H-P @ 30A125V

30 Ampere 250 Volt, 2 Pole 3 Wire Grounding .......... IEC 60309 6H-P 30A 250V

General Specification Data

Conducior Color Code:  Morth American (N.A,) Black (Line), White (Neulral), Gresn [(Ground)
International {Int’l) Brown (Line), Blus (Mawtral), Green™ allow (Ground)

Plug Standards: UL 4893, CEA, IEC 60308

Conductor Size | Rating: 10 AWS @& 30 Ampara, 4.0 mm* @@ 32 Ampara

Jacket 0.0, (Approw.): 10 AWG = 6707, 4.0 mm® = 545 mm

Material; PYC, Jackel Color Black, Temperature 90°C, HOTRMN-F3&E Cordage 60°C
Cordage Standards: SO0, HOTRN-F
Cord Set Length: 2.5 meters/g'-2"

Power Supply Cords

Plug Component [|EC 60309 4H-F CE" MARK
Catalog # Rating Type Cond's, Length  Approvals

300807 S0A1ZEV 4HP  I0GAWG 25mE-Z 3,20 @ [[[[II[[I]IE._,._i
7

90900 30 A ZE0W BH-P 1OV AWG 2EmiB-E 3,20, 2 IEC BO30% GH-F TET MARK
9098 G2 A0V BH-FP 40 mm* 25 midE 22 @ :

NOTE: #32095 supplied with HOTRN-F3G, B0°C cordage.

“CE Mark on #39045. Recommended for European applications.,
NOTE: Available with “universal” approved UL, CSA, VDE #0°C
SO0W-HOTRN-F 10 AWG (6.0 mm) cordage #39095-A

{1} Cord has assemblad on plug
= Warlous terminals and custorn siipping ere avallable.
= Custom lengths are evallable.

Approvals: 1ASTA Z.CEBEC 3.CEA 4.DEMKO BPSE 60FT T.Fl 0.GS 90Ma 10.JET 1105 12KEMA 15.NEMKD
A4 0ME 19 5A8 16 SRS 10 SEMRD 18 SEY TS50 UL UL ST RITE 22 WTIE 205 150 24 GO Ao TRAM 26 B
g | Inlemational Configurations, Ino. « PO Bax 3374 = Enfiedd, Connectliout 06083 « TEL (B60) 748.6380 = FAX (860) T40.2805
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SOUTH KOREA, TAIWAN, ERAZIL CORD SETS & POWER CORDS
10 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............... BR2-10P @ 10 AJ 250V

16 Ampere 250 Volt, 2 Pole 3 Wire Grounding ............... SK1-16P @ 16 AJ 250V

15 Ampere 125 Volt, 2 Pole 3 Wire Grounding ............... TW1-15P @ 15 A/125V

SOUTH KOREA CORD SETS

Cata # Raftin Description Length provals

airn-uhg 10 A 2‘5-?}".!' Dﬂad'ﬁlblﬁ cord et zr?rn MHETI SK1-16F IEC BO320 C-13
IEC 60320 C-13 connestor T w1
s D
Standard: KSC 8305

BITED 10 4 260 W Powar supply csord 2Em KETI BH1-16P
Shrippad ands 3 E =
Black
Standard: KSC 5305

TAIWAN CORD SETS
Catalog # Rating Description Length Approwvals

B1B00 10 A 125V Detachable cord sel 25m  BSMI TWi-15R IEC B0320 C-13
IEC #0330 C-13 connector
Black e S mr i
21840 10 4126 W Powsar supply cord 25m BSMI wWi-sP
Stripped ends
Black b el m—

BRAZIL CORD SETS

Catalog # Rating Description Length Approwvals

82100 10 A 250V Detachable cord set 25m INMETRO BRZ-10F IEC 80320 C-13
IEC 80330 C-13 connector
Black & $ — 11 9
Stardard: NBER 14138

&40 10 A 250 % Powser supply cord 25m  INMETRO BRI-10F
Stripped ands
Black fan a:_ = ==

Stardard: NBR 14138

Approvals: 1.ASTA 2.CEBEC 3054 4DEMKO SPSE GDFT TR B.GE2 GG 10JET 11015 12.KEMA 13.MNEMKD
J400E 15548 165885 17 SEMRD 18 SEY 1550 20 UL, G-UL A UTE 22 NVWUE 25150 24 GO S TRAM 26 B

Intarnational Configurations, inc. « F.0. Bow 3374 « Bnfiald, Connsaclicit OBE0ES + TEL (360) F49-6330 + FAX (BS0) F48-20985 Ig I
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STRAIN RELIEF CORD CONNECTORS
Liquid-Tight (IP 68)

O] (i

=

ar

I m Y } THREAD MAJOR PITCH
|:| \\\\\ wpn e SIZE* DIAMETER mm
— mm
= 1
5 4 L‘ Pg 07 125 1.27
D" PG 09 15.2 1.41
STANDARD TYPE LOCKING NUT PG 11 186 141
PG 135 20.4 1.41
| nge PG 16 22.5 1.41
‘ T - PG 21 28.3 1.59
—— PG 29 37.0 1.59
AT PG 36 47.0 1.59
A" "E PG 42 54.0 1.59
oy PG 48 59.3 1.59
FLEX TYPE ~| * Steel Conduit Thread 10 per DIN 40430
NOTE: Last 2 digits of catalog number indicate “PG” thread size as per above table
A" "B" Ty "D" e o= ey
CATALOG DIAMETER MOUNTING MAXIMUM THREAD  WRENCHING WRENCHING LOCKNUT LOCKNUT
NUMBER RANGE HOLE OVERALL LENGTH NUT FLATS THICKNESS DIAMETER
(BLACK) CLEARANCE LENGTH THICKNESS
METRIC PG THREAD - STANDARD TYPE
20607 .079-.197 492 1.259 315 .203 .591 197 .827
20507 .118-.255 492 1.259 315 .203 591 197 .827
20609 .079-.236 .599 1.378 315 .218 .750 197 .945
20509 .157-.314 .599 1.378 315 .218 .750 197 .945
20611 .157-.275 .733 1.500 315 .218 .866 197 1.024
20511 .200-.394 .733 1.500 315 .218 .866 197 1.024
20613 .341-.354 .804 1.614 .354 .218 .945 .236 1.142
20513 .236-.472 .804 1.614 .354 .218 .945 .236 1.142
20616 .423-.481 .886 1.732 394 .234 1.063 .236 1.300
20516 .394-.551 .886 1.732 .394 .234 1.063 .236 1.300
20621 .481-.617 1.115 1.929 433 .250 1.299 .276 1.535
20521 .545-.709 1.115 1.929 433 .250 1.299 .276 1.535
20629 .511-.787 1.457 2.165 433 .297 1.654 .276 1.968
20529 .708-.984 1.457 2.165 433 .297 1.654 .276 1.968
20636 .787-1.023 1.850 2.519 512 315 2.087 315 2.598
20536 .866-1.259 1.850 2.519 512 315 2.087 315 2.598
20642 .984-1.220 2.126 2.638 512 .360 2.362 315 2.874
20542 1.259-1.496 2.126 2.638 512 .360 2.362 315 2.874
20648 1.141-1.378 2.335 2.717 .551 .360 2.559 315 3.071
20548 1.456-1.732 2.335 2.717 .551 .360 2.559 315 3.071
METRIC PG THREAD - FLEX TYPE
21707 .079-.197 492 2.560 315 .203 .591 197 .827
20707 .118-.255 492 2.560 315 .203 591 197 .827
21709 .079-.236 .599 2.970 315 .218 .750 197 .945
20709 .157-.314 .599 2.970 315 .218 .750 197 .945
21711 .157-.275 .733 3.510 315 .218 .866 197 1.024
20711 .200-.394 .733 3.510 315 .218 .866 197 1.024
21713 .341-.354 .804 4.020 .354 .218 .945 .236 1.142
20713 .236-.472 .804 4.020 .354 .218 .945 .236 1.142
21716 .423-.481 .886 4.540 .394 .234 1.063 .236 1.300
20716 .394-.551 .886 4.540 .394 .234 1.063 .236 1.300
21721 .481-.617 1.115 5.293 433 .250 1.299 .276 1.535
20721 .545-.709 1.115 5.293 433 .250 1.299 .276 1.535
ALL DIMENSIONS ARE IN INCHES
© 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted. ~ www.InternationalConfig.com @ Ic |
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CUSTOM POWER SUPPLY CORDS AND CORD SETS

International Configurations, Inc. provides a wide range of custom power supply cords and detachable cord
sets for international and domestic applications. These products include harmonized / approved European
or UL / CSA certified cordage and approved IEC 60309, IEC 60320, NEMA and European plugs and

connectors.

Power supply cords are available with ring, slip-on and flag terminals in a number of sizes and variations.
Cordage, connectors and terminals are standard stock components which allows us to provide you with a
high level of service. Shown below are a few examples.
Send us your specifications for a prompt quote!

)

IEC 60309 POWER SUPPLY CORD WITH RING TERMINALS

INSULATED RING TERMINAL

CONDUCTOR MARKER

“HOSPITAL GRADE” POWER SUPPLY CORD

2
11

NEMA LOCKING POWER SUPPLY CORD

© ) o) — | :m s ? E————
IEC 60320 DETACHABLE CORD SET
oERl==t =l &

¥ (o

) THP

© 2004 International Configurations, Inc.
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PRODUCT SPECIFICATION SHEET

Company Name Name
Street Title

City State/Prov Telephone
Zip/Postal Fax
Country Email

Type of product Manufactured

Part Number Quantity

"OVERALL LENGTH"

"LENGTH OF CONDUCTORS"
2 =— STRIP

® = | D

Overall Length

“A” Plug End “B” Connector End
Specify the Plug (male) type Specify the Connector (female) type
If no plug is required provide the following information If no Connector is required provide the following information
Conductor Color |Length| Length| Tin Terminals Conductor Color |Length| Length| Tin Terminals
Cond. | Strip | Cond. Required Cond. | Strip |Cond. Required
Brown/Black Brown/Black
Blue/White Blue/White
Grn-Yellow/Green Grn-Yellow/Green

Cordage Specifications

Wire Size: Q0 AWG: Q18 AWG Q16 AWG Q14AWG Q12AWG Q Other

Q Metric: Q0.75mm? Q1.0 mm? Q 1.5 mm? Q 2.5 mm? Q Other
Number of Conductors: Q1 2 as Q4 as
Conductor Insulation Color Code: O North American - Black (Line), White (Neutral), Green (Ground)

Q CEE (International) - Brown (Line), Blue (Neutral), Green-Yellow (Ground)

Shielding: QA None Q Mylar Foil Q1 Foil and Braid Q Braid
Jacket Material: Q PVC Q1 Rubber Q Oil Resistant QO Water Resistant
Jacket Color: QO Black Q Gray Q White Q Other
Temperature Rating: Q 60°C Q 65°C Q 70°C Q 90°C Q 105°C Q Other
Rating: Amps Volts
Packaging: Q Bulk Packed Q Twisttie hank QO Coiled and Tied Q1 Bagged

© 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted. ~ www.InternationalConfig.com @ Ic |
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HARMONIZED (HAR) CORDAGE IDENTIFICATION SYSTEM

( «z<x»

Harmonized cables are utilized on electronic and electrical
equipment that is intended for use in Europe.

For years, European trade was very cumbersome since most
countries required compliance to their own electrical standards.
In order to facilitate export trade to the European communities,
and develop acommon European marketplace, an international
safety standards agency called the European Committee for
Electrotechnical Standardization (CENELEC) was formed to
develop electrical standards that would be universally accept-
able to all CENELEC member nations which are noted in the
table below.

The electrical standards are classified as Harmonization Docu-

ments. "HAR" cordage and hook-up wire conforms to Harmoni-
zation Documents HD-21 and HD-22:

HD-21 Specification for Polyvinyl chloride insulated wire
and cables.

HD-22 Specification for rubber insulated flexible cords and
cables.

Compliance with these standards demands the use of Harmo-
nized products on equipment operating in all CENELEC mem-
ber countries. Additionally, Underwriters Laboratories (UL)

approved the use of HAR cables on equipment for use outside
the United States.

In order to identify a harmonized wire or cable, one of the

following identification methods are employed: (1) Printed let-

ters (HAR) on either the overall jacket or conductor insulation, or

(2) Printed tape or identification threads.

Recommended applications as defined in the Harmonization

Documents are as follows:

¢ Polyvinyl Chloride Cord (HO5VV-F) - for use in offices,
domestic premises, kitchens, household appliances,
washing machines, spin dryers, refrigerators. Permitted for
cooking and heating appliances, providing cable not in
contact with hot parts and is not subject to radiation

(UNSUITABLE FOR OUTDOOR USE).

¢ Rubber Cord (HO7RN-F) - for use when cable subjected to
mechanical stresses in dry and damp areas. Use as power
for transportable motors, appliances, domestic electric
tools and electrical tools such as circular saws, agricultural
use, and utility water equipment. Can be installed on
plaster and direct installation on structural parts of hoist
and other heavy machines.

HARMONIZED WIRE
CODING SYSTEM

LICENSING BODIES OF CENELEC

[0 CT-0 [T | AusTRA
1 2 3 45— 6 7 8 9
BELGIUM
1. BASIC TYPE
H Harmonized Type DENMARK
A National Type
2 .WORKING VOLTAGE FRANCE

03 300/300 Volt
05 300/500 Volt

07 450/750 Volt FEDERAL REPUBLIC

3. INSULATING OF GERMANY
vV PVC
R Rubber
S Silicone Rubber FINLAND
4. SHEATH-CLADDING MATERIAL
vV PVC GREECE
R Rubber
N  Chloroprene Rubber IRELAND
J  Glass-filament Braiding
T Textile Braiding
5. SPECIAL FEATURES ITALY
H Ribbon Cable, Separable
H2 Ribbon Cable, Non-Separable NETHERLANDS
6. CONDUCTOR TYPES
U Single Wire NORWAY
R Multi-Wire
K Fine Wire (Permanently Installed)
F  Fine Wire (Flexible) PORTUGAL
H Superfine Wire
Y Tinsel Strand SPAIN
7. NUMBER OF CORES
Number of Cores SWEDEN
8. PROTECTIVE CONDUCTOR
X Without Protective Conduct
ithout Protective Conductor SWITZERLAND

G With Protective Conductor
9. CONDUCTOR CROSS-SECTIONAL

UNITED KINGDOM

Osterreichischer Verband for Elektrotechnik (OVE)
Comite' Electrotechnique Belge (CEBEC)
Denmarks Elektriske Materiel Kontrol (DEMKO)
Union Technique de I' Electricite' (UTE)

Verband Deutscher Elektrotechniker (VDE) e.V. Prufstelle

Electrical Inspectorate (SETI)

Hellenic Organization for Standardization (ELOT)

National Standards Authority of Ireland (NSAI)

Istituto Italiano del Marchio di Qualita (IMQ)

N.V. tot Keuring van Elektrotechnische Materialen (KEMA)
NEMKO

Institute Pertugues Da Qualidede (IPQ)

Asociacion Electrotecenica Y Electronica Espanola
Svenska Elektriska Materiel Kontrollanstalten (SEMKO)

Schweizerischer Elektrotechnischer Verein (SEV)

B.A.S.E.C. - British Approvals Service for Electric Cables Ltd.
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HOW TO FIND PRODUCTS - COMPONENTS SECTION

The products in this catalog section are presented in three specific groups based upon plug /
receptacle configurations and are identified as International Type, IEC 60320 Type and IEC
60309 Type.

International Type plugs and receptacles are generally country specific, whereas IEC 60320
and IEC 60309 are intended for universal applications and recognized by most countries
around the world.

Component products can be selected by using the Worldwide Product Selection Guide on
pages 52-56 or by using the Configuration Charts on pages 57-59.

EXAMPLE
Worldwide Product Selection Guide (Components)

COUNTRY CONFIGURATION INTERNATIONAL IEC 60320 IEC 60309
RECEPTACLE PLUG TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)
AFGhanIStan ...........oooveerveeveen, UK2-15, UK3-5 ... UK2-15, UK35 ........ 67, 68 ..., 127-151 o, 169-195

The catalog page(s) indicated above under “International Type” will list plugs and receptacles
normally used in Afghanistan.

The pages shown under IEC 60320 and IEC 60309 will list accessory and high power plugs
and receptacles.

EXAMPLE
Configuration Chart

The configuration charts shown on pages 57-59 indicate both the plug and receptacle (outlet)
configuration used in specific countries.

The configuration charts include catalog page(s) where the plugs and receptacles appear.

CONFIGURATION
RECEPTACLE PLUG RATING

15 Ampere 250 Volt
United Kingdom
Receptacle and plug.
Polarized.

(BS 546A)

NOTE: Interchangeable with South
Africa receptacle and plug. Rated 16
Ampere 250 Volt.

UK2-15R UK2-15P PAGE 67

Note: The plug and receptacle configuration(s) recommended represents the preponderance
of usage in that country and other plug configurations may be required for older installations.

The information and recommendations presented here were compiled from a large
number of sources. There is consequently some possibility of error or omissions for
which International Configurations, Inc. cannot assume responsibility. The information
presented here should not be taken as final in the case of industrial or highly special-
ized commercial installations.

1 . . . . .
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WORLDWIDE PRODUCT SELECTION GUIDE - COMPONENTS

COUNTRY CONFIGURATION INTERNATIONAL IEC 60320  IEC 60309
RECEPTACLE PLUG TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)

Afghanistan ..........ccccoceeennne UK2-15, UK3-5... UK2-15, UK3-5 ............ 67,68............ 127-152............ 169-196
Albania ........cooeveeeiiiiiiiieeeees EU-2* ... EU-2% . oot 127-152............ 169-196
Algeria ...cceveeiiiiiee e FR1-16 ............... (=0 63,64 ............ 127-152............ 169-196
American Samoa................... Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
P 0o (o] 1 7= N EU-2% ..o BU-2% .o 127-152............ 169-196
ANGOIa . EU-2% ..o BEU-2% e 127-152............ 169-196
Anguilla .......ooviiieiiiiee e UK1-13,UK2-15.. UK1-13,UK2-15 ........... 65-67 ............ 127-152............ 169-196
Antigua and Barbuda ............ Nema 5-15 ......... Nema 5-15................. 154-156 ......... 127-152............ 169-196
Argentina........cccceeevicieeeeennne, AR1-10.............. AR1-10 ..., 78 e 127-152............ 169-196
Armenia.......cccceeeeiieieiieeieeees EU-2* ... BEU-2% .o 127-152............ 169-196
Aruba.......cooevevieeiiei e EU-2* ... BU-2% e 127-152............ 169-196
Australia ......ccceeeeeeeeieeennnnnen... AU1-10, AU2-15. AU1-10, AU2-15 .......... 69-71 ... 127-152............ 169-196
AUStria ..o EU1-16 ............... [={ N L 60-62 ............ 127-152............ 169-196
Azerbaijan ........cccccoeeeeeeenne, EU1-16 ............... EU1-16 ..oovveeieiiiiie. 60-62 ............ 127-152............ 169-196
Bahamas ......cccooceveviviveeeennn.. Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Bahrain........cccevvvevvveviiiinnn, UK1-13............... UKT-13 e, 65, 66............ 127-152............ 169-196
Bangladesh .........ccccccevvinnenn, UK2-15, UK3-5... UK2-15, UK3-5 ............ 67,68............ 127-152............ 169-196
Barbados..........cccevvveeeeeiinnnn. Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Belarus ......ccoeeeeiiiiieeieieeieeene, EU1-16 ............... EUT-16 ..oovvveiiiiiiinnnnen, 60-62 ............ 127-152............ 169-196
Belgium ....occeeiiiiiiiee, FR1-16 ............... EUT-16 ..oovveeiiiiiinnn, 63,64 ............ 127-152............ 169-196
Belize ...ooovvvveeeeiieieeeeeeee Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Benin .....oooovvviieeen, UK2-15, UK3-5... UK2-15, UK3-5 ............ 67,68............ 127-152............ 169-196
Bermuda.......ccooooevviiiinnenn. Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Bhutan .......cccooeevieiiieeiein, EU-2%.......ccooo.... BEU-2% o e 127-152............ 169-196
Bolivia.....coovveeeeiiieiiieeeeeeee EU-2%.................. BU-2% ..o 127-152............ 169-196
Bosnia and Herzegovina ....... EU1-16 ............... EU1-16 ..ooeeiiieee 60-62 ............ 127-152........... 169-196
Botswana ........ccccceevvvvinnnnnnnnn. UK1-13, UK2-15.UK1-13, UK2-15 .......... 65-67 ............ 127-152............ 169-196
Brazil .......cooeeeiiiiiiieeeeeeeee, BR1-15............... Nema 5-15.....ccccceeeeennn... 84 ..o 127-152............ 169-196
British Virgin Islands.............. Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152........... 169-196
Brunei......cccooovevvvveeeieiinnn EU1-16 ............... EU1-16 ..oovveeviie, 60-62 ............ 127-152............ 169-196
Bulgaria ........ccceeevevveeeeeien, EU1-16 ............... EU1-16 ...oovvveveiiiinn. 60-62 ............ 127-152............ 169-196
BUurma......ccccovvvveeeeeveviinn, UK1-13, UK2-15.UK1-13, UK2-15 .......... 65-67 ............ 127-152............ 169-196
Burundi.........ooovvvvviiiiiiiiiinnnnn, EU1-16 ............... EUT-16 ..oovvveiiiiiinn. 60-62 ............ 127-152............ 169-196
Cambodia.......cccevvvvevniieeennnn, EU-2%........c......... BEU-2% ..ot 127-152............ 169-196
Cameroon ........cceeeeeeeeievvnnnnnn. FR1-16 ............... EUT-16 ..oovvveiiiiiinnnnn, 63,64 ............ 127-152............ 169-196
(OF=1 = 1o = W Nema 5-15 ......... Nema 5-15................ 154-156 .......... 127-152............ 169-196
Cape Verde ......cccccvvveeeeneeennn, EU1-16 ............... [={ O 60-62 ............ 127-152............ 169-196
Cayman Islands .................... Nema 5-15 ......... Nema 5-15.......c......... 154-156 .......... 127-152............ 169-196
Central African Rep. .............. FR1-16 ............... EU1-16 .cooeiiiiieee 63,64 ............ 127-152............ 169-196
Chad......ooovvvveeeeeieeen, EU1-16 ............... EUT-16 ..oovvveveiiiiin. 60-62 ............ 127-152............ 169-196
Chile ..cooeeeeeeeeee e IT1-10................. N O N T2 i 127-152............ 169-196
(O o110 T= IO CH1-10, CH2-16 CH1-10, CH2-16.......... 79-81 ............ 127-152............ 169-196
Columbia ......oooovvveeeiiiiiiiinne, Nema 5-15 ......... Nema 5-15................ 154-156 .......... 127-152............ 169-196
(070]1 010 o 1 J FR1-16 ............... EUT-16 ..oovvveviiiiinnnn, 63,64 ............ 127-152............ 169-196
Congo, Democratic Republic FR1-16 ............... EUT-16 ..oovvveiiiiiinnnn, 63,64 ............ 127-152............ 169-196
Congo, Republic of the........... EU-2* ... BU-2% 127-152........... 169-196

*NOTE: EU-2 indicates various plug/receptacle configurations used in these countries. Contact sales
office for assistance.

© 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted. ~ www.InternationalConfig.com @ Ic |

52  International Configurations, Inc. * P.O. Box 3374  Enfield, Connecticut 06083 » TEL (860) 749-6380 * FAX (860) 749-2985 @' @




WORLDWIDE PRODUCT SELECTION GUIDE - COMPONENTS

COUNTRY CONFIGURATION INTERNATIONAL IEC 60320  IEC 60309
RECEPTACLE PLUG TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)

Costa Rica.......cccceeeeeeereevnnnnnn. EU-2* ...l BU-2% e 127-152............ 169-196
Cote d'IVoire .......eeeeeeeveevnnnnnn. EU-2* ...l BEU-2% e 127-152............ 169-196
Croatia....coceeeeeeeeeeeeieeeeeiie EU1-16 ............... (=L L 60-62 ............ 127-152............ 169-196
(G101 o - F NEMA 5-15......... NEMA 5-15 ................ 154-156 .......... 127-152............ 169-196
(@3] o] (11 UK1-13 ......oeee.s UKT-13 e 65, 66............ 127-152............ 169-196
Czech Republic .........cccc.n EU1-16 ............... EU1-16 ..ccoeeeieeee 60-62 ............ 127-152............ 169-196
Denmark......ccooooveveeeeeeeeeeennnn, DE1-13 ............... DE1-13 .o, T e 127-152............ 169-196
Djibouti ... FR1-16 ............... EU1-16 ..coeeiiiieeiis 63,64 ............ 127-152............ 169-196
Dominica ......ccocoevevvevneeeeeieeenan UK1-13 ...l UKT-13 i 65, 66............ 127-152............ 169-196
Dominican Rep. .....ccccccevveunnis EU-2* ...l BU-2% e 127-152............ 169-196
Ecuador.......ccoevvvveiiiiieeeenn Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
EQypt e EU1-16 ............... [={ U L 60-62 ............ 127-152............ 169-196
El Salvador..........cceeeeeeeveennnn Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Equatorial Guinea ................. EU-2" .. EU-2% 127-152........... 169-196
Eritrea ... EU1-16 ............... EU1-16 ..ccooeiiiiee 60-62 ............ 127-152............ 169-196
Estonia .....coovveeeiieiiiiceeeeeeeena EU-2* ..., BU-2% e 127-152............ 169-196
Ethiopia .....cccevvvviiiiiieiiiee IT1-10 . IT1-10 oo T2 127-152............ 169-196
Falkland Islands (Malvinas)... UK1-13 ............... UKT-13 i 65, 66............ 127-152............ 169-196
Faroe Islands ........ccccceeeveeeen EU-2* ...l BEU-2% oo 127-152............ 169-196
Fiji oo AU1-10, AU2-15. AU1-10, AU2-15 .......... 69-71 ............ 127-152............ 169-196
Finland .......ooeeeiiiiieeeeeeeeeee EU1-16 ............... [={ U L 60-62 ............ 127-152............ 169-196
France .....ooeeeeiieiieeeeeeeie FR1-16 ............... EU1-16 ..ccooeieeeeiee 63,64 ............ 127-152 ........... 169-196
French Guiana ..........c........... FR1-16 ............... EU1-16 ..ooeeiieieei 63,64 ............ 127-152............ 169-196
French Polynesia ................. EU-2" ... EU-2% 127-152............ 169-196
Gabon ....cccoeiiiiie FR1-16 ............... EU1-16 ..coeeiieiee 63,64 ............ 127-152............ 169-196
Gambia.....ccocooveiveieeiiee UK1-13 ...l UKT-13 e 65, 66............ 127-152............ 169-196
Gaza Strip .....cooeecieiieeeeeee EU-2* ...l BU-2% e 127-152............ 169-196
(CT=To] (o[- R EU1-16 ............... [={ O L 60-62 ............ 127-152............ 169-196
Germany ......cccoeeceiviieeeneeeen EU1-16 ............... [={ O L 60-62 ............ 127-152............ 169-196
Ghana ......ccooeveeeeeeee UK1-13, UK2-15.UK1-13, UK2-15 .......... 65-67 ............ 127-152............ 169-196
Gibraltar .......cveeeieeie UK1-13 ...l UKT-13 i 65, 66............ 127-152............ 169-196
GIrEECE ..oovveeeeeeeeeee e EU1-16 ............... EU1-16 ..o 60-62 ............ 127-152............ 169-196
Greenland .........cccoceeeeeieiinnnnnn. EU1-16 ............... EU1-16 ..ccoeeiiiieiiis 60-62 ............ 127-152............ 169-196
Grenada ..........covvveeeieiiiiiinnnnn EU-2* ...l BU-2% e 127-152............ 169-196
Guadeloupe.......ccccvveeeeereeenn FR1-16 ............... =L L 63,64 ............ 127-152............ 169-196
(CTUF=1 1 o Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152 ........... 169-196
Guatemala........cccoevveveeeennnns Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152 ........... 169-196
GUINEA ....cveeeeeeeeeee e FR1-16 ............... =L 63,64 ............ 127-152............ 169-196
Guinea-Bissau..........ccccouuu..... EU1-16 ............... EU1-16 ..cooeiiiiieiee 60-62 ............ 127-152............ 169-196
(CTU)YZ-1 0T DR Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
[ F= 11 (T Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Honduras......ccoocoeevvivivneeennnn. Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Hong Kong ....cooevvieeeeiiiiienn UK1-13, UK2-15.UK1-13, UK2-15 .......... 65-67 ............ 127-152............ 169-196
Hungary .....cccccoeeviieeeeiiiiee EU1-16 ............... =L L 60-62 ............ 127-152............ 169-196
(o<1 =T g (o [ EU1-16 ............... EU1-16 ..ooeeeieieeies 60-62 ............ 127-152............ 169-196
INAIA <o UK2-15, UK3-5...UK2-15, UK3-5 ............ 67,68............ 127-152............ 169-196

*NOTE: EU-2 indicates various plug/receptacle configurations used in these countries. Contact sales
office for assistance.
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WORLDWIDE PRODUCT SELECTION GUIDE - COMPONENTS

COUNTRY CONFIGURATION INTERNATIONAL IEC 60320  IEC 60309
RECEPTACLE PLUG TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)

Indonesia......ccoeeeeeiiiveiieieneenns FR1-16 ............... EU1-16 .ooeeeieieiies 63,64 ............ 127-152............. 169-196
1= (o I S EU-2* ... BU-2% e 127-152............. 169-196
[>T R o UK1-13, UK2-15. UK1-13, UK2-15 .......... 65-67 ............ 127-152............. 169-196
Ireland .......ooooeeeeeeeieeieeae UKT1-13 .l UKT-13 oo 65,66............ 127-152 ............ 169-196
ISrACI e 1IS1-16...ccceeannn.... IST-16 .o 76 e, 127-152............. 169-196
1 2= YR S IT1-10, IT2-16 ....IT1-10, IT2-16 .............. 72,73............ 127-152............. 169-196
Jamaica.......ccoceeeiiiiiiiiieieeeens Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............. 169-196
Japan ..., JA1-15 ... JAT-15 82 127-152............. 169-196
o] (0 F=Y o [ S EU1-16 ............... EU1-16 ..ccoeeiiiieis 60-62 ............ 127-152............. 169-196
Kazakhstan .........cccoeeeeeireeeee. EU1-16 ............... [={ O o L 60-62 ............ 127-152............ 169-196
Kenya ......ccooveeeeicivieieecccieeeenn UK1-13, UK2-15.UK1-13, UK2-15 .......... 65-67 ............ 127-152............. 169-196
Kiribati .....covveeeeiiiiiiieeeeeieeeeen EU-2* ...l BEU-2% e 127-152............. 169-196
Korea, North...........ceeevireenee. EU-2* ...l EU-2% e 127-152............. 169-196
Korea, South ................. EU1-16, Nema5-15 . EU1-16, Nema5-15 154-156, 60-62..... 127-152............. 169-196
Kuwait ....ooovveeeiiiiieeeeeieeean UK1-13 ...l UKT-13 oo 65, 66............ 127-152............. 169-196
Kyrgyzstan ......cccccoceeeeiiiinnenn. EU1-16 ............... EU1-16 ..coeeiieieies 60-62 ............ 127-152............. 169-196
= Yo 1= S S EU-2* ...l BEU-2% e 127-152............. 169-196
Latvia......ocvveeeiieiieeeeeeeereeaenn EU-2* ...l BU-2% e 127-152............. 169-196
Lebanon .....cccoeevvvivvveeiiireeennn EU-2* ...l BU-2% e 127-152............. 169-196
Lesotho ..ooovveeeeeeeeeeeeeeien, EU-2* ., BU-2% e 127-152 ............ 169-196
Liberia ....ooovueeeeiieeeeeeein UK1-13 .l UKT-13 oo 65,66............ 127-152 ............ 169-196
Libya....oooeiiiiieeeee e IT1-10, IT2-16 ....IT1-10, IT2-16 .............. 72,73............ 127-152............. 169-196
Liechtenstein .........c.ooevuereeen. EU1-16 ............... EU1-16 ..o 60-62 ............ 127-152............ 169-196
Lithuania.......c.ccooeeveveereiiiinnee. EU-2* ..., BU-2% e 127-152............. 169-196
Luxembourg ........ccccceveviiinnenn. EU1-16 ............... EU1-16 ..coveeeeieeinnn. 60-62 ............ 127-152............. 169-196
Macau ......ccoeeeeeiieieiiieeeeereeanan UK2-15, UK3-5... UK2-15, UK3-5 ............ 67,68............ 127-152............. 169-196
Macedonia..........cceeveeeeeereennnn. EU1-16 ............... [={ U L 60-62 ............ 127-152............. 169-196
Madagascar .........ccccoeeveiennnee. FR1-16 ......cceev. EUT-16 ..o 63,64 ............ 127-152............ 169-196
Malawi .....oovveeeeiiiiieeeeeeeieenn, UK1-13 .t UKT-13 e 65, 66............ 127-152............. 169-196
Malaysia .......cccceeeveeeeeeiiiveeens UK1-13 ..l UKT-13 i 65, 66............ 127-152............. 169-196
Maldives .......cccoooveeveeeeieiieein. UK2-15, UK3-5... UK2-15, UK3-5 ............... YA 127-152............. 169-196
= | S FR1-16 ............... =L L 63,64 ............ 127-152............. 169-196
Malta .......oovveeiiiiiiiee e, UK1-13 ....ooeeeees UKT-13 o 65, 66............ 127-152............ 169-196
Mariana Islands..................... Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............. 169-196
Marshall Islands .................... Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............. 169-196
Martinique .......ccccceeveeeeeiieeinnns FR1-16 ............... EU1-16 ..coeeeeeieees 63,64 ............ 127-152............. 169-196
Mauritania ........ccoeeriiveireennnn. EU-2% ... BU-2% e 127-152 ............ 169-196
Mauritius .......ceeerveieeeeeeereeiean UK1-13 .l UKT-13 i 65, 66............ 127-152............. 169-196
MEXICO ...ceeeeeeeeeeeeeeee e Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............. 169-196
Micronesia........cccceevvvevnieennnn. Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............. 169-196
Midway Islands..............cccee... Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Moldova.......ccoeeeveivevneeriireeenne. EU-2* ...l BU-2% e 127-152............. 169-196
1Y/ o) F= Voo R S, EU1-16 ............... [={ U L 60-62 ............ 127-152............. 169-196
Mongolia.......ccccevvveeeeeriiineenn, EU-2* ...l EU-2% e 127-152............. 169-196
Montserrat ..........coevvveereireennn. EU1-16 ............... [={ U L 60-62 ............ 127-152............. 169-196
MOIOCCO ...ooveeeeieeeeeeeeieea EU1-16 ............... EU1-16 ..cooeeiieiieee 60-62 ............ 127-152............. 169-196

*NOTE: EU-2 indicates various plug/receptacle configurations used in these countries. Contact sales
office for assistance.
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WORLDWIDE PRODUCT SELECTION GUIDE - COMPONENTS

COUNTRY CONFIGURATION INTERNATIONAL IEC 60320 IEC 60309
RECEPTACLE PLUG TYPE TYPE TYPE
SEE PAGE(S) SEE PAGE(S) SEE PAGE(S)
Mozambique..........ccccceeiieeeen. EU1-16 ............... EU1-16 .o 60-62 ............ 127-152............ 169-196
Namibia ......ccccoevviiiiieeeiiieenn, UK2-15, UK3-5... UK2-15, UK3-5 ............... 67 oo 127-152............ 169-196
NAUIU .eoeieiiiieeeeee e EU-2" ... EU-2% e 127-152............ 169-196
[N =] o2 | R UK2-15, UK3-5... UK2-15, UK3-5 ............... 67 e 127-152............ 169-196
Netherlands ..........cccccceecieeeeen. EU1-16 ............... EU1-16 .o 60-62 ............ 127-152............ 169-196
Netherlands Antilles .............. EU1-16............... EUT-16 ..ooveeeiiinen. 60-62 ............ 127-152............. 169-196
New Caledonia.............coueeeen. EU1-16 ............... EU1-16 oo, 60-62 ............ 127-152............ 169-196
New Zealand ..........ccccoeciveeenn. AU1-10,AU2-15.. AU1-10,AU2-15 ........... 69-71 .eeees 127-152............ 169-196
Nicaragua ..........ccceveeeriiivneen Nema 5-15 ......... Nema 5-15................. 154-156 ......... 127-152............ 169-196
NN [To 1= GRS o EU-2" ... EU-2% e 127-152............ 169-196
NIgeria .....cooovveeeiiiiieee e UK1-13,UK2-15.. UK1-13,UK2-15 ........... 65-67 ...oeeeerus 127-152............ 169-196
Northern Ireland .............cce.... UK1-13 ... UKT-13 i, 65, 66 ............ 127-152............ 169-196
[N [o] 41172 | EU1-16 ............... EUT-16 e 60-62 ............ 127-152............. 169-196
Oman ....ccceeeeciee e UK1-13 ............... UK1-13 (i 65, 66............ 127-152............ 169-196
Pakistan ..........cccccceveeeiiiiinennnn UK2-15, UK3-5... UK2-15, UK3-5 ............... 67 e 127-152............ 169-196
Palau ....cooovvvieiiiiiiiiee i, Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Panama ........cccooceiiiiiiiiininns Nema 5-15 ......... Nema 5-15................ 154-156 .......... 127-152............ 169-196
Papua New Guinea ............... AU1-10,AU2-15.. AU1-10,AU2-15 ........... 69-71 .eeeeas 127-152............ 169-196
Paraguay .......ccccoeceveeeiiiiineen EU-2" ... EU-2% . 127-152............ 169-196
LY U R S EU-2* ..o EU-2% . e 127-152............ 169-196
Philippines ......cccccvvvveeeeiiiininnns EU-2* ... EU-2% e 127-152............ 169-196
Poland .......ccceveiviiiiieecciieen, EU1-16 ............... EU1-16 ..o 60-62 ............ 127-152............ 169-196
Portugal ........coooviiiieeeiiiiieenn, EU1-16 ............... EU1-16 .o 60-62 ............ 127-152............ 169-196
Puerto RiCO ......ccccvvveveviiiienn, Nema 5-15 ......... Nema 5-15................ 154-156 .......... 127-152............ 169-196
Qatar .....cccoeeevvieee e UK1-13 ... UKT-13 (e, 65, 66 ............ 127-152............ 169-196
Reunion ........ccccovvvveeeeeniiieenn, EU1-16 ............... EU1-16 oo, 60-62 ............ 127-152............ 169-196
Romania.......ccccovivieeniiiiinennn, EU1-16 ............... EU1-16 oo 60-62 ............ 127-152............ 169-196
RUSSI ..ooeeiiiiiiieeieeee e EU1-16 ............... EU1-16 .oooeiiiieeee 60-62 ............ 127-152............ 169-196
Rwanda ........cccoooveeveveeiiiininns EU-2% ..o EU-2% e 127-152............ 169-196
StHelena .....cccccceeevveeeeienee, EU-2"...ccooee. EU-2% e 127-152............ 169-196
St. Kits-Nevis.........ccceeeeiennee. UK1-13 ............... UKT1-13 (e, 65, 66............ 127-152............ 169-196
St. LuCia .ooeeviiieeeeee s UK1-13 ... UKT-13 (e, 65, 66 ............ 127-152............ 169-196
St. Vincent.....cccooeeveieeeeiiin, UK1-13 ... UKT-13 (e, 65, 66 ............ 127-152............ 169-196
SaMOa ...eeeiiiiiiee e Nema 5-15 ......... Nema 5-15................. 154-156 ......... 127-152............ 169-196
San Marino ......ccccoeecvveeeeiiinnee EU1-16 ............... EU1-16 .o 60-62 ............ 127-152............ 169-196
Sao Tome and Principe......... EU-2" ... EU-2% e 127-152............ 169-196
Saudi Arabia.................. UK1-13,Nema5-15 .. UK1-13,Nema5-15 . 65, 66, 154-156 .... 127-152............. 169-196
Senegal ......cccoveveeiciiieeeiee, EU1-16 ............... EU1-16 .o 60-62 ............ 127-152............ 169-196
Serbia and Montenegro......... EU1-16 ............... EU1-16 .o 60-62 ............ 127-152............. 169-196
Seychelles .......ccccooevieveeiiinnen. UK1-13 ............... UKT-13 (e, 65, 66 ............ 127-152............ 169-196
SierraLeone........ccccveeeeiennee. UK1-13 ... UKT-13 (e, 65, 66 ............ 127-152............ 169-196
SiNgapore ........ccoeeveeeeiieeennn UK1-13 .. UKT-13 e 65, 66............. 127-152............ 169-196
Slovakia.......ccoveveiiiiiieee i EU-2" ... EU-2% e 127-152............ 169-196
Slovenia .....ccvveeeeiiiieee i EU1-16 ............... EU1-16 .o 60-62 ............ 127-152............ 169-196
Solomon Islands.................... EU-2" ... EU-2% 127-152............ 169-196
Somalia ......ccccvveeeeeiiiieeeiene, EU-2" ..o EU-2% e 127-152............ 169-196

*NOTE: EU-2 indicates various plug/receptacle configurations used in these countries. Contact sales
office for assistance.
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S0. AffiCa ... UK2-15, UK3-5... UK2-15, UK3-5 ............... (YA 127-152............. 169-196
Spain ... EU1-16 ............... EUT-16 ..ooovvvevevivin, 60-62 ............ 127-152............. 169-196
SriLanka .........eevvvveeniiiieienn UK2-15, UK3-5... UK2-15, UK3-5 ............... (YA 127-152............. 169-196
Sudan .......oeeveeeveieiins UK1-13............... UKT-13 e, 65, 66............ 127-152............. 169-196
SuUrNamMe .......oevvvevvevens EU1-16............... EU1-16 ..oovvveveiiiiiinnnnn, 60-62 ............ 127-152............. 169-196
Swaziland........ccccceeeiiiiiieeeenn, UK2-15, UK3-5... UK2-15, UK3-5 ............... YA 127-152............. 169-196
SWEAEN ..coevvvevevereiens EU1-16............... EUT-16 ..oovvveviiiiiiinnne, 60-62 ............ 127-152............. 169-196
Switzerland.........ccccovveeeeeee.n. SW1-10,SW2-16 SW1-10, SW2-16............. T4 .. 127-152............. 169-196
SYHa e EU1-16 ............... EU1-16 ..ooovveiiiiiie. 60-62 ............ 127-152............. 169-196
Taiwan.......cceeeeeeeeeeeieee e Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............. 169-196
Tajikistan ........ccccvveeeiiciieeenis EU-2%.......c......... BU-2% ..o 127-152............. 169-196
Tanzania ..........cccceeeeveveeevnnnnns UK1-13............... UKT-13 e, 65, 66............ 127-152............. 169-196
Thailand ...........coooeeviiiiieeeiiians EU-2% ...l EU-2% oot 127-152............. 169-196
Lo 1o [o TR FR1-16 ............... EU1-16 ..ovvveinnnnn, 63,64 ............ 127-152............. 169-196
L] g [o = R EU-2"........cc...... EU-2% o ot 127-152............. 169-196
Trinidad &Tobago.................. Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Tunisia......ccccoeeeeiieeeeeeee EU1-16 ............... EU1-16 ...ooovveveieiin. 60-62 ............ 127-152............. 169-196
TUIKEY oo EU1-16 ............... EU1-16 ..oovvveriiiiin. 60-62 ............ 127-152............. 169-196
Turkmenistan ........ccccceeeeeeeis EU-2* ...l EU-2% e 127-152............. 169-196
Turks and Caicos Islands...... Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............. 169-196
Tuvalu ..o EU-2*................. BEU-2% ..o 127-152............. 169-196
Uganda.......cccceeeviieeeeeniininnans UK1-13............... UKT-13 e, 65, 66............ 127-152............. 169-196
UKraing .........ooevvvevvvvevevnnnnnnnnns EU1-16............... EUT-16 ..oovvveviiiiiiiennn, 60-62 ............ 127-152............. 169-196
United Arab Emirates ............ UK1-13............... UKT-13 e, 65, 66............ 127-152............. 169-196
United Kingdom..................... UK1-13............... UKT-13 e, 65, 66............ 127-152............. 169-196
United States........cccccvvvvennnnn. Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............. 169-196
Uruguay ........ceeeeveeemeeenninneeas EU-2" ... EU-2% 127-152............ 169-196
Uzbekistan ........cccccvvvvnnnnnnnnn. EU-2%................. L 2 127-152............. 169-196
Vanuatu .....cceeeeeeeeeeeieeeeeeeeenen, EU-2%.......cc....... EU-2% oot 127-152............. 169-196
Venezuela .....ccccoeeeeveevveeeeenits Nema 5-15 ......... Nema 5-15................ 154-156 .......... 127-152............. 169-196
Vietnam ....ccoeeeeeeeeeeeeeeeeeeeeen, EU1-16............... EU1-16 ...ooovveviiiiiinnnn. 60-62 ............ 127-152............. 169-196
Virgin Islands ...........cccceeen Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............ 169-196
Wake Island ..........cocovveeeeeen. Nema 5-15 ......... Nema 5-15................. 154-156 .......... 127-152............. 169-196
=1 101 o UK1-13, UK2-15.UK1-13, UK2-15 .......... 65-67 ............ 127-152............. 169-196
=101] o 1= UK1-13............... UKT-13 e, 65, 66............ 127-152............. 169-196
ZimbabWe.......cccceeeeeeeeeenen UK1-13............... UKT-13 e, 65, 66............ 127-152............. 169-196

* EU-2 indicates that various plug/receptacle configurations are used in these countries.
Contact sales office for assistance.

NOTE: The primary configuration for each country is listed FIRST in the above tables.

Example ..o Primary, Secondary

YEMEN v, UK1-13, UK2-15
The primary configuration represents the preponderance of usage in that country. In some countries
the CLASS 2 (UK2-15 TYPE) is the primary configuration. When this occurs, the configuration is listed
first in the above tables.
The information and recommendations presented here were compiled from a large humber of
sources. There is consequently some possibility of error or omissions for which International
Configurations, Inc. cannot assume responsibility. The information presented here should not
be taken as final in the case of industrial or highly specialized commercial installations.
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CONFIGURATION CHART

International Receptacles and Plugs

CONFIGURATION CONFIGURATION
RECEPTACLE PLUG RATING RECEPTACLE PLUG RATING
16 Ampere 250 Volt
[ ]
l?g:::gs;:nzso Volt L] European “SCHUKO”
Receptacle and plug. / ) A ) Receptacie and plug.
Polarized. \ )\ @ / Pins. Rece taéle.CEE 7
(IRAM 2073) - p -
O O Plug CEE 7-7.
AR1-10R AR1-10P PAGE 78 EU1-16R EU1-16P PAGES 60, 61, 62
10 Ampere 250 Volt has 16 Ampere 250 Volt
Australian French

D
>

AU1-10R

&
2

AU1-10P

Receptacle and plug.
Polarized.
(AS / NZS 3112 2000)

PAGES 69, 70

15 Ampere 250 Volt
Australian
Receptacle and plug.
Polarized.

(AS / NZS 3112 2000)

NOTE: Receptacle also accepts
AU1-10P (10 Ampere 250 Volt) plug.

Receptacle grounding pin
polarizes CEE 7-7 plug.

@ 4.8 mm Pins.
[]
FR1-16R EU1-16P PAGES 63, 64
16 Ampere 250 Volt
Israeli

L

Receptacle and plug.
Polarized.
(SI 32)

NOTE: Receptacle also accepts Europlug

with 4.0 mm diameter pins.

o)
S

BR1-15R

NEMA 5-15P

Receptacle polarized.
NOTE: Receptacle also
accepts Europlug with 4.0
mm diameter pins.

PAGES 84

D
2

CH1-10R

CH2-16R

CH1-10P

=

CH2-16P

10 Ampere 250 Volt
Chinese

Receptacle and plug.
Polarized.

(GB 2009.1-1996,
GB 1002-1996,

GB 11918-89)
PAGE 79

16 Ampere 250 Volt
Chinese

Receptacle and plug.
Polarized.

(GB 2009.1-1996,
GB 1002-1996,

GB 11918-89)
PAGES 80, 81

IT1-10R

(&
(3

IT2-16R

()

IT1-10P

IT2-16P

AU2-15R AU2-15P PAGE 71 IS1-16R 1S1-16P PAGE 76
10 Ampere 250 Volt
10/15 Ampere 250 Volt Italian
Brazilian

Receptacle and plug.
Non-Polarized.

4.0 mm Pins.

(CEI 23-16 / VII 1971)

PAGE 72

16 Ampere 250 Volt

Italian

Receptacle and plug.

Non-Polarized.

5.0 mm Pins.

(CEI 23-16 / VII 1971)

PAGE 73

DE1-13R

o

DE1-13P

13 Ampere 250 Volt
Danish (Formerly 10 Amp)
Receptacle and plug.
Polarized.

(AFSNIT 107-2-D1)

PAGE 77

JA1-15R

®
>

JA1-15LR

S

JA1-15P

JA1-15LP

15 Ampere 125 Volt
Japanese
Receptacle and plug.
Polarized.
(JIS 8303)

PAGE 82

15 Ampere 125 Volt
Japanese

Locking receptacle and
plug.

Polarized.

(JIS 8303)

PAGE 83

g
K
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CONFIGURATION CHART

International Receptacles and Plugs

CONFIGURATION CONFIGURATION
RECEPTACLE PLUG RATING RECEPTACLE PLUG RATING
10 Ampere 250 Volt 13 Ampere 250 Volt
Swiss United Kingdom
@ Receptacle and plug. Receptacle and fused plug.
Polarized. 4.0 mm Pins. Polarized.
(SEV 1011. 1959) (BS 1363A)
SW1-10R SW1-10P PAGE 74 UK1-13R UK1-13P PAGE 65, 66
15 Ampere 250 Volt
16 Ampere 250 Volt United Kingdom
Swiss Receptacle and plug.
Receptacle and plug. Polarized. (BS 546A)
Polarized. NOTE: Interchangeable with South
Africa receptacle and plug. Rated 16
Ampere 250 Volt.
SW2-16R SW2-16P PAGE 75 UK2-15R UK2-15P PAGE 67
NEMA Plugs and Receptacles
CONFIGURATION CONFIGURATION
RECEPTACLE PLUG RATING RECEPTACLE PLUG RATING
15 Ampere 125 Volt 15 Ampere 250 Volt
USA & Canada USA & Canada
Receptacle and plug. Locking receptacle and plug.
Polarized. Polarized.
(UL 498) (UL 498)
NEMA 5-15R NEMA 5-15P  PAGES 154, 155, 156 NEMA L6-15R NEMA L6-15P PAGE 164
15 Ampere 250 Volt 20 Ampere 125 Volt
USA & Canada USA & Canada
Receptacle and plug. Locking receptacle and plug,
Polarized. Polarized.
(UL 498) (UL 498)
NEMA 6-15R NEMA6-15p  PAGES 154, 157, 158 NEMA L5-20R NEMA L5-20p  PAGES 165
20 Ampere 125 Volt 20 Ampere 250 Volt
USA Receptacle and plug. USA & Canada
Canada - Plug only. Locking receptacle and plug
Polarized. Polarized.
(UL 498) (UL 498)
NEMA 5-20R NEMA 5-20P  PAGES 154, 159, 160 NEMA L6-20R NEMA L6-20p PAGES 166
20 Ampere 250 Volt 30 Ampere 125 Volt
USA Receptacle and plug. USA & Canada
Canada - Plug only. Locking receptacle and plug
Polarized. Polarized.
(UL 498) (UL 498)
NEMA 6-20R NEMA 6-20p  PAGES 154, 161, 162 NEMA L5-30R NEMA L5-30p PAGE 167
15 Ampere 125 Volt 30 Ampere 250 Volt
USA & Canada USA & Canada
Locking receptacle and Locking receptacle and plug.
plug. Polarized. (UL 498)
Polarized. (UL 498)
NEMA L5-15R NEMA L5-15P _ PAGE 163 NEMA L6-30R NEMAL6-30p PAGE 168
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CONFIGURATION CHART
IEC 60320 Receptacles and Plugs

CONFIGURATION CONFIGURATION
RECEPTACLE PLUG/INLET RATING RECEPTACLE PLUG/INLET RATING

15 Ampere 250 Volt

2.5 Ampere 250 Volt
0 | UL/CSA UL/CSA
U U | B| 10 Ampere 250 VoIt 2.5 Ampere 250 Volt
International International
IEC 60320, C-13 IEC 60320, C-14 PAGES 128, 129, 132-142 IEC 60320, C-5 IEC 60320, C-6 PAGES 144

2.5 Ampere 250 Volt

20 Ampere 250 Volt
= = UL/CSA T UL/CSA
R | - = 16 Ampere 250 Volt m 2.5 Ampere 250 Volt

International International

IEC 60320, C-19 IEC 60320, c-20 PAGES 145-151 IEC 60320, C-7 IEC 60320, C-8 PAGES 144
15 Ampere 250 Volt
UL/CSA
10 Ampere 250 Volt
International
IEC 60320, C-15  IEC 60320, C-16 PAGES 130, 131, 143 IEC 60320, C-17 IEC 60320, C-18

* See footnotes on product page

CONFIGURATION CHART
IEC 60309 (309) Receptacles and Plugs

CONFIGURATION CONFIGURATION
RECEPTACLE PLUG RATING RECEPTACLE PLUG RATING
20 Ampere 125 Volt 30 Ampere 125 Volt
UL/CSA UL/CSA
IEC 60309 IEC 60309 IEC 60309 IEC 60309
4H-R 4H-P PAGE 176 4H-R 4H-P PAGE 176
20 Ampere 250 Volt 30 Ampere 250 Volt
UL/CSA UL /CSA
16 Ampere 230 Volt 32 Ampere 230 Volt
European “CE” Mark, European “CE” Mark,
VDE VDE
IEC 60309 IEC 60309 IEC 60309 IEC 60309
6H-R 6H-P PAGE 170 6H-R 6H-P PAGE 171

NOTE: The above IEC 60309 plugs and receptacles are typical of the IEC
60309 series. Models are available in 4 pole and 5 pole versions in 16 am-
pere, 32 ampere, 63 ampere and 125 ampere from 120 volts up to 600 volts.
See pages 170-195 for complete listings.

1
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EUROPEAN "SCHUKO" WIRING DEVICES

2 Pole 3 Wire Grounding
16 Ampere 250 Volt (CEE 7, CEE 7-7 DIN 49440/ 41)

Cat. No. Approvals Drawing
70140 2,7,12, | Pg. 232
13, 14,
17,21, 22
70141 2,7,12, | Pg. 233
13, 14,
70140 70142A 17,21, 22
70142 7,12, 13,| Pg. 233
14,17, 22
70142A 22 Pg. 233
70130 9,12, 17,| Pg. 232
22
70130-BLK| 22,2 | Pg.232
70130A 9, 18, 22| Pg. 232
70130 70150
70150 |2, 12, 13,| Pg. 233
14,17, 22
70161 22 Pg. 233
70170 |2, 12, 14,| Pg. 233
17, 22
70161 70170 70139 9 Pg. 232
70140-RCD| 14,22 | Pg.233
70139 70140-RCD
70190 22 Pg. 233
70180 22 Pg. 233
70195 22 Pg. 233
70190 70195

O]
[ \
\ /
: 9
EU1-16R EU1-16P
Description

European "SCHUKO" plug. White. Straight
cord grip. Meets CEE 7-7 requirements, DIN
49440 / 41. Mates with French outlets and
connectors (FR1-16R) and "SCHUKO"
outlets and connectors (EU1-16R).

Same as plug No. 70140 except black.

Same as plug No. 70140 except gray.

Same as plug No. 70142 except with 4.0
mm diameter pins.

European "SCHUKO" plug. 90° angle cord
grip. White.

Same as plug No. 70130 except black.

Same as plug No. 70130 except with 4.0
mm diameter pins.

European "SCHUKO" splashproof plug.
Straight cord grip. Heavy duty black rubber
for high abuse and industrial applications.

European "SCHUKO" connector body.
Straight cord grip. Black.

Same as connector body No. 70161 except
heavy duty black rubber. Recommended
for industrial or high abuse applications.

2 pole 2 wire non-grounding type plug,
black. 10 ampere 250 volt. 4.0 mm diameter
plug pins. Mates with most European outlets
that have 4.0 or 4.8 mm diameter round
contacts.

European "SCHUKO" GFCI (RCD) angle
plug. CEE 7/7 type. 30 mA trip. 16 ampere
230 volt, 50 Hz. Test/Reset buttons. IP 44.
Black. “CE” mark.

See pages 86-87 for additional GFCI
(RCD) devices.

European "SCHUKO" CEE 7-7 weather-
proof flanged inlet. Angle type with lift lid.
Surface mount design. Black. Mates with
connector bodies Nos. 70161 and 70170.
Same as inlet No. 70190 except with on / off
switch. Mates with connector bodies Nos.
70161 and 70170.

European "SCHUKO" CEE 7 weatherproof
inlet with lift lid. Flush mount design. White.
Mates with connector bodies Nos. 70161 and
70170.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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EUROPEAN "SCHUKO" WIRING DEVICES 0 B

. . / | \
2 Pole 3 Wire Grounding | 7§ ]
16 Ampere 250 Volt (CEE 7, CEE 7-7 DIN 49440 / 41) : O
EU1-16R EU1-16P
Description Cat. No. Approvals Drawing
European "SCHUKO" single receptacle. 70110 9,12, 17,| Pg. 231
Ivory. Screw mount flange design. 22
Same as receptacle No. 70110 except black. | 70110-BLK |9, 12, 17,| Pg. 231
22
Same as receptacle No. 70110 except red. 70110-RED| 9, 12, 17,]| Pg. 231
22
European "SCHUKO" duplex receptacle. 70114 7,9, 12, | Pg. 231 70110 70114
White. Screw mount design for panels. Use 13, 14,17,
box No. 77190 for flush mount to sheetrock 22
and wood panels. Use box No. 72350 for
other applications.
European "SCHUKO" IP 54 weatherproof 70120 7,12,13,| Pg. 232
single receptacle. Gray. Hinged cover. 14, 22
Screw mount design with gasket. Available in
black or red. Add suffix “-BLK” or “-RED” to
catalog number.
Weatherproof surface mount box for 70125 N/A Pg. 232 70120 97120
receptacles Nos. 70120.
Stainless steel weatherproof wall plate for 97120 N/A Pg. 258

mounting receptacle No. 70120 to standard
2" x 4" American wall box.

European "SCHUKO" surface mount 70115 12, 17, 22| Pg. 231
single receptacle. Ivory. Use #1491-008
insulated backplate on metal surfaces.

Same as receptacle No. 70115 except 70116 |12, 17, 22| Pg. 231
duplex. Use #1492-008 insulated backplate
on metal surfaces.

Same as receptacle No. 70115 except 70117 12, 17, 22| Pg. 231
triplex. Use #1493-008 insulated backplate
on metal surfaces.

Same as receptacle No. 70115 except 70118 2,12,17,| Pg. 231
quadruple. 22

European "SCHUKO" weatherproof GFCI 70225 22 Pg. 234
(RCD) single receptacle. 10 mA trip. 16
ampere 230 volt. Surface mount. Gray.

Complete with box and cover.* 70225
Add suffix “-30” for 30 mA trip level.

European "SCHUKO" power strip. 5 outlet 52925 14,22 | Pg. 225
with lighted on / off switch. 3 meters of cord
with plug. "CE" mark.

* See pages 86-87 for additional GFCI
(RCD) devices.

NOTE: See Pages 101-114 for
additional power strips. 52925

70116 70118

NOTE: See pages 93-100 for modular snap-in panel mount receptacles.
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WATERTIGHT EUROPEAN "SCHUKO" WIRING DEVICES 0
f

2 Pole 3 Wire Grounding

16 Ampere 250 Volt (CEE 7) DIN 49442 / 443, IP 68

EU1-16R PLUG

Cat. No. Approvals Drawing

70300 22 Pg. 234
70300 70310

70310 22 Pg. 234

70395 22 Pg. 235
70395 70325

70325 N/A Pg. 234

70325A N/A Pg. 234
70341

70341 22 Pg. 234

70361 22 Pg. 234
70361

Description

European "SCHUKO" watertight single
Receptacle. Blue. Screw mount small flange
design with gasket.

Same as receptacle No. 70300 except large
flange design with gasket.

European "SCHUKO" watertight inlet.
Blue. Screw mount large flange design with
gasket.

Surface mount wall box for receptacle No.
70310 or inlet No. 70395. Blue. One cord
inlet with strain relief.

Same as box No. 70325 except with one
cord inlet and one cord outlet for feed
through applications.

European "SCHUKO" watertight plug with
closure cover. Blue.

European "SCHUKO" watertight connec-
tor with closure cover. Blue.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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FRENCH WIRING DEVICES a
f

2 Pole 3 Wire Grounding

\ )
16 Ampere 250 Volt @
FR1-16R EU1-16P

Description Cat. No. Approvals Drawing

European "SCHUKO" plug. White. Straight 70140 2,7,12, | Pg. 232
cord grip. Meets CEE 7-7 requirements, DIN 13, 14,
49440 / 41. Mates with French outlets and 17,21, 22
connectors (FR1-16R) and "SCHUKQ"
outlets and connectors (EU1-16R).

Same as plug No. 70140 except black. 70141 2,7,12, | Pg. 233
13, 14,

17, 21, 22 70140 70141
Same as plug No. 70140 except gray. 70142 |7,12,13, | Pg. 233

14,17, 22
Same as plug No. 70142 except with 4.0 70142A 22 Pg. 233
mm diameter pins. White.
European "SCHUKO" plug. 90° angle cord 70130 9,12, 17,| Pg. 232
grip. White. 22
Same as plug No. 70130 except black. 70130-BLK| 22,2 Pg. 232
Same as plug No. 70130 except with 4.0 70130A |9, 12,17,| Pg. 232
mm diameter pins. 22 70150 70130
European "SCHUKO" splashproof plug. 70150 |[2,12,13,| Pg. 233
Straight cord grip. Heavy duty black rubber 14,17, 22
for high abuse industrial applications.
French connector body. Straight cord grip. 71161 2 Pg. 235
Black.
Same as connector body No. 71161 except 71170 2 Pg. 235
heavy duty black rubber. Recommended
for industrial or high abuse applications.

European "SCHUKO" weatherproof 70190 22 Pg- 233
flanged inlet. Angle type with lift lid. Surface
mount design. Black. Mates with connector
bodies Nos. 71161 and 71170.

Same as flanged inlet No. 70190 except with 70180 22 Pg. 233
on / off switch. Mates with connector bodies
Nos. 71161 and 71170.

European "SCHUKO" weatherproof inlet 70198 22 Pg. 234
with lift lid. Flush mount design. Fused at 10
ampere 250 volt. White. Mates with connec-
tor bodies Nos. 71161 and 71170.

2 pole 2 wire, non-grounding type plug, 70139 9 Pg. 232
black. 10 ampere 250 volt. 4.0 mm diameter
plug pins. Mates with most European outlets
that have 4.0 or 4.8 mm diameter round
contacts.

European "SCHUKO" GFCI (RCD) angle 70140-RCD| 14,22 | Pg. 233
plug. CEE 7/7 type. 30 mA trip. 16 ampere
230 volt, 50 Hz. Test/Reset buttons. IP 44.
Black. “CE” mark.

See pages 86-87 for additional GFCI
(RCD) devices. 70140-RCD 70139

71161 71170

70190 70198
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FRENCH WIRING DEVICES a
/

2 Pole 3 Wire Grounding

| /
16 Ampere 250 Volt @
FR1-16R EU1-16P

Cat. No. Approvals Drawing Description

71110 2 Pg.235 | French single receptacle. Ivory. Screw
mount flange design.

71120 2 Pg. 235 | French weatherproof IP 54 single
receptacle. Gray. Hinged cover. Screw
mount design with gasket.

71110 71120

97120 N/A Pg. 258 | Stainless steel weatherproof wall plate for
mounting receptacle No. 71120 to standard
2" x 4" American wall box.

70127 N/A Pg.232 | Termination shield (back box) for recep-
tacle No. 71120 when panel mounted.

70125 N/A Pg.232 | Weatherproof surface mount box for

97120 70127 receptacle No. 71120.

71225 Pg. 235 | French single GFCI (RCD) 10 mA trip
receptacle. Weatherproof, surface mount.
Gray. Complete with box and cover.

Add suffix “-30” for 30 mA trip level.
See pages 86-87 for additional GFCI (RCD)
devices.
NOTE: See pages 93-100 for modular
70125 71225 shap-in panel mount receptacles.
Description "L" "w* "H" Catalog No.
6 Outlet, without switch 433 60 44 52946
8 Outlet, without switch 553 60 44 52948
5 Qutlet, with switch 403 60 44 52965
Approval - UTE
"CE" mark
All units are supplied with a 3 meter long cord with plug.
52965 Units with switch have an illuminated on / off rocker.
Color: Black base with silver cover
i - = NOTE: See pages 101-114 for additional power strips.
= A
a ) e
Tt tveica P
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UNITED KINGDOM WIRING DEVICES

2 Pole 3 Wire Grounding

13 Ampere 250 Volt (British Standard BS 1363A) N UNTTen

Description Cat. No. Approvals Drawing

United Kingdom 90° angle plug. White. 72130 1 Pg. 236
Integral 13 ampere fuse. Also available with
3, 5 or 10 ampere fuse. Plug has internal and
external strain reliefs.

Same as plug No. 72130 except black. Also 72130-BLK Pg. 236
available with 3, 5 or 10 ampere fuse.

72130 72140

United Kingdom 90° angle plug, high 72140 1 Pg. 236
abuse model. White. Recommended for use
on medical or dental equipment. Integral 13
ampere fuse. Also available with 3, 5 or 10
ampere fuse. Accepts 1.5 - 2.5 mm
(16/3-14/3 AWG) conductors.

Same as plug No. 72140 except black. Also 72141 1 Pg. 236
available with 3, 5 or 10 ampere fuse.

United Kingdom straight cord grip plug. 72150 Pg. 236
Black rubber. Recommended for high abuse 72150 72160-BLK
industrial applications. Integral 13 ampere
fuse. Also available with 3, 5 or 10 ampere
fuse. Accepts 1.5 -4.0 mm

(16/3-12/3 AWG) conductors.

United Kingdom 90° angle connector 72160-BLK 1 Pg. 236
rubber body. Black.

United Kingdom GFCI (RCD) angle plug. 72140-RCD Pg. 236
30 mA trip. 13 ampere 230/250 volt, 50 Hz.
Test/Reset buttons. Black.

“CE” mark

See pages 86-87 for additional GFCI (RCD) 72140-RCD 70155-BLK
devices.

Europlug converter adapter. Black. Allows 70155-BLK
“Europlug” CEE 7/16 two pole plug to mate
with BS 1363A (UK1-13R) receptacle.
Available in white. Order number 70155.

BS 1362 replacement fuses for United
Kingdom BS 1363A plugs.

3 Ampere, breaking capacity 6000A - 250V. 72403 1 Pg. 238
5 Ampere, breaking capacity 6000A - 250V. 72405 1 Pg. 238
10 Ampere, breaking capacity 6000A - 250V. 72410 1 Pg. 238
13 Ampere, breaking capacity 6000A - 250V. 72413 1 Pg. 238 72403, 72405, 72410, 72413

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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UNITED KINGDOM WIRING DEVICES

2 Pole 3 Wire Grounding

13 Ampere 250 Volt (British Standard BS 1363A) N uNTTen

Cat. No. Approvals Drawing Description

72110 1 Pg. 236 | United Kingdom single receptacle.
Shuttered contacts. White. Screw mount
design. Face diameter 50 mm.

72110-BLK 1 Pg. 236 | Same as receptacle No. 72110 except black.
Face diameter 51 mm.

72495 Pg. 238 | United Kingdom single receptacle.
Shuttered contacts. Black. Compact size.
72110 72495 Screw mount design.
72120 Pg. 236 | United Kingdom weatherproof IP 44 single

receptacle. Gray. Hinged cover. Screw
mount design with gasket.

97120 N/A Pg. 258 | Stainless steel weatherproof wall plate for
mounting receptacle No. 72120 to standard
2" x 4" American wall box.

70127 N/A Pg. 232 | Termination shield (back box) for recep-
72120 70127 tacle No. 72120 when panel mounted.
72215 1 Pg. 237 | United Kingdom single receptacle.

Shuttered contacts. White. Screw mount
design for panels.

For flush mounting to walls use box No.
72350.

For surface mounting use box No. 72360.
For weatherproof installations use cover No.
79578. Fits 2 gang American wall box.
72220 1 Pg. 237 | Same as receptacle No. 72215 except with
double pole on / off switch.

72316 1 Pg. 237 | United Kingdom duplex receptacle.
Shuttered contacts. White. Screw mount
design for panels.

For flush mounting to walls use box No.
72355.

For surface mounting use box No. 72365.
72316 72320 1 Pg. 237 | Same as receptacle No. 72316 except with
two double pole on / off switches.

72300 1 Pg. 237 | United Kingdom GFCI (RCD) 10 mA trip.
White. Flush mount with box No. 72355 or
surface mount with box No. 72365.
72300-D 1 Pg. 237 | Same as receptacle No. 72300 except with
double outlet. 30 mA trip.

72300-DSM 1 Pg. 237 | Same as receptacle No. 72300-D except
72300 with surface mount metal box and cover.
72325 Pg. 237 | United Kingdom Weatherproof RCD
(GFCI) 10 mA Receptacle. Gray. Surface
mount. Complete with box and cover.

Add suffix “-30” for 30 mA trip level.

NOTE: See pages 86-87 for additional
GFCI (RCD) devices.

NOTE: See pages 93-100 for modular
snap-in panel mount receptacles.

97120 72215

72325
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U.S. Department of
Commerce, Type D Plug.



UNITED KINGDOM WIRING DEVICES

2 Pole 3 Wire Grounding
5 Ampere 250 Volt (BS 546A)

UK3-5R UK3-5P

Approvals Drawing

Cat. No.
73310

73310
73330

73330

Pg. 239

Pg. 239

Description

United Kingdom receptacle. White.
Shuttered contacts. Screw mount design for
panels.

For flush mounting to walls use box No.
72350.

For surface mounting use box No. 72360.
For weatherproof installations use cover No.
79578. Fits 2 gang American wall box.

United Kingdom 90° angle plug. White.
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AUSTRALIAN WIRING DEVICES

2 Pole 3 Wire Grounding

10 Ampere 250 Volt (AS / NZS 3112 2000)

AU1-10R AU1-10P

Description

Australian plug. Straight cord grip. Insulated
line/neutral blades. White.

Same as plug No. 74140 except black.

Australian 90° angle plug. Insulated line/
neutral blades. White.

Australian clear "see-through" plug.
Recommended for use on medical equip-
ment. Insulated line/neutral blades.

Australian clear "see-through" 90° angle
plug. Recommended for use on medical
equipment. Insulated line/neutral blades.

Australian GFCI (RCD) angle plug. 30 mA
trip. 10 ampere 230/240 volt, 50 Hz 2400
watts maximum. Test/Reset buttons. White.
Insulated line/neutral blades. See pages
86-87 for additional GFCI (RCD) devices.

Australian connector body. White.
AU1-10R / AU2-15R configuration accepts
both AU1-10P (10 ampere) and AU2-15P
(15 ampere) plugs.

Same as connector No. 74560 except black.

Australian flanged inlet. Flush mount
design. Black.

Plug adapter allows Australian (10 ampere
250 volt) plugs to interface with European
"SCHUKQO" CEE-7 receptacles rated 16
ampere 250 volt.

Plug adapter allows Australian (10 ampere
250 volt) plugs to interface with NEMA 5-15R
receptacles rated 15 ampere 125 volt.
NOTE: Adapter No. 30210 is recommended
for use only on equipment designed for
operation at 125 volts.

Cat. No.

Approvals Drawing

74140

74140-BLK

74130

74141

74131

74140-RCD

74560

74560-BLK

74180

30240

30210

6

Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

240

240

240

240

240

240

242

242

240

220

219

74140 74141

74131 74140-RCD

74560 74180

30240

30210
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AUSTRALIAN WIRING DEVICES

2 Pole 3 Wire Grounding

10 Ampere 250 Volt (AS / NZS 3112 2000) AUTTOR  AUTSToP

Cat. No. Approvals Drawing Description

74100 6 Pg. 239 | Australian receptacle. White. Screw mount
design for panels.

74100-BLK 6 Pg. 239 | Same as receptacle No. 74100 except black.

74120 6 Pg. 240 | Australian weatherproof IP 44 single
receptacle. White. Hinged cover. Screw
74100 74120 mount design with gasket.
74110 6 Pg. 239 | Australian receptacle. White. Mounts

directly to American 2" x 4" wall box.

74110-BLK 6 Pg. 240 | Same as receptacle No. 74110 except black.

79400 N/A Pg. 249 | Flush wall plate. White. Fits receptacle No.
74110.
74110 79400 79410 N/A Pg. 249 | Weatherproof wall plate. Gray. Fits

receptacles No. 74110 and 74110-BLK.

93091 N/A Pg. 257 | Flush wall plate. Stainless steel. Fits
receptacles No. 74110 and 74110-BLK.

74210 Pg. 241 Australian duplex receptacle. White. Screw
mount design for panels.

For flush mounting to walls use standard

2" x 4" American wall box.

For surface mounting use box No. 74225
(page 85).

74210

74220 6 Pg. 241 Same as receptacle No. 74210 except with
an on / off switch for each outlet.

74200 6 Pg. 240 | Australian RCD (GFCI) 10 mA duplex
receptacle. White. Screw mount design for
panels.

For flush mounting to walls use standard

2" x 4" American wall box.

74200 For surface mounting use box No. 74225
(page 85).

See pages 86-87 for additional GFCI (RCD)
devices.

53326 6 Pg. 225 | Australian power strip. 6 outlet with circuit
breaker. White. 1.8 meters of cord with plug.
8 outlet and other variations are available.

NOTE: See pages 101-114 for addi-
53326 tional power strips.

NOTE: See pages 93-100 for modular snap-in panel mount receptacles.
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AUSTRALIAN WIRING DEVICES

2 Pole 3 Wire Grounding

15 Ampere 250 Volt (AS / NZS 3112 2000) AUSTER  AUSTep

Description Cat. No. Approvals Drawing
Australian receptacle. White. Mounts 74510 6 Pg. 242
directly to American 2" x 4" wall boxes.
Flush wall plate. White. Fits receptacle No. 79400 N/A Pg. 249
74510.
74510 79400
Flush wall plate. Stainless steel. Fits 93091 N/A Pg. 257
receptacle No. 74510.
Weatherproof wall plate. Gray. Fits 79410 N/A Pg. 249
receptacle No. 74510.
Australian receptacle. White. Screw mount 74500 6 Pg. 241
design for panels.
74500 74540
Australian plug. Straight cord grip. Insulated 74540 6 Pg. 242
line/neutral blades. White.
Same as plug No. 74540 except black. 74540-BLK 6 Pg. 242
Australian 90° angle plug. Insulated line/ 74530 6 Pg. 242
neutral blades. White.
Australiar? clear "see-through" plug. 74541 6 Pg. 242 74530 74541
Insulated line/neutral blades. Recommended
for use on medical equipment.
Australian connector body. White. 74560 6 Pg. 242
Same as connector No. 74560 except black. |74560-BLK 6 Pg. 242
Australian weatherproof IP 44 single 74520 6 Pg. 242
receptacle. Hinged cover. Screw mount
design for panels. 74560 74520

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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ITALIAN WIRING DEVICES
2 Pole 3 Wire Grounding

10 Ampere 250 Volt (CEI 23-16 / VII)

IT1-10R IT1-10P

Cat. No. Approvals Drawing

75140 9 Pg. 243

75130 9 Pg. 243
75140 75130

75160 9 Pg. 243

75520 9 Pg. 244
75160 75520

97120 N/A Pg. 258

70127 N/A Pg. 232
97120 70127

70125 N/A Pg. 232

70139 9 Pg. 232
70125 70139

54406 9 Pg. 227
54406

Description

Italian plug. Black. Straight cord grip with
4.0 mm diameter pins.

Italian plug. Black. 90° angle cord grip with
4.0 mm diameter pins.

Italian connector body. Black. Straight cord
grip. Dual rated configuration 10 / 16 ampere
250 volt.

Accepts IT1-10P and IT2-16P plugs.

Italian weatherproof IP 44 single recep-
tacle. Blue. Hinged cover. Screw mount
design with gasket.

Accepts IT1-10P and IT2-16P plugs.

Stainless steel weatherproof wall plate for
mounting receptacle No. 75520 to standard
2" x 4" American wall box.

Termination shield (back box) for recep-
tacle No. 75520 when panel mounted.

Weatherproof surface mount box for
receptacle No. 75520.

2 pole 2 wire non-grounding type plug,
black.

4.0 mm diameter plug pins mate with most
European outlets that have 4.0 or 4.8 mm
diameter round contacts.

Italian power strip. 6 outlet. 1.5 meter long
cord with 16 ampere 250 volt (IT2-16P) plug.
Dual rated configuration accepts IT1-10P and
IT2-16P plugs.

NOTE: See pages 101-114 for addi-
tional power strips.

NOTE: See pages 93-100 for modular snap-in panel mount receptacles.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI

© 2004 International Configurations, Inc.

72 International Configurations, Inc. ¢ P.O. Box 3374 ¢ Enfield, Connecticut 06083 » TEL (860) 749-6380 « FAX (860) 749-2985

Entire contents of this catalog copyrighted.

www.InternationalConfig.com




ITALIAN WIRING DEVICES

2 Pole 3 Wire Grounding

16 Ampere 250 Volt (CEI 23-16 / VII) T T

Description Cat. No. Approvals Drawing

Italian plug. Black. Straight cord grip with 75540 9 Pg. 244
5.0 mm diameter pins.

Italian plug. Black. 90° angle cord grip with 75530 9 Pg. 244
5.0 mm diameter pins.

75540 75530

Italian connector body. Black. Straight cord 75160 9 Pg. 243
grip. Dual rated configuration 10 / 16 ampere
250 volt.

Accepts IT1-10P and IT2-16P plugs.

Italian weatherproof IP 44 single recep- 75520 9 Pg. 244
tacle. Blue. Hinged cover. Screw mount
design with gasket.

Accepts IT1-10P and IT2-16P plugs.

75160 75520

Stainless steel weatherproof wall plate for 97120 N/A Pg. 258
mounting receptacle No. 75520 to standard
2" x 4" American wall box.

97120 70127

Termination shield (back box) for recep- 70127 N/A Pg. 232
tacle No. 75520 when panel mounted.

Weatherproof surface mount box for 70125 N/A Pg. 232
receptacle No. 75520.

70125

Italian power strip. 6 outlet. 1.5 meter long 54406 9 Pg. 227
cord with 16 ampere 250 volt (IT2-16P) plug.
Dual rated configuration accepts IT1-10P and
IT2-16P plugs.

NOTE: See pages 101-114 for addi-
tional power strips. 54406

NOTE: See pages 93-100 for modular snap-in panel mount receptacles.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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SWISS WIRING DEVICES

2 Pole 3 Wire Grounding
10 Ampere 250 Volt (SEV 1011)

Co9) (a2

SW1-10R SW1-10P

Cat. No. Approvals Drawing

76140 76160
76110 76120
97120 70127
70125
52955

76140

76160

76110

76120

97120

70127

70125

52955

18

18

18

18

N/A

N/A

N/A

18

Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

Pg.

244

245

244

244

258

232

232

225

Description

Swiss plug. Black. Straight cord grip.
Cat. # 76140 plug mates with SW1-10R
(10Amp.) and SW2-16R (16Amp.) outlets
and connectors.

Swiss connector body. Straight cord grip.
See drawing for details.

Swiss receptacle. lvory. Snap-in panel
mount design. Type 13 with recessed face
for damp locations.

Swiss weatherproof IP 54 single recep-
tacle. Gray. Hinged cover. Screw mount
design with gasket.

Stainless steel weatherproof wall plate for
mounting receptacle No. 76120 to standard
2" x 4" American wall box.

Termination shield (back box) for recep-
tacle No. 76120 when panel mounted.

Weatherproof surface mount box for
receptacle No. 76120.

Swiss power strip. 5 outlet. 3 meter long
cord with plug. Lighted on / off switch. Black
base with silver cover. "CE" mark.

NOTE: See pages 101-114 for addi-
tional power strips.

NOTE: See pages 93-100 for modular snap-in panel mount receptacles.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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SWISS WIRING DEVICES

2 Pole 3 Wire Grounding @

16 Ampere 250 Volt (T23 Type) SW2-16R  SW2-16P

Description Cat. No. Approvals Drawing
Swiss plug. Black. Straight cord grip. T23 76540 18 Pg. 245
type.
Swiss connector body. Straight cord grip. 76560 18 Pg. 245
T23 type. 76540 76560
Swiss receptacle. White. Flush mount. T23 76510 18 Pg. 245

type with recessed face for damp locations.

Swiss receptacle. White. Surface mount. 76515 18 Pg. 245

T23 type with recessed face for damp

locations. 76510 76515
Swiss weatherproof IP 54 single recep- 76520 18 Pg. 245

tacle. Type T23. Gray. Hinged cover. Screw
mount design with gasket.

Termination shield (back box) for recep- 70127 N/A Pg. 232
tacle No. 76520 when panel mounted. 76520 70127
Weatherproof surface mount box for 70125 N/A Pg. 232

receptacle No. 76520.

Stainless steel weatherproof wall plate for 97120 N/A Pg. 258
mounting receptacle No. 76520 to standard
2" x 4" American wall box. 70125 97120

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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ISRAELI WIRING DEVICES

2 Pole 3 Wire Grounding
16 Ampere 250 Volt (SI 32)

IS1-16R 1IS1-16P

Cat. No. Approvals Drawing

77110 19 [ Pg.245

77190 19 | Pg. 246
77110 77115

77115 19 | Pg. 245

77140 19 | Pg. 246

77130 19 | Pg. 245
77140 77130

77160 19 | Pg. 246

30295 | N/A | Pg.220
30295 77160

56125 19 | Pg.227
56125

Description

Israeli receptacle. White. Screw mount
design for panels.

Flush box for mounting receptacle No.
77110 to sheetrock walls.

For weatherproof installations use cover No.
79578. Fits 2 gang American wall box.

Israeli receptacle. White. Screw mount
design for panels.

Israeli plug. White. Straight cord grip.

Israeli plug. White. 90° angle cord grip.

Israeli connector body. White. Angle cord
grip.

Plug adapter allows NEMA 5-15P (molded
on) plugs, NEMA 1-15P, SW1-10P, EU1-16P
SCHUKO, IT1-10P and Europlugs to mate
with IS1-16R receptacles.

Israeli power strip. White. 5 outlets. 1.5
meter long cord with plug. Lighted on / off
switch.

NOTE: See pages 101-114 for addi-
tional power strips.

NOTE: See pages 93-100 for modular
design receptacles.

NOTE: Israeli receptacles are also designed to accept “Europlug” 2 pole 2 wire
plugs with 4.0 mm plug pins. See catalog number 70139 on page 60.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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DANISH WIRING DEVICES

2 Pole 3 Wire Grounding

13 Ampere 250 Volt (AFSNIT 107-2-D1) (Previously rated 10 Amp 250 Volt) ~== 5=t

Description Cat. No. Approvals Drawing
Danish plug. Gray. Straight cord grip. 78140 4 Pg. 246
Danish plug. Gray. 90° angle cord grip. 78130 4 Pg. 246
Danish connector body. Gray. Straight cord 78160 | 4,7,12, | Pg. 246
grip. 13,17
Danish weatherproof IP 44 receptacle. 78120 4 Pg. 246
Gray. Hinged cover. Screw mount design
with gasket. Panel mount. Can be mounted 78140 78130

to standard American 2” x 4” wall box with
plate No. 97120.

Danish receptacle. White. Screw mount 78117 4 Pg. 246
design for panels.
Danish power strip. White. 5 outlets with 56205 4 Pg. 227

shuttered contacts. Lighted rocker switch. 1.5
meter long cord with plug.

Plug adapter allows SCHUKO (CEE 7-7) 30395 N/A Pg. 221
type plugs EU1-16P to mate with Danish
receptacles DE1-13R.

Note: Adapter cannot be removed from
DE1-13P plug after being installed.

NOTE: See pages 101-114 for addi-
tional power strips.

“Hospital Grade” Danish type 56205
plugs and outlets available.

DANISH WIRING DEVICES
2 Pole 3 Wire Grounding
13 Ampere 250 Volt ("EDP" Circuits)

78120 78117

"EDP" "EDP"
Description Cat. No. Approvals Drawing
Danish data plug. 90° angle cord grip. 78230 4 Pg. 246
Danish data power strip. White. 5 outlets 56305 4 Pg. 228
with shuttered contacts. Pilot light. 1.5 meter
long cord with plug.
78230

NOTE: The protected data "EDP" recep-
tacle will only accept the Danish data
circuit plug. However, the "EDP" plugs
can be inserted into standard outlets type
(DE1-13R) when protected outlets are not
available. Cord sets with “EDP” Plug
design listed on Page # 22. Catalog
numbers are 89071, 89075, 89950, 89010, 56305
89040, 89050.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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ARGENTINE WIRING DEVICES

2 Pole 3 Wire Grounding

10 ampere 250 volt

AR1-10R AR1-10P

Cat. No. Approvals Drawing
84210 25 Pg. 251
84210 84110 25 Pg. 251
84400 N/A Pg. 252

84110 84400
84100 25 Pg. 251

84100 84250
84250 25 Pg. 252
84250-BLK 25 Pg. 252

84250-BLK 74225

74225 N/A ===
84104 25 Pg. 251
84104

Description

Argentine duplex receptacle with integral
wall plate. White. Mounts directly to standard
American 2” x 4” wall boxes.

Argentine single receptacle. White. Mounts
directly to standard American 2” x 4” wall
boxes.

NOTE: See page 97 for modular design
receptacle.

Flush wall plate. White. Fits single recep-
tacle No. 84110.

Argentine single snap-in panel mount
receptacle with retainer clip (included).
White.

Argentine plug. 90° angle cord grip. White.

Argentine plug. 90° angle cord grip. Black.

Surface mount plastic box for receptacles
Cat. Nos. 84210 and 84110.

Argentine power strip. Four outlets with
circuit breaker and pilot light. White. Five
meter long cord with plug.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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CHINESE WIRING DEVICES
2 Pole 3 Wire Grounding

10 ampere 250 volt
CH1-10R CH1-10P
Description Cat. No. Approvals Drawing
Chinese modular receptacle. 10 ampere 74700x45 24 Pg. 243

250 volt. White. 45 mm x 45 mm size.
Designed for panel mounting with frame No.
79100x45.

Can be mounted to standard American 2” x
4” wall boxes with frame No. 79120x45 and
wall plate No. 79130x45.

See page 81 for surface mounting / flush
mounting wall boxes and covers.

74700x45 74730

Chinese plug. 10 ampere 250 volt. White. 74730 24 Pg. 243
90° angle cord grip.

Adapter frame. Mounts receptacle No. 79120x45 N/A Pg. 248
74700x45 to standard American 2” x 4” wall
boxes.

Wall plate. White. Fits receptacle No. 79130x45 | N/A | Pg. 2ag | 79120%45 79130x45

74700x45 and adapter frame No. 79120x45.

Panel mounting frame for one 45 mm x 45 79100x45 N/A Pg. 248
mm receptacle. White. Requires a panel
cutout of 53.5 mm high and 58.6 mm wide.
Panel thickness: minimum is 1.0 mm,
maximum is 3.0 mm.

Weather protective cover. For 45 mm x 45 79570x45 N/A Pg. 250
mm modular size devices. Screw mounts to 79100x45 79570x45
panels (Panel mounting frame No. 79100x45
is not required).

Chinese receptacle with integral wall plate. 74715 24 Pg. 243
10 ampere 250 volt. White. Mounts to flush
wall box No. 72350 or to surface wall box No.
72360. See page 81.

Splashproof cover. White. Fits receptacle 74790 N/A Pg. 243
No. 74715 when used with wall box No.
72350 or surface wall box No. 72360. 74715 74790

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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CHINESE WIRING DEVICES

2 Pole 3 Wire Grounding

16 ampere 250 volt
CH2-16R CH2-16P

Cat. No. Approvals Drawing Description

74600X45 24 Pg. 242 | Chinese modular receptacle. 16 ampere
250 volt. White. 45 mm x 45 mm size.
Designed for panel mounting with frame No.
79100x45.

Can be mounted to standard American 2” x 4”
wall boxes with frame No. 79120x45 and wall
plate No. 79130x45.

See page 81 for surface mounting / flush

74600x45 74630 .
mounting wall boxes and covers.
74630 24 Pg. 243 | Chinese plug. 16 ampere 250 volt. White.
90° angle cord grip.
79120X45 N/A Pg. 248 | Adapter frame. Mounts receptacle No.
74600x45 to standard American 2” x 4” wall
boxes.
79120x45 79130x45

79130X45 N/A Pg. 248 Wall plate. White. Fits receptacle No.
74600x45 and adapter frame No. 79120x45.

79100X45 N/A Pg. 248 Panel mounting frame for one 45 mm x 45
mm receptacle. White. Requires a panel
cutout of 53.5 mm high and 58.6 mm wide.
Panel thickness: minimum is 1.0 mm,
maximum is 3.0 mm.

79570X45 N/A Pg. 250 Weather protective cover. For 45 mm x 45
79100x45 79570x45 mm modular size devices. Screw mounts to

panels (Panel mounting frame No. 79100x45
is not required).

74615 24 Pg. 243 Chinese receptacle with integral wall plate.
16 ampere 250 volt. White. Mounts to flush
wall box No. 72350 or to surface wall box No.
72360. See page 81.

74790 N/A Pg. 243 Splashproof cover. White. Fits receptacle
No. 74615 when used with wall box No.
74615 74790 72350 or surface wall box No. 72360.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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CHINESE TYPE SURFACE AND FLUSH MOUNT WALL BOXES

Description Cat. No. Approvals Drawing
Surface mount metal box complete with 79230x45 N/A Pg. 248
cover, device mounting grid and grounding

terminal.
20 mm diameter conduit knockouts.
Accepts two 45 mm x 45 mm devices.

79230x45
Same as box No. 79230x45 except mounts 79235x45 N/A Pg. 248
only one 45 mm x 45 mm device.

Surface mount plastic box. White. Accepts 79245x45 N/A Pg. 248
two 45 mm x 45 mm devices.
Requires two grids No. 79250x45 to mount 79235x45 79250x45
devices and one wall plate No. 79255x45.

Grid for mounting 45 mm x 45 mm devices. 79250x45 N/A Pg. 249

79245x45
Plastic wall plate for box No. 79245x45. 79255x45 N/A Pg. 249
White.
Surface mount plastic box. White. Accepts 79260x45 N/A Pg. 249
one 45 mm x 45 mm device.
Requires one grid No. 79250x45 to mount 79255x45
device and one wall plate No. 79265x45.
Plastic wall plate for box No. 79260x45. 79265x45 N/A Pg. 249
White.
79260x45 79265x45
Flush mount steel box for receptacles No. 72350 N/A Pg. 237
74715 and 74615.
Surface mount plastic box for receptacles 72360 N/A Pg. 238
No. 74715 and 74615. White. 72350 72360
@ 'e 1 © 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted.  www.InternationalConfig.com
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JAPANESE WIRING DEVICES
2 Pole 3 Wire Grounding ET
15 Ampere 125 Volt (JIS 8303)

Cat. No. Approvals Drawing Description

JA1-15R JA1-15P

78500 5, 11 Pg. 246 Japanese duplex receptacle. lvory. Mounts
directly to American 2" x 4" wall box.

78560 N/A Pg. 247 Japanese duplex wall plate. Stainless steel.

78500 78520 78520 5, 11 Pg. 247 Japanese single receptacle. Ivory. Mounts

directly to American 2" x 4" wall box.

78570 N/A Pg. 247 Japanese single wall plate. Stainless steel.

78510 5, 11 Pg. 247 Japanese single receptacle. Ivory. Panel
mount. Available in “hospital grade” catalog
number 78510-HG.

78510 78530

78530 5, 11 Pg. 247 Japanese straight plug. Black. Back wired
dead front design.

78540 5, 11 Pg. 247 Japanese straight plug, hospital grade.
Clear "see-through" cover. Back wired dead
front design.

78550 * 78540

78550 * 5, 11 Pg. 247 Japanese angle plug. White. Back wired
dead front.

30500 5, 11 Pg. 221 Japanese plug adapter. Gray. Wire
grounding lead.

Allows 2 pole 3 wire (JA1-15P) plugs to mate
with Japanese 2 pole 2 wire receptacles.

30510 30500

30510 5, 11 Pg. 221 Japanese plug adapter. Ivory.
Allows (JA1-15P) straight blade plugs to
mate with (JA1-15LR) receptacles.

56504 5, 11 Pg. 228 Japanese power strip. 4 outlets. Gray. 3
meter long cord with plug. External grounding
lug provides grounding for 2 pole 2 wire
56504 plugs with grounding lead.

* 250 volt (NEMA 6-15P type) available catalog humber 78650

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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JAPANESE WIRING DEVICES

2 Pole 3 Wire Grounding
15 Ampere 125 Volt (JIS 8303) JET

JA1-15LR  JA1-15LP

Description Cat. No. Approvals Drawing
Japanese duplex locking receptacle. Ivory. 78600 5, 11 Pg. 247
Mounts directly to American 2" x 4" wall box.
Japanesg single Iocklpg rec:epta"cle. Ivory. 78620 5, 11 Pg. 248 78600 78620
Mounts directly to American 2" x 4" wall box.
Japanese duplex combination locking / 78605 5, 11 Pg. 247
straight blade receptacle. White. One half
(JA1-15R), one half (JA1-15LR). Mounts
directly to American 2" x 4" wall box.

78605 78610

Japanese single locking receptacle. White. 78610 5, 11 Pg. 247
Panel mount.
Japanese duplex wall plate. Stainless steel. 78560 N/A Pg. 247
Japanese single wall plate. Stainless steel. 78570 N/A Pg. 247 78560 78570
Japanese plug adapter. Ivory. 30510 5, 11 Pg. 221
Allows (JA1-15P) straight blade plugs to
mate with (JA1-15LR) receptacles.
Japanese straight locking plug. Black. 78630 5, 11 Pg. 248
Back wired dead front design. 30510 78630

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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BRAZILIAN WIRING DEVICES

2 Pole 3 Wire Grounding
15 Ampere 125/250 Volt

BR1-15R

Cat. No. Approvals Drawing

85110
85110 5266-X

5266-X

70139
89400 70139

89400

93091

79410
93091 79410

3, 20

N/A

N/A

N/A

Pg. 252

Pg. 224

Pg. 232

Pg. 257

Pg. 257

Pg. 249

Description

Brazilian single receptacle. Black. Mounts
directly to standard American 2" x 4" wall
box. Accepts NEMA 5-15P (15 amp 125 volt)
plugs and European plugs with 4.0 mm round
pins.

NOTE: See page 97 for modular design
receptacle.

NEMA 5-15 plug (15 amp 125 volt). Black
nylon. Cord grip range 0.230”-0.625”.

European 2 pole 2 wire non-grounding
type plug. Black. 10 ampere 250 volt. 4.0
mm diameter round pins.

Flush wall plate. Black. Fits outlet No.
85110.

Flush wall plate. Stainless steel. Fits outlet
No. 85110.

Weatherproof plate. Gray. Fits outlet No.
85110.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI

© 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted. ~ www.InternationalConfig.com @ Ic |

84 International Configurations, Inc. ¢ P.O. Box 3374 ¢ Enfield, Connecticut 06083  TEL (860) 749-6380 * FAX (860) 749-2985 @' @




Shaver Outlet

Surface Boxes / Flush Boxes

Weatherproof Cover

Description

International shaver outlet. White. Accepts
2 wire European and American type plugs.
Dual voltage output 240/ 110 volt. AC only.
See below for surface mount wall box No.
72440 and flush mount box No. 72355.

Weatherproof cover for mounting 45 mm
outlets to 2 gang American wall box.

Weatherproof cover fits outlets No. 72215,
72220, 73110, 73310, 74615 and 74715.

Weatherproof cover for mounting recep-
tacles No. 72215, 73110, 73310, 77110,
74615 and 74715 to 2 gang American wall
box.

Flush mount steel box for U.K. single
outlet. Accepts outlets No. 70114 (European
"Schuko"), 72215, 72220, 72510, 73110,
73310, 77110 (Israeli), 74615, 74715
(Chinese).

Flush mount steel box for U.K. duplex
outlet. Accepts outlets No. 72300, 72316,
72320 and 72450.

Surface mount plastic wall box for U.K.
single outlet. Accepts outlets No. 72215,
72220, 73110, 73310, 77110 (Israeli), 74615,
74715 (Chinese).

Surface mount plastic wall box for U.K.
duplex outlet. Accepts outlets No. 72300,
72316 and 72320.

Surface mount plastic box for Australian
duplex RCD (GFCI) outlet No. 74200.

Surface mount plastic box for shaver outlet
No. 72450.

Cat. No. Approvals Drawing

72450 Pg. 238

74790 N/A Pg. 243

79578 N/A Pg. 250

74790 79575x45

72350 N/A Pg. 237
72355 N/A | Pg.237| 72350 72355

72360 N/A Pg. 238
72360 72365

72365 N/A Pg. 238

74225 N/A Pg. 232

72440 N/A Pg. 238
74225 72440
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GFCI (RCD) RECEPTACLES AND PLUGS . a
2 Pole 3 Wire Grounding ‘ @

EU1-16R EU1-16P UK1-13R UK1-13P

70140-RCD

70225

70200x45

Configuration

EU1-16P

1 [

[ |
EU1-16R

eJ L

EU1-16R

Cat. No.

Drawing

70140-RCD

70225

70200x45

Pg. 233

Pg. 234

Pg. 234

Description

European “SCHUKO” CEE 7/7 GFCI (RCD)
angle plug. 30 mA trip. 16 ampere 230 volt,
50 Hz. 3600 watt maximum. Test / reset
buttons. IP 44. Black.

Approvals: S, GS, “CE” mark

European “SCHUKO” GFCI (RCD) weath-
erproof receptacle. 10 mA trip. 16 ampere
230 volt, 50 Hz. Test / reset buttons. IP 55.
Gray. Surface mount complete with box and
cover. Available with 30 mA trip catalog
No. 70225-30.

“CE” Mark

European “SCHUKO” GFCI (RCD) flush
mount receptacle. 10 mA trip. 16 ampere
230 volt, 50 Hz. Test / reset button. White.
Mounts to standard American 4” x 4” flush
wall box.

Approvals: VDE, OVE, “CE” mark

NOTE: GFCI (RCD) receptacles available
for many other countries. See page 99 for
modular GFCI (RCBO) and pages 96 and
97 for receptacle combinations.

72140-RCD

72325

72300

© 2004 International Configurations, Inc.
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Configuration

-

UK1-13P

UK1-13R

UK1-13R

Cat. No.

Drawing

72140-RCD

72325

72300

Pg. 236

Pg. 237

Pg. 237

Entire contents of this catalog copyrighted. www.InternationalConfig.com @ Ic |

Description

United Kingdom GFCI (RCD) angle plug.
30 mA trip. 13 ampere 230 volt, 50 Hz, fused.
3120 watts maximum. Designed to BS 7071,
1992. Test / reset buttons. Black.

“CE” mark

United Kingdom GFCI (RCD) weatherproof
receptacle. 10 mA trip. 13 ampere 230 volt,
50 Hz. Test / reset buttons. IP 55. Gray.
Surface mount complete with box and cover.
“CE” mark

Available with 30 mA trip catalog No.
72325-30.

United Kingdom GFCI (RCD) flush mount
single receptacle. 10 mA trip. 13 ampere
230 volt, 50 Hz. Test / reset buttons. White.
Requires steel box No. 72355 for flush
mounting or plastic box No. 72365 for
surface mount. “CE” mark

Available with steel surface mount box
No. 72300-DSM (10 mA) trip.

Available with stainless steel wall plate
No. 72300-S (30 maA trip).

Available with duplex outlet No. 72300-D
(10 mA) trip.




GFCI (RCD) RECEPTACLES AND PLUGS

2 Pole 3 Wire Grounding

AU1-10P

]
[ \
\ @ J

FR1-16R EU1-16P

Description

Australian GFCI (RCD) angle plug. 30 mA
trip. 10 ampere 230 volt, 50 Hz. 2400 watt
maximum. Test / reset buttons. IP 40.
Insulated line/neutral blades. White.
Approval: Dept. of Fair Trading

Meets AS 3190, 1990

Australian GFCI (RCD) weatherproof
receptacle. 30 mA trip. 10 ampere 230 volt,
50 Hz. Shuttered contacts. On/off switch. IP
55. Gray. Surface mount complete with box
and cover.

Approval: “CE” mark

Australian duplex GFCI (RCD) flush
mount receptacle. 10 mA trip. 10 ampere
230 volt, 50 Hz. On/off switch. Test / reset
buttons. White. Mounts to standard American
2” x 4” wall box. For surface mounting use
box No. 74225.

Approval: Dept. of Fair Trading “CE” mark

NOTE: GFCI (RCD) receptacles available
for many other countries. See page 99 for
modular GFCI (RCD) and receptacle
combinations.

Cat. No.

Drawing

74140-RCD

74335

74200

Pg. 240

Pg. 241

Pg. 240

Configuration

AU1-10P

AU1-10R

AU1-10R

74140-RCD

74335

74200

Description

European “SCHUKO” CEE 7/7 GFCI (RCD)
angle plug. 30 mA trip. 16 ampere 230 volt,
50 Hz. 3600 watt maximum. Test / reset
buttons. IP 44. Black.

Approvals: S, GS, “CE” mark

French GFCI (RCD) flush mount recep-
tacle. 10 mA trip. 16 ampere 230 volt, 50 Hz.
Test / reset buttons. White. Mounts to
standard American 4” x 4” flush wall box.
Approvals: CEBEC, UTE, “CE” mark

French GFCI (RCD) weatherproof recep-
tacle. 10 mA trip. 16 ampere 230 volt, 50 Hz.
Test / reset buttons. IP 55. Gray. Surface
mount complete with box and cover.

“CE” mark

Available with 30 mA trip catalog No.
71225-30.

@)'e,

Cat. No.

Drawing

70140-RCD

71200x45

71225

Pg. 233

Pg. 235

Pg. 235
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EU1-16P

FR1-16R

FR1-16R

70140-RCD

71200 x 45

71225
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GFCI (RCD) IN-LINE CONNECTOR, IP 44
2 Pole 3 Wire Grounding

Catalog Number 70400

In-line GFCI (RCD) weatherproof connector. 30 mA trip. 16
ampere 230 volt, 50 Hz.

Test / reset buttons. Black.

Approvals: S, GS, “CE” mark

NOTE: Requires “reset” after power failure. Not recommended
for use on freezers, refrigerators or life support equipment.

180 ‘
150 ‘
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EUROPEAN / INTERNATIONAL / WORLDWIDE
WATERTIGHT, SPLASHPROOF RECEPTACLES

GERMAN SCHUKO CEE 7/4, CEE 7/5 IP44, IP54, IP68 PANEL / BOX MOUNT OUTLETS
UNITED KINGDOM, UK, BRITISH BS1363A, IP54 PANEL / BOX MOUNT SOCKETS
AUSTRALIA, NEW ZEALAND AS/NZS 3112 IP44 PANEL / BOX MOUNT RECEPTACLES
AMERICAN NEMA 5-15R UL/CSA LISTED IP44 POWER OUTLETS, RECEPTACLES

FRENCH, SWISS, DENMARK, BRAZIL, ARGENTINA DIN RAIL BOX MOUNTED OUTLETS

© 2014 International Configurations, Inc.  Entire contents of this catalog copyrighted. www.InternationalConfig.com
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SPLASHPROOF IP44 / IP54 RECEPTACLES | E-mail: sales@internationalconfig.com |

2 POLE 3 WIRE GROUNDING, WITH GASKET | web site: www.internationalconfig.com |
Receptacles Weatherproof Rated
MOUNTING WALL PLATES, BOXES AND ACCESSORIES IP20 lid open, IP44 or IP54 closed

Dimensional Data, Approval Information Available at www.internationalconfig.com

70120 70020 72120-BLK 76120 74120-PFS

European CEE 7/4 North American United Kingdom Switzerland Australia/ New Zealand
Schuko Power Socket NEMA 5-15 Power Socket BS1363 Power Socket SEV 1011 Power Socket AS/NZS 3112 Power Socket
CATALOG RECEPTACLE
NUMBER CONFIGURATION DIESERUPITIEN

70020 @ NEMA 5-15R North America, American NEMA 5-15R Receptacle, 15A-125V, Gray IP54 Power Outlet
70020-BLK @ NEMA 5-15R North America, American NEMA 5-15R Receptacle, 15A-125V, Black IP54 Power Outlet
70120 G [:] ) EUL-16R Europe, European Schuko CEE 7/4 Receptacle, 16A-250V, Gray IP54 Power Outlet
70120-BLK q rj )  EU1-16R Europe, European Schuko CEE 7/4 Receptacle, 16A-250V, Black IP54 Power Outlet
70120-BLU G [:] )  EUL-16R Europe, European Schuko CEE 7/4 Receptacle, 16A-250V, Blue IP54 Power Outlet
70120-RED q rj )  EU1-16R Europe, European Schuko CEE 7/4 Receptacle, 16A-250V, Red P54 Power Outlet
70120-1P54 * q [:] ) EU1-16R Europe, European Schuko CEE 7/4 Receptacle, 16A-250V, Gray IP54 Power Outlet
70120-IP54BLK * ¢ rj ) EUL-16R Europe, European Schuko CEE 7/4 Receptacle, 16A-250V, Black IP54 Power Outlet
70120-IP54BLU * ¢ [:] ) EU1-16R Europe, European Schuko CEE 7/4 Receptacle, 16A-250V, Blue IP54 Power Outlet
71120 FR1-16R France, French, Belgium CEE 7/5 Receptacle, 16A-250V, Gray IP54 Power Outlet
72120-BLK UK1-13R United Kingdom, British UK BS1363A Receptacle, 13A-250V, Black IP54 Power Outlet
74120-PFS AU1-10R Australia, New Zealand AS/NZS 3112 Receptacle, 10A-250V, Black IP44 Power Outlet
75520 IT1-10R / IT2-16R ltaly, Italian CEI 23-16 / VIl Receptacle, 10A-250V & 16A-250V, Blue IP54 Power Outlet
76120 SW1-10R Switzerland, Swiss SEV 1011 Type 13 Receptacle, 10A-250V, Gray IP54 Power Outlet
76520 SW2-16R Switzerland, Swiss SEV 1011 Type 23 Receptacle, 16A-250V, Gray IP54 Power Outlet
78120 DE1-13R Denmark, Danish AFSNIT 107-2-D1 Receptacle, 16A-250V, Black IP54 Power Outlet
84270 AR1-10R Argentina, Argentine IRAM 2073 Receptacle, 10A-250V, Blue IP54 Power Outlet
85220 BR2-10R Brazil, Brazilian NBR 14136 Receptacle, 10A-250V, Blue IP54 Power Outlet

* Maintains P54 rating when mated with IP54 European Schuko CEE 7/7 Plug Part Number 70150-N

* 70120-IP54SR “Optional” Cable Strain Relief Clamp for: 70120-1P54, 70120-IP54BLK, 70120-IP54BLU. Use Clamp 70120-IP54SR if receptacles
are exposed to vibration, movement and if installed on portable equipment.

97120 & 97120-BZ 97120-D 70125 70125-DIN 70127
Stainless Steel Wall Plate. Stainless Steel Wall Plate. Compact Weatheproof  Din Rail Mounting Bracket. Panel Mount Outlet

Mounts on 2X4 Wall Boxes. Mounts on 4X4 Wall Boxes. Surface Mount Wall Box. Mounts on Back of 70125. Terminal Shield Back Box.

I See Modular Device Outlet Section Pages 93-100 for additional weatherproof products. I
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PRODUCT INSTALLATION GUIDE |E-mai|: sales@internationalconfig.com |
SPLASHPROOF IP44 | IP54 RECEPTACLES [ web site: www.internationalconfig.com |

e
PANEL MOUNTING

TYPICAL EXAMPLE
Part Number 70127 Part Number 70120

45

]
FLUSH & SURFACE MOUNTING TO 2" x 4" WALL BOXES

TYPICAL EXAMPLE
Part Number 97120 Part Number 70120

NOTE: Selected receptacle can be flush
mounted to Wiremold® 4000 Series raceway.
Use Wiremold® No. G4007C-1R frame to
mount receptacle / wall plate combination.

]
SURFACE MOUNT TO COMPACT WALL BOX

TYPICAL EXAMPLE
Part Number 70125 Part Number 70120

I See Modular Device Outlet Section Pages 93-100 for additional weatherproof products. I

© 2014 International Configurations, Inc.  Entire contents of this catalog copyrighted. www.InternationalConfig.com

International Configurations, Inc. « P.O. Box 3374 « Enfield, Connecticut 06083 « TEL (860) 749-6380 « FAX (860) 749-2985 91




WATERTIGHT IP68 EUROPEAN SCHUKO DEVICES [Emai: sales@internationalconfig.com]

2 Pole 3 Wire Grounding Power Outlets and Inlet  [web site: www.internationalconfig.com]
16 Ampere 250 Volt, CEE 7/4, DIN 49442 / 443, IP68 Rated

70341 European “SCHUKO” watertight plug with
closure cover. Blue.
70361 European “SCHUKO” watertight connec-

tor with closure cover. Blue.

70310 European “SCHUKO” watertight single
Receptacle. Blue. Screw mount large flange
design with gasket.

70300 Same as receptacle No. 70310 except small
flange design with gasket.

70395 European “SCHUKO” watertight inlet.
Blue. Screw mount large flange design with

gasket.
| [— o 70325A Surface mount wall box for receptacle No.
70300 70395 70325A 70325 70310 or inlet No. 70395. Blue. Two cord

inlet with strain relief.

WATERTIGHT IP68 FRANCE / BELGIUM DEVICES

2 Pole 3 Wire Grounding Power Outlets and Inlet
16 Ampere 250 Volt, CEE 7/5, IP68 Rated

70341-N France, Belgium, European “Schuko”
watertight plug with closure cover. Blue.
71175 France, Belgium watertight connector with
closure cover. Blue.

71130 France, Belgium watertight single recep-
tacle. Blue. Screw mount large flange design
with gasket.

71125 Same as receptacle No. 71130 except small
flange design with gasket.

70325 Surface mount wall box for receptacle No.

71130. Blue. One cord inlet with strain relief.

, i 70325A Surface mount wall box for receptacle No.
70325A 71130. Blue. Two cord inlet with strain relief.

SPLASHPROOF IP44, IP34 AUSTRALIAN / NEW ZEALAND DEVICES

2 Pole 3 Wire Grounding Australian Power Outlets and Inlet
10 Amp / 15 Amp / 20 Amp 250 Volt, AS / NZS 3112, IP44, IP34 Rated

,.E
) ~

74120 A 74520 74110: 10A Outlet 79410 74580-WP 74580-WPMB

10 Amp Outlet 15 Amp Outlet 74510: 15A Outlet 10A, 15A, 20A 15 Amp Inlet Extension Block
IP44 Weatherproof IP44 Weatherproof 74810: 20A Outlet Weatherproof Cover IP34 Weatherproof For 74580-WP

I See Modular Device Outlet Section Pages 93-100 for additional weatherproof products. I
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INTERNATIONAL
MODULAR WIRING DEVICES

{1 -]

International Configurations Inc’s product range of “Country specific”’ modular wiring devices are designed for
Worldwide construction projects, data centers, medical facilities, offshore platform environments, marine industry,
mining sites, original equipment manufactured products and suitable for Industrial, Commercial and Residential
applications. This modular device concept encompasses a multitude of international electrical components with
snap in mount features and device interchangeability solutions.

Our modular group of devices includes international power outlets, switches, circuit breakers, GFCl modules, dimmers,
pilot light indicators and Cat 6 products. Available mounting options include, panel mount frames, frames for mounting

into 2X4 and 4X4 American wall boxes, surface or recessed European boxes, din rail and IP20, IP44, IP55, IP66 weatherproof
enclosures.

1
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INTERNATIONAL MODULAR DEVICES (et . . .
-mail: sales@internationalconfig.com |

PRODUCT INSTALLATION GUIDE | web site: www.internationalconfig.com |
FOR PANEL MOUNTING

The receptacles, switches and pilot lights identified in this catalog as “Modular” are designed for snap-in mounting to panels
on electrical / electronic equipment. This concept allows for fast, easy production change-over when exporting products to vari-
ous countries as a standard panel cutout will accept the receptacles used in each country.

In addition, any combination or multiples of receptacles and switches can be ganged together as indicated on the cut-out
calculation chart.

SNAP-IN FRAMES (BEZELS)

For mounting “modular” devices on panels from 1.0 to 3.0 mm thick
See calculation chart at bottom of page for panel cutout details

79110x45 Accepts one (1) 22.5 x 45 mm device 'W j

79100x45 Accepts one (1) 45 x 45 mm device \

or
two (2) 22.5 x 45 mm devices

[
[\
=N

<

PANEL CUTOUT CALCULATION CHART

" e , Cutout Calculation: Use the chart below to calculate the length (“L”)
| of the panel cutout required to install one or more “modular” devices.
All dimensions are in millimeters (1 mm = 0.039”)

Number of 79100x45’s to be installed into cutout
53.5 PANEL CUTOUT
0 1 2 3 4 5 6 7 8
0 58.6| 119 180 |240.5|301.5 |362.5| 423 484
§ 1 28 88.5| 149.5| 210.5| 271 332 [392.5| 4535
1304 |~ 197[’ 3| 2 | 585|119 | 180 |240.5|301.5|362.5|423 | 484
o)
— ‘ "é‘ 3 88.5 | 149.5| 210.5| 271 332 |392.5 (4535
3 4 119 180 | 240.5| 301.5| 362.5 | 423 484
58.2 =
£ 5 149.5 | 210.5| 271 332 | 392.5 4535
PANELK 2
N— THICKNESSK ol © 180 |240.5| 301.5| 362.5| 423 | 484
— MIN.: 1.08 -1
MAX.: 3.0 L] 7 210.5 | 271 332 | 392.5| 4535
79110x45 ol 8 |2405|301.5|362.5| 423 | 484
<
S 9 271 332 | 392.5| 453.5
l-‘—6°~8—‘| -‘|19~7r S| 10 | 301.5|3625| 423 | 484
= Bl 1 332 [392.5| 453.5
8| 12 | 3625|423 | 484
58.2 £
PANELX 2 13 | 392.5 [ 453.5
THICKNESSK
- MIN.: 1.0K 14 | 423 | 484
MAX.: 3.0
15 | 453.5
79100x45
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PRODUCT INSTALLATION GUIDE - INTERNATIONAL MODULAR DEVICES
Wall Box Mountlng Frames & Plates |E-mai|: sales@internationalconfig.com|

Frames & Plates Accept 22.5mm, 45mm & 67.5mm Devices — . . .
IWeb site: www.|nternat|onalconf|g.comI

The receptacles, switches and pilot lights identified in this catalog as “Modular” are also designed to be mounted to standard
American size wall boxes by using the support frames and wall plates indicated in the table below.

This system for mounting “European” devices to American style boxes eliminates the need for special boxes and reduces cost
and installation time.

TYPICAL EXAMPLE

Screw Mounting to American Size Boxes

NOTE: Outlets, frames and wall plates can be mounted on Wiremold®

3000 Series raceway using Wiremold® No. G3007C bracket.

© 2014 International Configurations, Inc.  Entire contents of this catalog copyrighted. www.InternationalConfig.com
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INTERNATIONAL MODULAR COMPONENTS | E-mail: sales@internationalconfig.com |
2 Pole 3 Wire Grounding - 22.5mm, 45mm & 67.5mm [Web site: www.internationalconfig.com]|

DEVICE OPTIONS DEVICE SPECIFICATION DOCUMENTS AVAILABLE ON OUR WEBSITE

I
70100X45 70100X45-WDC 70100X45-BLK 70100X45-RED 70100X45-IT

European CEE 7 European CEE 7 European CEE 7 70100X45-GRN European CEE 7 & CEI

Schuko Outlet Schuko Outlet Schuko Outlet European CEE 7 23-16/VIl Schuko/ltalian

16 Amp 250V 16 Amp 250V 16 Amp 250V Schuko Outlet Outlet 10/16 Amp 250V
45x45mm Flip Lid Cover 45x45mm 16 Amp 250V 45x45mm

. b

T T ' T
72100X45 72105X45 71100X45 74105X45 74505X45

United Kingdom BS1363A United Kingdom BS1363A France & Belgium Australia & New Zealand Australia & New Zealand
Shuttered Outlet 13 Amp 250V Switched & Shuttered Outlet CEE 7/5 Outlet AS/NZS 3112 Outlet 10 Amp 250V AS/NZS 3112 Outlet

Magnesium Color Option 13 Amp 250V 16 Amp 250V Magnesium Color Option 15 Amp 250V

72100X45-BLK 45x45mm 67.5x45mm 45x45mm 74105X45-BLK 45x45mm 45x45mm

I !
N7 \ B 4

- T T T T '
74900X45-W 74700X45 74600X45 74705X45 73105X45

International Multi-Configuration China China China & European S. Africa, India and UK BS546
Outlet 13A-250V & 15A-127V GB1002/GB2099 Outlet GB1002/GB2099 Outlet GB1002/GB2099 Duplex Outlet Multi-Configuration Outlet
Magnesium Color Option 10 Amp 250V 16 Amp 250V 10 Amp 250V 16A-250V & 5A-250V

74900X45 45x45mm 45x45mm 45x45mm 67.5x45mm 45x45mm

| | | |
73100X45 73310X45 685041X45 685042X45 85100X45

S. Africa, India and UK S. Africa, India and UK Brazil Brazil Brazil NEMA 5-15R & CEE
BS 546, SABS 164-1 & IA 16A3 BS546 Outlet NBR 14136-2002 Outlet NBR 14136-2002 Outlet 7-16 Outlet
Switched Outlet 16 Amp 250V 5 Amp 250V 10 Amp 250V 20 Amp 250V 16A-250V &15A-127V
67.5x45mm 45x45mm 22.5x45mm 22.5x45mm 45x45mm
[Frm————
o000 ® o » e
| | | | |
85100X45D 75100X45 75500X45 77100X45 76100X45
Brazil NEMA 5-15R & Italy & Chile Italy & Chile CEI 16/VII Israel Sl 32 Switzerland SEV 1011
CEE 7-16 Duplex Outlet CEI 16/VII Outlet Multi-Configuration Outlet Shuttered Oultet Type 13 Outlet
16A-250V & 15A-127V 10 Amp 250V 10A-250V & 16A-250V 16 Amp 250V 10 Amp 250V
67.5x45mm 22.5x45mm 22.5x45mm 45x45mm 22.5x45mm
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|NTERNAT|0NAL MODULAR COMPONENTS |E-mai|: sales@internationalconfig.com|

2 Pole 3 Wire Grounding - 22.5mm, 45mm & 67.5mm [Web site: www.internationalconfig.com]
DEVICE OPTIONS DEVICE SPECIFICATION DOCUMENTS AVAILABLE ON OUR WEBSITE
e @
“
L J
| | T ' T T
76101X45 76105X45 77508X45 77509X45 84100X45
Switzerland SEV 1011 Type 13 Switzerland SEV 1011 Denmark AFSNIT Denmark AFSNIT Argentina
Damp Locations Outlet Type 23 Outlet 107-2-D Outlet 107-2-D EDP Outlet IRAM 1073 Outlet
10 Amp 250V 16 Amp 250V 13 Amp 250V 13 Amp 250V 10 Amp 250V
45x45mm 45x45mm 45x45mm 45x45mm 45x45mm
|1 1!
[ ]
|
| | |
76143X45 79510X45 79511X45 79520X45 79516X45
North America & Japan NEMA 5-15 Single Pole Switch Single Pole Switch 3-Way Switch 3-Way Switch
Outlet 15 Amp 125V 45x45mm. 20 Amp 250V 20 Amp 250V 20A 250V 20 Amp 250V
Duplex Version 76143X45D 22.5x45mm 45x45mm 22.5x45mm 45x45mm
45x67.5mm.

| | | |
79512X45 79514X45 79515X45 79513X45 79530X45

Double Pole Switch Double Pole Switch Double Pole 3-Way Double Pole Switch 10 Indicator / Pilot Light
20 Amp 250V 20 Amp 250V Switch 20 Amp 250V Amp 250V 1 Watt 250 Volt
22.5x45mm 45x45mm 45x45mm 45x45mm 5 Color Options
22.5x45mm

e ‘-/

T ' ' T T T
79550X45 74280X45 79590X45 79591X45 74458X45

Dimmer Switch 40-400 Watt RJ45 & CAT6 Jack 22.5x45mm. Blanking Plate. White. Blanking Plate. White. GFCI/MCB Combo 16A-230V
100-240V 50/60Hz Available in 45x45mm Filler Size 22.5x45mm. Filler Size 45x45mm. RCBO Circuit Breaker
For Incandescent & Halogen P/N 74344X45. 10Ma Trip Level
45x45mm 45x45mm

| | | | |
74459X45 74456X45 74457X45 74452X45 74453X45

GFCI/ MCB Combo 16A-230V GFCI/MCB Combo 10A-230V GFCI/MCB Combo 10A-230V MCB 10A-230V 50/60Hz MCB 16A-230V 50/60Hz
RCBO Circuit Breaker RCBO Circuit Breaker RCBO Circuit Breaker 1 Pole Plus Neutral 1 Pole Plus Neutral
30Ma Trip Level 10Ma Trip Level 30Ma Trip Level Circuit Breaker Circuit Breaker
45x45mm 45x45mm 45x45mm 22.5x45mm 45x45mm
@ c, © 2014 International Configurations, Inc.  Entire contents of this catalog copyrighted. www.InternationalConfig.com

@' @ International Configurations, Inc. « P.O. Box 3374 « Enfield, Connecticut 06083 « TEL (860) 749-6380 « FAX (860) 749-2985 97




INTERNATIONAL MODULAR COMPONENTS | E-mail: sales@internationalconfig.com |
Flush Mount, Surface Mount & Weatherproof [Web site: www.internationalconfig.com|

MO TING OPTIONS DEVICE SPECIFICATION DOCUMENTS AVAILABLE ON OUR WEBSITE

79120X45-N 79130X45-N 79135X45-N 79170X45-N 79180X45-N
Mounting Frame. Finish Plate. White. Finish Plate. Brushed Stainless Steel. Mounting Frame. Finish Plate. White.
Fits on USA 2x4 Boxes. Fits 79120X45-N Mounting Frame. Fits 79120X45-N Mountin Frame. Fits on USA 2x4 Boxes. Fits 79170X45-N Mounting Frame.
Accepts 22.5x45mm & Opening Size 45x45mm. Opening Size 45x45mm. Accepts 22.5mm, 45mm & Opening Size 67.5x45mm.
45x45mm Devices. 67.5mmx45mm Devices.

79185X45-N 79140X45-N 79145X45-N 79210X45-N 79220X45-N
Finish Plate. Brushed Stainless Finish Plate. White. Finish Plate. Brushed Stainless Mounting Frame. Finish Plate. White.
Steel.Fits 79170X45-N Mounting Fits 79170X45-N Mounting Frame. Steel. Fits 79170X45-N Mounting Fits on USA 4x4 Boxes. Fits 79210X45-N Mounting Frame.
Frame. Opening Size 67.5x45mm. Opening Size 22.5x45mm. Frame. Opening Size 22.5x45mm. Accepts 22.5mm, 45mm & Opening Size 90x45mm.

67.5mmx45mm Devices.

. - T |
79225X45-N 79275X45-N 79285X45-N 79420 79430
Finish Plate. Brushed Stainless Mounting Frame. Finish Plate. White. Surface Mount Standard American  Surface Mount Standard American
Steel. Fits 79210X45-N Mounting Fits on USA 4x4 Boxes. Fits 79275X45-N Mounting Frame. 2x4 Wall Box. Cast Aluminum. 4x4 Wall Box. Cast Aluminum.
Frame. Opening Size 90x45mm. Accepts 22.5mm, 45mm & Opening Sizes Two 67.5x45mm. 1/2 inch NPT Entries. Use with 2x4  1/2 inch NPT Entries. Use with 4x4
67.5mmx45mm Devices. Mounting Frames and Wall Plates. = Mounting Frames and Wall Plates.
® ® ® )
- ll | | = )
® e
e
| | | | |
680603X45 680604X45 79240X45 79235X45 79230X45
Surface Mount Box. Surface Mount Box. Surface Mount Metal Box. Surface Mount Metal Box. Surface Mount Metal Box.
67.5mmx45mm Opening. 90mmx45mm Opening. Gray. Accepts Gray. Accepts 22.5mm & Gray. Accepts 22.5mm &
Gray. Accepts 22.5mm, 45mm & Gray. Accepts 22.5mm, 45mm & 22.5x45mm Devices. 45x45mm Devices. 45x45mm Devices.
67.5mmx45mm Devices. 67.5mmx45mm Devices. Two Openings.
| | | | |
79280X45 79260X45-N 72350 72350-F 79260X45-N
Surface Mount Metal Box. 79250X45-N 79250X45-N 79250X45-N 79250X45-N
22_5,:,'“’ 45mm & 79266X45-N 79266X45-N 79266X45-N 79265X45-N
67.5mmx45mm Devices. Surface Mount Plastic Box, Frame Flush Mount Metal Box, Frame Flush Mount Plastic Box, Frame Surface Mount Plastic Box, Frame
& Plate. 22.5x45mm Opening. & Plate. 22.5x45mm Opening. & Plate. 22.5x45mm Opening. & Plate. 45x45mm Opening.
© 2014 International Configurations, Inc.  Entire contents of this catalog copyrighted. ~ www.InternationalConfig.com @ IcI

98 International Configurations, Inc. « P.O. Box 3374 « Enfield, Connecticut 06083 « TEL (860) 749-6380 » FAX (860) 749-2985 @' @




INTERNATIONAL MODULAR COMPONENTS
Flush Mount, Surface Mount & Weatherproof

TING OPTIONS

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

DEVICE SPECIFICATION DOCUMENTS AVAILABLE ON OUR WEBSITE

M

72350
79250X45-N
79265X45-N

Flush Mount Metal Box, Frame
& Plate. 45x45mm Opening.

79110X45
Snap-In Panel Mount
Frame. White. Accepts
22.5x45mm Devices.

680612X45CV
Weatherproof Cover. Gray.
IP55. Panel Mount.
Accepts 22.5x45mm &
45x45mm Devices.

|
72350-F
79250X45-N
79265X45-N

Flush Mount Plastic Box, Frame
& Plate. 45x45mm Opening.

-

79245X45-N 72355 72355-F
79270X45-N 79270X45-N 79270X45-N
79255X45-N 79255X45-N 79255X45-N

Flush Mount Plastic Box, Frame
& Plate. Two 45x45mm Openings.

Flush Mount Metal Box, Frame
& Plate. Two 45x45mm Openings.

Surface Mount Plastic Box, Frame
& Plate. Two 45x45mm Openings.

|
79100X45
Snap-In Panel Mount Frame.
White. Accepts 22.5x45mm &
45x45mm Devices.

680611X45
Weatherproof Cover. Gray.
IP55. Surface Mount
with Box. Accepts
22.5x45mm Devices.

|
680613X45
Weatherproof Cover & Box.
Gray. IP55. Surface Mount.
Accepts 22.5mm, 45mm &
67.5mmx45mm Devices.

684628X45

Weatherproof Cover & Box. Gray.

IP66. Surface Mount. Accepts

22.5mmx45mm & 45x45mm Devices.

Two 45x45mm Openings.

|
680614X45

Weatherproof Cover & Box. Gray.

IP55. Surface Mount. Accepts

22.5mm, 45mm & 67.5mmx45mm
Devices. 90mmx45mm Opening.

|
79575X45

Weatherproof Cover. Flush
or Panel Mount on 2-Gang
American Wall Boxes. Accepts
22.5x45mm & 45x45mm Devices.

© 2014 International Configurations, Inc.

79570X45
Weatherproof Cover. White.
IP44. Wall Box or Panel
Mount. Accepts 22.5x45mm
& 45x45mm Devices.

680611X45CV
Weatherproof Cover. Gray.
IP55. Panel Mount. Accepts
22.5x45mm Devices.

79595X45
Din Rail Mount Bracket.
White. Accepts One
45x45mm Device.

|
680635X45
Weatherproof Cover. Gray. IP55.
Panel Mount. Accepts 22.5mm,
45mm & 67.5mmx45mm
Devices. 90mmx45mm Opening.

680612X45
Weatherproof Cover. Gray.
IP55. Surface Mount with
Box. Accepts 22.5x45mm &
45x45mm Devices.

68063X45
Weatherproof Cover.
Gray. IP55. Panel Mount.
Accepts 22.5mm, 45mm &
67.5mmx45mm Devices.

684636X45
Weatherproof Cover & Box.
Gray. IP66. Surface Mount.
Accepts 22.5mmx45mm &
45x45mm Devices.

684638X45
Weatherproof Cover & Box.
Gray. IP66. Surface Mount.
Accepts 22.5mm, 45mm &
67.5mmx45mm Devices.

684585X45
Weatherproof Cover.
Gray. IP66. Panel Mount.
Accepts 22.5mmx45mm &
45x45mm Devices.

—

|
572078X45
USB Power Supply Charger, Double USB
Sockets, 5V-1500mA. For recharging portable
devices such as phones, smartphones, tablets,
PC, MP3 or MP4 players. 45x45mm.

|
572071X45
USB Power Supply Charger, Single USB
Socket, 5V-750mA. For recharging portable
devices such as phones, smartphones,
MP3 or MP4 players. 22.5x45mm.

Entire contents of this catalog copyrighted. www.InternationalConfig.com
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INTERNATIONAL MODULAR MOUNTING

2 Pole 3 Wire Grounding - 22.5mm, 45mm & 67.5mm
TING OPTIONS

MOU

| E-mail: sales@internationalconfig.com |
IWeb site: www.internationalconfig.comI

DEVICE SPECIFICATION DOCUMENTS AVAILABLE ON OUR WEBSITE

|
69580X45
Modular Support Frame.
Weatherproof Flip Lid.
IP55. Accepts 22.5x45mm &
45x45mm Modular Devices.

|
69582X45
Modular Support Frame.
IP20. Accepts 22.5x45mm
& 45x45mm Modular
Devices.

|
69651X45
Single Gang Surface Mount
Box. IP55. Entry Glands.
Accepts Frames 69580X45
and 69582X45.

|
69656X45
Single Gang Surface Mount
Box. IP55. M20 Hub Entry.
Accepts Frames 69580X45
and 69582X45.

|
69672X45
Two Gang Surface Mount
Box. IP55. Entry Glands.
Accepts Frames 69580X45
and 69582X45.

|
69678X45
Two Gang Surface Mount
Box. IP55. M20 Hub Entries.
Accepts Frames 69580X45
and 69582X45.

|
69661X45
Two Gang Vertical Surface
Mount Box. IP55. Entry
Glands. Accepts Frames
69580X45 and 69582X45.

|
69668X45
Two Gang Vertical Surface
Mount Box. IP55. M20 Hub
Entries. Accepts Frames
69580X45 and 69582X45.

|
69680X45
Triple Gang Surface Mount
Box. IP55. Entry Glands.
Accepts Frames 69580X45
and 69582X45.

|
69681X45
Single Gang Panel Mount
Frame. IP55. Accepts
Frames 69580X45 &
69582X45.

|
69683X45
Two Gang Horizontal Panel
Mount Frame. IP55. Accepts

Frames 69580X45 & 69582X45.

MULTI-CONFIGURATIONS DEVICES

|
69685X45
Two Gang Vertical Panel

Mount Frame. IP55. Accepts
Frames 69580X45 & 69582X45.

|
69687X45

Triple Gang Horizontal Panel
Mount Frame. IP55. Accepts

Frames 69580X45 & 69582X45.

|
01614

M20 Threaded Adapter with O-Ring
Gasket. Converts M20 Thread to
1/2 Inch National Pipe Thread.

01620
M20 Threaded Entry Hole

Closure Plug with O-Ring Gasket.

PRODUCT PRINTS AVAILABLE ON OUR WEBSITE

|
74900

|
74910

|
74920

|
74930

|
74940

Dual Outlet Panel Mount
Frame. Accepts “Only”
74900 & 74900-BLK.

Single Outlet Panel Mount
Frame. Accepts “Only”
74900 & 74900-BLK.

Single Outlet Mounting Frame & Dual Outlet Mounting Frame & Finish
Finish Plate for 2X4 American Boxes. Plate for 2X4 American Boxes.
Accepts “Only” 74900 & 74900-BLK. Accepts “Only” 74900 & 74900-BLK.

International
Multi-Configuration Outlet.
20 Amp-250 Volt Rated.

| | |
) 74950 58206 / 58206-C14 58205 / 58205-C14
Single Outlet Surfafe M°_:""t Six Outlet Multi-Configuration Power Strips. View Prints on our Five Outlet Multi-Configuration Power Strips. View Prints on our
Frame. Accepts “Only Website and Select the Appropriate Detachable Power Website and Select the Appropriate Detachable Power
74900 & 74900-BLK. Supply Cord. ltem 58206-C14 Produced with C-14 Inlet. Supply Cord. ltem 58205-C14 Produced with C-14 Inlet.
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VERTICAL RACK MOUNT OR SURFACE MOUNT (HEAVY DUTY)

Multiple Outlet Power Strips
2 Pole 3 Wire Grounding, "CE" MARK

67 = 481
S 57 - i 450 ‘
e2 EREEE
I
TYPICAL
General Specification Data Technical Data
Heavy duty steel enclosure, painted gray. Receptacles meet applicable VDE, BS 1363, UTE, SEV,
Two meter long 1.5 mm? cord with matching plug. Dept. of Fair Trading, CEI, IMQ, UL or CSA standards.
Double pole illuminated circuit breakers. Test standard: BS 3456, manufactured to BS 5733
"CE" mark
Receptacle / Plug Configuration Catalog Description
Receptacle Plug Number
™ BN 60100 6 European CEE 7, DIN 49440 "SCHUKO" 16 ampere 250 volt
Y receptacles. 2 meter long cord with non-polarized "SCHUKQO" plug.
EU1-16R EU1-16P llluminated double pole circuit breaker, 15 ampere.
60150 6 United Kingdom (BS 1363) 13 ampere 250 volt receptacles. 2
@ meter long cord with fused 13 ampere U.K. plug.
UK1-13R UK1-13P llluminated double pole circuit breaker, 12 ampere.
N 60200 6 French 16 ampere 250 volt receptacles. 2 meter long cord with
Cg®/ non-polarized "SCHUKOQO" plug.
FR1-16R EU1-16P llluminated double pole circuit breaker, 15 ampere.
60250 6 Swiss 10 ampere 250 volt receptacles. 2 meter long cord with
Swiss plug.
SW1-10R SW1i-10P Illuminated double pole circuit breaker, 10 ampere.
60300 6 Italian 10 ampere 250 volt receptacles. 2 meter long cord with
@ non-polarized 10 ampere 250 volt Italian plug.
IT1-10R/IT2-16R  IT1-10P llluminated double pole circuit breaker, 10 ampere.

60500 6 Australian 10 ampere 250 volt receptacles. 2 meter long cord
@ with Australian plug.

AU1-10R AU1-10P llluminated double pole circuit breaker, 10 ampere.

60350 6 NEMA 5-15R 15 ampere 125 volt receptacles. 2 meter long cord
with NEMA 5-15P plug.

llluminated double pole circuit breaker, 15 ampere.

60400 6 NEMA 6-15R 15 ampere 250 volt receptacles. 2 meter long cord
with NEMA 6-15P plug.

NEMA 6-15R NEMA 6-15P llluminated double pole circuit breaker, 15 ampere.

60450 8 IEC 60320 C-13 10 ampere 250 volt receptacles. 2 meter long
cord with IEC 60320 C-14 plug.

320 C-13 IEC 60320 C-14 llluminated double pole circuit breaker, 10 ampere.

60550 8 IEC 60320 C-19 16 ampere 250 volt receptacles. 2 meter long
cord with IEC 60320 C-20 plug.

IEC 60320 C-19 IEC 60320 C-20 llluminated double pole circuit breaker, 15 ampere.

©
)

4
m
=
>
a
4
a
X
=
m
=
>
a
4
a
o

BE®
oR-®

IEC6

o

i
)

NOTE: Variations are available including units with surge protection, RFl filters, GFCI (RCD) and
special order combinations. Minimum lot quantity may apply to special variations.
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VERTICAL RACK MOUNT OR SURFACE MOUNT (HEAVY DUTY)

Multiple Outlet Power Strips
2 Pole 3 Wire Grounding, "CE" MARK

481 =68
e
TYPICAL
General Specification Data Technical Data
Heavy duty steel enclosure, painted gray. Receptacles meet applicable CCC, SlI, BS 546A or
Two meter long 1.5 mm? cord with matching plug. AFSNIT standards.
Double pole illuminated circuit breakers. Test standard: BS 3456, manufactured to BS 5733
"CE" mark
Receptacle / Plug Configuration Catalog Description
Receptacle Plug Number
60800 6 Chinese 10 ampere 250 volt receptacles. 2 meter long cord with
. @ 10 ampere 250 volt Chinese plug.
CH1-10R CH1-10P Illuminated double pole circuit breaker, 10 ampere.
@ 60900 6 Chinese 16 ampere 250 volt receptacles. 2 meter long cord with
16 ampere 250 volt Chinese plug.
CH2-16R CH2-16P llluminated double pole circuit breaker, 15 ampere.
60600 6 Danish 13 ampere 250 volt receptacles. 2 meter long cord with
@ Danish plug.
DE1-13R DE1-13P llluminated double pole circuit breaker, 12 ampere.
60650 6 United Kingdom (BS 546A) 15/16 ampere 250 volt receptacles.
@ 2 meter long cord with BS 546A plug.
UK2-15R UK2-15P llluminated double pole circuit breaker, 15 ampere.
60700 6 Israeli 16 ampere 250 volt receptacles. 2 meter long cord with
Q @ Israeli plug.
1S1-16R 1S1-16P llluminated double pole circuit breaker, 16 ampere.

12 outlet multi configuration power strip, brackets reversible for surface or
rack mounting, 12 foot cord, 2.5 mm?, exits end cap of enclosure

869

pEooLe

MATCH LINE

869 70
. | ‘ % 60 =
Receptacles - EU1-16R, FR1-16R, AU1-10R, AU2-15R, 3 !
CHI1-10R, UK1-13R, UK2-15R, 151-16R, DE1-13R, B ’ ‘HH’ © [ K
5|

SW1-10R, IT1-10R, IT2-16R, AR1-10R, NEMA 6-15R,
IEC 60320 C-13, IEC 60320 C-19.

NOTE: Variations are available including units with surge protection, RFl filters, GFCI (RCD) and
special order combinations. Minimum lot quantity may apply to special variations.
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19" HORIZONTAL RACK MOUNT (HEAVY DUTY)

Multiple Outlet Power Strips
2 Pole 3 Wire Grounding, "CE" MARK

| 4815 | 6-={|=~105~
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TYPICAL
General Specification Data Technical Data
Heavy duty steel enclosure, painted gray. Receptacles meet applicable VDE, BS 1363, UTE, SEV,
Two meter long 1.5 mm? cord with matching plug. Dept. of Fair Trading, CEI, IMQ, UL or CSA standards.
Double pole illuminated circuit breakers. Test standard: BS 3456, manufactured to BS 5733
"CE" mark
Receptacle / Plug Configuration Catalog Description
Receptacle Plug Number
™ I\ 61100 6 European CEE 7, DIN 49440 "SCHUKO" 16 ampere 250 volt
@ receptacles. 2 meter long cord with non-polarized "SCHUKQO" plug.
EU1-16R EU1-16P llluminated double pole circuit breaker, 15 ampere.
61150 6 United Kingdom (BS 1363) 13 ampere 250 volt receptacles. 2
meter long cord with United Kingdom plug.
UK1-13R UK1-13P llluminated double pole circuit breaker, 12 ampere.
N 61200 6 French 16 ampere 250 volt receptacles. 2 meter long cord with
Y, non-polarized "SCHUKOQO" plug.
FR1-16R EU1-16P llluminated double pole circuit breaker, 15 ampere.
61250 6 Swiss 10 ampere 250 volt receptacles. 2 meter long cord with
Swiss plug.
SWi-10R SWi-10P llluminated double pole circuit breaker, 10 ampere.
61300 6 ltalian 10 ampere 250 volt receptacles. 2 meter long cord with
@ non-polarized 10 ampere 250 volt Italian plug.
IT1-10R/IT2-16R  IT1-10P llluminated double pole circuit breaker, 10 ampere.
61500 6 Australian 10 ampere 250 volt receptacles. 2 meter long cord
@ with Australian plug.
AU1-10R AU1-10P llluminated double pole circuit breaker, 10 ampere.
61350 6 NEMA 5-15R 15 ampere 125 volt receptacles. 2 meter long cord
@ with NEMA 5-15P plug.
NEMA 5-15R NEMA 5-15P llluminated double pole circuit breaker, 15 ampere.
61400 6 NEMA 6-15R 15 ampere 250 volt receptacles. 2 meter long cord
@ with NEMA 6-15P plug.
NEMA 6-15R NEMA 6-15P llluminated double pole circuit breaker, 15 ampere.
61450 8 IEC 60320 C-13 10 ampere 250 volt receptacles. 2 meter long
(") cord with IEC 60320 C-14 plug.
IEC 60320 C-13 IEC 60320 C-14 llluminated double pole circuit breaker, 10 ampere.
61550 8 IEC 60320 C-19 16 ampere 250 volt receptacles. 2 meter long
(=) cord with IEC 60320 C-20 plug.
IEC 60320 C-19 IEC 60320 C-20 llluminated double pole circuit breaker, 15 ampere.

NOTE: Variations are available including units with surge protection, RFl filters, GFCI (RCD) and
special order combinations. Minimum lot quantity may apply to special variations.
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19” HORIZONTAL RACK MOUNT (HEAVY DUTY)

Multiple Outlet Power Strips
2 Pole 3 Wire Grounding, "CE" MARK

481.5 112
{75
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TYPICAL

General Specification Data Technical Data
Heavy duty steel enclosure, painted gray. Receptacles meet applicable CCC, SlI, BS 546A or
Two meter long 1.5 mm? cord with matching plug. AFSNIT standards.
Double pole illuminated circuit breakers. Test standard: BS 3456, manufactured to BS 5733
"CE" mark
Receptacle / Plug Configuration Catalog Description
Receptacle Plug Number
61800 6 Chinese 10 ampere 250 volt receptacles. 2 meter long cord with
. @ 10 ampere 250 volt Chinese plug.
CH1-10R CH1-10P llluminated double pole circuit breaker, 10 ampere.
61900 6 Chinese 16 ampere 250 volt receptacles. 2 meter long cord with
@ 16 ampere 250 volt Chinese plug.
CH2-16R CH2-16P llluminated double pole circuit breaker, 15 ampere.
61600 6 Danish 13 ampere 250 volt receptacles. 2 meter long cord with
@ Danish plug.
DE1-13R DE1-13P llluminated double pole circuit breaker, 12 ampere.
61650 6 United Kingdom (BS 546A) 15/16 ampere 250 volt receptacles.
@ 2 meter long cord with BS 546A plug.
UK2-15R UK2-15P llluminated double pole circuit breaker, 15 ampere.
61700 6 Israeli 16 ampere 250 volt receptacles. 2 meter long cord with
@ Israeli plug.
IS1-16R 1S1-16P llluminated double pole circuit breaker, 16 ampere.

12 outlet multi configuration power strip, 4U high, brackets reversible for surface or
19”rack mounting, 12 foot cord, 2.5 mm?, exits bottom of enclosure

480 — 66 =
‘ 425 ‘

WWWOI 18|
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Receptacles - EU1-16R, FR1-16R, AU1-10R, AU2-15R, o o
CH1-10R, UK1-13R, UK2-15R, IS1-16R, DE1-13R, 9" o
SW1-10R, IT1-10R, IT2-16R, AR1-10R, NEMA 6-15R, — 7

IEC 60320 C-13, IEC 60320 C-19.

NOTE: Variations are available including units with surge protection, RFl filters, GFCI (RCD) and
special order combinations. Minimum lot quantity may apply to special variations.
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EUROPEAN "SCHUKO" POWER STRIPS 0
2 Pole 3 Wire Grounding :

\
16 Ampere 250 Volt (CEE-7, DIN 49440), "CE" MARK :
EU1-16R
Description "L" "w" "H" Cat. No.
4 Qutlet, without switch 315 60 44 52904
6 Outlet, without switch 433 60 44 52906
8 Outlet, without switch 553 60 44 52908
10 Outlet, without switch 673 60 44 52910
12 Outlet, without switch 793 60 44 52912
5 QOutlet, with switch 403 60 44 52925
7 Outlet, with switch 523 60 44 52927
9 Outlet, with switch 643 60 44 52929
11 Outlet, with switch 763 60 44 52931

5 Quitlet, with double pole 528 60 44 52720*
16 Ampere circuit breaker
Approvals - VDE, OVE, KEMA, SEMKO, NEMKO, SETI
Catalog No. 52720 - VDE, OVE.
"CE" mark.
All units are supplied with 3 meters of 1.5 mm? cordage with non-
polarized plug.
Units with switch have illuminated on / off rocker.
Color: Black base, silver cover. Cat. No. 52720 has orange cover.
All units accept “SCHUKO” CEE 7 and CEE 7-7 plugs.
All dimensions are in millimeters (1 mm = 0.039").
* Available with 7 outlets (No. 52721) and 9 outlets (No. 52722).

-

|
e I TYPICAL

NOTE: Mating plugs are shown on page 60.
Surge Suppression / Filtered Strip

Cat. No. Description
52855 5 Outlet with filter and surge protection, 6 ampere

230 volt, fused, on / off switch, 1.5 meters of 1.5
mm? cordage with non-polarized plug, black /
silver color. VDE, OVE and GS approved.
"CE" mark.

52855-A Same as 52855 except rated 16 ampere 230 volt.
Less fuse. 2 meter cord.
"CE" mark.

See page 225 for dimensional data.

GFCI Outlet Strips

Cat. No. Description
52765-30 5 Qutlet with double pole GFCI circuit breaker,

30 mA trip level, 1.5 meters of 1.5 mm? cordage
with non-polarized plug, black / orange color.
VDE and OVE approved. "CE" mark.
52765-10 Same as No. 52765-30 except with 10 mA trip
level.
See page 224 for dimensional data.

19" Rack Mount Blank Plate

Cat. No. Description
52019 Blank plate. Gray. Designed for mounting short

length power strips to 19" center to center racks.
See page 223 for dimensional data.

NOTE: See pages 102-104 for rack mount series.
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UNITED KINGDOM POWER STRIPS

2 Pole 3 Wire Grounding
13 Ampere 250 Volt (British Standard BS 1363A)

UK1-13R
Description "L" "w* "H" Cat. No.
5 Outlet, with switch 403 715 435 52125
6 Outlet, without switch 429 71.5 43.5 52106
6 Outlet, with switch 463 715 435 52126
All units are supplied with 1.5 meters of cord with fused 13 ampere
BS 1363A plug.
Units with switch have illuminated on / off rocker.
Color: Black base, silver cover.
"CE" mark. ﬂ"H" ) wpn
All dimensions are in millimeters (1 mm = 0.039"). y - |
| o I O S =
NOTE: Mating plugs are shown on page 65. [ S 1
4.5 =17
TYPICAL
52125 TYPICAL
Surge Suppression / Filtered Strip
Cat. No. Description
52150 4 Outlet with filter and surge protection, 13
ampere 250 volt, fused, with neon indicator light.
2.5 meters of cord with fused BS 1363A plug.
White.
"CE" mark
All dimensions are in millimeters (1 mm = 0.039").
52160 6 Outlet with filter and surge protection, 13 52150 . 26%15 )
ampere 250 volt, fused, with neon indicator light. RS sﬂ@\ 1
2.5 meters of cord with fused BS 1363A plug. os  o5| * ° =
White. t*" °° T T [,
"CE" mark —~I 57 =
See page 223 for dimensional data. g B:ﬁ: E!’I'BROURE TYP.
Fused With Pilot Light
Cat. No. Description
52145 4 Outlet, white. Supplied without cord or plug.
Equipped with 13 ampere fuse and neon
indicator.
All dimensions are in millimeters (1 mm = 0.039").
52170 4 Qutlet, white. Supplied with 2 meter cord and
plug. Equipped with 13 ampere fuse and neon
indicator. 52145 317
See page 223 for dimensional data. 817" 263
: 68 I =1
NOTE: See pages 102-104 for rack mount series. 53; e o= ofs T nll
Z - 57 =
4 DIA. THRU
8 DIA. C'BORE
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FRENCH POWER STRIPS

2 Pole 3 Wire Grounding
16 Ampere 250 Volt, "CE" MARK

FR1-16R
Description "L "W" "H" Cat. No.
6 Outlet, without switch 433 60 44 52946
8 Outlet, without switch 553 60 44 52948
5 QOutlet, with switch 403 60 44 52965*

Approval - UTE

"CE" mark.

All units are supplied with 3 meters of 1.5 mm? cordage with non-
polarized plug.

Units with switch have illuminated on / off rocker.

i W ‘ Color: Black base, silver cover.

Al Gmensons are n milimeters (1 = 0,039
8

* Available with filter and surge protection No. 52985

1)

—f He— 8

T4 14—

"He NOTE: Mating plugs are shown on page 63.

<14
T TYPICAL

NOTE: See pages 102-104 for rack mount series.

SWISS POWER STRIPS

2 Pole 3 Wire Grounding

10 Ampere 250 Volt (SEV 1011), "CE" MARK

SW1-10R
Description "L "W" "H" Cat. No.
5 QOutlet, with switch 403 60 50 52955
6 Outlet, without switch 433 60 50 55506

Approval - SEV

"CE" mark.

All units are supplied with 3 meters of 1.5 mm? cordage with plug.
Unit with switch has illuminated on / off rocker.

Color: Black base, silver cover.

All dimensions are in millimeters (1 mm = 0.039").

o ‘
NOTE: Mating plugs are shown on page 74.
mall I .8 Suioe

—

U

g

N

L 28
" TYPICAL

—] f—

NOTE: See pages 102-104 for rack mount series.
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AUSTRALIAN POWER STRIPS

2 Pole 3 Wire Grounding

10 Ampere 250 Volt (AS / NZS 3112 1993) AUT-TOR

Description "L "W "H" Cat. No.
6 Outlet, with circuit breaker 315 48 26.5 53326
8 Outlet, with circuit breaker 400 64 32.5 53328

Approval - EANSW

All units are supplied with 1 meter of cord with plug.
Color: White.

All dimensions are in millimeters (1 mm = 0.039").

Py o
TYPICAL

Surge Suppression / Filtered Strip

Cat. No. Description
53340 6 Outlet with suppression filter and surge protection,

10 ampere 250 volt, circuit breaker, 1 meter of cord
with plug and neon indicator light. White.

NOTE: Mating plugs are shown on page 69.

‘ 434
B pyyu.
‘Q] TYP
NOTE: See pages 102 - 104 for rack mount series. -7
ISRAELI POWER STRIPS
2 Pole 3 Wire Grounding
16 Ampere 250 Volt (SI 32)
1IS1-16R
Cat. No. Description
56125 5 Qutlet, with switch.
56106 6 Outlet, without switch.
Approval - SlI
All units are supplied with 1.5 meters of cord with plug.
Unit with switch has illuminated on / off push button. 325 325
Color: White =50 TYP. [==50 TYP.
All dimensions are in millimeters (1 mm = 0.039"). =
NOTE: Mating plugs are shown on page 76. 35 35
NOTE: See pages 102 - 104 for rack Fzs Fzs
- 57 Il\r 57 m;

mount series.

1 . . . . .
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ITALIAN POWER STRIPS

2 Pole 3 Wire Grounding
10/16 Ampere 250 Volt (CEI 23-16 / VII)

IT1-10R IT2-16R
203 Cat. No. Description
ﬁjgj — 54406 6 Outlet dual configuration (accepts
Ae i 583838 P both 10 ampere and 16 ampere 250
4 x6SLOT 28 TYP volt plugs). White.
*%j 54408 8 Outlet dual configuration (accepts
23 both 10 ampere and 16 ampere 250

volt plugs). White.
Approval - IMQ
Unit is supplied with 1.5 meters of cord with non-polarized
16 ampere 250 volt plug.
All dimensions are in millimeters (1 mm = 0.039").
See pages 102-104 for rack mount series. NOTE: Mating plugs are shown on pages 72 and 73.

DANISH POWER STRIPS

2 Pole 3 Wire Grounding
13 Ampere 250 Volt (AFSNIT 107-2-D1) Previously rated 10 Ampere 250 Volt

DE1-13R "EDP"
Description "L" "w"  "H" Cat. No.
5 Outlet, with on / off illuminated 350 52 42 56205

switch.
5 Outlet ("EDP" configuration), 350 52 39 56305
with on / off illuminated switch.

Approval - DEMKO
All units are supplied with 1.5 meters of cord with plug.

o Color: White.
50 TYP. All dimensions are in millimeters (1 mm = 0.039").
%( NOTE: See pages 102-104 for rack mount series.
Wy
ﬂ E NOTE: "EDP" outlet configuration accepts "EDP" plugs only
"H \j’% for use on dedicated data processing circuits. See page 77 for
T T TYPICAL mating plugs.

COMBINATION POWER STRIPS .
2 Pole 3 Wire Grounding ’ ‘
16 Ampere 250 Volt, "CE" MARK 0

EU1-16R FR1-16R UK1-13R SW1-10R

‘ wn i Description “L" "wW" "H" Cat. No.
= = 4 Outlet 310 715 46.5 58104
L %‘ Euro, French, Swiss, U.K.
‘ T 1 ‘ t 4 Qutlet, with on / off switch 343 71.5 46.5 58204
s 17 17 Euro, French, Swiss, U.K.
Rl Units are supplied with 1.5 meters of cord less attachment plug.
ﬂ VT“L“ TYP. TYPICAL Color: Black base, silver cover.
"CE" mark.
All dimensions are in millimeters (1 mm = 0.039").
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JAPANESE POWER STRIP

2 Pole 3 Wire Grounding @ JET

15 Ampere 125 Volt (JIS 8303) JATTER

Cat. No. Description
56504 4 Qutlet. External grounding lug provides grounding for
2 pole 2 wire plugs with grounding lead. Gray.

Approvals - JET

Unit is supplied with 3 meters of cord with 15 ampere 125 volt plug.
All dimensions are in millimeters (1 mm = 0.039").

NOTE: Mating plugs are shown on page 82. Tzsﬁ L‘ 210

|@ 40 l? DGD Han DOD Haﬂ %“j
r

IEC 60320 C-13 POWER STRIPS IEC 60320 C-13

2 Pole 3 Wire Grounding m
10 Ampere 250 Volt, "CE" MARK

65°C

Description "L"  "w" "™H" Cat.No.
4 Quitlet, with fused inlet. 369 715 435 57104
6 Outlet, with fused inlet. 489 715 435 57106
8 Outlet, with fused inlet. 609 715 43,5 57108
4 Qutlet, with switch and fused inlet. 403 71,5 515 57204
6 Outlet, with switch and fused inlet. 523 71,5 515 57206
8 Outlet, with switch and fused inlet. 643 715 515 57208

Input power is supplied through any American or International cord set
with an IEC 60320 C-13 connector. See pages 14-36 for mating

cord sets and plugs. See pages 128-133 for rewireable plugs/connectors. .
Equipped with 10 ampere 250 volt replaceable fuse and spare fuse. *‘ H F 45 L

Units with switch have illuminated on / off rocker. . ' l= -
Color: Black base, silver cover. VVV T= i

"CE" mark. — Ltﬁ 11jJ
NOTE: See pages 102-104 for rack mount series. 17 17—+ =
TYPICAL

UNITED KINGDOM POWER STRIP

2 Pole 3 Wire Grounding

15 Ampere 250 Volt (BS 546A), 16 Ampere 250 Volt (SABS 164) URETER

Cat. No. Description

52205 5 Qutlet. Circuit breaker, pilot light and 2 foot long cord with
plug. White. 15 ampere 250 volt. 2 pole 3 wire grounding.
Approval: SABS
See page 188 for dimensional data.
NOTE: Mating plugs are shown on page 67.

NOTE: See pages 102-104 for rack mount series.

1
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ARGENTINE POWER STRIP

2 Pole 3 Wire Grounding @
10 Ampere 250 Volt
AR1-10R
Cat. No. Description
84104 4 outlets with circuit breaker and pilot light. White.

Five meter long cord with plug.

Approvals - IRAM
All dimensions are in millimeters (1 mm = 0.039").

250 NOTE: Mating plugs are shown on page 78.
}
s | [
© [
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IEC 60320 C-13 TYPE

Multiple Outlet Power Strips
2 Pole 3 Wire Grounding, "CE" MARK
IEC 60320 C-13

A C—
F b E -]
‘ D
‘ 6 X 10 SLOT
(2) PLACES
5 2 1
iR
5 o R
TYPICAL
General Specification Data Technical Data
Heavy duty steel enclosure, painted gray. IEC 60320 C-13 outlets. IEC 60320 C-14 inlets.
llluminated double pole circuit breaker. Rated 10 ampere 250 volts AC. Shuttered contacts.
Designed for use with IEC 60320 C-13 detachable cord Maximum current rating 10 ampere AC. "CE" mark.
sets and IEC 60320 C-14 jumper cords. Test standard: BS 3456, manufactured to BS 5733.
Description Catalog Dimensional Data (mm)
Number IIAII IIBII IICII IIDII IIEII IIFII
4 outlet, 10 ampere illuminated double pole circuit breaker. 62100 291 62 66 260 57 275
6 outlet, 10 ampere illuminated double pole circuit breaker. 62150 354 62 66 323 57 338
8 outlet, 10 ampere illuminated double pole circuit breaker. 62200 416 62 66 385 57 400
4 outlet, 10 ampere illuminated double pole circuit breaker, 62250 370 62 66 339 57 354
R.F. filter, surge protection.
6 outlet, 10 ampere illuminated double pole circuit breaker, 62300 436 62 66 405 57 420
R.F. filter, surge protection.
8 outlet, 10 ampere illuminated double pole circuit breaker, 62350 503 62 66 472 57 487
R.F. filter, surge protection.
R.F. FILTER TECHNICAL SPECIFICATION
Line frequency 0 to 400 Hz The filters are fitted with ZNR voltage transients
Operating voltage 115 to 250 volts a.c.
Rated current 10 amps Standard spec. Z280G
Insulation resistance 6000M (100 volts d.c.) Max. cont. volts ac rms @ 25°C 320
Leakage current 2x0.21 mA (250 volts 50 Hz) | Max. cont. volts dc @ 25°C 416
Typical attenuation 75 dB (100 kHZ to 100 mHz) | Varistor V. min @ 1mA 450
Earth choke 0.4 mH Energy joules 10/1000 140
Climatic category IEC 68 25/85/21 DIN 40040 Clamping volt @ 100 amps 825
Temperature range -25°C to +85°C m watts cont. 800
IEC 60320 C-13 IEC 60320 C-14 IEC 60320 C-13
TH =& EW =
THe—+—=F1| | BiF— IS
TYPICAL DETACHABLE CORD SET TYPICAL ACCESSORY / JUMPER CORD
NOTE: See pages 14 - 32 for a complete NOTE: See pages 34 - 36 for a complete
listing of international and domestic listing of accessory and jumper power cords.

detachable cord sets.

1
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IEC 60320 C-19 TYPE

Multiple Outlet Power Strips
2 Pole 3 Wire Grounding, "CE" MARK

IEC 60320 C-19

A C—~
F ~E~
D
6 X 10 SLOT
(2) PLACES
f @ Y @Y oY e [} © ) [] j
BEEE 1 | e
TYPICAL
General Specification Data Technical Data
Heavy duty steel enclosure, painted gray. IEC 60320 C-19 outlets. IEC 60320 C-20 inlet.
llluminated double pole circuit breaker. Rated 16 ampere 250 volts AC.
Designed for use with IEC 60320 C-19 detachable cord "CE" mark.
sets and IEC 60320 C-20 jumper cords. Test standard: BS 3456, manufactured to BS 5733.
Description Catalog Dimensional Data (mm)
Number ||A|| ||B|| ||C|| ||D|| ||E|| ||F||
8 outlet, 15 ampere illuminated double pole circuit breaker. | 62400 | [ 399 62 66 368 57 383
IEC 60320 C-19 IEC 60320 C-20 IEC 60320 C-19

THe——<=[0| | Iil===—4]LT

TYPICAL DETACHABLE CORD SET TYPICAL ACCESSORY / JUMPER CORD

NOTE: See pages 14 - 32 for a complete
listing of international and domestic
detachable cord sets.

NOTE: See pages 38 and 39 for a complete
listing of accessory and jumper power cords.
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INTERNATIONAL

INTERNATIONAL ADAPTERS
AND TRANSFORMERS

1 . . . . .
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INTERNATIONAL ADAPTERS

2 Po

le 3 Wire Grounding

American to European
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Receptacle Pplug End Cat. No. Description
End
T 30110 Allows NEMA 5-15P and NEMA 1-15P (15 ampere
\ 125 volt) plugs to interface with European "SCHUKO"
7 CEE-7 EU1-16R and French/Belgian FR1-16R
@ receptacles. Rated 16 ampere 250 volt.
NEMA 5-15R  EU1-16P
30100 Allows NEMA 6-15P (15 ampere 250 volt) plugs to
L] interface with European "SCHUKQO" CEE-7 EU1-16R
i and French/Belgian FR1-16R receptacles. Rated 16
O] I ampere 250 volt.
NEMA6-15R _EU1-16P 30200 Allows NEMA 5-15P and NEMA 1-15P (15 ampere
125 volt), NEMA 6-15P (15 ampere 250 volt), United
NEMA 5-15R @ Kingdom BS 1363A (13 ampere 250 volt) plugs to
NEMA 6-15R @ interface with Australian receptacles AU1-10R (10
ampere 250 volt) and AU2-15R (15 ampere 250 volt).
UK1-13R @ Also mates with Chinese CH1-10R (10 ampere 250
volt) receptacle.
Note: Mates with Argentine AR1-10R (10 ampere 250
30220 X ) X
NEMA 5-15R @ volt) receptacles except reverse polarity possible.
EU1-16R .g. @
: 30220 Allows NEMA 5-15P (molded on plugs), European
IT1-10R @ "SCHUKO" CEE-7 and CEE 7-7, ltalian IT1-10P and
SW1-10R Swiss SW1-10P plugs to interface with Australian
@ receptacles AU1-10R (10 ampere 250 volt) and AU2-
15R (15 ampere 250 volt). Also mates with Chinese
NEMA 5-15R @ CH1-10R (10 ampere 250) volt receptacle.
Note: Mates with Argentine AR1-10R (10 ampere 250
NEMA 1-15R
@ volt) receptacles except reverse polarity possible.
EU1-16R e o @
30195 Allows NEMA 1-15P, NEMA 5-15P (molded on plugs),
SW1-10R
110 ¢ EU1-16P "SCHUKO", Swiss SW1-10P, Italian IT1-10P
IT1-10R @ and Europlug plugs to interface with United Kingdom,
Indian and South African UK2-15R (15 ampere 250
EUROPLUG @ volt) outlets.
NEMA 5-15R @ 30295 Allows NEMA 1-15P, NEMA 5-15P (molded on plugs),
EU1-16P "SCHUKQ", Swiss SW1-10P, Italian IT1-10P
NEMA 1-15R @ and Europlug plugs to interface with Israeli IS1-16R
N (16 ampere 250) volt outlets.
EUT-16R o) @
SW1-10R @ 30260 Allows NEMA 1-15P, NEMA 5-15P, NEMA 6-15P,
NEMA 5-20P and NEMA 6-20P plugs to interface with
IT1-10R @ United Kingdom UK1-13R outlets.
EUROPLUG
SI®
1. Catalog Nos. 30110 and 30100 can be interfaced
NEMA 5-15R @ with adapter Nos. 30140, 30150, 30160 and 30170 for
NEMA 6-15R @ use with U.K., ltalian and Swiss receptacles.
2. Use only on equipment designed for operation at
NEMA 5-20R @ 250 volts.
NEMA 6-20R @ 3. See pages 218-220 for dimensional data drawings.
© 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted. ~ www.InternationalConfig.com @ Ic |




INTERNATIONAL ADAPTERS
2 Pole 3 Wire Grounding

European to American

Receptacle Pjug End Cat. No. Description
End

30130 Allows European "SCHUKO" CEE-7 and CEE 7-7
EU1-16P (16 ampere 250 volt) plugs to interface with
NEMA 5-15R receptacles rated 15 ampere 125 volt.

=TT
-
<

0
EU1-16R NEMA 5-15P

30120 Allows European "SCHUKQO" CEE-7 and CEE 7-7
EU1-16P (16 ampere 250 volt) plugs to interface with
NEMA 6-15R receptacles rated 15 ampere 250 volt.

=TT
-
=l —

0
EU1-16R NEMA 6-15P

30180 Allows United Kingdom BS1363A UK1-13P (13
ampere 250 volt) plugs to interface with NEMA 5-15R
receptacles rated 15 ampere 125 volt.

D
S

UK1-13R NEMA 5-15P

30210 Allows Australian AU1-10P, Argentine AR1-10P and
Chinese CH1-10P (10 ampere 250 volt) plugs to
interface with NEMA 5-15R receptacles rated 15
ampere 125 volt.

z
m
<
>
e
o
o

AU1-10R

el e
NEMA 5-20R @ to interface with NEMA 5-15R receptacles. P
NEMA 6-20R @

UK1-13R @

SW1-10R @

IT1-10R @

IS1-16R @

DE1-13R @

NOTES:

1.

P o

Adapters Nos. 30130, 30180, 30210 and 30250 are recommended for use only on equipment designed for
operation at 125 volts.

Adapters often have a different rating on the blade (plug) end and the receptacle end. Caution should be
exercised in their use.

The over current protection is determined by the plug end.

The use of the adapter should be limited to the rating of the adapter.

See pages 218-220 for dimensional data drawings.
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INTERNATIONAL ADAPTERS
2 Pole 3 Wire Grounding

European "SCHUKO" to European

ReCEPLade Plug End Cat. No. Description
n
0 30140 Allows European "SCHUKQ" CEE-7 and CEE 7-7
/ A EU1-16P (16 ampere 250 volt) plugs to interface with
\ [/ United Kingdom BS1363 UK1-13R receptacles rated
0 13 ampere 250 volt. Adapter has replaceable fuse.
EU1-16R UK1-13P
30150 Allows European "SCHUKQO" CEE-7 and CEE 7-7
O EU1-16P (16 ampere 250 volt) plugs to interface with
/ \ Italian IT1-10R receptacles rated 10 ampere 250 volt.
\ 7 NOTE: 10 ampere 250 volt receptacles are pre-
0 dominant in Italy.
EU1-16R IT1-10P
30160 Allows European "SCHUKQO" CEE-7 and CEE 7-7
O EU1-16P (16 ampere 250 volt) or ltalian IT1-10P (10
/ \ ampere 250 volt) plugs to interface with Italian
\ 7 IT2-16R receptacles rated 16 ampere 250 volt.
[
EU1-16R IT2-16P 30170 Allows European "SCHUKQ" CEE-7 and CEE 7-7
EU1-16P (16 ampere 250 volt) plugs to interface with
0 Swiss SW1-10R receptacles rated 10 ampere 250 volt
@ and SW2-16R receptacles rated 16 ampere 250 volts.
\ /
0 30220 Allows NEMA 5-15P (molded on plugs), European
EU1-16R SW1-10P "SCHUKQO" CEE-7 and CEE 7-7, ltalian IT1-10P and
Swiss SW1-10P plugs to interface with Australian
30220 NEMA 5-15R @ AU1-10R receptacles rated 10 ampere 250 volt and
. AU2-15R receptacles rated 15 ampere 250 volt. Also
BUT-BR ¢ < @ mates with Chinese CH1-10R 10 ampere 250 volt
receptacle.
Ti-108 @ NOTE: Mates with Argentine AR1-10R 10 ampere 250
SW1-10R @ volt receptacles. Reverse polarity may exist.
30195 Allows NEMA 1-15P, NEMA 5-15P (molded on plugs),
NEMA 5158 ¢ EU1-16P "SCHUKO", Swiss SW1-10P, ltalian IT1-10P
NEMA 1-15R @ and Europlug plugs to interface with United Kingdom,
= Indian and South African UK2-15R 15 ampere 250 volt
EU1-16R § . / @ outlets.
SWi-10R @ 30295 Allows NEMA 1-15P, NEMA 5-15P (molded on plugs),
IT1-10R @ EU1-16P "SCHUKQO", Swiss SW1.-1OP, Itallian IT1-10P
and Europlug plugs to interface with Israeli IS1-16R 16
EUROPLUG @ ampere 250 volt outlets.
NEMA 5-15R @ NOTES: . .
1. Adapters often have a different rating on the blade
NEMA 1-15R @ (plug) end and the receptacle end. Caution should
EU1-16R % @ be exercised in their use.
W/ 2. The over current protection is determined by the
SW1-10R plug end.
@ 3. The use of the adapter should be limited to the
IT1-10R @ rating of the adapter.
EUROPLUG @ 4. See pages 218-220 for dimensional data drawings.
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INTERNATIONAL ADAPTERS
2 Pole 3 Wire Grounding

European to European "SCHUKO"

Receptacle Pplug End Cat. No.
End
o 30181
]
[ \
\ @ I/
UK1-13R EU1-16P
o 30182
]
[ \
\ @ I/
UK1-13R EU1-16P
o 30190
| (. °
) G
\ @ J
SW1-10R EU1-16P
o 30230
]
[l \
\ c: l/
IT1-10R/IT2-16R  EU1-16P
o 30240
]
[ \
\ @ I/
AU1-10R EU1-16P
o 30225
]
[l \
\ :J /
1IS1-16R EU1-16P
0
[ \
\ @ l/
UK3-5R EU1-16P

NOTES:

Description

Allows United Kingdom BS1363A UK1-13P (13
ampere 250 volt) plugs to interface with European
"SCHUKO" CEE-7 EU1-16R and French FR1-16R
receptacles rated 16 ampere 250 volt.

Pin diameter is 4.8 mm.

Allows United Kingdom BS1363A UK1-13P(13
ampere 250 volt) plug to interface with European
"SCHUKO" CEE-7 EU1-16R and French FR1-16R
receptacles rated 16 ampere 250 volt.

Pin diameter is 4.0 mm.

Allows Swiss SW1-10P (10 ampere 250 volt) plugs to
interface with European "SCHUKO" CEE-7 EU1-16R
and French FR1-16R receptacles rated 16 ampere
250 volt.

Pin diameter is 4.8 mm.

Allows Italian IT1-10P (10 ampere 250 volt) and IT2-
16P (16 ampere 250 volt) plugs to interface with
European "SCHUKO" CEE-7 EU1-16R and French
FR1-16R receptacles rated 16 ampere 250 volt.

Pin diameter is 4.8 mm.

Allows Australian AU1-10P (10 ampere 250 volt),
Chinese CH1-10P (10 ampere 250 volt) and Argentine
AR1-10P (10 ampere 250 volt) plugs to interface with
European "SCHUKO" CEE-7 EU1-16R and French
FR1-16R receptacles rated 16 ampere 250 volt.

Pin diameter is 4.0 mm.

Allows Israeli IS1-16P (16 ampere 250 volt) and
United Kingdom UK3-5P (5 ampere 250 volt) plugs to
interface with European "SCHUKO" CEE-7 EU1-16R
and French FR1-16R receptacles rated 16 ampere
250 volt.

Pin diameter is 4.8 mm.

1. Adapters often have a different rating on the blade (plug) end and the receptacle end. Caution should be

exercised in their use.

2. The over current protection is determined by the plug end.
The use of the adapter should be limited to the rating of the adapter.
See pages 219 and 220 for dimensional data drawings.

» o
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INTERNATIONAL ADAPTERS
2 Pole 2 Wire

American to European

Receptacle Plug End Cat. No. Description
End
4.0 mm 30300 Allows NEMA 5-15P and NEMA 1-15P (15 amp 125
DIA. PINS volt) plugs and European plugs with 4.8 mm diameter
‘ pins to interface with almost all European 250 volt 4.0
CC:] D) C’ ) mm and 4.8 mm round pin receptacles. Also mates

with Israeli receptacles. White.

4.8 mm 30301 Allows NEMA 5-15P and NEMA 1-15P (15 amp 125
DIA. PINS volt) plugs and European plugs with 4.8 mm diameter
pins to interface with only European 250 volt 4.8 mm
(C:] D) (. ‘) diameter round pin receptacles. White.

30320 Allows NEMA 5-15P, NEMA 1-15P (15 amp 125 volt)
and European 4.0 mm/4.8 mm round pin plugs to
interface with United Kingdom 250 volt BS1363
receptacles. Black.

30330 | Allows NEMA 5-15P, NEMA 1-15P (15 amp 125 volt)
and European 4.0 mm/4.8 mm round pin plugs to

CC:] D) C y) \) interface with Australian 250 volt receptacles. Also

mates with Chinese and Argentine receptacles. White.

30360 Allows NEMA 5-15P, NEMA 1-15P (15 amp 125 volt)
and European 4.0 mm/4.8 mm round pin plugs to
interface with UK2-15R South African and Indian 15
amp/16 amp 250 volt receptacles. Black.

30375 Six adapter kit with travel pouch. Kit includes Nos.
30300, 30320, 30330, 30340, 2-wire adapter for UK3-
5R (old style United Kingdom 5 amp receptacles) and
an adapter for "SCHUKOQO" type 4.8 mm round pin 2-
wire outlets. Boxed for retail display.

30375-G Grounding adapter kit includes seven adapters. Kit
includes Catalog Nos. 30110, 30140, 30150, 30170,
30220, 30195 and 30295. Allows NEMA 5-15P and
NEMA 1-15P plugs to mate with European "SCHUKQO"
CEE-7, United Kingdom, ltalian, Swiss, Australian,
Chinese, South African, Indian, Argentine and Israeli
receptacles.

NOTE:

1. Designed for appliances that do not require grounding.

2. Use only on equipment designed for operation at 250 volts.

3. Adapters often have a different rating on the blade (plug) end and the receptacle end. Caution should be
exercised in their use.

4. The over current protection is determined by the plug end.

5. The use of the adapter should be limited to the rating of the adapter.

6. See pages 220 and 221 for dimensional data drawings.
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INTERNATIONAL ADAPTERS
2 Pole 2 Wire

|
European to American

Receptacle Plug End Cat. No.
End

30340
@)

30340-A
(ap) (1)

30350
)

30500

(D

Description

Allows European 250 volt 2 wire plugs with 4.8 mm pins
and some 3 wire round pin plugs to interface with NEMA
5-15R, 1-15R (15 amp 125 volt), 5-20R (20 amp 125 volt)
receptacles. Also allows polarized (wide blade American)
plugs to interface with non-polarized receptacles. De-
signed for appliances that do not require grounding.

Allows European 250 volt 2 wire plugs with 4.0 mm pins
and some 3 wire round pin plugs to interface with NEMA
5-15R, 1-15R (15 amp 125 volt), 5-20R (20 amp 125 volt)
receptacles. Also allows polarized (wide blade Ameri-
can) plugs to interface with non-polarized receptacles.
Designed for appliances that do not require grounding.

Allows European 250 volt 2 wire plugs with 4.0 mm /4.8
mm pins and some 3 wire round pin plugs to interface with
NEMA 6-15R (15 ampere 250 volt) and 6-20R (20 am-
pere 250 volt) receptacles. Designed for appliances that
do not require grounding.

Allows NEMA 5-15P and NEMA 1-15P (15 ampere 125
volt) polarized plugs to interface with American or Japa-
nese 2 wire non-polarized receptacles. 6" grounding lead
wire with spade terminal provided. mark approval.
NOTE: See page 221 for dimensional data
drawings.

NOTE: Adapters often have a different rating on the blade (plug) end and the receptacle end. Caution should be exercised in their use.

1. The over current protection is determined by the plug end.

2. The use of the adapter should be limited to the rating of the adapter.

Step-Down Auto Transformers. See Page 124

Designer Line Auto Transformers. See Page 125

Small Appliance Step-Down Auto Transformers. See Page 125

© 2004 International Configurations, Inc.
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INTERNATIONAL IEC 60320 C-13 ADAPTERS
2 Pole 3 Wire Grounding

ab

IEC 60320 C-14

For Computers and Electronic Equipment - Converts European Plugs,
NEMA Plugs, IEC 60320 C-5 and C-7 Plugs to IEC 60320 C-13 Outlets

Connector Style “A” (Straight)

Connector Style “B” (Angled)

IEC 60320 C-14

TYPICAL

m:%

IEC 60320 C-14

—-q

TYPICAL

General Specification Data (Int’l.)

10 Ampere 250 Volt
International Cord Spec.: HO5VV-F3G 1.0mm?

Rating:

Material:

Conductor Color Code:

PVC, Jacket Color Black

Brown, Blue, Green/Yellow

Cord Set Length: 12"

PLUG PLUG PLUG CONNECTOR CONN. CONNECTOR CONN. CATALOG
CONFIG. ID. STANDARD  CONFIG. ID. STANDARD  STYLE NUMBER
@ c-14 IEC 60320 EU1-16R CEE 7 A 30600 ()

@ C-14 IEC 60320 FR1-16R CEE 7 Variation "A" 30605
@ c-14 IEC 60320 UK1-13R BS 1363A "B 30610
@ C-14 IEC 60320 UK2-15R BS 546A "B 30620
@ C-14 IEC 60320 @ AU2-15R AS/NZS 3112 A" 30630
@ C-14 IEC 60320 SW1-10R SEV 1011 A" 30640
@ C-14 IEC 60320 @ IT2-16R CEl 23-16 A 30650 ()
@ C-14 IEC 60320 DE1-10R AST 107 A 30660
@ C-14 IEC 60320 IS1-16R S1 32 "B" 30670
@ C-14 IEC 60320 @ AR1-10R AS/NZS 3112 "A" 30635 @
@ C-14 IEC 60320 @ CH1-10R AS/NZS 3112 "A" 30630
@ C-14 IEC 60320 IEC 60320 C-5 A 90040
@ c-18 IEC 60320 =0 IEC 60320 C-7 "A" 90060 ©
@ C-14 IEC 60320 NEMA 5-15R UL 498 A 30680 45)
@ C-14 IEC 60320 NEMA 6-15R UL 498 A" 30690 ©
@ C-14 IEC 60320 @ NEMA L5-15R UL 498 A 30685 (9®)
@ C-14 IEC 60320 NEMA L6-15R UL 498 A 30695 ©

(1) Non-polarized configuration
(2) Argentine connector has the same configuration as the Australian/Chinese type of socket, except the line and neutral
conductors are reversed.

© 2004 International Configurations, Inc.

) Non-grounding 2 pole 2 wire

) Use only with equipment designed for switching from 250 volts to 125 volts
(5) 3 x 16 AWG conductors, SJT, 13 Ampere

) 3 x 14 AWG conductors, SJT, 15 Ampere
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INTERNATIONAL IEC 60320 C-19 ADAPTERS
2 Pole 3 Wire Grounding

)

IEC 60320 C-20

Connector Style “A” (Straight)

For Computers and Electronic Equipment - Converts European and

NEMA Plugs to IEC 60320 C-19 Outlets

Connector Style “B” (Angled)

IEC 60320 C-20

B (=t €

TYPICAL

IEC 60320 C-20

@7

TYPICAL

General Specification Data
15 Ampere 125 Volt, 15 Ampere 250 Volt, 10 Ampere 250 Volt, 20 Ampere 125 Volt, 20 Ampere 250 Volt

Rating:

Cord Specifications:

Cord Set Length:

12"

SJT, 14/3 AWG, 12/3 AWG

Material: PVC, Jacket Color Black
Conductor Color Code: Black, White, Green

PLUG PLUG PLUG  CONNECTOR  CONN. CONNECTOR CONN. CATALOG

CONFIG. ID. STANDARD  CONFIG. ID. STANDARD  STYLE NUMBER
@ C-20 IEC 60320 EU1-16R CEE 7 A" 31600 V@
@ C-20 IEC 60320 FR1-16R CEE 7 Variation "A" 31605 @
@ C-20 IEC 60320 UK1-13R BS 1363A "B 31610@
@ C-20 IEC 60320 UK2-15R BS 546A "B 31620
@ C-20 IEC 60320 @ AU2-15R AS/NZS 3112 "A" 31630
@ C-20 IEC 60320 SW1-10R SEV 1011 A" 31640 @
@ C-20 IEC 60320 @ IT2-16R CEl 23-16 X 31650 @
@ C-20 IEC 60320 DE1-10R AST 107 A" 31660 @
@ C-20 IEC 60320 IS1-16R Sl 32 "B 31670
@ C-20 IEC 60320 @ AR1-10R AS/NZS 3112 "A" 31635 @@
(=) C-20 IEC 60320 @ CH1-10R AS/NZS 3112 "A" 31630@
@ Cc-20 IEC 60320 NEMA 5-15R UL 498 A" 31680 @@
@ C-20 IEC 60320 NEMA 6-15R UL 498 A" 31690 @
@ C-20 IEC 60320 NEMA L5-15R UL 498 A" 31685 @4
@ C-20 IEC 60320 NEMA L6-15R UL 498 A 31695
@ C-20 IEC 60320 NEMA 5-20R UL 498 A" 31700 ®®
@ C-20 IEC 60320 NEMA 6-20R UL 498 A 31705
@ C-20 IEC 60320 NEMA L5-20R UL 498 X 31710 @)
@ C-20 IEC 60320 @) NEMA L6-20R UL 498 A" 317150

(1) Non-polarized configuration

(2) Argentine connector has the same configuration as the Australian/Chinese type of socket, except the line and neutral
conductors are reversed.

(8) Use only with equipment designed for switching from 250 volts to 125 volts

(4) 14/3 AWG SJT

(5) 12/3 AWG SJT

1
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INTERNATIONAL STEP-DOWN AUTO TRANSFORMERS - CONTINUOUS DUTY

220/240 Volt Input - 110/120 Volt Output 50/60 Hertz
Convert American Appliances And Equipment For Use On Foreign Voltages

These step-down transformers are supplied with European "SCHUKQO" USE AMERICAN 120 VOLT APPLIANCES IN EUROPE
CEE 7-7 plugs and NEMA 5-15R (15 ampere 125 volt) receptacles.

Adapters can be used to convert the line cord plug to other foreign |CATALOG WATTS WEIGHT DIMENSIONS
receptacles or the plug can be removed and replaced with the appropri- NUMBER (VA) LBS. H w D
ate foreign plug. Auto transformers change voltage levels only and not . . .
frequency (Hertz). 32010-EU 100 25 318" 258" 33/8"
32015-EU 150 3.3 3 1/8" 2 5/8“ 3 3/4"
SELECTING THE CORRECT SIZE AUTO TRANSFORMER 3202050 5% 38 S8 258 a4,
Determine equipment ampere usage then multiply amperes by the 32030-EU 300 45 31/8" 25/8" 45/8"
equipment’s operational voltage which equals watts(VA). 32035-EU 350 6.7 45/8" 37/8" 41/8"
EXAMPLE 3.6 amperes x 120 volts = 432 watts 32050-EU 500 87 45/8" 37/8" 43/4"
Select a 500 watt or larger transformer for this requirement. 32075-EU 750 124 45/8" 37/8" 55/8"
32100-EU 1000 13.7 45/8" 37/8" 6"
Auto transformers change voltage levels and not frequency from 50 to gg;gggg ;888 ;2-3 4 gﬁs" 2 gfg g ];g
60 cycle (hertz) or vice versa. Appliances using synchronous motors 32250-EU 2500 360 63/8" 538" 75/

should have the motor designed for the specific frequency if motor speed
is critical for proper operation of the appliance or equipment. NOT
recommended for use with refrigerators. Contact sales office for refrig-
eration type transformers.

NOTE: When using a transformer with more than one appliance at a
time, the total wattage of all appliances used together should not
exceed the maximum rated watts of the transformer.

ADAPTER OPTIONS: Use these adapters to convert the “SCHUKO”
CEE 7-7 power supply cord plug to a different plug configuration.

UK1-13P IT1-10P AU1-10P SW1-10P UK2-15P 1S1-16P
30140 30150 30220 30170 30195 30295 Transformers equipped with 6 foot power
U.K. ITALY  AUST/CHINA SWITZER  S.AJINDIA ISRAEL cord and “SCHUKO” CEE 7-7 plug.

INTERNATIONAL STEP-UP AUTO TRANSFORMERS - CONTINUOUS DUTY
110/115 Volt Input - 220/240 Volt Output 50/60 Hertz
Convert European Appliances And Equipment For Use On American Voltages

These step-up transformers are supplied with European USE EUROPEAN 230 VOLT APPLIANCES IN U.S.A.
"SCHUKOQ" CEE 7 receptacles and NEMA 5-15P (15 ampere
125 volt) plugs. Adapters canbe usedto convertthe “SCHUKO” |CATALOG WATTS NOMINAL WEIGHT DIMENSIONS
receptacle to various foreign receptacle configurations. Auto | NUMBER  (VA) AMPS  (LBS.) H w D
transformers change voltage levels only and not frequency . . .
(Hertz). NOT recommended for use with refrigerators. 32025-SUS 250 11 6 412" 334" 43/8
32035-SUS 350 1.5 7 41/2" 33/4" 45/8"
Transformers are equipped with 6 foot powercordand U.S.A.  |32050-SUS 500 2.1 8 412" 334" 478"
NEMA 5-15 plug. 32075-SUS 750 3.2 125 412" 334" 53/4
32100-SUS 1000 4.3 14.5 41/2" 33/4" 61/8"
NOTE: When using a transformer with more than one 32150-SUS 1500 6.5 19 412" 334 714
appliance at a time, the total wattage of all appliances 32200-5US 2000 8.7 25 412" 334 714

used together should not exceed the maximum rated watts

of the transformer.
ADAPTER OPTIONS Use these adapters to convert the SCHUKO
“SCHUKO” receptacle to a different receptacle configuration. OUTLET
NEMA 6-15R  UK1-13R IT1-10R AU1-10R SW1-10R IS1-16R / \
\ I
;
SCHUKO
CEE7
30100 30181 30230 30240 30190 30225 (EU1-16R)
US.A. UK. ITALY  AUST/CHINA SWITZER ISRAEL
© 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted. ~ www.InternationalConfig.com @ Ic |
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INTERNATIONAL “DUAL PURPOSE” STEP-DOWN OR STEP-UP AUTO TRANSFORMERS

DESIGNER LINE - CONTINUOUS DUTY

Operate Appliances And Equipment On Foreign Or North American Voltages
STEP-DOWN: USE AMERICAN APPLIANCES IN EUROPE, 220/240 Volt Input - 110/120 Volt Output 50/60 Hertz
STEP-UP: USE FOREIGN APPLIANCES IN NORTH AMERICA, 110/120 Volt Input - 220/240 Volt Output 50/60 Hertz

DESIGN FEATURES
1. Step-down output is a NEMA 5-15R (15 ampere 125 volt) grounded
receptacle(s). * Receptacle on these units are duplex type.
2. Step-up output is a combination European grounded and non-grounded outlet.
. European “SCHUKO” CEE 7-7 plug with five foot line cord.
**34300-EU with two foot line cord and “SCHUKO” CEE 7/7 plug.
4. On / Off power switch.
5. Power indicator light.
6
7

w

. Fused, replacement fuse on all units included.

. Durable carrying handle on 800, 1000, 1500, 2000 and 3000 watt models.
Auto transformers change voltage levels and not frequency from 50 to 60 cycle
(hertz) or vice versa. Appliances using synchronous motors should
have the motor designed for the specific frequency if motor speed is critical
for proper operation of the appliance or equipment.

* NOT recommended for use with refrigerators.

NOTE: FOR STEP-DOWN APPLICATIONS

» Adapters Catalog Nos. 30220 (Australia/China), 30140 (U.K.), 30150 (Italy),
30160 (ltaly), 30170 (Switzerland), 30195 (South Africa) and 30295 (Israel) can
be used when mating the auto transformer line cord plug with receptacles used
in those countries.

NOTE: FOR STEP-UP APPLICATIONS

* Adapter catalog Nos. 30130 can be used when mating the auto transformer
line cord plug with North American NEMA 5-15R receptacles.

CATALOG
NUMBER

WATTS WEIGHT

(VA)

LBS.

DIMENSIONS

H

w

D

34010-EU
34020-EU
34030-EU
34050-EU
34080-EU*
34100-EU*
34150-EU*
34200-EU*

100
200
300
500
800
1000
1500
2000

34300-EU*,** 3000

3
31/4”
31/2"
31/2”
41/2
4 3/4”
53/4”
6
53/4”

3"
31/2”
33/4”
4
51/4”
6 1/4”
6 3/4”
7112
7

5
5 3/4”
6"
61/2"
712"
9’
9 3/4”
9 3/4”
9 3/4”

50 WATT STEP-DOWN AUTO TRANSFORMER

Catalog No. 32350

Catalog No. 32350-A

Allows NEMA 1-15P (2 pole 2 wire) polarized and non-polarized plugs,
NEMA 5-15P (2 pole) plugs to mate with almost all European / International
receptacles that accept 4.0 mm or 4.8 mm round pins. Designed for use with
small electronic or motorized appliances rated 50 watts or less. Changes

[ (- |

4.0 MM DIAMETER TYPICAL

32350

220/240 input voltages to 110/120 output voltage. Will not convert frequency

from 50 to 60 cycle (hertz) or vice versa.

* NOT for use with heating appliances. |.E., lamps, hair dryers, hot plates,
irons, steamers and heating pads, etc.

» Grounding continuity not provided when NEMA 5-15P plugs are used with
Catalog No. 32350, 32350-A, 32360

4.0 mm DIAMETER

TYPICAL

32350-A

(7o)

\_I‘E]_J

1650 WATT STEP-DOWN VOLTAGE CONVERTER

CONVERTS 220-240 VOLT FOREIGN ELECTRICITY TO 110-120 VOLT

Catalog No. 32360 - Dual Setting Converter

* "LO” setting: 0-50 watts. For appliances not exceeding 50 watts:
calculators, rechargers, shavers, radios, electric toothbrushes.

« "HI” setting: 50-1650 watts. For “heating” appliances not exceeding 1650 watts:
coffee makers, hair dryers, travel irons, stylers/curlers, clothes steamers.

* NOT for use with electronic or motorized appliances.

52

45

)

4.0 MM DIAMETER TYPICAL

32360

i
b

1
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INTERNATIONAL TELEPHONE ADAPTERS

International Configurations, Inc. now offers a wide range of telephone adapters that allow standard American RJ11
telephone jacks to mate with European, United Kingdom and other international type telephone sockets. The items
listed below are intended for use with standard telephone equipment, modems, etc. Catalog numbers with a “-D” suffix
also provide a country specific telephone socket in addition to the RJ11 telephone jack.

Typical dual socket type
(RJ11 plus telephone socket)

Typical single RJ11 type

ADAPTER TYPE

Country Dual Single Catalog No.
Argentina.......cccccceeeeefone Yes....obooi s 33700-D
Australia ........c..ceuvveee. Yes. ..o 33175-D
Austria ....ccooeeveeeeieeenn ). Yes. ..o 33500-D
Belgium ......cccooerrnniin}n Yes....ofooiii o 33275-D
(2] = V| Yes ..o 33375-D
Czechoslovakia. ...........|... Yes. ..o 33525-D
Denmark.....cccceeveveennii}en. Yes ..o 33300-D
Finland ........cceovevnennenn. Yes. ..o 33250-D
France ....cccooevvevevvenei ). Yes. ..o 33150-D
Germany ......ccccceeeeennifoe Yes..ofoii o 33100-D
Germany .......ccceceennes Yes ..o o 33100-KT
Greece ....coovvevveveenennibns Yes ..o 33625-D
Holland .........cccccunee. (YT PR 33400-D
Hungary......ccooceeee ] Yes...of e, 33450-D
INdia oo Yes......|....... 33775
=1 o [ R Yes......|....... 33675-KT
1= Vo [EOOURURRRRTRRPPPRRIRN FUUPRPUPPPPRPY P Yes ...l 33675-KT
1 2= 1YY P NI U 33200-D
Japan ..., Yes ..o e 33425-D
Jordan ......coeeeeeveen ). (YT IR 33750-D
Korea....ccoovveveveeeiieci e b Yes......|....... 33650
Kuwait .......ccoevvevnrennnn. Yes. ... e 33800-D
Netherlands................}... Yes. ..o 33400-D
NOrWay ......cccoevvecvvenennf e Yes...ofooi s 33250-D
Poland .........coeevevnnnnnn. Yes. ... 33475-D
Russia ....coooevveiveeenn)en. Yes. ..o 33475-D
South Africa ... ). Yes. ... 33325-D
Sweden ......cooeeveevneeenns Yes. ..o 33225-D
Switzerland.................]... N (YT PR 33575-D
Turkey .....ooccecvveeeeeennnnfoe Yes...ofi s 33725-D
United Arab Emirates ..[...Yes......l.cccooeeerrinii ], 33825-D
United Kingdom...........|... Yes...ofoi s 33125-D
Yugoslavia........cccceeeeenfoee Yes...ofoie o 33550-D

© 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted.
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IEC 60320 C-13 CONNECTORS

2 Pole 3 Wire Grounding
15 Ampere 250 Volt / 10 Ampere 250 Volt

IEC 60320 C-13

70°C

“CE” MARK

Cat. No.  Approvals
287 57055-NS |3, 20, 22
@
hh%?ﬁ
57055-NS
I 57055-NSL |3, 20, 22
2
Fi 8744:1
61.5
57055-NSL
57055-M 3,20
57055-M
57070 3,4,9,
13,17,
18, 20, 22
]
!
¢ 81
57070

Description

Connector body.

Black thermoplastic, UL 94 V0.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 7 mm (0.276")
Max. cord O.D.- Internal cord grip = 10 mm (0.394”)

Max conductor size accepted by terminals = 2.5 mm

(14 AWG)

Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

Connector retaining clamp No. 81153 available (Use with
No. 57011 bolt-in type inlet only). Use clamp No. 81151 with
No. 57311 snap-in type inlet only.

Connector body.

Black thermoplastic, UL 94 V0.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 8.5 mm (0.335")
Max. cord O.D.- Internal cord grip = 10 mm (0.394”)

Max conductor size accepted by terminals = 2.5 mm

(14 AWG)

Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

Connector retaining clamp No. 81153 available (Use with
No. 57011 bolt-in type inlet only). Use clamp No. 81151 with
No. 57311 snap-in type inlet only.

Connector body. Heavy duty.

Black Nylon, 65°C.

Dust/moisture seal provided at cord grip.

Cord grip range = 9.0-16.5 mm (0.360-0.655")

Clamp type terminals accept 4.0 mm (12 AWG) conductors
Rating: 15 Amp-125 Volt, 10 Amp-250 Volt

Connector body. Down angle design.

Black thermoplastic, UL 94 VO.

Screw terminals.

Max. cord O.D. - External strain relief = 9 mm (0.354”)

Max. cord O.D.- Internal cord grip = 10 mm (0.394”)

Max conductor size accepted by terminals = 2.5 mm

(14 AWG)

Rating:15Amp-250Volt (UL/CSA),10Amp-250Volt(European)
“CE” MARK

NOTE: See connector body No. 57070-A, page 129, for
similar connector with compression type terminals.

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI

© 2004 International Configurations, Inc.
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IEC 60320 C-13 CONNECTORS IEC 60320 C-13

2 Pole 3 Wire Grounding
15 Ampere 250 Volt / 10 Ampere 250 Volt “CE” MARK .
Description Cat. No. Approvals
Connector body. Right angle. 57065-NS | 3, 20, 22 51
Black thermoplastic, UL 94 V0. ’k
Compression (box type) terminals. 21
Max. cord O.D. - External strain relief = 7 mm (0.276”)
Max. cord O.D.- Internal cord grip = 8 mm (0.315”)
Max conductor size accepted by terminals = 2.5 mm
(14 AWG)
Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK
57065-NS
Connector body. Right angle. 57065-NSL | 3, 20, 22 [km
Black thermoplastic, UL 94 V0.
Compression (box type) terminals. 21
Max. cord O.D. - External strain relief = 8.5 mm (0.335”)
Max. cord O.D.- Internal cord grip = 10 mm (0.394”)
Max conductor size accepted by terminals = 2.5 mm
(14 AWG)
Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
CE” MARK 57065-NSL
Connector body. Down angle. 57070-A 2,4,7, 28 40
Black thermoplastic. 12,13, _
Compression (box type) terminals. 14,17, m T
Max. cord O.D. - External strain relief = 8.5 mm (0.335") 18, 22 47
Max. cord O.D.- Internal cord grip = 9 mm (0.354") J 72
Max conductor size accepted by terminals = 2.5 mm T ]
(14 AWG) I
Rating: 10 Amp-250 Volt (VDE) I
CE” MARK 57070-A

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI

1
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IEC 60320 C-15 CONNECTORS IEC 60320 C-15

2 Pole 3 Wire Grounding
15 Ampere 250 Volt / 10 Ampere 250 Volt “CE” MARK prios
Cat. No. Approvals Description
31 57050 3,14, 17,| Connector body.

a 18, 20, 22| Black thermoplastic, UL 94 V0.
- Screw terminals.

Max. cord O.D. - External strain relief = 9 mm (0.354")

‘ 8 SSH Max. cord O.D.- Internal cord grip = 9 mm (0.354)
Max conductor size accepted by terminals = 1.5 mm
ﬂi (16 AWG)
Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

57050 Connector retaining clamp No. 81156 available (Use with

No. 57011 bolt-in type inlet only).

28.71 57050-NS |1, 3,20, | Connector body.
22 Black thermoplastic, UL 94 V0.
21 Compression (box type) terminals.
‘ 87 Max. cord O.D. - External strain relief = 7 mm (0.276”)
‘ [‘7 61.5— Max. cord O.D.- Internal cord grip = 10 mm (0.394”)

Max conductor size accepted by terminals = 2.5 mm
(14 AWG)

Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)

57050-NS “CE” MARK
Connector retaining clamp No. 81153 available (Use with

No. 57011 bolt-in type inlet only). Use clamp No. 81151 with
No. 57311 snap-in type inlet only.

Lo 57050-NSL |1, 3, 20, | Connector body.
22 Black thermoplastic, UL 94 VO.

‘ 87 o Compression (box type) terminals.
‘ "7 ' Max. cord O.D. - External strain relief = 8.5 mm (0.335”)
i Max. cord O.D.- Internal cord grip = 10 mm (0.394”)
Max conductor size accepted by terminals = 2.5 mm
(14 AWG)
57050-NSL Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

Connector retaining clamp No. 81153 available (Use with

30 No. 57011 bolt-in type inlet only). Use clamp No. 81151 with
r No. 57311 snap-in type inlet only.
i f=

57050-A |4, 13, 14,| Connector body.

& 58—~ 17,22 | Black thermoplastic.
Compression (box type) terminals.
CD:E Max. cord O.D. - External strain relief = 9 mm (0.354”)

Max. cord O.D.- Internal cord grip = 10 mm (0.394”)

" Max conductor size accepted by terminals = 4.0 mm

57050-A (12 AWG)

Rating: 10 Amp-250 Volt (VDE)
“CE” MARK

Connector retaining clamp No. 81156 available (Use with
No. 57011 bolt-in type inlet only).

57050-M 3,20 Connector body. Heavy duty.

Black Nylon, 65°C.

Dust/moisture seal provided at cord grip.

Cord grip range = 9.0-16.5 mm (0.360-0.655")

Clamp type terminals accept 4.0 mm (12 AWG) conductors
57050-M Rating: 15 Amp-125 Volt, 10 Amp-250 Volt

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-15 CONNECTORS
2 Pole 3 Wire Grounding

15 Ampere 250 Volt / 10 Ampere 250 Volt

“CE” MARK

IEC 60320 C-15

120°C

Description

Connector body. Right angle.

Black thermoplastic, UL 94 VO.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 7 mm (0.276”)
Max. cord O.D.- Internal cord grip = 10 mm (0.394”)

Max conductor size accepted by terminals = 2.5 mm

(14 AWG)

Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

Connector body. Right angle.

Black thermoplastic, UL 94 V0.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 8.5 mm (0.335”)
Max. cord O.D.- Internal cord grip = 10 mm (0.394”)

Max conductor size accepted by terminals = 2.5 mm

(14 AWG)

Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

Connector body. Right angle.

Black thermoplastic.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 8.5 mm (0.335”)
Max. cord O.D.- Internal cord grip = 9 mm (0.354”)

Max conductor size accepted by terminals = 2.5 mm
(14 AWG)

Rating: 10 Amp-250 Volt (VDE)

“CE” MARK

LEFT ANGLE CONNECTOR BODY

Connector body. Left angle.

Black thermoplastic.

Screw terminals.

Max. cord O.D. - External strain relief = 7 mm (0.276”)
Max. cord O.D.- Internal cord grip = 7 mm (0.276")

Max conductor size accepted by terminals = 1.5 mm

(16 AWG)

Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

Connector body. Down angle.

Black thermoplastic.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 8.5 mm (0.335")
Max. cord O.D.- Internal cord grip = 9 mm (0.354")

Max conductor size accepted by terminals = 2.5 mm
(14 AWG)

Rating: 10 Amp-250 Volt (VDE)

“CE” MARK

Cat. No.

Approvals

57060-NS

57060-NSL

57060-A

57075

57085

3, 20, 22

3, 20, 22

7,12, 13,
17,18, 22

3, 18, 20,
22

2,4,12,
13, 14,
17, 18, 22

51
r* 33

= 1t

e
=

57060-NS

51—
33—

\‘{
!\
n
=

57060-NSL

a

w
w
e

20

IRE:
3

=
)

{

57060-A

1]
Tl

Tﬁj

57075

7

5 ¢
[ ]
Pf‘a

N

N

57085

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-14 PLUGS

2 Pole 3 Wire Grounding
15 Ampere 250 Volt / 10 Ampere 250 Volt

IEC 60320 C-14

ah

70°C

“CE” MARK

Cat. No. Approvals
29 57030-NSL | 3, 20, 22
85.5———1
60 ——=
57030-NSL
TZQL 57030 3, 20, 22
‘ 81 - ‘
57030
29 57030-A | 2,7,12,
r 13, 14,
21 17, 22
hﬁﬂ
—__ 1
57030-A
57035 3, 18, 20
rasﬁ
57035

Description

Attachment plug.

Black thermoplastic, UL 94 V0.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 8 mm (0.315”)
Max. cord O.D.- Internal cord grip = 8 mm (0.315”)

Max conductor size accepted by terminals = 2.5 mm

(14 AWG)

Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

Connector retaining clamp No. 81154 available (Use with
No. 57120 bolt-in type outlet only). Use clamp No. 81155
with No. 57320 snap-in type outlet only.

Attachment plug.

Black thermoplastic, UL 94 V0.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 7 mm (0.276”)
Max. cord O.D.- Internal cord grip =8 mm (0.315”)

Max conductor size accepted by terminals = 2.5 mm

(14 AWG)

Rating:10 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

Connector retaining clamp No. 81154 available (Use with
No. 57120 bolt-in type outlet only). Use clamp No. 81155
with No. 57320 snap-in type outlet only.

Attachment plug.

Black thermoplastic.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 7 mm (0.276")
Max. cord O.D.- Internal cord grip = 10 mm (0.394”)
Max conductor size accepted by terminals = 2.5 mm
(14 AWG)

Rating:10 Amp-250 Volt (VDE)

“CE” MARK

Connector retaining clamp No. 81159 available (Use with
No. 57120 bolt-in type outlet only).

Attachment plug.

Black thermoplastic, UL 94 V0.

Screw terminals.

Max. cord O.D. - External strain relief = 8 mm (0.315”)
Max. cord O.D.- Internal cord grip =8 mm (0.315”)

Max conductor size accepted by terminals = 2.5 mm

(14 AWG)

Rating:10 Amp-250 Volt (UL/CSA),6 Amp-250 Volt (SEV)
“CE” MARK

Right angle cable entry cover can be rotated to allow cable
to exit at 90°, 180°, 270° or 360°.

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-14 PLUGS IEC 60320 C-14

2 Pole 3 Wire Grounding @
15 Ampere 250 Volt / 10 Ampere 250 Volt “CE” MARK
70°C

Description Cat. No. Approvals
Attachment plug. Right angle. 57040-NSL |3, 20, 22 ’ku%‘
Black thermoplastic, UL 94 VO. —
Compression (box type) terminals.
Max. cord O.D. - External strain relief = 8 mm (0.315”)
Max. cord O.D.- Internal cord grip = 8 mm (0.315”) ;704’4 25—
Max conductor size accepted by terminals = 2.5 mm i ;
(14 AWG) 21
Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE) : @ !

CE” MARK 57040-NSL

Attachment plug. Right angle. 57040 3, 20, 22

Compression (box type) terminals.
Max. cord O.D. - External strain relief = 7 mm (0.276”)
Max. cord O.D.- Internal cord grip = 8 mm (0.315”)

70
4.
Max conductor size accepted by terminals = 2.5 mm hﬁ»
(14 AWG) -.

Rating:10 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

47
Black thermoplastic, UL 94 VO. Eﬂ
4.5
I
21
1

57040

Attachment plug. Right angle. 57040-A 22
Black thermoplastic.

Compression (box type) terminals.

Max. cord O.D. - External strain relief = 7 mm (0.276”)
Max. cord O.D.- Internal cord grip = 10 mm (0.394”)

hsoﬂ
i
21
1
68
; : rkm q
Max conductor size accepted by terminals = 2.5 mm

(14 AWG)
Rating: 10 Amp-250 Volt (VDE)
“CE” MARK

57040-A

LEFT ANGLE PLUG
Attachment plug. Left angle. 57045 3, 18, 20,

Black thermoplastic. 22
Screw type terminals. O
l: 26

Max. cord O.D. - External strain relief = 7 mm (0.276”)
Max. cord O.D.- Internal cord grip = 10 mm (0.394”)
Max conductor size accepted by terminals = 2.5 mm . q
(14 AWG) 19£ h
Rating:15 Amp-250 Volt (UL/CSA),10 Amp-250 Volt (VDE)
“CE” MARK

57045

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-14 INLETS IEC 60320 C-14

2 Pole 3 Wire Grounding

15 Ampere 250 Volt (UL / CSA); 10 Ampere 250 Volt (International) "CE" MARK @

Cat. No. Approvals Description

57011 |3,4,7,9, Power inlet. Screw on panel mount, front

40 — 12,13, or rear. Black thermoplastic, polyamid 6.6.
"%I?Il\? *l» 14,17, Brass terminals, tin plated. Quick discon-
' 18,20, 22| nect terminals, 6.3 x 0.8 mm (.250" x .032").

‘ R3 . 20
& MAX. @ MIN.
\
M3

MOUNTING HOLE 57013 |3,4,7,9, Same as inlet No. 57011 except with 4.8 x

12,13, 0.8 mm (.187" x .032") quick disconnect

14,17, terminals.
18, 20, 22
48 — 28.5
40 —~ st.sq
‘ \| |
Ch [
‘ ‘ ; 57015 |3,4,7,9, Same as inlet No. 57011 except with 3.5 x
k 12, 13, 0.8 mm (.138" x .032") solder terminals.
3.5 DIA. THRU 14,17,
6.3 X 90° C'SINK 18, 20, 22
TYPICAL

57011, 57013, 57015

57311 |3,4,7,9, Power inlet. Snap-in panel mount for 1.5

12, 13, mm thick panels. Black thermoplastic,

14,17, polyamid 6.6. Brass terminals, tin plated.
‘27-5f8'2’ 18,20, 22|  Quick disconnect terminals, 6.3 x 0.8 mm
‘ (.250" x .032").

57313 |3,4,7,9, Same as inlet No. 57311 except with 4.8 x

MOUNTING HOLE 12,13, 0.8 mm (.187" X 032") quick disconnect
14,17, terminals.
18, 20, 22

30 28.5
ﬁ |=—255
@ } — 57315 |3,4,7,9, Same as inlet No. 57311 except with 3.5 x
23

o 12,13, 0.8 mm (.138" x .032") solder terminals.
R _ 14,17,
»H« 18, 20, 22
TYPICAL 15 Note: Snap-in models are available for
1.0, 1.2, 2.0, 2.5 and 3.0 mm thick panels.
57311, 57313, 57315 Minimum quantity may apply.

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-14 INLETS
2 Pole 3 Wire Grounding

15 Ampere 250 Volt (UL / CSA); 10 Ampere 250 Volt (International)

IEC 60320 C-14

"CE" MARK @

70°C

Description

Power inlet, right angle PC mount. Screw
on panel mount from rear. Wave solderable
and washable in aqueous solutions. Black
thermoplastic UL 94 V-O. Brass contacts,
nickel plated. Terminals tin plated.

Power inlet, right angle PC mount. Screw
on panel mount from rear. Wave solderable
and washable in aqueous solutions. Black
thermoplastic, polyamid 6.6. Brass con-
tacts, tin plated. Terminals silver, tin plated.

Cat. No. Approvals

57610

57620

3,17, 18,
20, 22

3,17, 18,
20, 22

K
051, m_f.e DIA.
] 36

7 201 DIA.

40 +0.15~
PIN SPACING

57610

L40 10.15’1

PIN SPACING

57620

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-14 POWER ENTRY MODULES IEC 60320 C-14

2 Pole 3 Wire Grounding

15 Ampere 250 Volt (UL / CSA); 10 Ampere 250 Volt (International) "CE" MARK @

Cat. No. Approvals Description
27.5+0.2 57715 |3,17,18, Power entry module. Integral double pole
o ?g)agEECUES 20, 22 (DPST) on/off switch. Screw mount from
O,/f front or back. 0.187” x 0.32” (4.8 x 0.8 mm)
' quick connect terminals. Black UL 94 V-0
02 02 )01 thermoplastic body.
4207 510,15 15 Ampere - 250 Volt (UL/CSA)
10 Ampere - 250 Volt (International)
o 1
MOUNTING HOLE
f==— 30 —= f~ 31.7
= 27.2 ™ o r* 2
©
Han i iny
59 51 417 E‘
. i3.2 DIA. THRU
6.3 X 90° C'SINK
57715
36 201 57710 |3,17, 18, Power entry module. Integral single pole
02 20, 22 (SPST) on/off switch. Screw mount from
775 0 front or back. 0.187” x 0.32” (4.8 x 0.8 mm)
Ro5 quick connect terminals. Black UL 94 V-0
o| *3, 315 +_%-2 thermoplastic body.
10 Ampere - 250 Volt (UL/CSA)
10 Ampere - 250 Volt (International)
M3
MOUNTING HOLE

{2

57710

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-14 POWER ENTRY MODULES IEC 60320 C-14

2 Pole 3 Wire Grounding @
15 Ampere 250 Volt (UL / CSA); 10 Ampere 250 Volt (International) "CE" MARK .

Description Cat. No. Approvals

Power entry module. Integral double pole 57725 |3,17,18, 102
(DPST) on/off switch. Snap-in mount. 20, 22 75 g
0.187” x 0.32” (4.8 x 0.8 mm) quick connect
terminals. Black UL 94 V-0 thermoplastic
body. R0
15 Ampere - 250 Volt (UL/CSA), 42102
10 Ampere - 250 Volt (International)

MOUNTING HOLE

T
;

445417

57725
Power entry module. Integral single pole 57720 |3,17, 18, 02
(SPST) on/off switch. Snap-in mount. 20, 22 215 o
0.187” x 0.32” (4.8 x 0.8 mm) quick connect
terminals. Black UL 94 V-0 thermoplastic R25
body. +o'2 315 02
10 Ampere - 250 Volt (UL/CSA), o 0
10 Ampere - 250 Volt (International)

MOUNTING HOLE

e
RN =
T (| ﬁ

Note: Snap-in models are available for Slant

1.0, 2.0 and 2.5 mm thick panels.
Also available with illuminated switches. 57720

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SlIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-14 POWER ENTRY MODULES IEC 60320 C-14

2 Pole 3 Wire Grounding

10 Ampere 250 Volt (International); 10 Ampere 250 Volt (UL / CSA) "CE" MARK @

Cat. No. Approvals Description
57211 |3,4,7,9, Power entry module, single pole. Screw
36 12,13, on panel mount, front or rear. Black
27.5 +_8-2 14,17, thermoplastic, polyamid 6.6. Brass nickel
18, 20, 22| plated terminals and contacts. Fuse drawer
° ,\RASAX 530 5+0.2 for 5 x 20 mm fuse and spare fuse compart-
: ~-0 ment. Quick disconnect terminals, 6.3 x 0.8
jit mm (.250" x .032").
M3
MOUNTING HOLE

57213 |3,4,7,9, Same as power entry module No. 57211
12,13, except with 4.8 x 0.8 mm (.187" x .032")

44— [‘fg\;fs 14,17, | quick disconnect terminals.
T =23 18, 20, 22
- 34 :
L —[ - 57215 |3,4,7,9, Same as power entry module No. 57211
3.5 DIA. THRU A pz 5 12,13, except with 3.5 x 0.8 mm (.138" x .032")
6.3 X 90° C'SINK ' 14,17, solder terminals.
TYPICAL 18, 20, 22
57211, 57213, 57215
57411 |3,4,7,9, Power entry module, single pole. Snap-in
12, 13, mount for 1.5 mm thick panels. Black
14, 17, thermoplastic, polyamid 6.6. Brass nickel
02 18, 20, 22 plated terminals and contacts. Fuse drawer
*‘27-5 fo' for 5 x 20 mm fuse and spare fuse compart-
Ra ment. Quick disconnect terminals, 6.3 x 0.8
0.2 mm (.250" x .032").
MAX. | 31.5%
MOUNTING HOLE 57423 |3,4,7,9, Same as power entry module No. 57411
12, 13, except with 4.8 x 0.8 mm (.187" x .032")
14,17, quick disconnect terminals.

18, 20, 22

] ﬁi%%q

@ . 57425 |3,4,7,9, Same as power entry module No. 57411

34 12,13, except with 3.5 x 0.8 mm (.138" x .032")
i - 14,17, solder terminals.
*H*1.5 18, 20, 22
TYPICAL

Note: Snap-in models are available for
57411, 57423, 57425 1.0, 1.2, 2.0, 2.5 and 3.0 mm thick panels.

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-14 POWER ENTRY MODULES IEC 60320 C-14

2 Pole 3 Wire Grounding

10 Ampere 250 Volt (International); 10 Ampere 250 Volt (UL / CSA) "CE" MARK @

Description Cat. No. Approvals

Power inlet with single pole fuseholder. 57510 |3, 17, 18,
Screw on panel mount, front or rear. Black 20, 22 36 +0.1
fiberglass reinforced thermoplastic (PETP) 27.5428.2
UL 94 V-O. Brass contacts, nickel plated.
Brass terminals, silver and tin plated. Quick R2.5 02

disconnect terminals, 4.8 x 0.8 mm ® T8_2 % 31573
M

(.187" x .032").
Fuse drawers listed below. Order separate

. 3
from power inlets.

MOUNTING HOLE

Power inlet with double pole fuseholder. 57520 |3,17, 18,
Screw on panel mount, front or rear. Black 20. 22 44—
fiberglass reinforced thermoplastic (PETP) ’ 36—

UL 94 V-O. Brass contacts, nickel plated. T
Brass terminals, silver and tin plated. Quick 1 @@ 34
disconnect terminals, 4.8 x 0.8 mm m] ‘ i

(-187" x .032").

Fuse drawers listed below. Order separate 3.2 DIA. THRU 2
from power inlets. 6.3 X 90° C'SINK
TYPICAL

Power inlet with single pole fuseholder. 57530 |3,17, 18, 57510, 57520
Snap-in panel mount. Black fiberglass 20, 22
reinforced thermoplastic (PETP) UL 94
V-O. Brass contacts, nickel plated. Brass
terminals, silver and tin plated. Quick
disconnect terminals, 4.8 x 0.8 mm +0.2
(.187" x .032"). *‘27-5 0
Snap-in mount to 1.5 mm thick panels.

Snap-in models available for 2.0 mm and R2.5 +0.2
2.5 mm thick panels. Contact Factory. f8_2 31.5 0y
Fuse drawers listed below. Order separate

from power inlets.

f

MOUNTING HOLE

Power inlet with double pole fuseholder. 57540 |3.17.18
Snap-in panel mount. Black fiberglass 20. 22

reinforced thermoplastic (PETP) UL 94 - 30 )
V-O. Brass contacts, nickel plated. Brass »‘ 4 4.

terminals, silver and tin plated. Quick
disconnect terminals, 4.8 x 0.8 mm @ ?
(187" x .032"). 34

Snap-in mount to 1.5 mm thick panels. FUSE

Snap-in models available for 2.0 mm and e
2.5 mm thick panels. Contact Factory.
Fuse drawers listed below. Order separate TYPICAL

from power inlets. 57530, 57540

FUSEDRAWERS FOR POWER INLETS
5 x 20 mm 5x20 mm 1-POLE + SPARE 2-POLE BLACK w/
1-POLE BLACK 2-POLE BLACK FUSE CASE shorting bar in the neutral side

Standard 57551 57561 57571 57581
* Medical 57552 57562 57572 57582
* Standards: IEC 601-1, BS 5724 part 1, DIN/VDE 0750 part 1 (for medical applications)

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-13 OUTLETS

IEC 60320 C-13

2 Pole 3 Wire Grounding
15 Ampere 250 Volt (UL / CSA); 10 Ampere 250 Volt (International) "CE" MARK

70°C

Cat. No.

Approvals

57120

325

+0.2
MAX 02480

MOUNTING HOLE 57125

305
[=27.5

— 57130

90° C'SINK
TYPICAL

57120, 57125, 57130

57320

r‘ 32.5 ~—J
R4 +0.2
24-8 -O

MOUNTING HOLE

30.5
27.5

j — 57330

57345

TYPICAL
57320, 57345, 57330

3,7,9,

12,13,

14,17,
18, 20, 22

3,7,9,

12,13,

14,17,
18, 20, 22

3,7,9,

12, 13,

14,17,
18, 20, 22

3,7,9,

12,13,

14,17,
18, 20, 22

3,7,9,

12,13,

14,17,
18, 20, 22

3,7,9,

12, 13,

14,17,
18, 20, 22

Description

Power outlet. Screw on panel mount, front
or rear. Black thermoplastic, polyamid 6.6.
Brass terminals, tin plated. Quick discon-
nect terminals, 6.3 x 0.8 mm (.250" x .032").
Models available with shuttered contacts.

Same as power outlet No. 57120 except
with 4.8 x 0.8 mm (.187" x .032") quick
disconnect terminals.

Same as power outlet No. 57120 except
with 3.5 x 0.8 mm (.138" x .032") solder
terminals.

Power outlet. Snap-in panel mount for 1.5
mm thick panels. Black thermoplastic,
polyamid 6.6. Brass contacts, tin plated.
Brass terminals, tin plated. Quick discon-
nect terminals, 6.3 x 0.8 mm (.250" x .032").

Same as power outlet No. 57320 except
with 4.8 x 0.8 mm (.187" x .032") quick
disconnect terminals.

Same as power outlet No. 57320 except
with 3.5 x 0.8 mm (.138" x .032") solder
terminals.

Note: Snap-in models are available for
1.0, 1.2, 2.0, 2.5 and 3.0 mm thick panels.

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-13 OUTLETS IEC 60320 C-13

2 Pole 3 Wire Grounding .
"CE" MARK m

15 Ampere 250 Volt (UL / CSA); 10 Ampere 250 Volt (International) S
70°
Description Cat. No. Approvals
Power outlet, right angle PC mount. 57630 |3 17.18
Screw on panel mount from rear. Wave 20 22
solderable and washable in aqueous ’
solutions. Black thermoplastic UL 94 V-O.
Brass contacts, tin plated. Brass terminals, 3.45 DIA.
. 2 HOLES
tin plated.
MOUNTING HOLE
57630
Power outlet, surface mount design. 57640 | 3. 4. 13
Black thermoplastic. Quick disconnect 17 18. 20
terminals, 6.3 x 0.8 mm (.250" x .032"). T F 35 — =
24
! ;
R2 e 17
@X MAX Y
M3 -2 PLCS.
MOUNTING HOLE

45 —35
’—— 35 ——ﬁ‘ ﬁ 22 ﬂﬂ
94

3.0 DIA. THRU
5.5 x 90° C'SINK

57640

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-13 / C-14 OUTLET-INLET IEC 60320 C-13/C-14

2 Pole 3 Wire Grounding 0 0 1) (4 ] I
10 Ampere 250 Volt (Int'l); 10 Ampere 250 Volt (UL / CSA), "CE" MARK
70°C
Cat. No. Approvals Description
33+05 L 57350 |3, 17, 18, Combination power outlet-inlet. Snap-in
T -0 20, 22 mount. Black thermoplastic, polyamid 6.6.
R2 T Brass terminals, nickel plated. Quick
disconnect terminals, 4.8 x 0.8 mm
X (.187" x .032").
J Ground terminals NOT connected.
MOUNTING HOLE
j—‘ 325
287 F 57355 |3, 17, 18, Combination power outlet-inlet. Snap-in
b= 20, 22 mount. Black thermoplastic, polyamid 6.6.
Brass terminals, nickel plated. Quick
disconnect terminals, 4.8 x 0.8 mm
(.187" x .032").
I_.A=0.8-12, X=50.3 i
A—!] A= 15 20 X=t05 Ground terminals are connected.
57350, 57355

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-16 INLETS IEC 60320 C-16

2 Pole 3 Wire Grounding @
15 Ampere 250 Volt (UL / CSA); 10 Ampere 250 Volt (International) "CE" MARK

120°C
Description Cat. No. Approvals
Power inlet. Screw on panel mount, front 57021 3,4,7,
or rear. Black thermoplastic, polyamid 6.6. 12,13, 40—
Brass terminals and contacts, tin plated. 14,17, 27 5
Quick disconnect terminals, 6.3 x 0.8 mm 18, 20, 22 MIN

250" x .032"). . I
( ) - “%PN

MOUNTING HOLE

Same as inlet No. 57021 except with 4.8 x 57025 | 3,4,7,
0.8 mm (.187" x .032") quick disconnect 12, 13,
terminals. 14,17,

18, 20, 22 28.5

40 — st.sq
> *
- 23 o
Same as inlet No. 57021 except with 3.5 x 57023 3,4,7, #
0.8 mm (.138" x .032") solder terminals. 12,13, | THRU *‘ 25
14,17, 3 X 90° C'SINK
18, 20, 22 TYPICAL
57021, 57025, 57023

Power inlet. Snap-in panel mount for 1.5 57321 3,4,7,
mm thick panels. Black thermoplastic, 12, 13,
polyamid 6.6. Brass terminals and contacts, 14,17,
tin plated. Quick disconnect terminals, 6.3 x 18, 20, 22 0.2

+0.
0.8 mm (.250" x .032"). ‘ 2757

R3 +0.2
20 -0
) 1

Same as inlet No. 57321 except with 4.8 x 57325 3,4,7,
0.8 mm (.187" x .032") quick disconnect 12, 13, MOUNTING HOLE
terminals. 14,17,

18, 20, 22

30 28.5
=255
Same as inlet No. 57321 except with 3.5 x 57323 3,4,7, @ f —

0.8 mm (.138" x .032") solder terminals. 12, 13, 23 o
14,17, _
18, 20, 22 A L«
1.5
Note: Snap-in models are available for TYPICAL
1.0, 1.2, 2.0, 2.5 and 3.0 mm thick panels. 57321, 57325, 57323

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-7 AND C-8 CLASS Il IEC 60320 C-7, C-8

2 Pole 2 Wire, 2.5 Ampere 250 Volt @
70°C
|
Cat. No. Approvals Description
57701 =21~ 57701 |3, 13,17, C-8 power inlet. Screw mount. Black
6-5ﬂ r 18,20, 22| thermoplastic. UL 94 V-O, PBT (30%
1 Glassfiber). Solder terminals 1.5 x 2.3 mm.
15 []:[ja "CE" MARK
1 57703 |3,13, 17, C-8 power inlet. Snap-in mount. Black
18, 20, 22 thermoplastic. UL 94 V-O, PBT (30%
Glassfiber). Solder terminals 1.5 x 2.3 mm.
57703 "CE" MARK
rzsji jfzir 57702 |3,17,20,| C-7 outlet. Bolt in. Panel mount. Black
22 thermoplastic. Solder terminals.
16 "CE" MARK
Kl 81900 22 Europlug detachable cord set. 1.8 meters
long. Black. Rated 2.5 ampere 250 volt.
C-7 connector and CEE 7 / 16 plug.
57702 s 5 83900 1 United Kingdom detachable cord set. 1.8
Imﬁ Fzg meters long. Black. Rated 2.5 ampere 250
volt. C-7 connector and BS 1363A plug.
i . 84900 | 6 Australian detachable cord set. 1.8

meters long. Black. Rated 2.5 ampere 250
volt. C-7 connector and Australian plug.
80900 3, 20 NEMA 1-15P detachable cord set. 1.8
meters long. Black. Rated 2.5 ampere 250
volt. C-7 connector and NEMA 1-15 plug.

v g (Tl _;8 NOTE: See cord set section pages 14-26
\_\ for mating detachable cords for use in

various countries.

All dimensions are in millimeters (1 mm = 0.039")

IEC 60320 C-6 INLET IEC 60320 C-5, C-6
2 Pole 2 Wire, 2.5 Ampere 250 Volt
70°C
Cat. No. Approvals Description
57705 57705 | 3, 4, 13, C-6 power inlet. Screw mount front or rear.
17, 18, UL 94 V-O rated black thermoplastic.
20, 22 Solder terminals.
"CE" MARK

90035 |3, 20, 22 IEC 60320 jumper cord. C-14 plug, C-5
connector. 10A-250V, 2.5A-250V 18/3
90035 “CE” MARK AWG, SJT, 105°C / 1.0 mm HO5VV-F.
Black. 1.8 meters (6 foot). UL, CSA, VDE
A ] > o approvals. “CE” Mark.
E! NOTE: See cord set section pages 14-26
for mating detachable cords for use in
various countries.

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-19 CONNECTORS
2 Pole 3 Wire Grounding

20 Ampere 250 Volt (UL / CSA); 16 Ampere 250 Volt (International)

EC 60320 C-19

"CE" MARK

70°C
Description Cat. No. Approvals
Connector body. 57090 3, 18, 20, ¢3o»‘
Black thermoplastic. 22 1
Screw terminals. ) J‘
Max. cord O.D. - External strain relief = 9 mm (0.354")
Max. cord O.D.- Internal cord grip = 10 mm (0.394”) g
Max conductor size accepted by terminals = 4.0 mm
(12 AWG)
Rating: 20 Amp-250 Volt (UL/CSA),16 Amp-250 Volt (VDE)
Connector retaining clamp No. 81154 available (Use 57090
with No. 57081 bolt-in type inlet only).
Right angle connector available. Cat.# 57090-RA
Connector body. 57090-A 3, 20 *32*‘
Black thermoplastic. TT 7
Screw terminals. @A
Max. cord O.D. - External strain relief = 9 mm (0.354”) )
Max. cord O.D.- Internal cord grip = 11 mm (0.433") %—eai ‘
Max conductor size accepted by terminals = 4.0 mm
(12 AWG)
Rating: 20 Amp-250 Volt (UL/CSA) [W:l
“CE” MARK
Connector retaining clamp No. 81115 available (Use 57090-A
with No. 57081 bolt-in type inlet only).
Connector body. 57090-V 3, 20
Black thermoplastic, 65°C.
Compression terminals.
Max. cord O.D. - External strain relief = 12 mm (0.472”)
Max. cord O.D.- Internal cord grip = 12 mm (0.472”)
Max conductor size accepted by terminals = 4.0 mm
(12 AWG)
Rating: 20 Amp-250 Volt (UL/CSA)
Connector retaining clamp No. 81115 available (Use 57090-V
with No. 57081 bolt-in type inlet only).
Connector body. Heavy duty. 57090-M 3, 20
Black Nylon, 65°C.
Dust/moisture seal provided at cord grip.
Cord grip range = 9.0-16.5 mm (0.360-0.655")
Clamp type terminals accept 4.0 mm (10 AWG) conductors
Rating: 20 Amp-250 Volt (UL/CSA)
Connector body. 57091 22 57090-M
Black rubber.
Screw terminals.
Max. cord O.D. - External strain relief = 11 mm (0.433”)
Max. cord O.D.- Internal cord grip = 9 mm (0.354")
Max conductor size accepted by terminals = 2.5 mm
(14 AWG)
Rating: 16 Amp-250 Volt (VDE)
“CE” MARK
NOTE: See pages 38-39 for molded
cord sets with C-19/C-20 connectors. 57091

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-20 PLUGS IEC 60320 C-20

2 Pole 3 Wire Grounding @
20 Ampere 250 Volt (UL / CSA); 16 Ampere 250 Volt (International) "CE" MARK -

Cat. No. Approvals Description
33»‘ 57110 3,18, 20, Attachment plug.
1—r 22 Black thermoplastic.
ZL Screw terminals.

Max. cord O.D. - External strain relief = 9 mm (0.354”)

Fjssgsﬂ Max. cord O.D.- Internal cord grip = 10 mm (0.394”)

ﬂ Max conductor size accepted by terminals = 4.0 mm
(12 AWG)
Rating: 20 Amp-250 Volt (UL/CSA),16 Amp-250 Volt (VDE)
57110 “CE” MARK
Connector retaining clamp No. 81154 available (Use
with No. 57100 bolt-in type inlet only).
Right angle plug available. Cat. # 57110-RA
== 37—~ 57110-V 3, 20 Attachment plug.
T Black thermoplastic, 65°C.

35 = Compression terminals.

L. = Max. cord O.D. - External strain relief = 12 mm (0.472”)

ij—ﬂ Max. cord O.D.- Internal cord grip = 12 mm (0.472”)
Max conductor size accepted by terminals = 4.0 mm

[ﬂjﬁ ] (12 AWG)
Rating: 20 Amp-250 Volt (UL/CSA)

57110-V

All dimensions are in millimeters (1 mm = 0.039")

NOTE: See pages 38-39 for molded cord sets with C-19/C-20 connectors.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-20 INLETS
2 Pole 3 Wire Grounding

20 Amp 125 Volt, 16 Amp 250 Volt

IEC 60320 C-20

(UL / CSA): 16 Amp 250 Volt (Intl) "CE" MARK @

70°C

Description

Power inlet, IEC 60320 C-20. Screw on
panel mount. Black thermoplastic, UL 94 V-
0. Brass terminals and contacts, nickel
plated. Quick disconnect terminals, 6.3 x
0.8 mm (.250" x .032").
UL / CSA rated: 20 ampere 125 volt

16 ampere 250 volt
VDE, SEMKO, SEV, NEMKO, DEMKO, FI,
SETI, KEMA rated: 16 ampere 250 volt

Same as inlet No. 57081 except with 4.0 x
0.8 mm (.157" x .032") solder terminals.

Power inlet, IEC 60320 C-20. Screw on
panel mount. Black thermoplastic. Brass
terminals and contacts, nickel plated. Screw
/ compression terminals.

UL / CSA rated: 20 ampere 125 volt

20 ampere 250 volt
VDE rated: 16 ampere 250 volt

Cat. No. Approvals

57081 | 3,4,7,
12, 13,
17,18,

20, 22

57082 | 3,4,7,
12,13,
17,18,

20, 22

57080 3,18,

20, 22

MOUNTING HOLE

o I
=3E

J

L 3.2 DIA. THRU
6 X 90° C'SINK

TYPICAL

32
-5

57081,

57082

=

MOUNTING HOLE

53
42
<

29!

/

L 3.2 DIA. THRU
6 X 90° C'SINK

e
;l:m

57080

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-20 INLETS

2 Pole 3 Wire Grounding
20 Amp 125 Volt, 20 Amp 250 Volt

IEC 60320 C-20

(UL / CSA); 16 Amp 250 Volt (Intl) "CE" MARK @

70°C

Cat. No. Approvals

MOUNTING HOLE

36

—
|

]
il

«

I

57740

32.2
32.0

.ﬁ
s

R 3.0 MAX.
24.0

MOUNTING HOLE

r ]
T

=5

|

57745

57740

57745

3, 20, 22

3, 20, 22

Description

Power inlet, IEC 60320 C-20. Snap-in
mount to 1.5 mm thick panels. Black
thermoplastic. Brass terminals and con-
tacts, nickel plated. Quick disconnect
terminals, 6.3 x 0.8 mm (.250" x .032").

UL / CSA rated: 20 ampere 125 volt
20 ampere 250 volt

VDE rated: 16 ampere 250 volt

NOTE: Snap-in models available for
different panel thicknesses.

Same as inlet No. 57740 except with 4.0 x
0.8 mm (.157" x .032") solder terminals.

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-20 POWER ENTRY MODULES IEC 60320 C-20

2 Pole 3 Wire Grounding @
20 Amp 125 Volt, 20 Amp 250 Volt (UL / CSA); 16 Amp 250 Volt (Int'l) "CE" MARK -

Description Cat. No. Approvals
Power entry module. Integral double pole 57730 |3, 20, 22 30,5
(DPST) on/off switch. Screw mount from Fﬂw

thermoplastic body. 670 20,10
Rated 20 Ampere -125 Volt, 20 Ampere -

250 Volt (UL/CSA), 16 Ampere - 250 Volt C\%{

. DIA. 3.6 THRU
(International). (2) PLACES

MOUNTING HOLE

f=—36 — 56.8
f=-32.2 4.8 [‘7 52
©
67 57 46.2

DIA. 3.3 THRU ,‘ 26.6 L

DIA 6.4 COUNTERBORE
57730

front or back. 6.3 x 0.8 mm (.250" x .032") 07—(
quick connect terminals. Black UL 94 V-0 “Rjggj

Power entry module. Integral double pole 57735 |3, 20, 22
(DPST) on/off switch. Snap-in mount to 1.5 ['302.-150
mm thick panels. 6.3 x 0.8 mm (.250" x

.032") quick connect terminals. Black UL 94

V-0 thermoplastic body. R2.95
Rated 20 Ampere -125 Volt, 20 Ampere - o j06-150
250 Volt (UL/CSA), 16 Ampere - 250 Volt T
(International).

NOTE: Snap-in models available for MOUNTING HOLE

different panel thicknesses.

~—36 56.8
=322+ 4.8 52

QR=

15

’l 26.6 L

57735

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-19 OUTLETS IEC 60320 C-19

2 Pole 3 Wire Grounding
20 Amp 125 Volt, 20 Amp 250 Volt (UL / CSA); 16 Amp 250 Volt (Int'l) "CE" MARK

70°C

Cat. No. Approvals Description

57100 |3, 17,18, Power outlet. Screw on panel mount.

45— 20, 22 Black thermoplastic. Brass horizontal

38 terminals and contacts, nickel plated.

f Quick disconnect terminals, 6.3 x 0.8 mm
. R3 . " "
@ Max. & 30 (.250" x .032").
\ UL / CSA rated: 20 ampere 125 volt
M

20 ampere 250 volt

3 VDE rated: 16 ampere 250 volt
MOUNTING HOLE NOTE: Available with screw terminals.
Catalog number 57100-A
Rated: 16 ampere 250 volts.
European approvals only.

55 — ] 41—
45 %38%

& [Js

3.2 DIA. THRU
6 X 90° C'SINK

57100 57105 | 3,7,17, Power outlet. Screw on panel mount.

18, 20, 22 Black thermoplastic. Brass vertical
terminals and contacts, nickel plated.
Quick disconnect terminals, 6.3 x 0.8 mm
(.250" x .032").

UL / CSA rated: 20 ampere 125 volt

16 ampere 250 volt
VDE rated: 16 ampere 250 volt

MOUNTING HOLE

54 37
45 r 34
57107 | 3,7,17, Power outlet. Screw on panel mount.

T 18, 20, 22 Black thermoplastic. Brass vertical termi-

34 ® © nals and contacts, nickel plated. 4.0 x 0.8

i 3 ) mm (.157" x .032") quick disconnect /
solder terminals.

IA. THRU UL / CSA rated: 20 ampere 125 volt

TYPICAL 16 ampere 250 volt
57105, 57107 VDE rated: 16 ampere 250 volt

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60320 C-19 OUTLETS IEC 60320 C-19

2 Pole 3 Wire Grounding
20 Amp 125 Volt, 20 Amp 250 Volt (UL / CSA); 16 Amp 250 Volt (Int'l) "CE" MARK

70°C

Description Cat. No. Approvals

Power outlet. Snap-in mount to 1.5 mm 57103 |3, 20, 22
panels. Black thermoplastic. Brass hori- 37z
zontal terminals and contacts, nickel r
plated. Quick disconnect terminals, 6.3 x

0.8 mm (.250" x .032"). R3 MAX.

T

29.7
29.5

UL / CSA rated: 20 ampere 125 volt {

20 ampere 250 volt
VDE rated: 16 ampere 250 volt MOUNTING HOLE

NOTE: Snap-in models available for
different panel thicknesses.

42 ‘ 41

38

TF

I .
57103

All dimensions are in millimeters (1 mm = 0.039")

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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INTERNATIONAL

NEMA WIRING DEVICES
LOCKING AND STRAIGHT BLADE
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HOSPITAL GRADE DEVICES

2 Pole 3 Wire Grounding

NEMA 5-15 NEMA 6-15 NEMA 5-20 NEMA 6-20
CONFIGURATION  RATING CATALOG APP'LS. DWG. Description
NUMBER PAGE
NEMA 5-15R  15A 125V 8200-I 3,20 250 Duplex receptacle, ivory.
Hospital grade.
NEMA 6-15R  15A 250V Use 8800-I - 252 |  Back and side wired.
Nylon face.
NEMA 5-20R  20A 125V  8300-I 20 251 | Automatic grounding.
Available in other colors.
@ NEMA 6-20R  20A 250V 8800-I 20 252
Duplex Receptacle
@ NEMA5-15R  15A 125V 8201-I 3,20 251 Single receptacle, ivory.
Hospital grade.
a NEMA 6-15R  15A 250V  Use 8801-I - 252 Back and side wired.
Nylon face.
@ NEMA 5-20R  20A 125V 8301-I 20 251 Automatic grounding.
Available in other colors.
@ NEMA 6-20R  20A 250V 8801-I 20 252
Single Receptacle
@ NEMA5-15R  15A 125V 8284-I 3,20 251 Single receptacle panel
mount, ivory.
G NEMA 6-15R - - - - Hospital grade.
Back and side wired.
@ NEMA 5-20R  20A 125V 8384-1 20 251 Nylon face.
Automatic grounding.
@ NEMA 6-20R - - - - Available in other colors.
Single Receptacle
@ NEMA 5-15P  15A 125V  5266-XHG 3,20 224 | Straight plug.
8115 * 3,20 250 Hospital grade.
@ NEMA 6-15P 15A 250V  5666-XHG 3,20 228 | Black cover with clear
"see-through" body.
@ NEMA 5-20P  20A 125V 5366-XHG 3,20 226 | Back wired design.18-10 AWG
Impact resistant nylon.
@ NEMA 6-20P  20A 250V  5466-XHG 3,20 227 | Cord grip range 0.300"-0.655".
Straight Plug * White, cord grip range
0.230"-0.630".
@ NEMA5-15P  15A 125V 5266-HGAN 3,20 223 | Angle plug.
Hospital grade.
@ NEMA 6-15P  15A250V 5666-SSAN 3,20 228 | Back wired design.
Impact resistant nylon.
@ NEMA5-20P 20A 125V 5366-HGAN 20 226 | Cord grip range 0.300"-0.655".
@ NEMA 6-20P 20A250V 5466-SSAN 20 227
Angle Plug
@ NEMA5-15R  15A 125V  5269-XHG 3,20 224 | Straight connector.
8119 * 3,20 250 Hospital grade.
G NEMA 6-15R  15A 250V 5669-XHG 3,20 229 | Black cover with clear
"see-through" body.
@ NEMA 5-20R  20A 125V  5369-XHG 20 226 | Back wired design.18-10 AWG
Impact resistant nylon.
G NEMA 6-20R  20A 250V  5469-XHG 20 227 | Cord grip range 0.300"-0.655".
Connector * White, cord grip range

NOTE: See page 155 for additional “Hospital Grade” devices.

0.2307-0.630".
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NEMA 5-15 STRAIGHT BLADE DEVICES

2 Pole 3 Wire Grounding

15 Ampere 125 Volt
NEMA 5-15R NEMA 5-15P

Description Cat. No. Approvals Drawing
Duplex receptacle. Ivory. Side wired. Nylon 5242-1 3, 20 Pg. 223
face. Automatic grounding.
Same as receptacle No. 5242-1 except 5242 3,20 | Pg.223
brown.
Duplex receptacle. Ivory. Side wired. 32321 20 | Pg. 221 5242-1 8200-1
Thermoplastic face. Commercial grade.
Duplex receptacle. Ivory. Back and side 8200-1 3,20 | Pg.250
wired. Hospital grade. Nylon face. Automatic
grounding.
Stainless steel wall plate for duplex 93101 3,20 Pg. 257
receptacles. Type 302 SS.
Single receptacle. lvory. Side wired. Nylon 5251-1 20 Pg. 223
face. 5251-1 8201-1
Single receptacle. lvory. Back and side 8201-I 3,20 | Pg. 251
wired. Hospital grade. Nylon face. Automatic
grounding.
Stainless steel wall plate for single recep- 93091 3, 20 Pg. 257
tacles. Type 302 SS.
Single receptacle. lvory. Panel mount 5258-1 3,20 Pg. 223
design. Side wired.

5258-1 8284-1
Same as receptacle No. 5258-1 except 5258 3, 20 Pg. 223
brown.
Single receptacle. lvory. Panel mount, back 8284-1 3,20 | Pg. 251
and side wired. Hospital grade. Nylon face.
Adapter. Allows 2 pole 3 wire NEMA 5-15P 30500
plugs to mate with 2 pole 2 wire NEMA
1-15R receptacles.
Single receptacle. Black. Snap-in panel 4300.0701| 3,20 | Pg.221
mount. See drawings for terminal variations. 4300.0702| 3,20 | Pg.222 30500 4300.0701
4300.0703| 3,20 | Pg.222 4300.0702

NOTE: See page 154 for additional “Hospital Grade” devices.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI

1
@ C © 2004 International Configurations, Inc.  Entire contents of this catalog copyrighted.  www.InternationalConfig.com

@ @ International Configurations, Inc. ¢ P.O. Box 3374  Enfield, Connecticut 06083 » TEL (860) 749-6380 » FAX (860) 749-2985 155




NEMA 5-15 STRAIGHT BLADE DEVICES

2 Pole 3 Wire Grounding
15 Ampere 125 Volt

NEMA 5-15R NEMA 5-15P

Cat. No. Approvals Drawing
5266-X 3,20 Pg. 224
5276-BK 3,20 Pg. 224

5266-X 5266-XHG
5266-XHG 3,20 Pg. 224
5266-SSAN| 3,20 Pg. 224
5266-SSAN 5266-HGAN 5266-HGAN| 3,20 |Pg.223
5269-X 3,20 Pg. 224
5296-BK 3, 20 Pg. 225

5269-X 5269-XHG
5269-XHG 3, 20 Pg. 224
5278-SS 3, 20 Pg. 224
5279-SS 3, 20 Pg. 224

5278-SS 5279-SS

Description

Straight plug, specification grade. Black.
Back wired. Impact resistant nylon. Cord grip
range 0.300" - 0.655". Terminals accept #18-
#10 AWG conductors.

Straight plug, commercial grade. Black.
Impact resistant nylon. Cord grip range
0.230" - 0.625".

Straight plug, specification grade. Black.
Back wired. Impact resistant nylon. Hospital
grade. Clear "see-through" body. Cord grip
range 0.300" - 0.655". Terminals accept #18-
#10 AWG conductors.

Angle plug, specification grade. Black.
Back wired. Impact resistant nylon. Cord grip
range 0.300" - 0.656".

Angle plug, specification grade. Gray.
Back wired. Impact resistant nylon. Hospital
grade. Clear "see-through" cover. Cord grip
range 0.300" - 0.656".

Straight connector, specification grade.
Black. Back wired. Impact resistant nylon.
Cord grip range 0.300" - 0.655". Terminals
accept #18-#10 AWG conductors.

Straight connector, commercial grade.
Black. Impact resistant nylon. Cord grip
range 0.230" - 0.625".

Straight connector, specification grade.
Black. Back wired. Impact resistant nylon.
Hospital grade. Clear "see-through" body.
Cord grip range 0.300" - 0.655". Terminals
accept #18-#10 AWG conductors.

Flanged inlet, specification grade. Gray.
Flush mount design. Back wired.

Flanged outlet, specification grade. Gray.
Flush mount design. Back wired.

NOTE: See page 154 for additional “Hospital Grade” devices.
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NEMA 6-15 STRAIGHT BLADE DEVICES
2 Pole 3 Wire Grounding

15 Ampere 250 Volt
NEMA 6-15R NEMA 6-15P
Description Cat. No. Approvals Drawing
Duplex receptacle. Ivory. Side wired. Nylon 5642-1 3,20 Pg. 228
face. Automatic grounding.
5642-1
Stainless steel wall plate for duplex 93101 3,20 Pg. 257
receptacles. Type 302 SS.
Single receptacle. Ivory. Side wired. Nylon 5651-1 20 Pg. 228
face.
. 5651-1
Stainless steel wall plate for single recep- 93091 3,20 | Pg. 257
tacles. Type 302 SS.
Single receptacle. lvory. Panel mount 5658-1 3, 20 Pg. 228
design. Side wired.
Same as receptacle No. 5658-1 except 5658 3, 20 Pg. 228
brown. 5658-1

NOTE: See page 154 for additional “Hospital Grade” devices.
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NEMA 6-15 STRAIGHT BLADE DEVICES
2 Pole 3 Wire Grounding

15 Ampere 250 Volt

NEMA 6-15R NEMA 6-15P

Cat. No.

Approvals Drawing

5666-X

5666-SSAN

5666-XHG

5669-X

5669-XHG

5678-SS

5679-SS

5666-X

5666-BK

5666-XHG

5666-SSAN

5669-X

5669-BK

5669-XHG

5678-SS

5679-SS

3, 20

3,20

3,20

3,20

3, 20

3, 20

3, 20

3,20

3, 20

Pg. 228

Pg. 228

Pg. 228

Pg. 228

Pg. 229

Pg. 229

Pg. 229

Pg. 229

Pg. 229

Description

Straight plug, specification grade. Black.
Back wired. Impact resistant nylon. Cord grip
range 0.300" - 0.655". Terminals accept #18-
#10 AWG conductors.

Straight plug, commercial grade. Black.
Impact resistant nylon. Cord grip range
0.230" - 0.625".

Straight plug, specification grade. Black.
Back wired. Impact resistant nylon. Hospital
grade. Clear "see-through" body. Cord grip
range 0.300" - 0.655". Terminals accept #18-
#10 AWG conductors.

Angle plug, specification grade. Black.
Back wired. Impact resistant nylon. Cord grip
range 0.300" - 0.656". Hospital grade.

Straight connector, specification grade.
Black. Back wired. Impact resistant nylon.
Cord grip range 0.300" - 0.655". Terminals
accept #18-#10 AWG conductors.

Straight connector, commercial grade.
Black. Impact resistant nylon. Cord grip
range 0.230" - 0.625".

Straight connector, specification grade.
Black. Back wired. Impact resistant nylon.
Hospital grade. Clear "see-through" body.
Cord grip range 0.300" - 0.655". Terminals
accept #18-#10 AWG conductors.

Flanged inlet, specification grade. Gray.
Flush mount design. Back wired.

Flanged outlet, specification grade. Gray.
Flush mount design. Back wired.

NOTE: See page 154 for additional “Hospital Grade” devices.
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NEMA 5-20 STRAIGHT BLADE DEVICES

2 Pole 3 Wire Grounding

20 Ampere 125 Volt
NEMA 5-20R NEMA 5-20P

Description Cat. No. Approvals Drawing
Duplex receptacle. Ivory. Side wired. Nylon 5342-1 20 Pg. 225
face. Automatic grounding.
Same as receptacle No. 5342-1 except 5342 20 Pg. 225
brown.

5342-1 8300-1

Duplex receptacle. lvory. Back and side 8300-I 20 Pg. 251
wired. Hospital grade. Nylon face. Automatic
grounding.
Stainless steel wall plate for duplex 93101 3, 20 Pg. 257
receptacles. Type 302 SS.
Single receptacle. Ivory. Side wired. Nylon 5351-1 20 Pg. 225
face.
Single receptacle. lvory. Back and side 8301-1 20 Pg. 251
wired. Hospital grade. Nylon face. Automatic
grounding. 5351-I 8301-I
Stainless steel wall plate for single recep- 93091 3, 20 Pg. 257
tacles. Type 302 SS.
Single receptacle. lvory. Panel mount 5358-1 20 Pg. 226
design. Side wired.
Same as receptacle No. 5358-1 except 5358 20 Pg. 225
brown.
Single receptacle. lvory. Panel mount, back 8384-1 20 Pg. 251
and side wired. Hospital grade. Nylon face.
Automatic grounding. 5358-1 8384-1

NOTE: See page 154 for additional “Hospital Grade” devices.
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NEMA 5-20 STRAIGHT BLADE DEVICES

2 Pole 3 Wire Grounding
20 Ampere 125 Volt

NEMA 5-20R NEMA 5-20P

Cat. No. Approvals Drawing
5366-X 3,20 Pg. 226
5765-BK 3, 20 Pg. 229

5366-X 5366-XHG
5366-XHG 3, 20 Pg. 226
5366-SSAN | 3,20 Pg. 226
5366-SSAN 5366-HGAN 5366-HGAN| 3,20 [Pg.226
5369-X 20 Pg. 226
5374-BK 3, 20 Pg. 226

5369-X 5369-XHG
5369-XHG 20 Pg. 226
5378-SS 20 Pg. 226
5379-SS 20 Pg. 226

5378-SS 5379-SS

Description

Straight plug, specification grade. Black.
Back wired. Impact resistant nylon. Cord grip
range 0.300" - 0.655". Terminals accept #18-
#10 AWG conductors.

Straight plug, commercial grade. Black.
Impact resistant nylon. Cord grip range
0.230" - 0.625".

Straight plug, specification grade. Black.
Back wired. Impact resistant nylon. Hospital
grade. Clear "see-through" body. Cord grip
range 0.300" - 0.655". Terminals accept #18-
#10 AWG conductors.

Angle plug, specification grade. Black.
Back wired. Impact resistant nylon. Cord grip
range 0.300" - 0.656".

Angle plug, specification grade. Gray.
Back wired. Impact resistant nylon. Hospital
grade. Clear "see-through" cover. Cord grip
range 0.300" - 0.656".

Straight connector, specification grade.
Black. Back wired. Impact resistant nylon.

Cord grip range 0.300" - 0.655". Terminals
accept #18-#10 AWG conductors.

Straight connector, commercial grade.
Black. Impact resistant nylon. Cord grip
range 0.230" - 0.625".

Straight connector, specification grade.
Black. Back wired. Impact resistant nylon.
Hospital grade. Clear "see-through" body.
Cord grip range 0.300" - 0.655". Terminals
accept #18-#10 AWG conductors.

Flanged inlet, specification grade. Gray.
Flush mount design. Back wired.

Flanged outlet, specification grade. Gray.
Flush mount design. Back wired.

NOTE: See page 154 for additional “Hospital Grade” devices.
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NEMA 6-20 STRAIGHT BLADE DEVICES
2 Pole 3 Wire Grounding

20 Ampere 250 Volt
NEMA 6-20R NEMA 6-20P
Description Cat. No. Approvals Drawing
Duplex receptacle. lvory. Back and side 5862-1 20 Pg. 229
wired. Nylon face. Automatic grounding.
Duplex receptacle. lvory. Back and side 8800-1 20 Pg. 252
wired. Hospital grade. Nylon face. Automatic 5862-1 8800-1
grounding.
Stainless steel wall plate for duplex 93101 3, 20 Pg. 257
receptacles. Type 302 SS.
Single receptacle. Ivory. Side wired. Nylon 5851-1 20 Pg. 229
face.
Single receptacle. lvory. Back and side 8801-1 20 Pg. 252
wired. Hospital grade. Nylon face. Automatic 5851-1 8801-1
grounding.
Stainless steel wall plate for single recep- 93091 3, 20 Pg. 257
tacles. Type 302 SS.
Single receptacle. lvory. Panel mount 5858-1 20 Pg. 229
design. Side wired.
Same as receptacle No. 5858-1 except 5858 20 Pg. 229
brown. 5858-1

NOTE: See page 154 for additional “Hospital Grade” devices.
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NEMA 6-20 STRAIGHT BLADE DEVICES

2 Pole 3 Wire Grounding
20 Ampere 250 Volt

NEMA 6-20R NEMA 6-20P

Cat. No. Approvals Drawing
5466-X 3, 20 Pg. 227
5864-BK 3, 20 Pg. 230
5466-X 5466-XHG
5466-XHG 3, 20 Pg. 227
5466-SSAN| 3,20 Pg. 227
5466-SSAN
5469-X 20 Pg. 227
5866-BK 20 Pg. 230
5469-X 5469-XHG
5469-XHG 20 Pg. 227
5478-SS 20 Pg. 227
5479-SS 20 Pg. 227
5478-SS 5479-SS

Description

Straight plug, specification grade. Black.
Back wired. Impact resistant nylon. Cord grip
range 0.300" - 0.655". Terminals accept #18-
#10 AWG conductors.

Straight plug, commercial grade. Black.
Impact resistant nylon. Cord grip range
0.230" - 0.625".

Straight plug, specification grade. Black.
Back wired. Impact resistant nylon. Hospital
grade. Clear "see-through" body. Cord grip
range 0.300" - 0.655". Terminals accept #18-
#10 AWG conductors.

Angle plug, specification grade. Black.
Back wired. Impact resistant nylon. Cord grip
range 0.300" - 0.656". Hospital grade.

Straight connector, specification grade.
Black. Back wired. Impact resistant nylon.
Cord grip range 0.300" - 0.655". Terminals
accept #18-#10 AWG conductors.

Straight connector, commercial grade.
Black. Impact resistant nylon. Cord grip
range 0.230" - 0.625".

Straight connector, specification grade.
Black. Back wired. Impact resistant nylon.
Hospital grade. Clear "see-through" body.
Cord grip range 0.300" - 0.655". Terminals
accept #18-#10 AWG conductors.

Flanged inlet, specification grade. Gray.
Flush mount design. Back wired.

Flanged outlet, specification grade. Gray.
Flush mount design. Back wired.

NOTE: See page 154 for additional “Hospital Grade” devices.
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NEMA L5-15 LOCKING DEVICES

2 Pole 3 Wire Grounding

15 Ampere 125 Volt
NEMA L5-15R NEMA L5-15P

Description Cat. No. Approvals Drawing

Duplex receptacle. Brown. Back and side 4700 3, 20 Pg. 222
wired.

Stainless steel wall plate for duplex 93101 3,20 Pg. 257
receptacles. Type 302 SS.

4700 4710

Single receptacle. Brown. Back and side 4710 3,20 Pg. 222
wired.

Stainless steel wall plate for single recep- 93091 3, 20 Pg. 257
tacles. Type 302 SS.

Straight plug. Black. Back wired. Impact L515-P 3,20 Pg. 259
resistant nylon. Cord grip range 0.300" - L515-P 4720-SSAN
0.655". Terminals accept #18-#10 AWG
conductors.

NOTE: See page 31 for cord sets with
molded on NEMA L5-15P plugs.

Angle plug. Gray. Back wired. Impact 4720-SSAN| 3,20 Pg. 222
resistant nylon. Cord grip range 0.230" -
0.655".

Straight connector. Black. Back wired. L515-C 3,20 Pg. 259 L515-C

Impact resistant nylon. Cord grip range
0.300" - 0.655". Terminals accept #18-#10
AWG conductors.

Flanged inlet. Gray. Flush mount design. 4716-SS 3, 20 Pg. 222
Back wired.

Flanged outlet. Gray. Flush mount design. 4715-SS 3,20 Pg. 222
Back wired. 4716-SS 4715-SS

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
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NEMA L6-15 LOCKING DEVICES

2 Pole 3 Wire Grounding

15 Ampere 250 Volt
NEMA L6-15R NEMA L6-15P

Cat. No. Approvals Drawing Description

4550 20 Pg. 222 Duplex receptacle. Brown. Back and side
wired.

93101 3,20 Pg. 257 Stainless steel wall plate for duplex
4550 receptacles. Type 302 SS.

4560 3,20 |Pg.222 Single receptacle. Brown. Side wired.

93091 3, 20 Pg. 257 | Stainless steel wall plate for single recep-
tacles. Type 302 SS.

4560

L615-P 3,20 Pg. 260 Straight plug. Black. Back wired. Impact
resistant nylon. Cord grip range 0.300" -
0.655". Terminals accept #18-#10 AWG
conductors.

NOTE: See page 31 for cord sets with
molded on NEMA L6-15P plugs.

L615-FO 3,20 Pg. 260 Flanged outlet. Gray. Flush mount design.
L615-P L615-C Back wired.

L615-FI 3,20 Pg. 260 Flanged inlet. Gray. Flush mount design.
Back wired.

L615-C 3,20 |Pg. 260 Straight connector. Black. Back wired.
Impact resistant nylon. Cord grip range
0.300" - 0.655". Terminals accept #18-#10
L615-FO L615-FI AWG conductors.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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NEMA L5-20 LOCKING DEVICES

2 Pole 3 Wire Grounding

20 Ampere 125 Volt
NEMA L5-20R NEMA L5-20P

Description Cat. No. Approvals Drawing

Single receptacle. Black. Back and side L520-R 3, 20 Pg. 259
wired. Impact resistant nylon.

L520-R
Stainless steel wall plate for NEMA 93191 3,20 Pg. 257
L5-20R receptacle. Type 302 SS.

Straight plug. Black. Back wired. Impact L520-P 3,20 Pg. 259
resistant nylon. Cord grip range 0.275" -
0.780". Terminals accept #16-#10 AWG
conductors.

NOTE: See page 32 for cord sets with
molded on NEMA L5-20P plugs. L520-P

Straight connector. Black. Back wired. L520-C 3,20 Pg. 259
Impact resistant nylon. Cord grip range
0.275" - 0.780". Terminals accept #16-#10
AWG conductors.

L520-C

Flanged inlet. Gray. Flush mount design. L520-FI 3, 20 Pg. 259
Back wired.

Flanged outlet. Gray. Flush mount design. L520-FO 3, 20 Pg. 259
Back wired. L520-FI L520-FO

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.SIl 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI

1 . . . . . .
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NEMA L6-20 LOCKING DEVICES

2 Pole 3 Wire Grounding

20 Ampere 250 Volt
NEMA L6-20R NEMA L6-20P

Cat. No. Approvals Drawing Description

L620-R 3, 20 Pg. 261 Single receptacle. Black. Back and side
wired. Impact resistant nylon.

L620-R
93191 3, 20 Pg. 257 Stainless steel wall plate for NEMA
L6-20R receptacle. Type 302 SS.

L620-P 3, 20 Pg. 261 Straight plug. Black. Back wired. Impact
resistant nylon. Cord grip range 0.275" -
0.780". Terminals accept #16-#10 AWG
conductors.

NOTE: See page 32 for cord sets with
L620-P molded on NEMA L6-20P plugs.

L620-C 3, 20 Pg. 260 Straight connector. Black. Back wired.
Impact resistant nylon. Cord grip range
0.275" - 0.780". Terminals accept #16-#10
AWG conductors.

L620-C

L620-FI 3,20 Pg. 261 Flanged inlet. Gray. Flush mount design.
Back wired.

L620-FO 3,20 Pg. 261 Flanged outlet. Gray. Flush mount design.
L620-FO L620-FI Back wired.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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NEMA L5-30 LOCKING DEVICES

2 Pole 3 Wire Grounding

30 Ampere 125 Volt
NEMA L5-30R NEMA L5-30P

Description Cat. No. Approvals Drawing

Single receptacle. Black. Back and side L530-R 3,20 Pg. 260
wired. Impact resistant nylon.

L530-R

Stainless steel wall plate for NEMA 93191 3,20 | Pg. 257
L5-30R receptacle. Type 302 SS.

Straight plug. Black. Back wired. Impact L530-P 3,20 | Pg. 260
resistant nylon. Cord grip range 0.275" -
0.780". Terminals accept #16-#10 AWG
conductors.

NOTE: See page 33 for cord sets with
molded on NEMA L5-30P plugs.

L530-P

Straight connector. Black. Back wired. L530-C 3, 20 Pg. 260
Impact resistant nylon. Cord grip range
0.275" - 0.780". Terminals accept #16-#10
AWG conductors.

L530-C

Flanged inlet. Gray. Flush mount design. L530-FI 3,20 Pg. 260
Back wired.

Flanged outlet. Gray. Flush mount design. L530-FO 3,20 Pg. 260
Back wired. L530-FI L530-FO

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI

1
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NEMA L6-30 LOCKING DEVICES

2 Pole 3 Wire Grounding

30 Ampere 250 Volt = ~
NEMA L6-30R NEMA L6-30P

0> (7

Cat. No. Approvals Drawing Description

L630-R 3,20 Pg. 261 Single receptacle. Black. Back and side
wired. Impact resistant nylon.

L630-R
93191 3, 20 Pg. 257 Stainless steel wall plate for NEMA
L6-30R receptacle. Type 302 SS.

L630-P 3,20 Pg. 261 Straight plug. Black. Back wired. Impact
resistant nylon. Cord grip range 0.275" -
0.780". Terminals accept #16-#10 AWG
conductors.

NOTE: See page 33 for cord sets with
L630-P molded on NEMA L6-30P plugs.

L630-C 3, 20 Pg. 261 Straight connector. Black. Back wired.
Impact resistant nylon. Cord grip range
0.275" - 0.780". Terminals accept #16-#10
AWG conductors.

L630-C

L630-FI 3,20 Pg. 261 Flanged inlet. Gray. Flush mount design.
Back wired.

L630-FO 3,20 Pg. 261 Flanged outlet. Gray. Flush mount design.
L630-FO L630-FI Back wired.

Approvals: 1.ASTA 2.CEBEC 3.CSA 4.DEMKO 5.PSE(JET) 6.EANSW(DFT) 7.FI 8.GS 9.IMQ 10.JET 11.JIS 12.KEMA
13.NEMKO 14.0VE 15.SAA 16.SABS 17.SEMKO 18.SEV 19.Sll 20.UL 21.UTE 22.VDE 23.ISO 24.CCC 25.IRAM 26.BSI
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IEC 60309 PIN & SLEEVE WIRING DEVICES

* NORTH AMERICAN APPROVED @
* INTERNATIONAL AND EUROPEAN APPROVED ® @S ce

® UNIVERSAL APPROVED @ ® PG ce

Technical Data - Page 178-179 & Weatherproof IP Rating Chart - Page 196

North American, International and European IEC 60309 pin and sleeve devices are manufactured to EN 60309-1 and EN 60309-2
standards. EN 60309-1 specifies general functionality and safety requirements for industrial high-current power connectors. EN 60309-2
specifies power connectors conforming to specific dimensional requirements which permits component interchangeability between IEC
60309 device manufacturers. EN 60309 outlines the utilization of circular housings, various numbers of contact pins and pin arrangements
pertaining to specific electric amperage and voltage ratings. The EN 60309-2 standard was developed to create product standardization
guildlines for all manufactures of IEC 60309 plugs, connectors, inlets and outlet configurations. Therefore the EN 60309-2 standard has
provided a uniform power connection system for industrial electrical equipment anywhere in the world. EN 60309-1, EN 60309-2 standards
have been adopted by the European members of CENELEC and are Internationally accepted including in North America.

IEC 60309 wiring devices are manufactured with high quality polyamide 6 material and nickel plated brass contacts to meet the
toughest industrial and environmental conditions. IP44 rated devices are splash-proof for indoor use or IP67 waterproof rated for use on
outdoor applications directly exposed to the environment.

IEC 60309 high power connection products are commonly used in the following industries. OEM manufacturers of industrial
equipment, Data Centers, Construction sites for portable power, Marine environments on ships and shore power connections, Industrial
manufacturing and processing facilities of Food, Water, Chemicals Etc, Off shore oil rigs, Mills, foundries, Airports, Sports complexes, TV
studios, Concerts and entertainment venues. IEC 60309 devices are suitable for power connection in almost all industries.
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IEC 60309 DEVICES, IP44, IP67 (4H) Yellow Color

2 Pole 3 Wire Grounding
20 Amp 120 Volt A.C. - North American Rated
C(UL)US LISTED ce

SPLASHPROOF IP44 | WATERTIGHT IP67

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |
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888-21000-NS

888-2156-NS

888-31000-NS

888-3156-NS

888-13000-NS

888-1371-NS

888-1216-NS

888-1265-NS

888-110-NS

888-1132-NS

888-611316

888-71324-NS

888-6134-NS
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999-613, 999-613-WP
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Cable Mounting Plugs

888-21000-NS Splashproof Plug, IP44 Rated.
888-2156-NS Watertight Plug, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Cable Mounting Connectors

888-31000-NS Splashproof Connector, IP44 Rated.
888-3156-NS Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Straight Type
888-13000-NS Splashproof Receptacle, IP44 Rated.
888-1371-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Angled Type
888-1216-NS Splashproof Receptacle, IP44 Rated.
888-1265-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Surface Mount Receptacles with Box
888-110-NS Splashproof Receptacle, IP44 Rated.
888-1132-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Surface Mount Inlets, Down Angled Type
888-611316 Splashproof Inlet, IP44 Rated.
888-71324-NS Watertight Inlet, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Inlet, Straight Type

888-6134-NS Splashproof Receptacle, IP44 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Plug and Inlet Closure Cap.

999-613 Color: Gray

999-613-WP Watertight Cap, IP67 Rated. Color: Gray




IEC 60309 DEVICES, IP44, IP67 (4H)  Yellow Color

2 Pole 3 Wire Grounding
30 Amp 120 Volt A.C. - North American Rated
C(UL)US LISTED ce

SPLASHPROOF IP44 | WATERTIGHT IP67

Cable Mounting Plugs

888-21012-NS Splashproof Plug, IP44 Rated.
888-2168-NS Watertight Plug, IP67 Rated.
Compression Strain Relief & Cord Grip.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 80°C 888-21012-NS 888-2168-NS
Cable Mounting Connectors

888-31012-NS Splashproof Connector, IP44 Rated.
888-3168-NS Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C 888-31012-NS 888-3168-NS
Panel Mount Receptacles, Straight Type
888-13006-NS Splashproof Receptacle, IP44 Rated.
888-13023-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

888-13006-NS 888-13023-NS

Panel Mount Receptacles, Angled Type
888-1228-NS Splashproof Receptacle, IP44 Rated.
888-42324-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

888-1228-NS 888-42324-NS

Surface Mount Receptacles with Box
888-1113-NS Splashproof Receptacle, IP44 Rated.
888-1144-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

888-1113-NS 888-1144-NS

Surface Mount Inlets, Down Angled Type
888-631316 Splashproof Inlet, IP44 Rated.
888-72324-NS Watertight Inlet, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Inlet, Straight Type 888-631316 888-72324-NS

888-6234-NS Splashproof Receptacle, IP44 Rated.
Nylon ( Polyamide 6 ) Body. Color: Yellow.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Plug and Inlet Closure Cap.

999-623 Color: Gray

999-623-WP Watertight Cap, IP67 Rated. Color: Gray 888-6234-NS 999-623, 999-623-WP
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IEC 60309 DEVICES, IP44, IP67 (6H) Blue Color

2 Pole 3 Wire Grounding
20 Amp 250 Volt A.C. - North American Rated
16 Amp 220-250 Volt A.C. - European Rated APPROVED q3

SPLASHPROOF IP44 | WATERTIGHT IP67

Cable Mounting Plugs

888-2126-NS Splashproof Plug, IP44 Rated.
888-2126-NS-WT Watertight Plug, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.
888-2126-NS 888-2126-NS-WT Operating Temp: -25°C to + 80°C

Cable Mounting Connectors

888-3126-NS Splashproof Connector, IP44 Rated.
888-3157-NS Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.
888-3126-NS 888-3157-NS Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Straight Type
888-13001-NS Splashproof Receptacle, IP44 Rated.
888-410306 Splashproof Receptacle, IP44 Rated.
888-1372-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.
888-13001-NS or 888-410306 888-1372-NS Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Angled Type
888-1217-NS Splashproof Receptacle, IP44 Rated.
888-1266-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

888-1217-NS 888-1266-NS

Surface Mount Receptacles with Box
888-111-NS Splashproof Receptacle, IP44 Rated.
888-1133-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

888-111-NS 888-1133-NS

Surface Mount Inlets, Down Angled Type
888-611306 Splashproof Inlet, IP44 Rated.
888-71326-NS Watertight Inlet, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

888-611306 888-71326-NS

Panel Mount Inlet, Straight Type

888-6136-NS Splashproof Receptacle, IP44 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Plug and Inlet Closure Cap.

999-613 Color: Gray

888-6136-NS 999-613, 999-613-WP 999-613-WP Watertight Cap, IP67 Rated. Color: Gray
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IEC 60309 DEVICES, IP44, IP67 (6H)

4 Pole 5 Wire Grounding, 3 Phase
20 Amp 200-415 Volt A.C. - N. American Rated

Red Color

16 Amp 220/380-240/415 Volt A.C. - European Rated

SPLASHPROOF IP44 | WATERTIGHT IP67

Cable Mounting Plugs

888-203-NS Splashproof Plug, IP44 Rated.
888-2167-NS Watertight Plug, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Cable Mounting Connectors

888-303-NS Splashproof Connector, IP44 Rated.
888-3167-NS Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Straight Type
888-13005-NS Splashproof Receptacle, IP44 Rated.
888-1382-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Angled Type
888-1227-NS Splashproof Receptacle, IP44 Rated.
888-1276-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Surface Mount Receptacles with Box
888-102-NS Splashproof Receptacle, IP44 Rated.
888-1043-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Surface Mount Inlets, Down Angled Type
888-2757-NS Splashproof Inlet, IP44 Rated.
888-2793-NS Watertight Inlet, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Inlet, Straight Type

888-7156-NS Splashproof Receptacle, IP44 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Plug and Inlet Closure Cap.

999-615 Color: Gray

999-615-WP Watertight Cap, IP67 Rated. Color: Gray

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

UNIVERSAL cus c€

APPROVED

888-203-NS 888-2167-NS
888-303-NS 888-3167-NS
888-13005-NS 888-1382-NS
888-1227-NS 888-1276-NS
888-102-NS 888-1043-NS
888-2757-NS 888-2793-NS
888-7156-NS 999-615, 999-615-WP
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IEC 60309 DEVICES, IP44, IP67 (6H) Blue Color

2 Pole 3 Wire Grounding
30 Amp 250 Volt A.C. - North American Rated
32 Amp 220-250 Volt A.C. - European Rated APPROVED q3

SPLASHPROOF IP44 | WATERTIGHT IP67

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |
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888-2138-NS

888-2169-NS

888-3138-NS

888-3169-NS

888-13007-NS

888-13024-NS

888-1229-NS

888-42326-NS

888-1114-NS

888-3227-NS

888-631306

888-72326-NS

888-6236-NS
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Cable Mounting Plugs

888-2138-NS Splashproof Plug, IP44 Rated.
888-2169-NS Watertight Plug, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Blue.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Cable Mounting Connectors

888-3138-NS Splashproof Connector, IP44 Rated.
888-3169-NS Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Blue.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Straight Type
888-13007-NS Splashproof Receptacle, IP44 Rated.
888-13024-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Angled Type
888-1229-NS Splashproof Receptacle, IP44 Rated.
888-42326-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Surface Mount Receptacles with Box
888-1114-NS Splashproof Receptacle, IP44 Rated.
888-3227-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Surface Mount Inlets, Down Angled Type
888-631306 Splashproof Inlet, IP44 Rated.
888-72326-NS Watertight Inlet, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Inlet, Straight Type

888-6236-NS Splashproof Receptacle, IP44 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Plug and Inlet Closure Cap.

999-623 Color: Gray

999-623-WP Watertight Cap, IP67 Rated. Color: Gray




IEC 60309 DEVICES, IP44, IP67 (6H) Red Color

4 Pole 5 Wire Grounding, 3 Phase
30 Amp 200-415 Volt A.C. - N. American Rated
32 Amp 220/380-240/415 Volt A.C. - European Rated oniversaL | @), C€

SPLASHPROOF IP44 | WATERTIGHT IP67

Cable Mounting Plugs

888-231-NS Splashproof Plug, IP44 Rated.
888-2179-NS Watertight Plug, IP67 Rated.
Compression Strain Relief & Cord Grip.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 80°C 888-231-NS 888-2179-NS
Cable Mounting Connectors

888-331-NS Splashproof Connector, IP44 Rated.
888-3179-NS Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C 888-331-NS 888-3179-NS
Panel Mount Receptacles, Straight Type
888-1333-NS Splashproof Receptacle, IP44 Rated.
888-1370-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

888-1333-NS 888-1370-NS

Panel Mount Receptacles, Angled Type
888-1239-NS Splashproof Receptacle, IP44 Rated.
888-1288-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

888-1239-NS 888-1288-NS

Surface Mount Receptacles with Box
888-103-NS Splashproof Receptacle, IP44 Rated.
888-1155-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

888-103-NS 888-1155-NS

Surface Mount Inlets, Down Angled Type
888-2769-NS Splashproof Inlet, IP44 Rated.
888-27005-NS Watertight Inlet, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Inlet, Straight Type 888-2769-NS 888-27005-NS
888-6256-NS Splashproof Receptacle, IP44 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Plug and Inlet Closure Cap.

999-625 Color: Gray

999-625-WP Watertight Cap, IP67 Rated. Color: Gray 888-6256-NS 999-625, 999-625-WP
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IEC 60309 DEVICES, IP44, IP67 (6H) Blue Color

2 Pole 3 Wire Grounding
60 Amp 250 Volt A.C. - North American Rated
63 Amp 200-250 Volt A.C. - European Rated prsiviats @ & Ce

SPLASHPROOF IP44 | WATERTIGHT IP67

Cable Mounting Plugs

888-260306 Splashproof Plug, IP44 Rated.
888-261306 Splashproof Plug, IP44 Rated.
888-269306 Watertight Plug, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Blue.
888-260306 or 888-261306 888-269306 Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 90°C

Cable Mounting Connectors

888-360306 Splashproof Connector, IP44 Rated.
888-361306 Splashproof Connector, IP44 Rated.
888-369306 Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Blue.

888-360306 or 888-361306 888-369306 Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

Panel Mount Receptacles, Straight Type
888-460306 Splashproof Receptacle, IP44 Rated.
888-469306 Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 90°C

888-460306 888-469306

Panel Mount Receptacles, Angled Type
888-560306 Splashproof Receptacle, IP44 Rated.
888-569306 Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 90°C

888-560306 888-569306

Surface Mount Inlets, Down Angled Type
888-661306 Splashproof Inlet, IP44 Rated.
888-669306 Watertight Inlet, IP67 Rated.

Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 90°C

888-661306 888-669306

Plug and Inlet Closure Cap.
999-635 Color: Gray
999-635-WP Watertight Cap, IP67 Rated. Color: Gray

999-635 999-635-WP
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176 International Configurations, Inc. « P.O. Box 3374 « Enfield, Connecticut 06083 « TEL (860) 749-6380 * FAX (860) 749-2985




IEC 60309 DEVICES, IP44, IP67 (6H) Red Color

4 Pole 5 Wire Grounding, 3 Phase
60 Amp 380-415V, 400 Volt A.C. - N. American Rated
63 Amp 220/380-240/415 Volt A.C. - European Rated

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

UNIVERSAL @gj% @ C€

APPROVED

SPLASHPROOF IP44 | WATERTIGHT IP67

Cable Mounting Plugs

888-260 Splashproof Plug, IP44 Rated.
888-2189 Watertight Plug, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

Cable Mounting Connectors

888-360 Splashproof Connector, IP44 Rated.
888-3124 Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

Panel Mount Receptacles, Straight Type
888-460 Splashproof Receptacle, IP44 Rated.
888-469 Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

Panel Mount Receptacles, Angled Type
888-560 Splashproof Receptacle, IP44 Rated.
888-129 Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

Surface Mount Receptacles with Box
888-161 Splashproof Receptacle, IP44 Rated.
888-169 Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

Surface Mount Inlet, Down Angled Type
888-27017 Watertight Inlet, IP67 Rated.
Suitable For Use With IP44 & IP67 Devices.
Panel Mount Inlet, Straight Type
888-665 Watertight Inlet, IP67 Rated.

Suitable For Use With IP44 & IP67 Devices.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

Plug and Inlet Closure Cap.
999-635 Color: Gray

999-635-WP Watertight Cap, IP67 Rated. Color: Gray.
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IEC 60309 DEVICES, IP67 (6H)

4 Pole 5 Wire Grounding, 3 Phase
100 Amp 380-415V, 400 Volt A.C. - N. American Rated
125 Amp 220/380-240/415 Volt A.C. - European Rated

Red Color

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

UNIVERSAL
APPROVED

OO @ e

DEVICE SPECIFICATION DOCUMENTS
WATERTIGHT 1P67

888-2199 888-3199
888-479 888-679
888-12108 888-678
888-179 999-645-WP

Cable Mounting Plug

888-2199 Watertight Plug, IP67 Rated.
Cable Mounting Connector

888-3199 Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.
Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

Panel Mount Receptacle, Straight Type
888-479 Watertight Receptacle, IP67 Rated.
Panel Mount Inlet, Straight Type
888-679 Watertight Inlet, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

Panel Mount Receptacle, Angled Type
888-12108 Watertight Receptacle, IP67 Rated.
Surface Mount Inlet with Box

888-678 Watertight Inlet, IP67 Rated.

Nylon ( Polyamide 6 ) Body. Color: Red.
Contacts: Nickel Plated Brass, Brass.
Operating Temp: -25°C to + 90°C

Surface Mount Receptacle with Box

888-179 Watertight Receptacle, IP67 Rated.

Nylon ( Polyamide 6 ) Body. Color: Red.

Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 90°C

Plug and Inlet Closure Cap.

999-645-WP Watertight Cap, IP67 Rated. Color: Gray.

IEC 60309 PIN AND SLEEVE TECHNICAL DATA

Electrical

Insulation Resistance: 500V for 1 Min. Resistance >5M

Dielectric Voltage Withstand: 3000V for 1 Min.

Current Interrupting: Certified for current interrupting at full rated current and voltage.

Material

Housing: Polyamide 6 - High impact and abrasion resistant. Resistant to oil, petrol, most acids and
alkalines.

Contacts: Copper-Zinc Alloy, Nickel Plated Brass, Brass.

Contact Terminals: Copper-Zinc Alloy, Nickel Plated Brass, Brass, Steel.

Enviromental

Temperature Range: 16-32 Ampere Devices (-25°C to +80°C), 60-125 Ampere Devices (-25°C to +90°C)

Temperature Resistance: Up to 1 hour +100°C

Flamability: Self-extinguishing per IEC 309-1, clause 27. V-2 or better per UL94 or CSA22.2 No. 0.6.
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IEC 60309 PIN & SLEEVE WIRING DEVICES | E-mail: sales@internationalconfig.com |
Configuration Electrical Ratings [web site: www.internationalconfig.com]
Configuration Weatherproof Rating Chart - See Page 196

IEC 60309 - CEE 17 configurations are HEAVY DUTY plugs and receptacles of a pin and sleeve design and have
a specific rating for each configuration. They are not interchangeable with configurations of a different rating.
Unlike “NATIONAL” type plug and receptacle configurations that are used in a general geographic area or specific
country, the IEC 60309 - CEE 17 are recognized in many countries of the world for use on heavy duty equipment.
This recognition and acceptance in various countries allows electrical equipment manufacturers to standardize on
plugs and receptacles used on heavy duty equipment intended for domestic and export markets.

IEC 60309 - CEE 17 devices are rated 16 ampere, 32 ampere, 63 ampere, 125 ampere in 100/130 volts, 200/250
volts, 380/415 volts and are available in 2 pole 3 wire, 3 pole 4 wire and 4 pole 5 wire grounding configurations.
These units are approved by various testing and standards agencies and are ideal for application on large
computers, machine tools, welders, industrial enviroments and equipment.

Position of Grounding (Earth) Contacts

Plugs are provided with a nose (key) and this key mates with the keyway of the outlet. This ensures that the contacts
are correctly aligned. The position of the grounding contact relative to the keyway depends on the electrical rating of
the plug and outlet. The grounding contact positions are related to the hours of a clock, as shown below.

The grounding contact pin has a larger diameter than the other pins. This prevents the possibility of mating the
ground pin to a phase contact.

VOLTAGE FREQUENCY NUMBER OF POLES POSITION OF COLOR
(HERTZ) GRND. (EARTH)
CONTACT

100-130 V 50/60  2P+E (2 POLE 3 WIRE GROUNDING) 4H YELLOW
200-250 V 50/60  2P+E (2 POLE 3 WIRE GROUNDING) 6H BLUE
380-415 V 50/60  2P+E (2 POLE 3 WIRE GROUNDING) 9H RED
200-250 V 50/60  3P+E (3 POLE 4 WIRE GROUNDING) 9H BLUE
380-415 V 50/60  3P+E (3 POLE 4 WIRE GROUNDING) 6H RED
120/280 V 50/60  3P+N+E (4 POLE 5 WIRE GROUNDING) oH BLUE
144/250 V

200/346 V 50/60  3P+N+E (4 POLE 5 WIRE GROUNDING) 6H RED
240/415 V
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IEC 60309 - CEE 17 - IP44 Splashproof Plugs

[888-Part Numbers|

UL, CSA, European & International

Universal Approvals

[999-Part Numbers|

European & International
Approvals

Visit our web site to obtain dimensional product prints and

| E-mail: sales@internationalconfig.com |
IWeb site: www.internationalconfig.comI

@ & e @Ce

Plug and Inlet Closure Caps. Fits 999- & 888- Devices.

16A /20 Amp 2P+E Dust Cap P/N 999-613, P/N 999-613-WP

16A /20 Amp 3P+E Dust Cap P/N 999-614, P/N 999-614-WP

16A /20 Amp 3P+N+E Dust Cap P/N 999-615, P/N 999-615-WP
32A /30 Amp 2P+E, 3P+E Dust Cap P/N 999-623, P/N 999-623-WP
32A /30 Amp 3P+N+E Dust Cap P/N 999-625, P/N 999-625-WP
63A /60 Amp Dust Cap P/N 999-635

125A /100 Amp Dust Cap P/N 999-645

63A /60 Amp IP67 Watertight Cap P/N 999-635-WP

125A/ 100 Amp IP67 Watertight Cap P/N 999-645-WP

© 2014 International Configurations, Inc.
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50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertz 'EC5E'166083209'2 S\/ADBESotzz?ég “Search by Part Number” field located on our homepage.
Hz C22.2 No. 182.1 DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES F?gsolglgllj\l ZZ\IilCC): PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-21000-NS Plug, IP44, European Approved
110-130 V 32A 2P+E 4H Yellow 999-21012-NS Plug, IP44, European Approved
120 V 20A 2P+E 4H Yellow 888-21000-NS Plug, IP44, UL & CSA Listed
120 V 30A 2P+E 4H Yellow 888-21012-NS Plug, IP44, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-2126-NS Plug, IP44, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-21004-NS Plug, IP44, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-21010-NS Plug, IP44, European Approved
220/250 V 32A/30A 2P+E 6H 888-2138-NS Plug, IP44, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-21016-NS Plug, IP44, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-21022-NS Plug, IP44, European Approved
220/250 V 63A/60A 2P+E 6H 888-260306 Plug, IP44, UL, CSA & European Listed
220/250 V 63 A 3P+E 9H
120/208-144/250 V 63 A 3P+N+E 9H
220/250 V 125A 2P+E 6H
220/250 V 125A 3P+E 9H
120/208-144/250 V 125A 3P+N+E 9H
380/415V 16 A 2P+E 9H 999-21002-NS Plug, IP44, European Approved
380/415V 16 A 3P+E 6H 888-21005-NS Plug, IP44, UL, CSA & European Listed
220/380-240/415V | 16A/20A | 3P+N+E 6H 888-203-NS Plug, IP44, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-21014-NS Plug, IP44, European Approved
380/415V 32A 3P+E 6H 999-21017-NS Plug, IP44, European Approved
220/380-240/415V | 32A/30A |[3P+N+E 6H 888-231-NS Plug, IP44, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H
380/415 V 63 A SIEEE 6H
220/380-240/415V | 63A/B60A |[3P+N+E 6H 888-260 Plug, IP44, UL, CSA & European Listed
380/415 V 125A 2P+E 9H
380/415 V 125A 3P+E 6H
220/380-240/415V | 125A/100A [ 3P+N+E 6H

Entire contents of this catalog copyrighted.
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IEC 60309 - CEE 17 - IP67 Watertight PlUgS |E-mai|: sales@internationalconfig.com|

[888-Part Numbers|

UL, CSA, European & International
Universal Approvals

|999-Part Numbers| IWeb site: www.internationalconfig.comI

European & International @ ez ®CE€

Approvals

Plug and Inlet Closure Caps. Fits 999- & 888- Devices.
16A /20 Amp 2P+E Dust Cap P/N 999-613, P/N 999-613-WP

16A /20 Amp 3P+E Dust Cap P/N 999-614, P/N 999-614-WP

16A /20 Amp 3P+N+E Dust Cap P/N 999-615, P/N 999-615-WP
32A/ 30 Amp 2P+E, 3P+E Dust Cap P/N 999-623, P/N 999-623-WP
32A/ 30 Amp 3P+N+E Dust Cap P/N 999-625, P/N 999-625-WP
63A /60 Amp Dust Cap P/N 999-635

125A /100 Amp Dust Cap P/N 999-645

63A /60 Amp IP67 Watertight Cap P/N 999-635-WP
125A /100 Amp IP67 Watertight Cap P/N 999-645-WP

Visit our web site to obtain dimensional product prints and
50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertz 'EC5E'166083209'2 S\/ADBESotzz?ég “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES S OR:#g?\‘ ZZ\CS: PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-2156-NS Plug, IP67, European Approved
110-130 V 32A 2P+E 4H Yellow 999-2168-NS Plug, IP67, European Approved
120V 20A 2P+E 4H Yellow 888-2156-NS Plug, IP67, UL & CSA Listed
120 V 30A 2P+E 4H Yellow 888-2168-NS Plug, IP67, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-2126-NS-WT Plug, IP67, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-2160-NS Plug, IP67, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-2166-NS Plug, IP67, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-2169-NS Plug, IP67, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-2172-NS Plug, IP67, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-2178-NS Plug, IP67, European Approved
220/250 V 63A/60A 2P+E 6H 888-269306 Plug, IP67, UL, CSA & European Listed
220/250 V 63 A SIEERE 9H 999-2184-NS Plug, IP67, European Approved
120/208-144/250 V 63 A 3P+N+E 9H 999-2188-NS Plug, IP67, European Approved
220/250 V 125A 2P+E 6H 999-2191-NS Plug, IP67, European Approved
220/250 V 125A SIEEE 9H 999-2194-NS Plug, IP67, European Approved
120/208-144/250 V 125A 3P+N+E 9H 999-2198-NS Plug, IP67, European Approved
380/415V 16 A 2P+E 9H 999-2158-NS Plug, IP67, European Approved
380/415V 16 A 3P+E 6H 999-2161-NS Plug, IP67, European Approved
220/380-240/415 V 16A/ 20A 3P+N+E 6H 888-2167-NS Plug, IP67, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-2170-NS Plug, IP67, European Approved
380/415V 32A 3P+E 6H 999-2173-NS Plug, IP67, European Approved
220/380-240/415 V 32A/ 30A 3P+N+E 6H 888-2179-NS Plug, IP67, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H 999-0339-NS Plug, IP67, European Approved
380/415 V 63 A SIEERE 6H 999-2185-NS Plug, IP67, European Approved
220/380-240/415 V 63A/ 60A 3P+N+E 6H 888-2189 Plug, IP67, UL, CSA & European Listed
380/415V 125A 2P+E 9H 999-0439-NS Plug, IP67, European Approved
380/415V 125A SIEERE 6H 999-2195-NS Plug, IP67, European Approved
220/380-240/415V | 125A/100A | 3SP+N+E 6H 888-2199 Plug, IP67, UL, CSA & European Listed
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IEC 60309 - CEE 17 - IP44 Splashproof Connectors E:mai: sales@interationalconfig.com |
[888-Part Numbers| [999-Part Numbers| IWeb site: www.internationalconfig.comI

UL, CSA, European & International European & International AN Y
Universal Approvals Approvals @ @ @ C€

© 2014 International Configurations, Inc.

Visit our web site to obtain dimensional product prints and
50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES Sgso#lg?\‘ Zg\ilcc): PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-31000-NS Connector, IP44, European Approved
110-130 V 32A 2P+E 4H Yellow 999-31012-NS Connector, IP44, European Approved
120V 20A 2P+E 4H Yellow 888-31000-NS Connector, IP44, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-31012-NS Connector, IP44, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-3126-NS Connector, IP44, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-31004-NS Connector, IP44, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-31010-NS Connector, IP44, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-3138-NS Connector, IP44, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-31016-NS Connector, IP44, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-31022-NS Connector, IP44, European Approved
220/250 V 63A/ 60A 2P+E 6H 888-360306 Connector, IP44, UL, CSA & European Listed
220/250 V 63A 3P+E 9H
120/208-144/250 V 63 A 3P+N+E 9H
220/250 V 125A 2P+E 6H
220/250 V 125A 3P+E 9H
120/208-144/250 V 125A 3P+N+E 9H
380/415V 16 A 2P+E 9H 999-31002-NS Connector, IP44, European Approved
380/415V 16 A 3P+E 6H 888-31005-NS Connector, IP44, UL, CSA & European Listed
220/380-240/415V | 16A/20A | 3P+N+E 6H 888-303-NS Connector, IP44, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-31014-NS Connector, IP44, European Approved
380/415V 32A 3P+E 6H 999-31017-NS Connector, IP44, European Approved
220/380-240/415V | 32A/30A | 3P+N+E 6H 888-331-NS Connector, IP44, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H
380/415V 63A 3P+E 6H
220/380-240/415V | 63A/60A | 3P+N+E 6H 888-360 Connector, IP44, UL, CSA & European Listed
380/415V 125A 2P+E 9H
380/415 V 125A 3P+E 6H
220/380-240/415V | 125A/100A | 3P+ N+E 6H
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IEC 60309 - CEE 17 - IP67 Watertight Connectors

[888-Part Numbers|

UL, CSA, European & International
Universal Approvals

[999-Part Numbers|
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Visit our web site to obtain dimensional product prints and
50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES S()Rs;jg?u ZZ\CS: PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-3156-NS Connector, IP67, European Approved
110-130 V 32A 2P+E 4H Yellow 999-3168-NS Connector, IP67, European Approved
120V 20A 2P+E 4H Yellow 888-3156-NS Connector, IP67, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-3168-NS Connector, IP67, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-3157-NS Connector, IP67, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-3160-NS Connector, IP67, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-3166-NS Connector, IP67, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-3169-NS Connector, IP67, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-3172-NS Connector, IP67, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-3178-NS Connector, IP67, European Approved
220/250 V 63A/ 60A 2P+E 6H 888-369306 Connector, IP67, UL, CSA & European Listed
220/250 V 63 A SIEERE 9H 999-3184-NS Connector, IP67, European Approved
120/208-144/250 V 63 A 3P+N+E 9H 999-3188-NS Connector, IP67, European Approved
220/250 V 125A 2P+E 6H 999-3191-NS Connector, IP67, European Approved
220/250 V 125A SIEERE 9H 999-3194-NS Connector, IP67, European Approved
120/208-144/250 V 125A 3P+N+E 9H 999-3198-NS Connector, IP67, European Approved
380/415V 16 A 2P+E 9H 999-3158-NS Connector, IP67, European Approved
380/415V 16 A 3P+E 6H 999-3161-NS Connector, IP67, European Approved
220/380-240/415 V 16A/20A | 3P+N+E 6H 888-3167-NS Connector, IP67, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-3170-NS Connector, IP67, European Approved
380/415V 32A 3P+E 6H 999-3173-NS Connector, IP67, European Approved
220/380-240/415V | 32A/30A | 3P+N+E 6H 888-3179-NS Connector, IP67, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H 999-2339-NS Connector, IP67, European Approved
380/415 V 63 A SIEERE 6H 999-3185-NS Connector, IP67, European Approved
220/380-240/415V | 63A/60A | 3P+N+E 6H 888-3124 Connector, IP67, UL, CSA & European Listed
380/415V 125A 2P+E 9H 999-2439-NS Connector, IP67, European Approved
380/415V 125A SIEERE 6H 999-3195-NS Connector, IP67, European Approved
220/380-240/415V | 125A/100A | 3P+ N +E 6H 888-3199 Connector, IP67, UL, CSA & European Listed
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Visit our web site to obtain dimensional product prints and
50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES Sgso#lg?\‘ ZZ\CICC): PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-1216-NS Receptacle, IP44, European Approved
110-130 V 32A 2P+E 4H Yellow 999-1228-NS Receptacle, IP44, European Approved
120V 20A 2P+E 4H Yellow 888-1216-NS Receptacle, IP44, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-1228-NS Receptacle, IP44, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-1217-NS Receptacle, IP44, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-1220-NS Receptacle, IP44, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-1226-NS Receptacle, IP44, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-1229-NS Receptacle, IP44, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-1232-NS Receptacle, IP44, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-1238-NS Receptacle, IP44, European Approved
220/250 V 63A/ 60A 2P+E 6H 888-560306 Receptacle, IP44, UL, CSA & European Listed
220/250 V 63 A SIEEE 9H 999-1207-NS Receptacle, IP44, European Approved
120/208-144/250 V 63 A 3P+N+E 9H 999-1208-NS Receptacle, IP44, European Approved
220/250 V 125A 2P+E 6H
220/250 V 125A 3P+E 9H
120/208-144/250 V 125A 3P+N+E 9H
380/415V 16 A 2P+E 9H 999-1218-NS Receptacle, IP44, European Approved
380/415V 16 A 3P+E 6H 999-1221-NS Receptacle, IP44, European Approved
220/380-240/415V | 16A/20A | 3P+N+E 6H 888-1227-NS Receptacle, IP44, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-1230-NS Receptacle, IP44, European Approved
380/415V 32A 3P+E 6H 999-1233-NS Receptacle, IP44, European Approved
220/380-240/415V | 32A/30A | 3P+N+E 6H 888-1239-NS Receptacle, IP44, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H
380/415 V 63 A SIEEE 6H 999-1201-NS Receptacle, IP44, European Approved
220/380-240/415V | 63A/60A | 3P+N+E 6H 888-560 Receptacle, IP44, UL, CSA & European Listed
380/415V 125A 2P+E 9H
380/415 V 125A 3P+E 6H
220/380-240/415V | 125A/100A | 3P+ N+E 6H
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50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES S OR;:IE?\‘ ZZ{'S: PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-13000-NS Receptacle, IP44, European Approved
110-130 V 32A 2P+E 4H Yellow 999-13006-NS Receptacle, IP44, European Approved
120V 20A 2P+E 4H Yellow 888-13000-NS Receptacle, IP44, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-13006-NS Receptacle, IP44, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-13001-NS Receptacle, IP44, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-1323-NS Receptacle, IP44, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-13004-NS Receptacle, IP44, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-13007-NS Receptacle, IP44, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-13010-NS Receptacle, IP44, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-1332-NS Receptacle, IP44, European Approved
220/250 V 63A/ 60A 2P+E 6H 888-460306 Receptacle, IP44, UL, CSA & European Listed
220/250 V 63 A 3P+E 9H
120/208-144/250 V 63 A 3P+N+E 9H 999-1305-NS Receptacle, IP44, European Approved
220/250 V 125A 2P+E 6H
220/250 V 125A 3P+E 9H
120/208-144/250 V 125A 3P+N+E 9H
380/415V 16 A 2P+E 9H 999-13002-NS Receptacle, IP44, European Approved
380/415V 16 A 3P+E 6H 999-1324-NS Receptacle, IP44, European Approved
220/380-240/415 V 16A/20A | 3P+N+E 6H 888-13005-NS Receptacle, IP44, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-13008-NS Receptacle, IP44, European Approved
380/415V 32A 3P+E 6H 999-13011-NS Receptacle, IP44, European Approved
220/380-240/415V | 32A/30A | 3P+N+E 6H 888-1333-NS Receptacle, IP44, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H
380/415V 63 A 3P+E 6H
220/380-240/415V | 63A/60A | 3P+N+E 6H 888-460 Receptacle, IP44, UL, CSA & European Listed
380/415V 125A 2P+E 9H
380/415V 125A 3P+E 6H
220/380-240/415V | 125A/100A | 3P+ N +E 6H
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Visit our web site to obtain dimensional product prints and
50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES F?SSOI'IL'JIBHID\I ZZ\CICC): PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-1265-NS Receptacle, IP67, European Approved
110-130 V 32A 2P+E 4H Yellow 999-42324-NS Receptacle, IP67, European Approved
120V 20A 2P+E 4H Yellow 888-1265-NS Receptacle, IP67, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-42324-NS Receptacle, IP67, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-1266-NS Receptacle, IP67, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-41429-NS Receptacle, IP67, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-1275-NS Receptacle, IP67, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-42326-NS Receptacle, IP67, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-42429-NS Receptacle, IP67, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-1287-NS Receptacle, IP67, European Approved
220/250 V 63A/ 60A 2P+E 6H 888-569306 Receptacle, IP67, UL, CSA & European Listed
220/250 V 63 A SIEEE 9H 999-1205-NS Receptacle, IP67, European Approved
120/208-144/250 V 63 A 3P+N+E 9H 999-1206-NS Receptacle, IP67, European Approved
220/250 V 125A 2P+E 6H 999-12100-NS Receptacle, IP67, European Approved
220/250 V 125A SIEEE 9H 999-12103-NS Receptacle, IP67, European Approved
120/208-144/250 V 125A 3P+N+E 9H 999-12107-NS Receptacle, IP67, European Approved
380/415V 16 A 2P+E 9H 999-1267-NS Receptacle, IP67, European Approved
380/415V 16 A 3P+E 6H 999-41426-NS Receptacle, IP67, European Approved
220/380-240/415V | 16A/20A | 3P+N+E 6H 888-1276-NS Receptacle, IP67, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-42329-NS Receptacle, IP67, European Approved
380/415V 32A 3P+E 6H 999-42426-NS Receptacle, IP67, European Approved
220/380-240/415V | 32A/30A | 3P+N+E 6H 888-1288-NS Receptacle, IP67, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H 999-4339-NS Receptacle, IP67, European Approved
380/415 V 63 A SIEEE 6H 999-1200-NS Receptacle, IP67, European Approved
220/380-240/415V | 63A/60A | 3P+N+E 6H 888-129 Receptacle, IP67, UL, CSA & European Listed
380/415V 125A 2P+E 9H 999-4439-NS Receptacle, IP67, European Approved
380/415 V 125A SIEEE 6H 999-12104-NS Receptacle, IP67, European Approved
220/380-240/415V | 125A/100A | 3P+ N+E 6H 888-12108 Receptacle, IP67, UL, CSA & European Listed
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50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES SORSOI_IL_JIBHID\‘ ZZ\CS: PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-1371-NS Receptacle, IP67, European Approved
110-130 V 32A 2P+E 4H Yellow 999-13023-NS Receptacle, IP67, European Approved
120V 20A 2P+E 4H Yellow 888-1371-NS Receptacle, IP67, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-13023-NS Receptacle, IP67, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-1372-NS Receptacle, IP67, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-31429-NS Receptacle, IP67, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-1381-NS Receptacle, IP67, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-13024-NS Receptacle, IP67, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-32429-NS Receptacle, IP67, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-1369-NS Receptacle, IP67, European Approved
220/250 V 63A/ 60A 2P+E 6H 888-469306 Receptacle, IP67, UL, CSA & European Listed
220/250 V 63 A SIEERE 9H 999-1399-NS Receptacle, IP67, European Approved
120/208-144/250 V 63 A 3P+N+E 9H 999-13103-NS Receptacle, IP67, European Approved
220/250 V 125A 2P+E 6H 999-1402-NS Receptacle, IP67, European Approved
220/250 V 125A SIEERE 9H 999-1404-NS Receptacle, IP67, European Approved
120/208-144/250 V 125A 3P+N+E 9H 999-3459-NS Receptacle, IP67, European Approved
380/415V 16 A 2P+E 9H 999-1373-NS Receptacle, IP67, European Approved
380/415V 16 A 3P+E 6H 999-1376-NS Receptacle, IP67, European Approved
220/380-240/415 V 16A/20A | 3P+N+E 6H 888-1382-NS Receptacle, IP67, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-13025-NS Receptacle, IP67, European Approved
380/415V 32A 3P+E 6H 999-13028-NS Receptacle, IP67, European Approved
220/380-240/415V | 32A/30A | 3P+N+E 6H 888-1370-NS Receptacle, IP67, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H 999-3339-NS Receptacle, IP67, European Approved
380/415 V 63 A SIEERE 6H 999-13100-NS Receptacle, IP67, European Approved
220/380-240/415V | 63A/60A | 3P+N+E 6H 888-469 Receptacle, IP67, UL, CSA & European Listed
380/415V 125A 2P+E 9H 999-3439-NS Receptacle, IP67, European Approved
380/415V 125A SIEERE 6H 999-1406-NS Receptacle, IP67, European Approved
220/380-240/415V | 125A/100A | 3P+ N +E 6H 888-479 Receptacle, IP67, UL, CSA & European Listed
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50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertz IEC L|JE£\|166083209-2 SVADBESOEZZ? “Search by Part Number” field located on our homepage.
Hz €222 No.182.1  DIN 49462/63 Contact us for data sheets and specifications if the item you

searched for is not displayed.

GROUND DEVICE

VOLTAGE AMPS POLES N e PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-110-NS Receptacle, IP44, European Approved
110-130 V 32A 2P+E 4H Yellow 999-1113-NS Receptacle, IP44, European Approved

120 V 20A 2P+E 4H Yellow 888-110-NS Receptacle, IP44, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-1113-NS Receptacle, IP44, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-111-NS Receptacle, IP44, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-114-NS Receptacle, IP44, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-1111-NS Receptacle, IP44, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-1114-NS Receptacle, IP44, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-1117-NS Receptacle, IP44, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-1123-NS Receptacle, IP44, European Approved
220/250 V 63A/ 60A 2P+E 6H
220/250 V 63 A SIEEE 9H 999-1126-NS Receptacle, IP44, European Approved
120/208-144/250 V 63 A 3P+N+E 9H 999-1130-NS Receptacle, IP44, European Approved
220/250 V 125A 2P+E 6H
220/250 V 125 A JPEE 9H

120/208-144/250 V 125A 3P+N+E 9H
380/415V 16 A 2P+E 9H 999-112-NS Receptacle, IP44, European Approved
380/415V 16 A 3P+E 6H 999-115-NS Receptacle, IP44, European Approved

220/380-240/415 V 16A/ 20A 3P+N+E 6H 888-102-NS Receptacle, IP44, UL, CSA & European Listed

380/415 V 32A 2P+E 9H 999-1115-NS Receptacle, IP44, European Approved

380/415V 32A 3P+E 6H 999-1118-NS Receptacle, IP44, European Approved

220/380-240/415V | 32A/30A 3P+N+E 6H 888-103-NS Receptacle, IP44, UL, CSA & European Listed

380/415 V 63 A 2P+E 9H

380/415 V 63 A SIEEE 6H 999-1127-NS Receptacle, IP44, European Approved
220/380-240/415V | 63A/60A 3P+N+E 6H 888-161 Receptacle, IP44, UL, CSA & European Listed

380/415V 125A 2P+E 9H

380/415V 125 A JPEE 6H

220/380-240/415V | 125A/100A | 3P+N+E 6H
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50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES Sgso#g?\‘ ZZ\CS: PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-1132-NS Receptacle, IP67, European Approved
110-130 V 32A 2P+E 4H Yellow 999-1144-NS Receptacle, IP67, European Approved
120V 20A 2P+E 4H Yellow 888-1132-NS Receptacle, IP67, UL & CSA Listed
120 V 30A 2P+E 4H Yellow 888-1144-NS Receptacle, IP67, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-1133-NS Receptacle, IP67, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-1136-NS Receptacle, IP67, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-1142-NS Receptacle, IP67, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-3227-NS Receptacle, IP67, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-1148-NS Receptacle, IP67, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-1154-NS Receptacle, IP67, European Approved
220/250 V 63A/ 60A 2P+E 6H 999-1157-NS Receptacle, IP67, European Approved
220/250 V 63 A SIEERE 9H 999-1160-NS Receptacle, IP67, European Approved
120/208-144/250 V 63 A 3P+N+E 9H 999-1164-NS Receptacle, IP67, European Approved
220/250 V 125A 2P+E 6H 999-1167-NS Receptacle, IP67, European Approved
220/250 V 125A SIEERE 9H 999-1170-NS Receptacle, IP67, European Approved
120/208-144/250 V 125A 3P+N+E 9H
380/415V 16 A 2P+E 9H 999-1134-NS Receptacle, IP67, European Approved
380/415V 16 A 3P+E 6H 999-1137-NS Receptacle, IP67, European Approved
220/380-240/415 V 16A/ 20A 3P+N+E 6H 888-1043-NS Receptacle, IP67, UL, CSA & European Listed
380/415 V 32A 2P+E 9H
380/415V 32A 3P+E 6H 999-1149-NS Receptacle, IP67, European Approved
220/380-240/415 V 32A/ 30A 3P+N+E 6H 888-1155-NS Receptacle, IP67, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H
380/415 V 63 A SIEERE 6H 999-1161-NS Receptacle, IP67, European Approved
220/380-240/415 V 63A/ 60A 3P+N+E 6H 888-169 Receptacle, IP67, UL, CSA & European Listed
380/415V 125A 2P+E 9H
380/415V 125A SIEERE 6H 999-1171-NS Receptacle, IP67, European Approved
220/380-240/415V | 125A/100A | 3SP+N+E 6H 888-179 Receptacle, IP67, UL, CSA & European Listed
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IEC 60309 - CEE 17 - I1P44 Splashproof Inlets |E-mai|: sales@internationalconfig.com|
[888-Part Numbers| [999-Part Numbers| IWeb site: www.internationalconfig.comI

UL, CSA, European & International European & International AN Y
Universal Approvals Approvals @ @ @ €
Panel Mount, Straight Type

Plug and Inlet Closure Caps. Fits 999- & 888- Devices.

16A /20 Amp 2P+E Dust Cap P/N 999-613, P/N 999-613-WP

16A /20 Amp 3P+E Dust Cap P/N 999-614, P/N 999-614-WP

16A /20 Amp 3P+N+E Dust Cap P/N 999-615, P/N 999-615-WP
32A /30 Amp 2P+E, 3P+E Dust Cap P/N 999-623, P/N 999-623-WP
32A /30 Amp 3P+N+E Dust Cap P/N 999-625, P/N 999-625-WP
63A /60 Amp Dust Cap P/N 999-635

125A /100 Amp Dust Cap P/N 999-645

63A /60 Amp IP67 Watertight Cap P/N 999-635-WP

125A/ 100 Amp IP67 Watertight Cap P/N 999-645-WP

Visit our web site to obtain dimensional product prints and

50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertz IEC L|JE£\|166083209-2 SVADBESOEZZ? “Search by Part Number” field located on our homepage.
Hz €222 No.182.1  DIN 49462/63 Contact us for data sheets and specifications if the item you

searched for is not displayed.

GROUND DEVICE

VOLTAGE AMPS POLES N e PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-6134-NS Inlet, IP44, European Approved
110-130 V 32A 2P+E 4H Yellow 999-6234-NS Inlet, IP44, European Approved

120 V 20A 2P+E 4H Yellow 888-6134-NS Inlet, IP44, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-6234-NS Inlet, IP44, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-6136-NS Inlet, IP44, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-6149-NS Inlet, IP44, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-6159-NS Inlet, IP44, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-6236-NS Inlet, IP44, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-6249-NS Inlet, IP44, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-6259-NS Inlet, IP44, European Approved
220/250 V 63A/ 60A 2P+E 6H
220/250 V 63 A JPEE 9H

120/208-144/250 V 63 A 3P+N+E 9H
220/250 V 125A 2P+E 6H
220/250 V 125 A JPEE 9H

120/208-144/250 V 125A 3P+N+E 9H
380/415V 16 A 2P+E 9H 999-6139-NS Inlet, IP44, European Approved
380/415V 16 A 3P+E 6H 999-6146-NS Inlet, IP44, European Approved

220/380-240/415V | 16A/20A 3P+N+E 6H 888-7156-NS Inlet, IP44, UL, CSA & European Listed
380/415 V 32A 2P+E 9H
380/415V 32A 3P+E 6H 999-6246-NS Inlet, IP44, European Approved

220/380-240/415V | 32A/30A 3P+N+E 6H 888-6256-NS Inlet, IP44, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H
380/415V 63 A JPEE 6H

220/380-240/415V | 63A/60A 3P+N+E 6H
380/415V 125A 2P+E 9H
380/415V 125 A JPEE 6H

220/380-240/415V | 125A/100A | 3P+ N+E 6H
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IEC 60309 - CEE 17 - IP67 Watertight Inlets |E-mai|: sales@internationalconfig.com|
[888-Part Numbers| [999-Part Numbers| IWeb site: www.internationalconfig.comI

UL, CSA, European & International European & International AN Y
Universal Approvals Approvals @ @ @ €
Panel Mount, Straight Type

Plug and Inlet Closure Caps. Fits 999- & 888- Devices.

16A /20 Amp 2P+E Dust Cap P/N 999-613, P/N 999-613-WP

16A /20 Amp 3P+E Dust Cap P/N 999-614, P/N 999-614-WP

16A /20 Amp 3P+N+E Dust Cap P/N 999-615, P/N 999-615-WP
32A /30 Amp 2P+E, 3P+E Dust Cap P/N 999-623, P/N 999-623-WP
32A /30 Amp 3P+N+E Dust Cap P/N 999-625, P/N 999-625-WP
63A /60 Amp Dust Cap P/N 999-635

125A/ 100 Amp Dust Cap P/N 999-645

63A /60 Amp IP67 Watertight Cap P/N 999-635-WP

125A/ 100 Amp IP67 Watertight Cap P/N 999-645-WP

Visit our web site to obtain dimensional product prints and
50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertz 'EC5E'166083209'2 S\/ADBESotzz?ég “Search by Part Number” field located on our homepage.
Hz C22.2 No. 182.1 DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES F?gsol'?lgllj\l ZZ\CS: PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow
110-130 V 32A 2P+E 4H Yellow
120 V 20A 2P+E 4H Yellow
120 V 30A 2P+E 4H Yellow
220/250 V 16A/ 20A 2P+E 6H
220/250 V 16 A 3P+E 9H
120/208-144/250 V 16 A 3P+N+E 9H
220/250 V 32A/ 30A 2P+E 6H
220/250 V 32A 3P+E 9H
120/208-144/250 V 32A 3P+N+E 9H
220/250 V 63A/ 60A 2P+E 6H 999-6336-NS Inlet, IP67, European Approved
220/250 V 63 A SIEERE 9H 999-6349-NS Inlet, IP67, European Approved
120/208-144/250 V 63A 3P+N+E 9H 999-6359-NS Inlet, IP67, European Approved
220/250 V 125A 2P+E 6H 999-6436-NS Inlet, IP67, European Approved
220/250 V 125A SIEERE 9H 999-6449-NS Inlet, IP67, European Approved
120/208-144/250 V 125A 3P+N+E 9H 999-6459-NS Inlet, IP67, European Approved
380/415 V 16 A 2P+E 9H
380/415 V 16 A 3P+E 6H
220/380-240/415V | 16A/20A [ 3P+N+E 6H
380/415 V 32A 2P+E 9H
380/415 V 32A 3P+E 6H
220/380-240/415V | 32A/30A |[3P+N+E 6H
380/415 V 63 A 2P+E 9H 999-6339-NS Inlet, IP67, European Approved
380/415 V 63 A SIEERE 6H 999-6346-NS Inlet, IP67, European Approved
220/380-240/415V | 63A/60A [ 3P+N+E 6H 888-665 Inlet, IP67, UL, CSA & European Listed
380/415V 125A 2P+E 9H 999-6439-NS Inlet, IP67, European Approved
380/415V 125A SIEERE 6H 999-6446-NS Inlet, IP67, European Approved
220/380-240/415V | 125A/100A | 3P+ N +E 6H 888-679 Inlet, IP67, UL, CSA & European Listed
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IEC 60309 - CEE 17 - I1P44 Splashproof Inlets |E-mai|: sales@internationalconfig.com|
[888-Part Numbers| [999-Part Numbers| IWeb site: www.internationalconfig.comI

UL, CSA, European & International European & International AN Y
Universal Approvals Approvals @ @ @ €
Panel Mount, Angle Type

Plug and Inlet Closure Caps. Fits 999- & 888- Devices.

16A /20 Amp 2P+E Dust Cap P/N 999-613, P/N 999-613-WP

16A /20 Amp 3P+E Dust Cap P/N 999-614, P/N 999-614-WP

16A /20 Amp 3P+N+E Dust Cap P/N 999-615, P/N 999-615-WP
32A /30 Amp 2P+E, 3P+E Dust Cap P/N 999-623, P/N 999-623-WP
32A /30 Amp 3P+N+E Dust Cap P/N 999-625, P/N 999-625-WP
63A /60 Amp Dust Cap P/N 999-635

125A /100 Amp Dust Cap P/N 999-645

63A /60 Amp IP67 Watertight Cap P/N 999-635-WP

125A/ 100 Amp IP67 Watertight Cap P/N 999-645-WP

Visit our web site to obtain dimensional product prints and

50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertz IEC L|JE£\|166083209-2 SVADBESOEZZ? “Search by Part Number” field located on our homepage.
Hz €222 No.182.1  DIN 49462/63 Contact us for data sheets and specifications if the item you

searched for is not displayed.

GROUND DEVICE

VOLTAGE AMPS POLES N e PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-2705-NS Inlet, IP44, European Approved
110-130 V 32A 2P+E 4H Yellow 999-2758-NS Inlet, IP44, European Approved

120 V 20A 2P+E 4H Yellow 888-611316 Inlet, IP44, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-631316 Inlet, IP44, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-611306 Inlet, IP44, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-2709-NS Inlet, IP44, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-2756-NS Inlet, IP44, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-631306 Inlet, IP44, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-2762-NS Inlet, IP44, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-2768-NS Inlet, IP44, European Approved
220/250 V 63A/ 60A 2P+E 6H 888-661306 Inlet, IP44, UL, CSA & European Listed
220/250 V 63 A JPEE 9H

120/208-144/250 V 63 A 3P+N+E 9H
220/250 V 125A 2P+E 6H
220/250 V 125 A JPEE 9H

120/208-144/250 V 125A 3P+N+E 9H
380/415V 16 A 2P+E 9H 999-7139-NS Inlet, IP44, European Approved
380/415V 16 A 3P+E 6H 999-2751-NS Inlet, IP44, European Approved

220/380-240/415V | 16A/20A 3P+N+E 6H 888-2757-NS Inlet, IP44, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-7239-NS Inlet, IP44, European Approved
380/415V 32A 3P+E 6H 999-2763-NS Inlet, IP44, European Approved

220/380-240/415V | 32A/30A 3P+N+E 6H 888-2769-NS Inlet, IP44, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H
380/415V 63 A JPEE 6H

220/380-240/415V | 63A/60A 3P+N+E 6H
380/415V 125A 2P+E 9H
380/415V 125 A JPEE 6H

220/380-240/415V | 125A/100A | 3P+ N+E 6H

© 2014 International Configurations, Inc.  Entire contents of this catalog copyrighted.  www.InternationalConfig.com

192 International Configurations, Inc. « P.O. Box 3374 « Enfield, Connecticut 06083 « TEL (860) 749-6380 * FAX (860) 749-2985




IEC 60309 - CEE 17 - IP67 Watertight Inlets

[888-Part Numbers|

UL, CSA, European & International

Universal Approvals
Panel Mount, Angle Type

[999-Part Numbers|

European & International
Approvals

| E-mail: sales@internationalconfig.com |
IWeb site: www.internationalconfig.comI

@ & e @Ce

Plug and Inlet Closure Caps. Fits 999- & 888- Devices.
16A /20 Amp 2P+E Dust Cap P/N 999-613, P/N 999-613-WP
16A /20 Amp 3P+E Dust Cap P/N 999-614, P/N 999-614-WP
16A /20 Amp 3P+N+E Dust Cap P/N 999-615, P/N 999-615-WP
32A /30 Amp 2P+E, 3P+E Dust Cap P/N 999-623, P/N 999-623-WP
32A /30 Amp 3P+N+E Dust Cap P/N 999-625, P/N 999-625-WP
63A /60 Amp Dust Cap P/N 999-635

125A/ 100 Amp Dust Cap P/N 999-645

63A /60 Amp IP67 Watertight Cap P/N 999-635-WP
125A/ 100 Amp IP67 Watertight Cap P/N 999-645-WP

Visit our web site to obtain dimensional product prints and

© 2014 International Configurations, Inc.

50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES S gs:lg?\‘ ZZ\(':;: PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-71324-NS Inlet, IP67, European Approved
110-130 V 32A 2P+E 4H Yellow 999-72324-NS Inlet, IP67, European Approved
120V 20A 2P+E 4H Yellow 888-71324-NS Inlet, IP67, UL & CSA Listed
120V 30A 2P+E 4H Yellow 888-72324-NS Inlet, IP67, UL & CSA Listed
220/250 V 16A/ 20A 2P+E 6H 888-71326-NS Inlet, IP67, UL, CSA & European Listed
220/250 V 16A 3P+E 9H 999-71429-NS Inlet, IP67, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-2792-NS Inlet, IP67, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-72326-NS Inlet, IP67, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-72429-NS Inlet, IP67, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-27004-NS Inlet, IP67, European Approved
220/250 V 63A/ 60A 2P+E 6H 888-669306 Inlet, IP67, UL, CSA & European Listed
220/250 V 63 A SIEERE 9H 999-27010-NS Inlet, IP67, European Approved
120/208-144/250 V 63 A 3P+N+E 9H 999-27016-NS Inlet, IP67, European Approved
220/250 V 125A 2P+E 6H 999-2736-NS Inlet, IP67, European Approved
220/250 V 125A SIEERE 9H 999-2739-NS Inlet, IP67, European Approved
120/208-144/250 V 125A 3P+N+E 9H 999-7459-NS Inlet, IP67, European Approved
380/415V 16 A 2P+E 9H 999-71329-NS Inlet, IP67, European Approved
380/415V 16 A 3P+E 6H 999-71426-NS Inlet, IP67, European Approved
220/380-240/415 V 16A/20A | 3P+N+E 6H 888-2793-NS Inlet, IP67, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-72329-NS Inlet, IP67, European Approved
380/415V 32A 3P+E 6H 999-72426-NS Inlet, IP67, European Approved
220/380-240/415V | 32A/30A | 3P+N+E 6H 888-27005-NS Inlet, IP67, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H 999-7339-NS Inlet, IP67, European Approved
380/415 V 63 A SIEERE 6H 999-27011-NS Inlet, IP67, European Approved
220/380-240/415V | 63A/60A | 3P+N+E 6H 888-27017 Inlet, IP67, UL, CSA & European Listed
380/415V 125A 2P+E 9H 999-7439-NS Inlet, IP67, European Approved
380/415V 125A SIEERE 6H 999-2740-NS Inlet, IP67, European Approved
220/380-240/415V | 125A/100A | 3P+ N +E 6H 999-2744-NS Inlet, IP67, European Approved
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IEC 60309 - CEE 17 - I1P44 Splashproof Inlets |E-mai|: sales@internationalconfig.com|
[888-Part Numbers| [999-Part Numbers| IWeb site: www.internationalconfig.comI

UL, CSA, European & International European & International AN Y
Universal Approvals Approvals @ @ @ €
Wall Mount With Box

Plug and Inlet Closure Caps. Fits 999- & 888- Devices.
16A /20 Amp 2P+E Dust Cap P/N 999-613, P/N 999-613-WP

16A /20 Amp 3P+E Dust Cap P/N 999-614, P/N 999-614-WP
16A /20 Amp 3P+N+E Dust Cap P/N 999-615, P/N 999-615-WP
32A/ 30 Amp 2P+E, 3P+E Dust Cap P/N 999-623, P/N 999-623-WP
32A/ 30 Amp 3P+N+E Dust Cap P/N 999-625, P/N 999-625-WP
63A /60 Amp Dust Cap P/N 999-635
125A/ 100 Amp Dust Cap P/N 999-645
63A /60 Amp IP67 Watertight Cap P/N 999-635-WP
125A/ 100 Amp IP67 Watertight Cap P/N 999-645-WP
Visit our web site to obtain dimensional product prints and
50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
GROUND  DEVICE
VOLTAGE AMPS POLES N e PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-244-NS Inlet, IP44, European Approved
110-130 V 32A 2P+E 4H Yellow 999-2416-NS Inlet, IP44, European Approved
120V 20A 2P+E 4H Yellow 888-5335-NS Inlet, IP44, UL, CSA & European Listed
120V 30A 2P+E 4H Yellow 888-5435-NS Inlet, IP44, UL, CSA & European Listed
220/250 V 16A/ 20A 2P+E 6H 888-245-NS Inlet, IP44, UL, CSA & European Listed
220/250 V 16 A 3P+E 9H 999-248-NS Inlet, IP44, European Approved
120/208-144/250 V 16 A 3P+N+E 9H 999-2414-NS Inlet, IP44, European Approved
220/250 V 32A/ 30A 2P+E 6H 888-2417-NS Inlet, IP44, UL, CSA & European Listed
220/250 V 32A 3P+E 9H 999-2420-NS Inlet, IP44, European Approved
120/208-144/250 V 32A 3P+N+E 9H 999-2426-NS Inlet, IP44, European Approved
220/250 V 63A/ 60A 2P+E 6H
220/250 V 63 A 3P+E 9H
120/208-144/250 V 63 A 3P+N+E 9H
220/250 V 125A 2P+E 6H
220/250 V 125A 3P+E 9H
120/208-144/250 V 125A 3P+N+E 9H
380/415V 16 A 2P+E 9H 999-246-NS Inlet, IP44, European Approved
380/415V 16 A 3P+E 6H 999-249-NS Inlet, IP44, European Approved
220/380-240/415V | 16A/20A | 3P+N+E 6H 888-2415-NS Inlet, IP44, UL, CSA & European Listed
380/415 V 32A 2P+E 9H 999-2418-NS Inlet, IP44, European Approved
380/415V 32A 3P+E 6H 999-2421-NS Inlet, IP44, European Approved
220/380-240/415V | 32A/30A | 3P+N+E 6H 888-2427-NS Inlet, IP44, UL, CSA & European Listed
380/415 V 63 A 2P+E 9H
380/415V 63A 3P+E 6H
220/380-240/415V | 63A/60A | 3P+N+E 6H
380/415V 125A 2P+E 9H
380/415V 125A 3P+E 6H
220/380-240/415V | 125A/100A | 3P+ N+E 6H
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IEC 60309 - CEE 17 - IP67 Watertight Inlets

[888-Part Numbers|

UL, CSA, European & International
Universal Approvals

Wall Mount With Box

[999-Part Numbers|

European & International

Approvals

| E-mail: sales@internationalconfig.com |
IWeb site: www.internationalconfig.comI

@ & e @Ce

Plug and Inlet Closure Caps. Fits 999- & 888- Devices.
16A /20 Amp 2P+E Dust Cap P/N 999-613, P/N 999-613-WP
16A /20 Amp 3P+E Dust Cap P/N 999-614, P/N 999-614-WP
16A /20 Amp 3P+N+E Dust Cap P/N 999-615, P/N 999-615-WP
32A /30 Amp 2P+E, 3P+E Dust Cap P/N 999-623, P/N 999-623-WP
32A /30 Amp 3P+N+E Dust Cap P/N 999-625, P/N 999-625-WP
63A /60 Amp Dust Cap P/N 999-635

125A/ 100 Amp Dust Cap P/N 999-645

63A /60 Amp IP67 Watertight Cap P/N 999-635-WP
125A/ 100 Amp IP67 Watertight Cap P/N 999-645-WP

Visit our web site to obtain dimensional product prints and

© 2014 International Configurations, Inc.

50/60 IEC EN 60309-1 BS 4343 specification data for part numbers listed below. Use the
Hertr IEC 5{\!16608?;09'2 SVADBESO%ZZ? “Search by Part Number” field located on our homepage.
Hz €222 No. 1821  DIN 49462/63 Contact us for data sheets and specifications if the item you
searched for is not displayed.
VOLTAGE AMPS POLES S OR:#g?\‘ ZZ{'S: PART NUMBER DESCRIPTION
110-130 V 16 A 2P+E 4H Yellow 999-2341-NS Inlet, IP67, European Approved
110-130 V 32A 2P+E 4H Yellow 999-2342-NS Inlet, IP67, European Approved
120V 20A 2P+E 4H Yellow
120V 30A 2P+E 4H Yellow
220/250 V 16A/ 20A 2P+E 6H
220/250 V 16 A 3P+E 9H
120/208-144/250 V 16 A 3P+N+E 9H
220/250 V 32A/ 30A 2P+E 6H
220/250 V 32A 3P+E 9H
120/208-144/250 V 32A 3P+N+E 9H
220/250 V 63A/ 60A 2P+E 6H 999-5336-NS Inlet, IP67, European Approved
220/250 V 63 A SIEERE 9H 999-5337-NS Inlet, IP67, European Approved
120/208-144/250 V 63 A 3P+N+E 9H 999-5338-NS Inlet, IP67, European Approved
220/250 V 125A 2P+E 6H 999-5436-NS Inlet, IP67, European Approved
220/250 V 125A SIEERE 9H 999-5449-NS Inlet, IP67, European Approved
120/208-144/250 V 125A 3P+N+E 9H 999-5339-NS Inlet, IP67, European Approved
380/415V 16 A 2P+E 9H
380/415V 16 A 3P+E 6H
220/380-240/415 V 16A/ 20A 3P+N+E 6H
380/415 V 32A 2P+E 9H
380/415V 32A 3P+E 6H
220/380-240/415 V 32A/ 30A 3P+N+E 6H
380/415 V 63 A 2P+E 9H
380/415 V 63 A SIEERE 6H 999-5440-NS Inlet, IP67, European Approved
220/380-240/415 V 63A/60A 3P+N+E 6H 999-5441-NS Inlet, IP67, European Approved
380/415V 125A 2P+E 9H
380/415V 125A SIEERE 6H 999-5446-NS Inlet, IP67, European Approved
220/380-240/415V | 125A/100A | 3P+N+E 6H 888-678 Inlet, IP67, UL, CSA & European Listed
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I[EC 60309 - CEE 17 - Technical Data, Product Features | E-mail: sales@internationalconfig.com |

IWeb site: www.internationalconfig.comI

Ingress Protection - IP Grades of Protection

IEC 60309 - CEE 17 devices are provided with different grades of
protection as indicated in the table below. The IP standard rating
system defines the degree of protection provided. The first digit de-
fines the protection against the ingress of dust particles, the second
digit defines the protection against the ingress of water. The table
below outlines IP rating for electrical connectors.

IP IP P
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Product Features

IEC 60309 devices are manufactured in
Polyamide 6, which provides effective
insulation and has extremely high
impact resistance strength.

Products have standard sizes and
positions of flanges and contacts. This
makes for full interchangeability of
plugs and sockets of the same type
possible, even of plugs and sockets of
different manufactures.

The position on the earth contact
varies according to the voltage rating
and polarity. This makes it impossible
to connect plugs and sockets of differ-
ent current ratings and voltage.

Industrial plugs and sockets are color
coded, which prevents confusion about
voltage and current ratings.

RATED VOLTAGE COLOR
110-130 Volt  Yellow
200-250 Volt Blue
380-415 Volt Red
120/208-144/250 Volt Blue
220/380-240-415 Volt Red

Available on request are:

440 volt & 500 volt devices.
Marine & shipboard container devices.
Combination switched outlet devices.
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GFCI & OVERLOAD DIN-RAIL MOUNT CIRCUIT BREAKERS |E-mail: sales@internationalconfig.com |
RCCB 240 VOLT 50Hz CIRCUIT BREAKERS IWeb site: www.internationalconfig.comI
RCCB / RCBO COMBINATION GFCI & OVERLOAD CIRCUIT BREAKERS

MCB OVERLOAD PROTECTION CIRCUIT BREAKERS
|

Part Amp Trip Description
Number Rating Current
EAM162V 16 10 mA European / International GFCI, RCCB double pole
EAM162H 16 30 mA circuit breakers. GFCI, RCCB circuit breakers only
EAM252H 25 30 mA provide GFCI protection. For overload protection use
EAM252M 25 100 mA MCB circuit breakers or combination protection RCBO
EAM402H 40 30 mA breakers. DIN rail mount. Box type termlnals.
EAM402M 40 100 mA accepts 1 to 50 mm? conductors. 2 Module size.
Complies with standards: IEC-EN 61008
EAM162V
EADO6BH30 6 30 mA European / International GFCI, RCBO, B-curve, single
EAD10BH30 10 30 mA pole circuit breakers. GFCI, RCBO circuit breakers
EAD16BH30 16 30 mA provide GFCI and overload protection. DIN rail mount.
EAD20BH30 20 30 mA Box type terminals accepts 1 to 50 mm? conductors.
EAD25BH30 25 30 mA 1 Module size.
EAD32BH30 32 30 mA Complies with standards: IEC-EN 61009
EAD40BH30 40 30 mA
EAD45BH30 45 30 mA
EAD16BH30
007879 16 10 mA European / International GFCI, RCBO, C-curve, single
007886 16 30 mA pole plus neutral circuit breakers. GFCI, RCBO circuit
007887 20 30 mA breakers provide GFCI and overload protection. DIN rail
007888 25 30 mA mount. Box type terminals accepts 1 to 50 mm?
007889 32 30 mA conductors. 2 Module size.
007890 40 30 mA Complies with standards: IEC 61009-1, IEC 60947-2
007879
EADO02B 2 -- European / International MCB (minature circuit
EADO04B 4 -- breakers), B-curve, single pole circuit breakers. MCB
EADO6B 6 -- circuit breakers provide only overload protection. DIN
EAD10B 10 -- rail mount. Box type terminals accepts 1 to 50 mm?
EAD13B 13 -- conductors. 1 Module size.
EAD16B 16 -- Complies with standards: IEC-EN 60898
EAD20B 20 --
EAD25B 25 --
EAD16B EAD32B 32 =
EAD40B 40 -
EAD50B 50 --
EAD63B 63 --
2CU16 *** 16 - European / International MCB (minature circuit
2CU32 ** 32 - breakers), C-curve, double pole circuit breakers.
2CU40 ** 40 -- MCB circuit breakers provide only overload protection.
2CU63 ** 63 -- DIN rail mount. Box type terminals accepts 1 to 50 mm?
conductors. 2 Module size.
Complies with standards:
*IEC-EN 60898-I, VDE 0641-11
**UL 508, CSA 22.2 No. 14
2CU32
3CU16 *,** 16 -- European / International MCB (minature circuit
3CU32 * 32 -- breakers), C-curve, three pole circuit breakers. MCB
3CUB3 * 63 -- circuit breakers provide only overload protection. DIN
rail mount. Box type terminals accepts 1 to 50 mm?
conductors. 3 Module size.
Complies with standards:
*|IEC-EN 60898-I, VDE 0641-11
**UL 508, CSA 22.2 No. 14
3CU32
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CIRCUIT BREAKER ENCLOSURES AND ACCESSORIES |E-mail: sales@internationalconfig.com |
SURFACE MOUNT ENCLOSURES IWeb site: www.internationalconfig.comI

RECESS FLUSH MOUNT ENCLOSURES
POWER DISTRIBUTION BLOCKS AND BLANKING PLATES

Description
Surface mount enclosure.
Part Number: AN25
IP 40 protection. Cable entry top and bottom. For use with 1 double
pole or two single pole breakers. Grounding terminal included.

4QEL

Surface mount enclosures.

Part Numbers: 4QEL, 8QEL, 12QEL and 24QEL

Accepts GFCI RCCB breakers, combination GFCI and overload
protection RCBO breakers and MCB overload protection circuit
breakers. |IP54 protection with hinged and gasketed transparent
cover. IP65 protection available with optional IP65 cable glands.
Cable entry top, bottom and sides. For use with one-pole, two-
pole and three-pole circuit breakers. Grounding terminal strip,
neutral strip, box accessories included.

12QEL

Surface mount enclosures.

Part Numbers: EAS12, EAS18 and EAS26

Accepts GFCI RCCB breakers, combination GFCI and overload
protection RCBO breakers and MCB overload protection circuit
breakers. IP30 protection with hinged cover. Cable entry top,
bottom and back. For use with one-pole, two-pole and three-
pole circuit breakers. Includes 100 Amp Main switch, Line busbar,
Grounding terminal strip, Neutral terminal strip and box accessories.

EAS12F

Recess mount enclosures.

Part Numbers: EAS12F, EAS18F and EAS26F

Accepts GFCI RCCB breakers, combination GFCI and overload
protection RCBO breakers and MCB overload protection circuit
breakers. IP30 protection with hinged cover. Cable entry top,

bottom and back. For use with one-pole, two-pole and three-
pole circuit breakers. Includes 100 amp Main switch, Line busbar,
Grounding terminal strip, Neutral terminal strip and box accessories.
~—~ |

EAS26
Part Number: 38041

125 ampere 600 volt ac. DIN rail mount. Line side accepts one “

#8-2 AWG conductor. Six #14-6 AWG loadside terminals. QBP5 38041

EAS18F

Blanking plate
Part Number: QBP5
Used for filling unused openings in enclosures.

One phase power distribution block.

|
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230 VOLT EUROPEAN / INTERNATIONAL LIGHT FIXTURES LE:mai: sales@internationalconfig.com |

Fluorescent, Incandescent, LED & Halogen

| web site: www.internationalconfig.com |

FLUORESCENT FIXTURES

Fluoresecent Light Fixture,

11 watt, 230 volt, 50Hz, P44,

surface mount, aluminum base, opal
polycarbonate lens, class 1, 335mm long,
less lamp. European approval and CE
mark. White.

Fluorescent Lamp 006017

681348

Fluoresecent Light Fixture,

18 watt, 230 volt, 50Hz, P44,

surface mount, aluminum base, opal
polycarbonate lens, class 1, 631mm long,
less lamp. European approval and CE
mark. White.

Fluorescent Lamp 92392

681386

Fluoresecent Light Fixture,

36 watt, 230 volt, 50Hz, 1P44,

surface mount, aluminum base, opal
polycarbonate lens, class 1, 1,241 long,
less lamp. European approval and CE
mark. White.

Fluorescent Lamp 702708

681485

69222-F

69214-F

69116

© 2014 International Configurations, Inc.
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Fluorescent European light fixture,
36 watt, 230 volt, 50Hz, IP65
weatherproof, acrylic prismatic lens,
shock resistant polycarbonite base,
stainless steel clips, surface mount,
less lamps. RAL 7035 Gray.
Fluorescent Lamp 702708 (x2)

Fluorescent light fixture,

13 watt, 230 volt, 50Hz, IP44,
oval bulkhead, surface mount
insulated base, glass lens, steel
lens guard, less lamp. Gray.
Fluorescent Lamp 69320

69222-MF

Fluorescent light fixture,

13 watt, 230 volt, 50Hz, P44,
round bulkhead, surface mount
thermoplastic base, glass lens,
steel lens guard, 3 conduit /
cable entries, less lamp. Gray.
Fluorescent Lamp 69320
69214-FLG
Fluorescent light fixture,

16 watt, 230 volt, 50Hz, IP44,
round ceiling light,

surface mount, opal lens,
with lamp. White.
Replacement Lamp 69316

69118
Entire contents of this catalog copyrighted.

www.InternationalConfig.com

702708

Flourescent Light Fixture,

32 watt, 120-277 volt, 50/60Hz, IP65
weatherproof, acrylic prismatic lens,
electronic rapid start ballast, polyester
fiberglass body, neoprene gasketed,
surface mount, less lamps. Gray.
Fluorescent Lamp F32T8CW (x2)

Fluorescent light fixture,

13 watt, 230 volt, 50Hz, IP54, oval
bulkhead, surface mount, coated
aluminum base, glass lens, steel
lens guard, three M20x1.5 threaded
entries, less lamp. Gray.
Fluorescent Lamp 69320

Fluorescent light fixture,

13 watt, 230 volt, 50Hz, P44,
round bulkhead, surface mount
thermoplastic base, glass lens,
less lens guard, 3 conduit / cable
entries, less lamp. Gray.
Fluorescent Lamp 69320

Fluorescent light fixture,

18 watt, 230 volt, 50Hz, 1P44,
round ceiling light,

surface mount, opal lens,
with lamp. White.
Replacement Lamp 69318




230 VOLT LIGHT FIXTURES
Fluorescent, Incandescent, LED & Halogen

FLUORESCENT FIXTURES

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

69128

69350-EX

Fluorescent light fixture,
28 watt, 230 volt, 50Hz, IP44,
round ceiling light,

surface mount, opal lens,
with lamp. White.
Replacement Lamp 69328

Fluorescent light fixture,

8 watt, 230 volt, 50/60Hz, 1P42,
“Emergency Exit” indoor fixture,
surface mount, battery back-up,
with lamp. White.
Replacement Lamp 69306

69350

Fluorescent light fixture,

8 watt, 230 volt, 50/60Hz, 1P42,
“Emergency Lighting” indoor
fixture, surface mount, battery
back-up, with lamp. White.
Replacement Lamp 69306

INCANDESCENT / FLOURESCENT COMBINATION FIXTURES

69013 and 69026

Incandescent light fixture,

100 watt, 230-250 volt, 50Hz, IP44,
oval bulkhead, surface mount, insulat-
ed base, glass lens, gray coated steel
wire lens guard, less lamp. Gray.
Incand. Lamp 69300 (100 Watt)
Incand. Lamp 69275 (75 Watt)

Incandescent light fixture,

100 watt, 230-250 volt, 50Hz, IP44,
round bulkhead, surface mount,
thermoplastic base, glass lens,
lens guard, less lamp. Gray.
Incand. Lamp 69300 (100 Watt)
Incand. Lamp 69275 (75 Watt)

Incandescent light fixture,

100 watt, 230 volt, 50Hz, IP54,
round surface mount, metal base,
opaque glass lens, metal lens
guard, less lamp. White.

Incand. Lamp 69300 (100 Watt)
Incand. Lamp 69275 (75 Watt)

Flourescent light bulbs,
69013: 13W equivalent to 60W
69026: 26W equivalent to 100W
*Incandescent fixtures:

69214, 69214-LG, 69214-MFM
accepts 69013 or 69026.
*Incandescent fixtures:

69222, 69222-M accept only 69013.

LED FIXTURES

1
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LED light fixture,

3x4 watt, 220-240 volt, 50Hz,
IP54, oval bulkhead, surface
mount, coated aluminum base,
frosted prismatic glass lens, steel
wire lens guard, three M20x1.5
threaded entries, with lamp. Gray.

69214-LG

60620

69250-P

Entire contents of this catalog copyrighted.

Incandescent light fixture,

100 watt, 230 volt, 50Hz, IP54, oval
bulkhead, surface mount, aluminum
base, glass lens, lens guard, three
M20x1.5 entries, less lamp. Gray.
Incand. Lamp 69300 (100 Watt)
Incand. Lamp 69275 (75 Watt)

Incandescent light fixture,

100 watt, 230 volt, 50Hz, IP44, round
bulkhead, surface moutn, thermo-
plastic base, glass lens, less lens
guard, less lamp. Gray.

Incand. Lamp 69300 (100 Watt)
Incand. Lamp 69275 (75 Watt)

Incandescent light fixture,

60 watt, 230 volt, 50Hz, IP23,
surface mount, strip light fixture,
thermoplastic base, class 2,
with lamp. White.
Replacement Lamp 60684

HALOGEN FIXTURES

Halogen light fixture,

400 watt, 230 volt, 50Hz, IP54,
wall or ceiling mount, aluminum
housing, baked enamel finish,
class 1, with lamp. Black.
Replacement Lamp 69324

Halogen light fixture,

400 watt, 230 volt, 50Hz, IP54,
portable fixture, 1.8 meter (6 foot)
power cord with Schuko plug,
aluminum housing, baked enamel
finish, class 1, with lamp. Black.
Replacement Lamp 69324

www.InternationalConfig.com
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MOBILE VEHICLE AND RV CONNECTORS
IEC 60309 DEVICES, IP44, IP67 (6H)

2 Pole 3 Wire Grounding

20 Amp 250 Volt A.C. - North American Rated
16 Amp 220-250 Volt A.C. - European Rated

SPLASHPROOF IP44 § WATERTIGHT IP67

Blue Color

888-71326-NS

=)

999-613, 999-613-WP

888-2126-NS-WT

888-3157-NS

888-13001-NS or 888-410306 888-1372-NS

888-1217-NS 888-1266-NS

888-111-NS 888-1133-NS

© 2014 International Configurations, Inc.  Entire contents of this catalog copyrighted. ~ www.InternationalConfig.com @ IcI

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |
UNIVERSAL

APPROVED cus C€
DEVICE SPECIFICATION DOCUMENTS
AVAILABLE ON OUR WEBSITE

Surface Mount Inlets, Down Angled Type
888-611306 Splashproof Inlet, IP44 Rated.
888-71326-NS Watertight Inlet, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Hull Inlet

999-1154210 Flush mount with splashproof lift lid
design. Gasketed. Beige. Release lever unlocks
mating connector body.

Plug and Inlet Closure Cap.

999-613-WP Watertight Cap, IP67 Rated. Color: Gray
999-613 Color: Gray

Cable Mounting Plugs

888-2126-NS Splashproof Plug, IP44 Rated.
888-2126-NS-WT Watertight Plug, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Cable Mounting Connectors

888-3126-NS Splashproof Connector, IP44 Rated.
888-3157-NS Watertight Connector, IP67 Rated.
Compression Strain Relief & Cord Grip.

Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Straight Type
888-13001-NS Splashproof Receptacle, IP44 Rated.
888-410306 Splashproof Receptacle, IP44 Rated.
888-1372-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Panel Mount Receptacles, Angled Type
888-1217-NS Splashproof Receptacle, IP44 Rated.
888-1266-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C

Surface Mount Receptacles with Box
888-111-NS Splashproof Receptacle, IP44 Rated.
888-1133-NS Watertight Receptacle, IP67 Rated.
Nylon ( Polyamide 6 ) Body. Color: Blue.
Contacts: Nickel Plated Brass, Brass.

Operating Temp: -25°C to + 80°C




INLINE CORD SWITCHES - 10 AMP 250 VOLT

INLINE GFCI PROTECTION DEVICES
16 AMP 220-240 VOLT EUROPEAN AND INTERNATIONAL

INLINE CORD SWITCHES - 10 AMP 250 VOLT

| E-mail: sales@internationalconfig.com |

| web site: www.internationalconfig.com |

Feed through 3-wire cord switch, 10
ampere 250 volt with Red on / off rocker
switch. Black body. Designed for 3 conductor
cords. Screw terminals provided for phase,
neutral and grounding conductors.

Feed through 3-wire cord switch, 10
ampere 250 volt with Black on / off rocker
switch. Black body. Designed for 3 conductor
cords. Screw terminals provided for phase,
neutral and grounding conductors.

Feed through 3-wire cord switch, 10
ampere 250 volt with White on / off rocker
switch. White body. Designed for 3 conductor
cords. Screw terminals provided for phase,
neutral and grounding conductors.

97500

97500-B

97510

-~
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81

1
27

97500

-

81

97500-B

0 )%

— T
27

97510

INLINE GFCI - 16 AMP 220-240 VOLT - EUROPEAN AND INTERNATIONAL

Inline Connector, International / European
16 ampere 230 / 240 volt, 50Hz, 10Ma trip
GFCI (RCCB / RCD), Weatherproof (IP55),
2 pole-3 wire grounding, test / reset buttons,
operating temperature = -25°C to +40°C,
black.

Inline Connector, International / European
16 ampere 230 volt, 50Hz, 30Ma trip GFCI
(RCCB / RCD), Weatherproof (IP56),

2 pole-3 wire grounding, test / reset buttons,
operating temperature = -25°C to +40°C,
black.

Automatic Reset Inline Connector,
International / European 16 ampere 220 / 240
volt, 50Hz, 30Ma trip GFCI (RCCB / RCD),
Weatherproof (IP55), 2 pole-3 wire grounding,
test/reset buttons, operating temperature =
-25°C to +40°C, black.

70400-10MA

70400

70400-AR

© 2014 International Configurations, Inc.
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EUROPEAN APPROVED FLEXIBLE CORDAGE AND HOOK UP WIRE

HARMONIZED (HAR) APPROVED AND CONFORMS TO “CE”

( 4z<c»

==

Harmonized cables are utilized on electronic and electrical
equipment that is intended for use in Europe.

For years, European trade was very cumbersome since most
countries required compliance to their own electrical standards.
In order to facilitate export trade to the European communities,
and develop acommon European marketplace, an international
safety standards agency called the European Committee for
Electrotechnical Standardization (CENELEC) was formed to
develop electrical standards that would be universally accept-
able to all CENELEC member nations which are noted in the
table below.

The electrical standards are classified as Harmonization Docu-

ments. "HAR" cordage and hook-up wire conforms to Harmoni-
zation Documents HD-21 and HD-22:

HD-21 Specification for Polyvinyl chloride insulated wire
and cables.

HD-22 Specification for rubber insulated flexible cords and
cables.

Compliance with these standards demands the use of Harmo-
nized products on equipment operating in all CENELEC mem-
ber countries. Additionally, Underwriters Laboratories (UL)

approved the use of HAR cables on equipment for use outside
the United States.

In order to identify a harmonized wire or cable, one of the
following identification methods are employed: (1) Printed let-
ters (HAR) on either the overall jacket or conductor insulation, or
(2) Printed tape or identification threads.

Recommended applications as defined in the Harmonization

Documents are as follows:

e Polyvinyl Chloride Cord (HO5VV-F) - for use in offices,
domestic premises, kitchens, household appliances,
washing machines, spin dryers, refrigerators. Permitted for
cooking and heating appliances, providing cable not in
contact with hot parts and is not subject to radiation

(UNSUITABLE FOR OUTDOOR USE).

¢ Rubber Cord (HO7RN-F) - for use when cable subjected to
mechanical stresses in dry and damp areas. Use as power
for transportable motors, appliances, domestic electric
tools and electrical tools such as circular saws, agricultural
use, and utility water equipment. Can be installed on
plaster and direct installation on structural parts of hoist
and other heavy machines.

03 300/300 Volt
05 300/500 Volt

07 450/750 Volt FEDERAL REPUBLIC

3. INSULATING OF GERMANY
V PVC
R Rubber
S Silicone Rubber FINLAND
4. SHEATH-CLADDING MATERIAL
Vv PVC GREECE
R Rubber
N  Chloroprene Rubber IRELAND
J  Glass-filament Braiding
T Textile Braiding
5. SPECIAL FEATURES ITALY
H Ribbon Cable, Separable
H2 Ribbon Cable, Non-Separable NETHERLANDS
6. CONDUCTOR TYPES
U Single Wire NORWAY
R Multi-Wire
K Fine Wire (Permanently Installed)
F  Fine Wire (Flexible) PORTUGAL
H  Superfine Wire
Y Tinsel Strand SPAIN
7. NUMBER OF CORES
Number of Cores SWEDEN
8. PROTECTIVE CONDUCTOR
X Without Protective Conduct
ithout Protective Conductor SWITZERLAND

G With Protective Conductor

9. CONDUCTOR CROSS-SECTIONAL
UNITED KINGDOM

HARMONIZED WIRE LICENSING BODIES OF CENELEC
CODING SYSTEM
(1] [(I11-0 111 AUSTRIA Osterreichischer Verband for Elektrotechnik (OVE)
12 345—6 72809 . .
BELGIUM Comite' Electrotechnique Belge (CEBEC)

1. BASIC TYPE

H  Harmonized Type DENMARK Denmarks Elektriske Materiel Kontrol (DEMKO)

A National Type
2 WORKING VOLTAGE FRANCE Union Technique de I' Electricite' (UTE)

Verband Deutscher Elektrotechniker (VDE) e.V. Prufstelle

Electrical Inspectorate (SETI)

Hellenic Organization for Standardization (ELOT)

National Standards Authority of Ireland (NSAI)

Istituto Italiano del Marchio di Qualita (IMQ)

N.V. tot Keuring van Elektrotechnische Materialen (KEMA)
NEMKO

Institute Pertugues Da Qualidede (IPQ)

Asociacion Electrotecenica Y Electronica Espanola
Svenska Elektriska Materiel Kontrollanstalten (SEMKO)
Schweizerischer Elektrotechnischer Verein (SEV)

B.A.S.E.C. - British Approvals Service for Electric Cables Ltd.
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HO5VV-F
European PVC Flexible Cordage
HAR 300/500 V 70°C

IEC, CEE Color Code, "CE" MARK

HAR indicates acceptance by: Austria, Belgium, Denmark, Federal
Republic of Germany, Finland, France, Greece, Ireland, Italy,
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

Applications:

For use on electronic and electrical equipment designed for export to
Europe. Applicable to UL subject 478 (114) Appendix A - Information
processing and business equipment intended for use outside of the
U.S.A. Commonly used on appliances and office machines.
Construction:

Bare copper conductors, PVC insulation, conductors cabled, talc,
black or gray PVC jacket.

SIom>>LI. 4I<c »(ﬁ)ﬁ
Standards:

HD 21.1 S2, HD 21.2 S2, HD 21.3 S2, HD 308, 361, 383, 385, 402,
405.1. VDE 0100, 0281, 0293, 0295 class 5. IEC 227.1, 227.2, 227.5,
228, 304, 332.1, 540. BS 6500, BS 6360.
Technical Data:
Voltage Rating:
Temperature Rating:
Minimum Bending Radius for Flexing:
Conductor Color Code: 2 = Blue, Brown
3 = Green/Yellow, Blue, Brown
4 = Green/Yellow, Brown, Black, Grey
5 = Green/Yellow, Blue, Brown, Black, Grey

300/500 Volts
-15°Cto +70° C
15 x Outer Diameter

Approval: HAR
BLACK JACKET GRAY JACKET NUMBER 0.D. BLACK JACKET GRAY JACKET NUMBER 0.D.
CATALOG No. CATALOG No.  OF CONDUCTORS NOMINAL CATALOG No. CATALOG No.  OF CONDUCTORS NOMINAL
18 AWG (24/32) 0.75 mm? 16 AWG (30/30) 1.5 mm?
1601103 810965 2 .248" 1601114 810971 2 .315"
1601102 810618 3 .264" 1601111 810617 3 .350"
1601126 810966 4 .295" 1601116 810675 4 .394"
810976 810967 5 .334" 1601123 810972 5 433"
17 AWG (32/32) 1.0 mm? 14 AWG (50/30) 2.5 mm?
1601106 810968 2 271" 1601121 810973 2 374"
1601109 810616 3 .299" 1601125 810974 3 425"
1601119 810969 4 .334" 1601135 810676 4 463"
1601129 810970 5 .360" 1601112 810975 5 499"
HO7RN-F

European Rubber Flexible Cordage
HAR 450/750 V 60°C

IEC, CEE Color Code, "CE" MARK

SIOI\D:ZLI. dz < » (€

HAR indicates acceptance by: Austria, Belgium, Denmark, Federal
Republic of Germany, Finland, France, Greece, Ireland, ltaly,
Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and UK.
Applications:

For use on electronic and electrical equipment designed for export to
Europe. Applicable to UL subject 478 (114) Appendix A - Information
processing and business equipment intended for use outside of the
U.S.A.

Construction:

Bare copper conductors, natural or synthetic rubber insulation, talc,
conductors cabled, neoprene jacket (black).

Standards:
HD 22.4S2, HD 308, 361, 383, 385, 402, 405.1. IEC 245.4, 228, 0295
class 5, 245, |IEC 66, 304, 332-1, 540, 0282. BS 6500, BS 6360.
Technical Data:
Voltage Rating:
Temperature Rating:
Minimum Bending Radius for Flexing:
Conductor Color Code: 2 = Blue, Brown
3 = Green/Yellow, Blue, Brown
4 = Green/Yellow, Brown, Black, Grey
5 = Green/Yellow, Blue, Brown, Black, Grey

450/750 Volts
-30° C to +60° C
15 x Outer Diameter

Approval: HAR
CATALOG NUMBER OUTER DIA. CATALOG NUMBER OUTER DIA.
NUMBER OF CONDUCTORS  MIN.-MAX. NUMBER OF CONDUCTORS  MIN.-MAX.
17 AWG (32/32) 1.0 mm? 8 AWG (80/26) 10 mm?
1600117 3 .338"-.452" 1600121 3 .787"-.1.004"
16 AWG (30/30) 1.5 mm? 1600108 4 .846"-.1.102"
1600103 3 .378"-.492" 1600109 5 .944"-1.200"
1600123 4 .413"-.531" 6 AWG (126/26) 16 mm?
1600104 5 .452"-.590" 1600122 3 .886"-.1.161"
14 AWG (50/30) 2.5 mm? 1600110 4 .964"-.1.259"
1600118 3 .452"- 571" 1600111 5 1.063"-.1.397"
1600105 4 .492"-.610" 4 AWG (196/26) 25 mm?
1600129 5 .531"-.669" 1600112 4 1.161"-1.476"
12 AWG (56/28) 4 mm? 1600113 5 1.279"-1.633"
1600119 3 .512"-.630" 2 AWG (296/26) 35 mm?
1600106 4 .571"-.708" 1600114 4 1.299"-1.653"
1600130 5 .629"-.767" 1 AWG (396/26) 50 mm?
10 AWG (84/28) 6 mm? 1600115 4 1.496"-1.909"
1600120 3 .571"-.787" 2/0 AWG (360/24) 70 mm?
1600107 4 .649"-.866" 1600116 4 1.692"-2.145"
1600131 5 .708"-.964" 3/0 AWG (475/24) 95 mm?
1600128 4 1.929"-2.381"
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"UNIVERSAL" SJT PORTABLE CORDAGE, 105°C

UL, CSA, VDE, DEMKO, SEMKO, NEMKO Listed, "CE" MARK

300 Volt

S

w-+— (€

Construction:

Bare copper conductors, black jacket.

Outer Jacket Marked:
HO5VV-F 3G, SJT, 105°C, VW-1, FT2

Technical Data:
Voltage Rating:

Temperature Rating:
Conductor Color Code:

Approvals:

300 Volts
105°C

UL listed

CSA listed (File LL57355)

(File E-90165)

VDE listed (File 104076)

Green with Yellow, Brown, Blue

“CE” Mark

CATALOG CONDUCTORS NOMINAL DIMENSIONS AMPS STANDARD WEIGHT

NUMBER NO. AWG STRANDING INSULATION JACKET  OUTSIDE DIA. LENGTHS LBS./M FT.
1601318 3 18 41/0.16 0.76 mm 0.76 mm 7.9 mm 10 500 FT. COIL 65
1601316 3 16 26/0.254 0.76 mm 0.76 mm 8.5 mm 13 500 FT. COIL 82
1601314 3 14 41/0.254 0.76mm 0.76 mm 9.3 mm 15 500 FT. COIL 102
1601312 3 12 65/0.254 0.76 mm 1.14mm 10.5mm 20 500 FT. COIL 163
1601310 3 10 65/0.32 114 mm 1.52mm 14.7 mm 30 328 FT. COIL 253

NOTE: Stranding and outside diameter dimensions are subject to change without prior notice.
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UL /CSA /<HAR> HOOK UP WIRE
HO5 V-K, UL Style 1007, CSA TEW
HO7 V-K, UL Style 1015, CSA TEW
.

HAR indicates acceptance by: Austria, Belgium, Denmark, Federal Republic of Germany, Finland, France, Greece, Ireland,
Italy, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

SUL CSA CE 4HARP<&

UL, CSA indicates acceptance in the United States and Canada.

Applications: Technical Data:

Recommended for use in electronics and electrical equip-
ment designed for North America and Europe.

Voltage Rating:
UL/ CSA 300V, (HO5V-K) 300/500 V
UL/ CSA 600V, (HO7V-K) 450/750 V
One standard product with all the required approvals for the
North American and European markets. Temperature Rating:

HAR/IEC -5°C to +70°C

Construction:

UL/CSA to 1 mm?
UL/CSA from 1.5 mm?

-10°C to +80°C
-10°C to +105°C

Stranded copper conductor, PVC insulation.
Minimum Bending Radius For Flexing:

(HO5V-K) 12.5 x O.D.

Approvals: (HO7V-K) 15 x O.D.

HAR: HO5 V-K Colors Available:

UL: Awm Style 1007, 1569 See chart below

CSA: TR-64

HAR: HO7 V-K

UL: Awm Style 1015

CSA: TEW
CAT. NO. CONDUCTOR SIZE NOM.-O.D. COLOR NO.

inches
00 GREEN / YELLOW

HO5V-K PVC 01 BLACK
9510..1 22 AWG / 0.5 mm? 0.087 02 BLUE
9510..2 20 AWG / 0.75 mm? 0.094 03 BROWN
9510..3 18 AWG / 1.0 mm? 0.098 04 RED
HO7V-K PVC 05 WHITE
9520..1 16 AWG / 1.5 mm? 0.130 06 GRAY
9520..2 14 AWG / 2.5 mm? 0.150 07 VIOLET
9520..3 12 AWG / 4.0 mm? 0.169 08 PINK
9520..4 10 AWG / 6.0 mm? 0.193 09 ORANGE
9520..5 8 AWG /10 mm? 0.268 11 YELLOW *
9520..6 6 AWG /16 mm? 0.335 12 GREEN *
9521..1 4 AWG / 25 mm? 0.402 *= NOT HAR
9521..2 2 AWG / 35 mm? 0.461

The complete part number is determined by adding the color number to the part number.

Example:
Part number 9510..1 with Green / Yellow insulation
is ordered as part number 9510001.
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EUROPEAN HOOK UP WIRE <HAR >
Types HO5 V-K, HO7 V-K | e «mar [==p  300/500V70°C
450/750V 70°C

HAR indicates acceptance by: Austria, Belgium, Denmark, Federal Republic of Germany, Finland, France, Greece, Ireland,
Italy, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

Applications: Technical Data:

For use in electronic and electrical equipment designed for Voltage Rating: (HO5V-K) 300/500 V
export to Europe. Also used in the repair of machinery (HO7V-K) 450/750 V
originally manufactured in Europe.

Temperature Rating: (HO5V-K) -30°C to +70°C
HO7V-K) -30°C to +70°
Standards: (HoTveK) -80%¢ e

HD 21.1 S2, HD 21.2, HD 21.3 S2; HD 308, 361, 383,385,  Minimum Bending Radius
402, 405.1. VDE 0812 (H05), 028 (H07), 0295 CLASS 5, [EC ~ For Flexing: (HO5V-K) 12.5 x O.D.
227.1,227.2, 227.5, 228, 304, 332-1, 540. BS 6500. DIN (HO7V-K) 15 x O.D.
57281, 57250.

Colors Available: See chart below
Construction: Approval: HAR - Conforms to “CE” low voltage directives
Stranded copper conductor, PVC insulation.
Fine wire per VDE 0295
CAT.NO. CONDUCTOR SIZE NOM. O.D. COLOR NO.
inches
HO5V-K PVC 00 GREEN / YELLOW
4510..1 20 AWG (16/32) 0.5 mm? 0.083 01 BLACK
4510..2 18 AWG (24/32) 0.75 mm? 0.094 02 BLUE
4510..3 17 AWG (32/32) 1 mm? 0.102 03 BROWN
HO7V-K PVC 04 RED
4520..1 16 AWG (30/30) 1.5 mm? 0.118 05 WHITE
4520..2 14 AWG (50/30) 2.5 mm? 0.146 06 GRAY
4520..3 12 AWG (56/28) 4 mm? 0.169 07  VIOLET
4520..4 10 AWG (84/26) 6 mm? 0.193 08 PINK
4520..5 8 AWG (80/26) 10 mm? 0.256 09 ORANGE
4520..6 6 AWG (128/26) 16 mm? 0.315 10 TRANSPARENT *
4521..1 4 AWG (200/26) 25 mm? 0.386 11 YELLOW *
4521..2 2 AWG (280/26) 35 mm? 0.433 12 GREEN *
4521..3 1 AWG (400/26) 50 mm? 0.512 13 BEIGE
4521..4 2/0 AWG (560/26) 70 mm? 0.610 14 DARK BLUE
4521..5 3/0 AWG (485/24) 95 mm? 0.669
4521..6 4/0 AWG (514/24) 120 mm? 0.776 *= NOT HAR
4521..7 300 MCM AWG (765/24) 150 mm? 0.839
4521..8 370 MCM AWG (944/24) 185 mm? 0.925
4521..9 480 MCM AWG (1255/25) 240 mm?  1.079

The complete part number is determined by adding the color number to the part number.

Example:
Part number 4510..1 with Green / Yellow insulation
is ordered as part number 4510001.

<HAR> Green /Yellow Ground: For every 15 mm of length of insulation, one of the colors (green or yellow) must
cover at least 30% and not more than 70% of the insulation surface, the other color covering the remainder.
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STRAIN RELIEF CORD CONNECTORS

Liquid-Tight (IP 68) UL, CSA, VDE

OooreO(EmEl (i

Patented Security:
Patent No. P-2631996

International Approvals:

UL No. E79903 VDE No. 57986
CSA No. LR50370-10 SEV No. 100989

Technical Data:

Protection: Up to 70 PSI

Material: Polyamide — flame retardant, self-
extinguishing nylon with neoprene
gland.

Working

Temperature: -22°F (-30°C) to 212°F (100°C) and
up to 302°F (150°C) for short periods of
time.

Seal: IP 68 (International Protection —
highest grade), comparable to NEMA 6
classification.

First digit (0-6): Dust Protection
Second digit (0-8): Water Spray
Protection

Salt water, weak acids, weak alkalis,
alcohol, ester, ketones, ether, benzine,
gas, mineral oil, animal and vegetable
oils, gasoline, oil, grease and common
solvents.

Resistant to:

New technically advanced features meet the most stringent
demands of safety and operational reliability. Can be used in
- panels, switches, control equipment and is most commonly
used within the machine tool industry. A strain relief and a
liquid-tight seal — all in one connector.

Internationally Approved:

Internationally tested and accepted by: UL, CSA, VDE,
SEV.

Optimum Seal:

A special interior flange construction of two sealing

rings molded at the body of the gland plus a high

quality neoprene bushing are additional safeguards

that insure an impervious seal — NEMA 6 Classification.

Unique Design:

Outperforms traditional connectors because the design con-
sists of three parts which do not require dismantling before
use.

The internal ratchet mechanism allows the cap to be
tightened without twisting the cord as it compresses,
pushing the collet fingers together to form a liquid-tight
seal with the neoprene compression gland.

Vibration-Proof Protection:

An integrated locking mechanism that includes an
internal ratchet inside the sealing portion of the
connector provides a self-locking and vibration-proof
fixing element that prevents the cap from detaching
even when subjected to severe vibration.

Quick Installation:

New multi-trapezoidal thread requires just one twist to
tighten the dome cap — automatically adjusting to the
size of the cable and providing optimum strain relief
and liquid-tight seal.

Heavy Duty Design:
* Higher pull out strength
¢ Highly reliable strain relief
New Cap Design for Easier Handling:

Larger ergonomic design and ridges of the dome cap
makes for easy gripping and mounting by hand or
wrench.

Larger Variable Clamping Range:

The uniquely designed collet accommodates a broad
range of cords, tubes and cable diameters resulting in
a reduction in the number of glands required in
inventory.

Resistant to Impact at Low Temperatures:

Can withstand impact at low temperatures of -30°C.
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STRAIN RELIEF CORD CONNECTORS

Liquid-Tight (IP 68) UL, CSA,VDE i @
..B.. j rF

@ 1kl e T ot

] mm

= il

o~ |- PG0S 152 141
STANDARD TYPE LOCKING NUT PG 11 ioe s
PG 13.5 20.4 1.41
‘ gy PG 16 22.5 1.41
‘ T - PG 21 28.3 1.59
| PG 29 37.0 1.59
OVOANEIAT + B
PG 42 54.0 1.59
= PG 48 59.3 1.59

FLEX TYPE

o

* Steel Conduit Thread 10 per DIN 40430

NOTE: Last 2 digits of catalog number indicate “PG” thread size as per above table

A" "B" Ty "D" e o= ey
CATALOG DIAMETER MOUNTING MAXIMUM THREAD WRENCHING WRENCHING LOCKNUT LOCKNUT
NUMBER RANGE HOLE OVERALL LENGTH NUT FLATS THICKNESS DIAMETER
(BLACK) CLEARANCE LENGTH THICKNESS
METRIC PG THREAD - STANDARD TYPE
20607 .079-.197 492 1.259 315 .203 591 197 .827
20507 .118-.255 492 1.259 315 .203 .591 197 .827
20609 .079-.236 .599 1.378 315 .218 .750 197 .945
20509 .157-.314 .599 1.378 315 .218 .750 197 .945
20611 .157-.275 .733 1.500 315 .218 .866 197 1.024
20511 .200-.394 .733 1.500 315 .218 .866 197 1.024
20613 .341-.354 .804 1.614 .354 .218 .945 .236 1.142
20513 .236-.472 .804 1.614 .354 .218 .945 .236 1.142
20616 .423-.481 .886 1.732 .394 234 1.063 .236 1.300
20516 .394-.551 .886 1.732 .394 .234 1.063 .236 1.300
20621 481-.617 1.115 1.929 433 .250 1.299 276 1.535
20521 .545-.709 1.115 1.929 433 .250 1.299 276 1.535
20629 .511-.787 1.457 2.165 433 .297 1.654 276 1.968
20529 .708-.984 1.457 2.165 433 297 1.654 276 1.968
20636 .787-1.023 1.850 2.519 512 315 2.087 315 2.598
20536 .866-1.259 1.850 2.519 512 315 2.087 315 2.598
20642 .984-1.220 2.126 2.638 512 .360 2.362 .315 2.874
20542 1.259-1.496 2.126 2.638 512 .360 2.362 315 2.874
20648 1.141-1.378 2.335 2.717 .551 .360 2.559 315 3.071
20548 1.456-1.732 2.335 2.717 .551 .360 2.559 315 3.071
METRIC PG THREAD - FLEX TYPE
21707 .079-.197 492 2.560 315 .203 591 197 .827
20707 .118-.255 492 2.560 315 .203 .591 197 .827
21709 .079-.236 .599 2.970 315 .218 .750 197 .945
20709 .157-.314 .599 2.970 315 .218 .750 197 .945
21711 .157-.275 .733 3.510 315 .218 .866 197 1.024
20711 .200-.394 .733 3.510 315 .218 .866 197 1.024
21713 .341-.354 .804 4.020 .354 .218 .945 .236 1.142
20713 .236-.472 .804 4.020 .354 .218 .945 .236 1.142
21716 423-.481 .886 4.540 .394 234 1.063 .236 1.300
20716 .394-.551 .886 4.540 .394 .234 1.063 .236 1.300
21721 .481-.617 1.115 5.293 433 .250 1.299 276 1.535
20721 .545-.709 1.115 5.293 433 .250 1.299 276 1.535
ALL DIMENSIONS ARE IN INCHES
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GLOSSARY

AFSNIT 107-2-01 The standard to which plugs and receptacles of the Danish configuration (DE1-10P and DE1-10R
respectively) must be manufactured.

ANSI American National Standards Institute (ANSI) is a standards setting agency for the United States.

AS /NZS 3112 1993 The standard to which plugs and receptacles of the Australian configurations (AU1-10P, AU2-15P and
AU1-10R, AU2-15R respectively) must be manufactured.

ASTA ASTA is a certification agency for the United Kingdom.

AWG American Wire Gauge. The standard system for designating the physical size of a current carrying wire.

BSI British Standards Institution (BSI) is the standards setting and certification agency for the United Kingdom.

BS 546A The standard to which plugs and receptacles of the United Kingdom configurations (UK2-15P and UK2-15R,
respectively) must be manufactured. Wiring devices of these configurations are generally utilized in countries which were part
of the United Kingdom when electricity was introduced into the country, i.e. South Africa and India.

BS 1363A The standard to which plugs and receptacles of the United Kingdom configuration (UK1-13P and UK1-13R
respectively) must be manufactured. All plugs, rewireable and those molded on to power cords, must be equipped with an
internal fuse. Fuses are available in 3, 5, 10 and 13 ampere ratings. The rating of the plug is, therefore, contingent upon the
rating of the fuse which is installed into it.

C22.2, No. 42 The standard to which plugs and receptacles of Canada configuration (NEMA 5-15P and NEMA 5-15R
respectively) must be manufactured. This configuration is the same as the plug and receptacle configuration which is utilized in
the United States.

Cable A group of insulated conductors twisted together and contained within an overall insulating jacket.

CCC China Compulsory Certification

CEBEC Comite Electrotechnique Belge (CEBEC) is the certification agency for Belgium.

CEE 7 The standard to which grounded plugs and receptacles of the Germany configuration must be manufactured. This
configuration is commonly referred to as the SCHUKO configuration and is utilized throughout most of the continental Europe.

CEE 7-7 The standard to which grounded plugs and receptacles of the Germany configuration (EU1-16P and EU1-16R
respectively) must be manufactured. Plugs that are manufactured to this standard have a slot in the face which allows the plug
to mate with French and Belgian receptacles (FR1-16R). This configuration is commonly referred to as the “SCHUKO”
configuration and is utilized throughout most of the continental Europe.

CEE 7-16 The standard to which non-grounded plugs and receptacles of the Germany configuration must be manufactured.
The plug is commonly utilized throughout the continental Europe and is therefore often referred to as the "Europlug”.

CEl Comitato Elettrotecnico ltaliano (CEI) is the standards setting agency for Italy.

CEIl 23-16/VIl The standard to which plugs and receptacles of the Italian configurations (IT1-10P, IT2-16P and IT1-10R,
IT2-16R respectively) must be manufactured.

CENELEC European Committee for Electrotechnical Standardization (CENLEC) is a standards setting agency which is
responsible for developing electrical standards that are universally acceptable to all CENELEC member nations. Austria,
Belgium, Denmark, France, Federal Republic of Germany, Finland, Greece, Ireland, Italy, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland and the United Kingdom are members of CENELEC.

CSA Canadian Standards Association (CSA) is the standards setting and certification agency for Canada.
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GLOSSARY

CSBS China State Bureau for Standardization (CSBS) is the standards setting agency for the People’s Republic of China.
DEMKO Dansk Elektroteknisk Komite (DEMKO) is the certification agency for Denmark.

Department of Fair Trading Australia

DIN Deutsches Institut fur Normung (DIN) is the standards setting agency for Germany.

Europlug Plug manufactured to the German standard CEE7-16. The plug is commonly utilized throughout the continental
Europe and is therefore often referred to as the "Europlug”.

Filler A nonconducting material used in multiconductor cables to occupy the voids formed by the cabled conductors.
FIMKO FIMKO Limited (FIMKO) is the certification agency for Finland.

GB 1002-1996 & GB 2099.1-1996 The standard to which plugs and receptacles of the Chinese configurations (CH1-10P,
CH2-16P and CH1-10R, CH2-16R respectively) must be manufactured.

Gost 7396 The standard to which plugs and receptacles of the Russian configuration must be manufactured. The plug is
similar to the German Schuko plug except the plug pins are 4.0 mm in diameter.

HAR Harmonized Cordage (HAR)

Harmonized Cordage Cordage that is manufactured in accordance with CENELEC’s Harmonization Documents HD-21 or
HD-22. In order to identify a harmonized wire or cable, one of the following identification methods are required; (1) Printed
letters (HAR) on either the overall jacket or insulation or (2) Printed tape or identification threads.

HD-21 CENELEC’s Harmonization Document HD-21 provides the specifications for polyvinyl chloride (PVC) insulated wire
and cable.

HD-22 CENELEC’s Harmonization Document HD-22 provides the specifications for rubber insulated flexible cords and
cables.

IEC International Electrotechnical Commision is an international committee that developes and publishes its recommenda-
tions for standardising international wiring devices and products.

IEC 60309 (Formerly IEC 309 - CEE 17) International Electrotechnical Commision standard that applies to a series of heavy
duty plugs and receptacles of a pin and sleeve design and that have a specific ampere/voltage rating for each individual
configuration.

IEC 60320 (Formerly IEC 320) International Electrotechnical Commision standard that applies to a series of plugs,
connectors, inlets and outlets designed for use on portable equipment such as computers, printers, medical equipment and
other electrical or electronic equipment.

IMQ Instituto ltaliano del Marchio di Qualita (IMQ) is the certification agency for Italy.

IP Ingress Protection (IP) - grades of protection against external solids contacting the conductors of a wiring device and
against the penetration of liquids into the wiring device as per the standard established by International Electrotechnical
Commision (IEC).

IP 44 or IP X4 Ingress protection is provided against solid bodies of dimensions above 1 mm diameter and against
sprinklings of water. These devices are typically considered to be “splashproof”.

IP 67 or IP X7 Ingress protection is provided against dust and against immersion under predetermined pressure and time
conditions. These devices are typically considered to be “watertight”.

1
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GLOSSARY

Insulation A material having a high resistance to the flow of electrical current. Used to isolate conductors.
INTI Instituto Nacional de Technologia Industrial (INTI) is the testing agency for Argentina
IRAM Instituto Argentino de Racionalization de Materiales (IRAM) is the standards setting agency for Argentina.

IRAM 2073 & IRAM 2063 The standard to which plugs and receptacles of the Argentinian configuration (AR1-10P and
AR1-10R respectively) must be manufactured.

Jacket The outer covering of a cable which provides protection against the environment.
JET Japan Electrical Testing Laboratory (JET) is the testing agency for Japan.

JIS Japanese Industrial Standards Committee Agency of Industrial Science & Technology (JIS) is the standards setting
agency for Japan

JIS 8303 The standard to which grounded plugs and receptacles of the Japanese configuration (JA1-15P and JA1-15R
respectively) must be manufactured.

KEMA NV tot Keuring van Elektrotechnische Materialen (KEMA) is the certification agency for the Netherlands.
LCIE Laboratoire Central des industries electriques (LCIE) is the certification agency for France.

MITI The Ministry of International Trade and Industry (MITI) is the organization to which all testing and/or approval agencies
in Japan belong. Dentori and JIS approvals are administered by MITI.

NEMA National Electrical Manufactures Association (NEMA) is a standards setting agency for the United States.

NEMA 5-15 The standard to which 15 ampere 125 volt grounded straight blade plugs and their corresponding receptacles of
the North American configuration (NEMA 5-15P and NEMA 5-15R respectively) must be manufactured.

NEMA 5-20 The standard to which 20 ampere 125 volt grounded straight blade plugs and their corresponding receptacles of
the North American configuration (NEMA 5-20P and NEMA 5-20R respectively) must be manufactured.

NEMA 6-15 The standard to which 15 ampere 250 volt grounded straight blade plugs and their corresponding receptacles of
the North American configuration (NEMA 6-15P and NEMA 6-15R respectively) must be manufactured.

NEMA 6-20 The standard to which 20 ampere 250 volt grounded straight blade plugs and their corresponding receptacles of
the North American configuration (NEMA 6-20P and NEMA 6-20R respectively) must be manufactured.

NEMA L5-15 The standard to which 15 ampere 125 volt grounded locking plugs and their corresponding receptacles of the
North American configuration (NEMA L5-15P and NEMA L5-15R respectively) must be manufactured. These wiring devices
have a locking feature that is designed to prevent accidental disconnects.

NEMA L5-20 The standard to which 20 ampere 125 volt grounded locking plugs and their corresponding receptacles of the
North American configuration (NEMA L5-20P and NEMA L5-20R respectively) must be manufactured. These wiring devices
have a locking feature that is designed to prevent accidental disconnects.

NEMA L5-30 The standard to which 30 ampere 125 volt grounded locking plugs and their corresponding receptacles of the
North American configuration (NEMA L5-30P and NEMA L5-30R respectively) must be manufactured. These wiring devices
have a locking feature that is designed to prevent accidental disconnects.

NEMA L6-15 The standard to which 15 ampere 250 volt grounded locking plugs and their corresponding receptacles of the

North American configuration (NEMA L6-15P and NEMA L6-15R respectively) must be manufactured. These wiring devices
have a locking feature that is designed to prevent accidental disconnects.
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GLOSSARY

NEMA L6-20 The standard to which 20 ampere 250 volt grounded locking plugs and their corresponding receptacles of the
North American configuration (NEMA L6-20P and NEMA L6-20R respectively) must be manufactured. These wiring devices
have a locking feature that is designed to prevent accidental disconnects.

NEMA L6-30 The standard to which 30 ampere 250 volt grounded locking plugs and their corresponding receptacles of the
North American configuration (NEMA L6-30P and NEMA L6-30R respectively) must be manufactured. These wiring devices
have a locking feature that is designed to prevent accidental disconnects.

NEMKO Norges Elektriske Materiellkontroll (NEMKO) is the certification agency for Norway.

Neoprene The Dupont trade name for polychloroprene a synthethic rubber which has the characteristics of good resistance
to oil, chemical and flame.

OVE Osterreichischer Verband Fur Elektrotechnik (OVE) is the certification agency for Austria.
PVC Polyvinyl chloride, a thermoplastic material used to insulate conductors and for cable jackets.
SAA Standards Assocition of Australia (SAA) is the standards setting agency for Australia.

SABS South African Bureau of Standards (SABS) is the standards setting agency for South Africa

SABS 164 The standard to which grounded plugs and receptacles of the South African configuration (UK2-15P and UK2-15R
respectively) must be manufactured.

SANZ Standards Association of New Zealand (SANZ) is the standards setting agency for New Zealand.

Schuko Plugs and receptacles of the Germany configuration (EU1-16P and EU1-16R respectively) manufactured to the
CEE 7-7 standard. Plugs that are manufactured to this standard have a slot in the face which allows the plug to mate with
French and Belgian receptacles (FR1-16R) This configuration is commonly utilized throughout most of the continental Europe.
SEMKO Svenska Elekiriska Materielkontrollanstalten AB (SEMKO) is the testing and certification agency for Sweden.

SEV Schweizerischer Electrotechnischer Verein (SEV) is the certification agency for Switzerland.

SEV 1011. 1959 The standard to which grounded plugs and receptacles of the Swiss configuration (SW1-10P and SW1-10R
respectively) must be manufactured.

S132 The standard to which grounded plugs and receptacles of the Israeli configuration (IS1-16P and 1S1-16R respectively)
must be manufactured.

Sl Standards Institution of Israel (Sll) is the certification agency for Israel.

SJT UL cord type designation. Service Junior Thermoplastic jacket used for hard service applications.

SJTO UL cord type designation. Service Junior Thermoplastic Qil resistant jacket used for hard service applications.
SPT UL cord type designation. Service Parallel Thermoplastic.

SVT UL cord type designation. Service Vacuum Thermoplastic jacket not for use in hard service applications.

UL Underwtiters Laboratories (UL) is a testing agency for the United States.

UTE Union Technique de I'Electricite (UTE) is the standards setting agency for France.

VDE VDE Pruf und Zertifizierungsinstitut (VDE) is the certification agency for Germany.
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TEMPERATURE AND METRIC CONVERSION DATA

Temperature Conversion Data

...°C

71.11
71.66
72.22

L7277

73.33
73.89

.. 74.44

75.00
75.55

... 76.11

76.67
77.22

e 77.77
... 78.33
... 78.88
... 79.44
.... 80.00
.... 80.55
... 81.11

81.66

Metric Conversion Factors

Area

Square Inch x 6.452 = Square Centimeter
Square Centimeter x 0.1550 = Square Inch
Square Foot x 0.0929 = Square Meter
Square Meter x 10.76 = Square Foot

Length

Inch x 25.4 = Millimeters
Millimeters x 0.03937 = Inches
Feet x 0.3048 = Meters
Meters x 3.281 = Feet

Volume
Cubic Inch x 16.39 = Cubic Centimeter
Cubic Centimeter x 0.06102 = Cubic Inch

Mass
Ounce x 28.35 = Gram
Gram x 0.03527 = Ounce

Pound x 0.4536 = Kilogram
Kilogram x 2.205 = Pound

Cubic Foot x 0.02832 = Cubic Meter
Cubic Meter x 35.31 = Cubic Foot

Fractions to Decimals to Millimeters Conversion Chart
Inches Inches Inches Inches
Fraction Decimal mm Fraction Decimal mm Fraction Decimal mm Fraction Decimal mm

1/64 0.0156 0.3969 17/64 0.2656 6.7469 33/64 0.5156  13.0969 49/64 0.7656  19.4469
1/32 0.0312 0.7938 9/32 0.2812 7.1438 17/32 0.5312  13.4938 25/32 0.7812  19.8437
3/64 0.0468 1.1906 19/64 0.2968 7.5406 35/64 0.5468  13.8906 51/64 0.7968  20.2406
1/16 0.0625 1.5875 5/16 0.3125 7.9375 9/16 0.5625  14.2875 13/16 0.8125  20.6375
5/64 0.0781 1.9844 21/64 0.3281 8.3344 37/64 0.5781 14.6844 53/64 0.8281  21.0344
3/32 0.0937 2.3812 11/32 0.3437 8.7312 19/32 0.5937 15.0812 27/32 0.8437 21.4312
7/64 0.1093 2.7781 23/64 0.3593 9.1281 39/64 0.6093 15.4781 55/64 0.8593  21.8281

1/8 0.1250 3.1750 3/8 0.3750 9.5250 5/8 0.6250 15.8750 7/8 0.8750 22.2250
9/64 0.1406 3.5719 25/64 0.3906 9.9219 41/64 0.6406  16.2719 57/64 0.8906 22.6219
5/32 0.1562 3.9688 13/32 0.4062 10.3188 21/32 0.6562  16.6688 29/32 0.9062 23.0188
11/64 0.1718 4.3656 27/64 0.4218 10.7156 43/64 0.6718  17.0656 59/64 0.9218 23.4156
3/16 0.1875 4.7625 7116 0.4375 11.1125 11/16 0.6875  17.4625 15/16 0.9375 23.8125
13/64 0.2031 5.1594 29/64 0.4531 11.5094 45/64 0.7031 17.8594 61/64 0.9531  24.2094
7/32 0.2187 5.5562 15/32 0.4687  11.9062 23/32 0.7187  18.2562 31/32 0.9687 24.6062
15/64 0.2343 5.9531 31/64 0.4843  12.3031 47/64 0.7343  18.6531 63/64 0.9843  25.0031

1/4 0.2500 6.3500 1/2 0.5000 12.7000 3/4 0.7500  19.0500 1 1.0000  25.4000
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AWG TO METRIC (mm?) CONVERSION CHART
METRIC CONVERSION FACTORS

Metric Conductor | Maximum Current | Cross-Sectional American Wire | Maximum Current
Size (mm?) Carrying Capacity Area (mm?) | Gauge Size (AWG) | Carrying Capacity
at 20°C (Amperes) (Amperes) *

0.75 10 0.75
0.82 18 10
1.00 15 1.00
1.31 16 13
1.50 20 1.50
2.08 14 18
2.50 25 2.50
3.31 12 25
4.00 34 4.00
5.26 10 30
6.00 44 6.00
8.37 8 40
10.00 61 10.00

* These are the Underwriters’ Laboratories, Inc. & National Electric Code Standard for 2 and 3
conductor rubber or plastic cords. The current rating for cord with 4 or 6 conductors is 80% of the value
shown.
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
(1 mm = 0.039")
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DIMENSIONAL DATA

All Dimensions Are In Millimeters
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
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DIMENSIONAL DATA

All Dimensions Are In Millimeters
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DIMENSIONAL DATA

All Dimensions Are In Millimeters
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DIMENSIONAL DATA

All Dimensions Are In Millimeters
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
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DIMENSIONAL DATA

All Dimensions Are In Millimeters
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DIMENSIONAL DATA
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
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DIMENSIONAL DATA
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DIMENSIONAL DATA

All Dimensions Are In Millimeters
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DIMENSIONAL DATA
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
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DIMENSIONAL DATA
All Dimensions Are In Millimeters
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DIMENSIONAL DATA
All Dimensions Are In Millimeters

(1 mm = 0.039")

79.4 DIA

2.5$H< 46.8 -‘

f

(4) 5.2 DIA
iy

% 58.1
DIA
f 0 6
PANEL CUTOUT
Page No. 167 Page No. 167
92
[(4) 5.2 DIA o7
(o) =
=~
DIA <]
° ° g Bt
i
PANEL CUTOUT —
Page No. 167 Page No. 167

T

32.5 =

66
r44.5 —

|

Cat. No. L615-P

Page No. 164

Cat. No. L620-C

833 | 61.5 60.2 34.5
(39/32") DIA [
£l + o 1]/
—
Cat. No. L530-R Page No. 167 Cat. No. L615-C Page No. 164
65.0 DIA. 65.0 DIA. l=— 40
55 hss 55
(2) 5.0 DIA (2) 5.0 DIA
PANEL CUTOUT PANEL CUTOUT
Cat. No. L615-FI Page No. 164 Cat. No. L615-FO Page No. 164
54 DIA 87
38.5 665 46 DIA 62 —
DIA 2.3+ [ﬁ 44.5 —
= A
345 |[eH
) DA =] K
R [

Page No. 166

© 2004 International Configurations, Inc.

260 International Configurations, Inc. « P.O. Box 3374 ¢ Enfield, Connecticut 06083  TEL (860) 749-6380 * FAX (860) 749-2985

Entire contents of this catalog copyrighted.

www.InternationalConfig.com




DIMENSIONAL DATA
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TERMS AND CONDITIONS OF SALES

10.

1.

12.

13.

14,

15.

16.

17.

Shipments
Shipments, deliveries, payment terms and performance of work shall at all times be subject to the approval of the seller. The seller may, at any time, decline to make any
shipment or delivery or perform any work except upon receipt of payment or security or upon terms and conditions satisfactory to the seller.

Prices

All prices quoted by the seller are net. List prices are subject to change without notice. Prices stated on this form are contingent upon acceptance of delivery by the buyer
of all goods subject to this order within six (6) months and can be increased or decreased at the seller’s option upon ninety (90) days’ written notice by the seller. Subject
to section 1, the seller’s payment terms are net thirty (30) days, from the date of invoice. Pursuant to Connecticut law, a charge of one and one-half percent (1-1/2%) per
month is made on the past due balance of any account in order to reimburse the seller for estimated administrative and other costs associated with delinquent accounts.
The buyer agrees that such a charge is reasonable in the light of the anticipated or actual harm caused by reason of the Buyer’s delinquency, the difficulties of proof of
loss, and the inconvenience or nonfeasability of the seller otherwise obtaining a remedy. The buyer further agrees that such a charge is not an agreement, express or
implied, to give further time for payment.

Taxes
The Buyer shall promptly pay any taxes which the seller may be required to pay or collect under any existing or future law for the account of the Buyer. Connecticut sales
tax shall be added to shipments made within Connecticut unless a valid resale certificate has been filed with the Seller.

Costs

All transportation costs, insurance charges, payment convenience fees, currency exchange fees, export documentation cost, handling cost, priority processing fees and
miscellaneous cost shall be invoiced to the buyer. F.O.B. point is Enfield, Connecticut. The Seller reserves the right to ship by carrier of its discretion unless otherwise
specified by the buyer.

Rush Orders
Orders placed for same day shipment are subject to a service charge.

Warranty

If the goods furnished to the Buyer shall fail, due to defective material or workmanship, within one (1) year from the date of shipment, the Seller shall replace such
non-conforming goods or repair such non-conforming goods without charge to the buyer. This warranty does not apply if the goods have been damaged by accident,
abuse, misuse, modification or misapplication; by damage during shipment; or by improper service. The foregoing warranty is exclusive and NO OTHER WARRANTY,
WHETHER EXPRESSED, IMPLIED, OR STATUTORY, INCLUDING ANY WARRANTY OF MERCHANTABILITY OR FITNESS FOR A GENERAL OR PARTICULAR
PURPOSE OR DESIGN SHALL EXIST IN CONNECTION WITH ANY OF THE GOODS SUPPLIED HEREUNDER. AND ALL SUCH WARRANTIES ARE HEREBY
EXPRESSLY EXCLUDED. This warranty allocates the risk of the failure of goods between the Seller and the Buyer as authorized by applicable law. No employee,
agent, dealer, or other person is authorized to give any warranties on behalf of the Seller or to assume for the Seller any other liability in connection with any of its goods
except in writing and signed by an officer of the Seller. Although the Seller makes every effort to ensure the accuracy of specifications at the time of publication,
specifications for products described in this publication are subject to change without notice. The Seller makes no representation that the goods comply with any present
or future international, federal, state or local regulation or ordinance. Compliance is the Buyer’s responsibility, The use of the Seller’s goods should be in accordance
with the provision of the national Electric Code, U.L., and/or other industry, military or international standards that are pertinent to the particular end use. Installation or
use not in accordance with these codes and standards could be hazardous.

Claims

All goods shall be inspected by the Buyer when received, and every claim on account of defective material, workmanship, or shortages, or for any other cause, shall be
deemed waived by the Buyer, unless made in writing and received by the Seller within thirty (30) days from the date of receipt of such goods to which such claim relates.
Upon receipt of such claim, the Seller shall be given a reasonable opportunity to inspect such goods. No goods shall be returned to the Seller without the Seller’s written
authorization. Returned goods shall be subject to a restocking charge, F.O.B. destination and prepaid. The Seller reserves the right to overship or undership by 5% on
NON-STOCK items. No claim of any kind, whether as to goods delivered or for non-delivery of goods, shall be greater in amount than the purchase price of the goods in
respect of which such damages are claimed.

Change Orders
Seller shall accept at its sole discretion, any order changes and cancellation (up to 30 days prior to shipment) of standard items for which a ready market exists and/or for
items, which the order has not yet been issued with the overseas supplier. Cancelled orders shall be subject to a cancellation charge.

Cancellations
Scheduled orders are non-cancellable. However, Seller will consider a request for cancellation if the product is not already in Seller’s stock, en route from manufacturer’s
factory, or in production at time of Buyer’s request.

Damages

IT IS EXPRESSLY AGREED THAT SECTION 6 STATES THE BUYER'’S SOLE AND EXCLUSIVE REMEDY for any breach of warranty and for claim for personal injury,
property damage or commercial loss, whether sounding in contract, tort, strict liability or negligence, based on any defect on any goods of the Seller. Without limiting the
generality of the preceding sentence, it is expressly agreed that the SELLER SHALL NOT BE RESPONSIBLE FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL,
OR CONSEQUENTIAL DAMAGES WHATSOEVER, including any labor or other costs, incurred by the buyer as a result of such defect or incident to the repair or
replacement, or inability to use, any good.

Force Majeure

The Seller shall be excused for any delay in performance due to acts of God, war, riot, embargoes, acts of civil or military authorities, fires, floods, accidents, quarantine
restrictions, strikes, differences with workmen, delays in transportation, shortage of fuel, labor or materials, or any circumstantial cause beyond the control of the Seller in
the reasonable conduct of business.

Modification of Agreement
This agreement cannot be modified in any way, except in writing, signed by the parties herein.

Waiver
Waiver by the Seller of a breach of any of the terms and conditions set forth above shall not be constructed as a waiver of any other or subsequent breach.

Governing Law
Connecticut law governs this transaction.

Collection Costs
In the event the Buyer defaults in the terms of payment, the Seller may recover from the buyer all costs of collection, including without limitation reasonable attorneys
fees, whether or not such collection includes the commencement of a lawsuit.

Terms and Conditions
The Seller accepts orders only upon the foregoing terms and conditions, which shall prevail notwithstanding any variance with the terms and conditions of any order
submitted by the Buyer. Acceptance of delivery of goods shall be deemed agreement herewith by the Buyer.

Technical change rights reserved
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